Lecture Notes in 
Computer Science 1516 



Wolfgang Ehrenberger (Ed.) 



Computer Safety, 
Reliability and Security 

17th International Conference, SAFECOMP’98 
Heidelberg, Germany, October 1998 
Proceedings 





Springer 




Lecture Notes in Computer Science 1516 

Edited by G. Goos, J. Hartmanis and J. van Leeuwen 




springer 

Berlin 

Heidelberg 

New York 

Barcelona 

Budapest 

Hong Kong 

London 

Milan 

Paris 

Singapore 

Tokyo 




Wolfgang Ehrenberger (Ed.) 



Computer Safety, 
Reliability and Security 



17th International Conference, SAEECOMP’98 
Heidelberg, Germany, October 5-7, 1998 
Proceedings 




Springer 




Series Editors 



Gerhard Goos, Karlsruhe University, Germany 
Juris Hartmanis, Cornell University, NY, USA 
Jan van Leeuwen, Utrecht University, The Netherlands 

Volume Editor 

Wolfgang Ehrenberger 
Eachhochschule Eulda 
Eachbereich Angewandte Informatik 
Postfach 12 69, D-36012 Eulda, Germany 
E-mail: ehrenberger@informatik.fh-fulda.de 



Cataloging-in-Publication data applied for 



Die Deutsche Bibliothek - CIP-Einheitsaufnahme 

Computer safety, reliability and security : 17th international 
conference ; proceedings / SAEECOMP ’98, Heidelberg, Germany, 
October 5 - 7, 1998. Wolfgang Ehrenberger (ed.). - Berlin ; Heidelberg ; 
New York ; Barcelona ; Budapest ; Hong Kong ; London ; Milan ; 

Paris ; Singapore ; Tokyo : Springer, 1998 

(Lecture notes in computer science ; Vol. 1516) 

ISBN 3-540-65110-1 



CR Subject Classification (1991): D.1-4, E.4, C.3, E.3, K.6.5 
ISSN 0302-9743 

ISBN 3-540-65110-1 Springer- Verlag Berlin Heidelberg New York 



This work is subject to copyright. All rights are reserved, whether the whole or part of the material is 
concerned, specifically the rights of translation, reprinting, re-use of illustrations, recitation, broadcasting, 
reproduction on microfilms or in any other way, and storage in data banks. Duplication of this publication 
or parts thereof is permitted only under the provisions of the German Copyright Law of September 9, 1965, 
in its current version, and permission for use must always be obtained from Springer- Verlag. Violations are 
liable for prosecution under the German Copyright Law. 

© Springer-Verlag Berlin Heidelberg 1998 
Printed in Germany 

Typesetting: Camera-ready by author 

SPIN; 10692744 06/3142 - 5 4 3 2 1 0 Printed on acid-free paper 




Preface 



Computers and their interactions are becoming the characteristic features of our time: 
Many people believe that the industrial age is going over into the information age. In 
the same way as life of the beginning of this century was dominated by machines, 
factories, streets and railways, the starting century will be characterised by computers 
and their networks. This change naturally affects also the institutions and the 
installations our lives depend upon: power plants, including nuclear ones, chemical 
plants, mechanically working factories, cars, railways and medical equipment; they all 
depend on computers and their connections. In some cases it is not human life that 
may be endangered by computer failure, but large investments; e.g. if a whole plant 
interrupts its production for a long time. In addition to loss of life and property one 
must not neglect public opinion, which is very critical in many countries against major 
technical defects. 

The related computer technology, its hardware, software and production process differ 
between standard applications and safety related ones: In the safety case it is normally 
not only the manufacturers and the customers that are involved, but a third party, 
usually an assessor, who is taking care of the public interest on behalf of a state 
authority. Usually safety engineers are in a better position than their colleagues from 
the conventional side, as they may spend more time and money on a particular task 
and use better equipment. On the other hand, in addition to the costumer’s wishes, 
they have to take into account the demands of assessors and regulators, who may 
reject their final product. 

It has been the purpose of the SAFECOMP conference series to review the state of 
science and technology of safety related computing and provide a constructive 
exchange of ideas, opinions and visions among experts. 

Since the SAFECOMP conferences have been running over nearly 20 years now, one 
may make some comparisons: This year’s contributions are characterised by a large 
share of formal approaches and formal methods; it seems that deterministic views are 
coming to dominate over probabilistic ones. Another characteristic is that the 
hardware problems as such seem to be more or less solved; the contributions 
submitted in 1998 are dealing mainly with system aspects and with software aspects. 

I hope that the reader of this book gets important information on how to make 
computer controlled systems safer at lower cost. 



Fulda, Germany 
August 1998 



Wolfgang Ehrenberger 
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CoRSA - A Constraint Based Approach to 
Requirements and Safety Analysis 



Kevin Hollingworth and Amer Saeed 

Centre for Software Reliability, Dept, of Computing Science, University of Newcastle 
upon Tyne, NEl 7RU, UK. E-mail:K. J .HollingworthSncl . ac .uk 



Abstract. In this paper a novel approach for safety analysis of embed- 
ded systems is proposed, based on modelling and analysing a system in 
terms of constraints. 

The main contributions of the reported work are: the introduction of 
a notation for modelling entities of the physical environment and con- 
troller, based on expressing state transition models as constraints; and 
providing procedures for the analysis of these models by resolution of a 
series of constraint satisfaction problems. In addition the work provides a 
systematic framework for modelling and analysis in terms of constraints, 
and can be realised in a constraint based programming language. 



1 Introduction 

In this paper a novel approach for safety analysis is proposed, based upon mo- 
delling embedded systems in terms of state transition model, expressed as a set 
of constraints. Procedures are then defined for the analysis of liveliness and sa- 
fety properties of such constraint models based upon the resolution of constraint 
satisfaction problems. 

Within the development life-cycle, of embedded systems, studies and experi- 
ence suggest that the requirements phase is the major source of errors leading to 
unacceptable levels of risk [1]. Safety analysis offers the potential to determine 
whether the risk associated with a computing system is acceptable in relation to 
overall system risk, in the context of defined failure assumptions [2] . The objec- 
tives of safety analysis during the phase of requirements analysis are two fold: 
i) provide evidence that the risk associated with the requirements specification 
is acceptable; ii) provide guidance for the inclusion of risk reduction strategies, 
thereby producing more robust requirements specifications. 

1.1 Safety Analysis for Embedded Systems 

Approaches proposed for safety analysis can be placed into three groups. 

Modified safety techniques. Variants of traditional safety analysis techniques 
have been proposed for software specifications and have been developed for most 
stages of the software development cycle, including: FMECA for requirements 
specifications [3], modified HAZOPs for designs [4], FTA for source code [5]. 
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These techniques were developed for models of conventional technologies to ex- 
amine the relationships between failure behaviours and hazards, these techniques 
are less effective for software models. 

Formal techniques. Formal techniques have been advocated for several stages 
in the development of embedded systems [6, 7, 8, 9]. These studies have shown 
benefits can arise from the application of formal techniques. However, they have 
also illustrated some of the drawbacks. The particular needs of safety properties 
have not been used to simplify the analysis, nor have efficient procedures been 
identified for the modelling and analysis of failure behaviours. 

Novel techniques. Techniques based on a combination of formal and safety 
analysis techniques have been proposed [10,11,12]. 

None of the approaches provide a coherent automated method for model- 
ling and analysis of safety properties and failures, for the early stages of the 
development of embedded systems. 

1.2 Constraint Based Approaches for System Development 

A constraint satisfaction problem (CS-problem) consists of a set of variables, 
for each variable a domain and a set of constraints restricting the values that 
the variables can take. A solution to a CS-problem is where all the variables are 
assigned a value and the constraints evaluate to true. 

The relationship between constraint satisfaction and model checking can be 
viewed as an examination of a state space in order to determine the validity of 
specified properties. Early application of constraints to system development was 
to model security rules and real-time distributed systems [13,14]. 

More recently, constraint satisfaction has been proposed as an approach for 
confirmation of consistency and verification of established modellina; notations 
[15,16]. 



CoRSA: Language and Analysis Techniques For the development of the 
Constraint based approach to Requirements and Safety Analysis (CoRSA), the 
conceptual framework proposed by the ATMOSPHERE project [17] is adop- 
ted. The languages and techniques of CoRSA will be based on the notions of 
constraints and resolution of a constraint satisfaction problem (CS-problem). 

CoRSA: Modelling 

The behaviour of a system will be modelled as a set of constraints describing 
a state-transition system, three categories of constraints are defined. The beha- 
viour of a model will be partitioned into modes (normative and failure), similar 
to the approach used for Interactors [10]. Time is represented in the model by 
interpreting the states of the system as time slices, each being associated with a 
unit of time [14]. 

CoRSA: Analysis 

The consistency of a CoRSA model will be determined by ensuring that there 
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is at least one solution to the CS-probleni, obtained by the composition of all 
the constraints. 

The verihcation and safety analysis of a CoRSA model can be conducted 
by using a hx-point dehnition to obtain all the reachable states of the CoRSA 
model, and conhrm that these states exclude system hazards. 



Case Study: Gas Burner The gas burner benchmark example [6,8,18] is 
extended by including some redundant components to explore safety analysis 
for a simple fault-tolerant system. 

The plant of the gas burner, typically, consists of the following components:a 
gas chamber, in which concentration of gas can build up and an inlet pipe. 
The plant interface consists of; a flame sensor, which detects the presence of a 
flame; a flow sensor, which detects whether or not gas is flowing; an on/off safety 
valve that can be used to stop gas flowing into the chamber. The control system 
monitors the gas chamber and regulates the flow of gas. 

Section 2, provides an overview of the language and process model. Section 3, 
presents an overview of the realisation of CoRSA in a constraint based program- 
ming language (CBL). Finally, Section 4 draws some conclusions and outlines 
directions for future work. 



2 The CoRSA Approach 

In this section, we present the CoRSA approach to the analysis of safety requi- 
rements. The presentation is structured into three parts, hrstly the language. 



2.1 The CoRSA language 

Firstly the block template notation will be discussed, the textual language will 
then be introduced. 



The block template notation Figure 2 shows a CoRSA block template. Once 
a template has been produced for the system this can easily be transformed into 
a CSP via the CoRSA textual language. Within the template the Declarations 
section contains all the information needed to define the variables and domains. 
The Modes section declares a number of labels for behaviour modes. At least 
three modes will always be dehned these being INIT, GLOBAL and HAZARDS. The 
dehnition of the mode constraints are placed in the Constraints section. The 
INIT mode contains all initial state constraints, the Global mode contains those 
constraints that are always used. The Hazards mode contains all the constraints 
describing the system’s hazards. All modes are divided into transition and 
invariant constraints. Finally other modes dehne particular behaviour traits. 
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CoRSA textual language The fields of a CoRSA template are completed 
using a simple textual language. This language enables an analyst to define con- 
straints over the value of declared variables in their current and or successor 
state. A primitive constraint is a mathematical expression over the variables; 
primitive constraints can be composed using the standard logical operators. 
The underlying semantics of this textual language is in terms of a set of cur- 
rent/successor state pairs. A program in the CoRSA textual language defines a 
CS-problem. A completed CoRSA template can be translated into a number of 
programs in the textual language, the execution of these programs corresponds 
to the analysis of the CoRSA template. 

2.2 CoRSA Analysis Procedures 

CoRSA and state transition models A CoRSA template can be related to 
a state transition model, M, as a 5-tuple :- 

M = {InitialState, MInvState, MTransPairs, HInvState, HTransPairs) 
where InitialState is the set of current /successor state pairs satisfying the 
initial state constraints, MInvState is the set of states satisfying the invari- 
ants, MTranPairs is the set of current /successor state pairs that satisfy the 
transitions, HInvState is the set of states satisfying the hazard invariants and 
PlTranPairs the set of current /successor state pairs satisfying the hazard tran- 
sitions. 

The set of all traces for machine M can be defined as: - 

Trace[[M]] = {tr e {MInvState Cl MTransPairs)* (1) 

|tr(0) e InitialState A Vi e{l, . . . , len{tr)} 

: {tr{i - 1)(2) = tr(i)(l))} 

The set of all reachable pairs of machine M can be defined as: - 

Pair[[M]] = {P e MInvState \ 3 tr e Trace[[M]] : (2) 

3 i e{0, . . . , len{tr)) : P = tr{i) V P = {tr{i — 1)(2), tr(i)(l))} 

Analysis of safe behaviour 

— Postulate a set of invariants PInv that characterises the fixed point for the 
set of states. Postulatelnv and Postulatelnv' denote the sets of states that 
satisfy PInv in the current and successor states. 

— Confirm that the initial state satisfies the fixed point invariants 

InitialState C Postulatelnv (3) 

— Confirm that PInv is a fixed point, PInv is a fixed point iff: - 

{MTransPairs C MInvState C Postulatelnv) C Postulatelnv' (4) 

— FPair is a set of current and successor state pairs that define a fixed point 

FPair[[M]] = MInvState C MTransPairs C Postulatelnv (5) 
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Hazardous behaviour For a machine M we can define hazardous behaviour: - 

Hazard^M\\ = HTransPairs U HInvState U HInvState' (6) 

It is sufficient to show that: - 

FPair[[M]] n Hazard[[M]] = {} (7) 

The approach adopted, in equations 5-9, is similar to the incremental invariance 
rule proposed by Manna and Pneuli [19]. 



Analysis as a CS-problem Recall, the domain of a CS-problem is a pair of 
states. The checks in Section 2.2, see Equations 3,4 and 7, can be expressed by 
showing no solution exists for: - 

— the initial state constraints and the negated constraints for the postulated 
invariants in the current state. 

— the transition constraints, invariant constraints, the postulate invariant con- 
straints for the current state and the negated constraints for the postulated 
invariants in the successor state. 

— finally, the transition and invariant constraints, the postulate invariant con- 
straints for the current and successor states, and the hazard constraints. 



2.3 CoRSA Process Model : A Case Study 

The activities of CoRSA, see Figure 1, start with the external and elicitation 
activities and progress through to analysis. 




Fig. 1. CoRSA Process Model 
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CoRSA external activities produce a set of hazard definitions. This is achie- 
ved through performing preliminary hazard analysis on the top level require- 
ments. As defects in the top level requirements may be highlighted by subse- 
quent analysis activities, the external activities include a rectification process 
that corrects any defects found. Preliminary hazard analysis for the gas burner 
was conducted resulting in the following hazard being identified:- If there is a 
gas leak for more than ten consecutive states there is a hazard state. 



CoRSA elicitation activities model the top level requirements in terms of 
the CoRSA templates and establish validation conjectures. The product of this 
modelling can then be automatically checked, using a CBL, for consistency using 
validation checks. Defects found are fed back otherwise a checked CoRSA requi- 
rements and validation conjectures document is produced. 

For the plant the following variables have been identified:- Gas which repre- 
sents whether the gas is on or off. Flame which represents whether there is a 
flame or not. Leak (initially set to no) which indicates a leak. Leak Total (initi- 
ally set to 0) which is the number of units the gas burner has been leaking for 
and Old Leak Total (initially set to 0) which contains the previous Leak Total. 
A constant has also been identified this being Maximum Leak Duration and is 
set at 10 time units. 

For the plant a number of invariants have been identified these include:- 
There is a Leak if and only if the Gas is on and there is no Flame (PH) 

If there is a Leak then Leak total is equal to the Old Leak Total plus 1 (PI2) 

If there is no Leak then the Leak Total is reset to 0 (PI3) 

Also the following transition has been identified:- 
The Old Leak Total in the next state equals the current Leak Total (PTl) 

For the plant interface we have the following variables:- Gas Sensor (initially 
set to no) which senses the presence of gas or not. Flame Sensor (initially set to 
no) which senses the presence of a flame or not and Safety Valve (initially set to 
off) which is a valve that can shut the gas off as a safety precaution. 

For the controller we have the following variables:- Gontroller Leak (initially 
set to no) which is the controllers notion of whether there is a leak or not, 
Gontroller Leak Total (initially set to 0) which is what the controller perceives 
to be the total number of time units a leak has been present and Gontroller 
Old Leak Total which is the previous value of Gontroller Leak Total. Also the 
following constant has been identified:- Max Gontroller Leak Duration (set to 6) 
units. 

Invariants over the controller include :- 

If there is no Gontroller Leak then the Gontroller Leak Total is reset to 0 (CIS) 

The transitions for the plant interface include:- 
The Gas Sensor in the next state is equal to the current state of Gas (ITl) 
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Finally the remaining transitions over the controller and plant are CTl, CT2 
, CT3 (see Figure 2). Note that in Figure 2 a variable without an apostrophe 
appended denotes the current state and with denotes the successor state. 

Variables Leak, Leak Total, Old Leak Total, Gas Sensor, Flame Sensor, Con- 
troller Leak Total and Controller Old Leak Total are set to an initial value of 
0. These constraints will be referred to as Inl,In2,In3,In4,In5,In6 and In7. The 
Safety Valve is set to an initial value of 1 (open) and the constraint will be 
referred to InS. The CoRSA template for the case study can be seen in Figure 2. 



CoRSA expression activities are concerned with the expression of informa- 
tion needed to perform safety analysis, this includes the expression of hazards, 
failure behaviours, normative and non-normative safety analysis checks. This 
information is expressed as a program in the CoRSA textual language. These 
programs are in the form of a CS-problem. 

Following is the hazard identified for the gas burner in terms of the CoRSA 
language:- Inv : {LeakTotal >: MaximumLeakDuration). 

Also a number of invariants must be postulated before analysis can be per- 
formed, these postulated invariants are:- 
If the Leak Total > 0 then the Controller Leak 

Total must be >= The Leak Total - 1 (IPl) 

If Leak Total > Maximum Leak Duration - 1 

then the Gas must be off (IP2) 

If Controller Leak Total > Maximum Controller Leak 

Total + 1 then Safety Valve should be on (IP3) 

Now the normative safety analysis checks can be stated in terms of the 
CoRSA language :- 
Declarations Decl 

not (Current : IPl and Current :IP2 and Current: IPS) and (Current: Ini and 
Current : In2 and ... and InS) 

and checked by showing there are no solutions to the given constraints. The 
other checks can be shown to be similar. 



CoRSA analysis activities translate the CS-problems produced by the ex- 
pression activity into CBL programs and execution produces either evidence that 
the specifications are safe or a number of defects. 

3 Realisation and Analysis 

In this section an overview of the realisation of CoRSA in a CBL, namely OZ 
[20], will be presented in terms of normative safety analysis checks for the case 
study. This will be followed by a discussion of non-normative safety analysis 
checks. 




10 



K. Hollingworth and A. Saeed 



— Declarations 

Constants: 

Maxleakduration 

Maxcleakduration 

Variables: 

Gas 

Flame 

Leak 

Ltotal 

Oltotal 

Sgas 

Sflame 

Safetyvalve 

Cleak 

Coltotal 

Cltotal 

Modes: 

NORMATIVE 

NON-NORMATIVEl 

NON-NORMATIVE2 

— Constraints 

GLOBAL 



GAS-BURNER 
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Bool 

Bool 

Bool 

Int 

Int 

Bool 

Bool 

Bool 

Int 

Int 

Int 



Maximum Leak Duration 
Maximum Controller Leak Duration 

Gas On/Off 
Flame yes/no 
Leak yes/no 
Total consecutive leaks 
Old leak total 
Gas Sensor On/ Off 
Flame sensor yes/no 
Safety valve open/shut 
Controller leak 
Controller old leak total 
Controller leak total 

Normal behaviour 
Gas sensor failure 
Safety Valve fails 



Invariants: 

iff: Gas= 1 and Flame=0 




action: 


Leak=l 


PIl 


if: Leak=l 




action: 


Ltotal=01totaI-l- 1 


PI2 


if: Leak=0 




action: 


Ltotal=0 


PI3 


iff: Sgas=l and Sflame=0 




action: 


Cleak= 1 


CIl 


if: Cleak=l 




action: 


Cltotal=Coltotal-l- 1 


CI2 


if: Cleak=0 




action: 


Cltotal=0 


PI3 


Transitions: 

action: 01totar=Ltotal 
action: Coltotar=Cltotal 
action: Sflame’=Flame 
if: Safetyvalve=0 




action: 


Gas’=0 


PTl 

CT3 

IT2 

CTl 


fT 

action: Leak=0 action: 


Ltotal=0 


action: 


Oltotal=0 




action: ^as=0 action: 

action: CTtotal=0 action: 


Sflame=0 


action: 


Safety valve=l 




Coltotal=0 







HAZARDS 

action: Ltotal > Maxleakduration 

NORMATIVE 
Transitions: 

action: Sgas’=Gas 
if: Cltotal>Maxcleakduration 

NON-NORMATIVEl 
Transitions: 

action: Sgas’=0 

if: Cltotal>Maxcleakduration 

NON-NORMATIVE2 
Transitions: 

action: Sgas’=Gas 

if: Cltotal>Maxcleakduration 



action: SafetyvaIve’=0 



action: SafetyvaIve’=0 



action: Safetyvalve’=l 



ITl 

CT2 



ITl 

CT2 



ITl 

CT2 



Fig. 2. Gas Burner Template 



3.1 Normative Safety Checks 

The First step in producing the OZ code from the gas burner template is the 
expression of the Constants and Variables sections. To simplify the code two va- 





CoRSA 



11 



riables have been used for each variable name on the template. The first variable, 
appended with the number 1, represents the current state while the same name 
with a number 2 appended represents the successor (or next) state. An OZ code 
extract for integer (in this example a range), boolean and constant declarations 
for the gas burner is:- 

BooleanCurrent [Gasl Flamel Leakl Safetyvalvel] = BooleanCurrent 
BooleanNext [Gas2 Flame2 Leak2 Safetyvalve2] = BooleanNext 
RangeCurrent [Ltotall Oltotall Cltotall] = RangeCurrent 
RangeNext [Ltotal2 01total2 Cltotal2] = RangeNext 
Time [Maxcleakduration] = Time 
{FD.dom 0#1 BooleanCurrent} 

{FD.dom 0#1 BooleanNext} 

{FD.dom 0#200 RangeCurrent} 

{FD.dom 0#200 RangeNext} 

Maxcleakduration = 6 



Once all the variables have been declared the constraints over these can be 
implemented. First the initial state constraints can be added:- 

y, Initial state constraints 

Leakl=:0 Ltotall=:0 01totall=:0 

Safetyvalvel=:0 Cltotall=:0 

The global invariants PIl and PI2 can now also be implemented. Note that, as 
invariants hold over both the current and successor states, two constraints are 
required for each invariant. Also PIl is an example of an iff in the CoRSA 
template while PI2 is an example of an if 



y, Plant Invariant 
{FD . equi {FD . conj 
{FD . equi {FD . conj 
y, Plant Invariant 
{FD.impl Leakl=:l 
{FD . impl Leak2= : 1 



Constraint 1 - PIl 
Gasl=:l Flamel=:0} Leakl=:l 
Gas2=:l Flame2=:0} Leak2=:l 
Constraint 2 - PI2 
Ltotall=:01totall+1 1} 
Ltotal2=:01total2+1 1} 



1 } 

1 } 



An example of global transitions, in this case CTl and PTl, are shown as:- 

y, Controller Transition Constraint 1 - CTl 
{FD.impl Cltotall >: Maxcleakduration Safetyvalve2= : 0 1} 
y, Plant Transition Constraint 1 - PTl 
Qltotal2= : Ltotall 



Once all constraints are entered, including postulated invariant constraints, OZ 
can be used to perform the safety analysis checks by feeding the program to 
the solver. To perform the normative safety analysis check stated in terms of 
the CoRSA language, we can see that not all the constraints are required. The 
constraints not required by the check are therefore commented out. The solver 
is then used to resolve the CS-problem. If no solution is returned then the check 
has been passed. If a solution is obtained through solving the CS-problem then 
the result can be used to either correct problems in the code or to reason about 
the specification. 
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3.2 Non-normative Safety Checks 

Non-normative analysis checks are performed in a similar way to normative. If, 
for example, constraints ITl and CT2 in the NON-NORMATIVEl section are 
used instead of those in the NORMATIVE behaviour section the constraints 
simulate a gas burner where the gas sensor has failed. Performing the safety 
analysis checks will then show that the system is not safe. Given the results 
it can be easily shown that the system can be made more robust by adding a 
pressure sensor and the appropriate constraints. First a new variable, Psensor, 
is added. The pressure sensor is intended to indicate when the pressure in the 
gas chamber breaches a particular threshold. In this case we will assume that the 
pressure in the chamber is proportional to that of Ltotal and that we want the 
sensor to toggle when it reaches the value of Maxleakduration-limit. To include 
the behaviour of the pressure sensor the following constraint has to be added to 
the normative section of the template:- 

if :Ltotal>= (Maxleakduration-limit) action :Psensor=l (PSl). 

Also the constraint CT2 must be altered in the normative and non-normative 
behaviour mode sections as well as adding two new non-normative modes. CT2 
in the normative section should be altered to: 

if :Cltotal>Maxcleakduration or Psensor=l action :Safetyvalve’=0 
CT2 should also be altered similarly in the NON-NORMATIVEl and NON- 
NORMATIVE2 sections. The new non-normative modes are NON-NORMATIVE3, 
where the pressure sensor fails and NON-NORMATIVE4, where the pressure 
sensor and gas sensor fails. The pressure sensor can be made to behave non- 
normatively by altering the constraint PSl, in NON-NORM ATIVE3 and NON- 
NORMATIVEl, to: 
action : Psensor=0. 

The gas burner can now be shown to tolerate the failure of the gas sensor or 
pressure sensor by performing the checks on behaviour modes NORMATIVE, 
NON-NORMATIVEl and NON-NORMATIVE3. To show that the gas burner 
is not robust enough to tolerate both the gas sensor and pressure sensor failing 
the checks must be performed using the behaviour mode NON-NORMATIVEl; 
NON-NORMATIVE2 is not tolerated due to the valve failure. 

4 Concluding Remarks 

4.1 Discussion of Example 

The example demonstrates several of the basic features of CoRSA: modelling 
(expression of simple initial, invariant and transition constraints) and analysis 
(derivation of the basic checks). 

History Variables. The simplihed gas burner study can be extended to the clas- 
sical example, in which a hazard occurs if the gas has leaked for more than 20% 
of the last 60 time units. A boolean array of 60 slots could be used to record the 
leak history, two variables would be declared CurrentHistory and OldHistory. 
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Failure Mode Variables. Safety analysis, with respect to a particular class of 
failures, can be defined by introducing auxiliary variables for the failure modes 
and constraints. For example, for the gas sensor (Sgas) and pressure sensor 
(Psensor), two boolean variables are introduced GM and PM. The behaviour of 
the sensors are predicated on the value of the mode. For Sgas we would have 
the following transition constraints: 
if: GM=0 action: Sgas ’=Gas 
if: GM=1 action: Sgas ’=0 

Similar transitions would be added for Psensor. Another variable (SF) could be 
introduced to model total number of sensor failures (assuming the flame sensor 
does not fail) by addition of the following invariant: action: SF=GM+PM. This 
could be used to dehne the failure assumptions: no sensor failures, SF=0; at most 
one sensor failure, SF<=1. 

4.2 Conclusions and Future Work 

A systematic and incremental approach to modelling and analysis of safety pro- 
perties is provided by the process model and the axiomatic style of the CoRSA 
textual language. The formulation of the CoRSA semantics provides an intuitive 
conceptual model and enables CoRSA to exploit analysis procedures for tran- 
sition systems [21]. The CoRSA template supports modelling and analysis by 
organisation of the constraints into helds based on the checks and terms of the 
elements of a state transition model. 

A key strength is that the analysis checks encoded in a CoRSA template 
can be translated into a series of executable CS-problems in a CBL. During the 
resolution of a CS-problem if unexpected solutions are identihed these can be 
used to debug the CoRSA template, thereby providing a systematic approach to 
rectihcation. Once a CoRSA model has been expressed and analysed exploration 
of different failure assumptions and risk reduction strategies is supported by the 
flexibility of the notation. 

An object-oriented variant of CoRSA is under investigation. The results of 
this work will be applied to a large-scale case study of a fuel management system. 

On the expressibility of CoRSA, the main issue is better support for the 
expression and analysis of basic timing constraints [22], currently it is planned 
to provide such support through a macro notation. The CoRSA and other state- 
oriented models, e.g. Statecharts [23] and or event-oriented models e.g. Petri 
Nets [24] is a topic of further study. 

Finally an objective comparison providing evidence on the improvement pro- 
vided by CoRSA over alternative candidate methodologies needs to be perfor- 
med. The gas burner example will be used as the basis for this comparison. 
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Abstract. We present a method to specify software for a special kind of safety- 
critical embedded systems, where sensors deliver low-level values that must be 
abstracted and pre-processed to express functional and safety requirements ade- 
quately. These systems are characterized by a reference architecture. The method 
is expressed as an agenda, which is a list of activities to be performed for setting 
up the software specification, complemented by validation conditions that help 
detect and correct errors. The specification language we use is a combination of 
the formal notation Z and the diagrammatic notation statecharts. Our approach 
not only provides detailed guidance to specifiers, but it is also part of a more gen- 
eral engineering concept for engineering safety-critical embedded systems that 
was developed in the ESPRESS project, a joint project of academia and industry. 



1 Espress: Engineering of Safety-Critical Embedded Systems 

The work we present in this paper has been carried out in the context of the ESPRESS 
project during the last two years'. In ESPRESS, we investigate development methods 
for software to be used as part of safety-critical embedded systems. We favor the appli- 
cation of formal methods for this purpose. Even though every software-based system 
potentially benefits from the application of formal techniques, their use is of particular 
advantage for the development of safety-critical embedded systems, because the poten- 
tial damage operators and developers have to envisage in case of malfunction may be 
much worse than the additional costs of applying formal techniques in system develop- 
ment. 

Figure 1 shows the basic ESPRESS process model. The agenda presented in this pa- 
per guides the development of a requirements specification. Such a requirements speci- 
fication is further validated and serves as a basis for safety analyses, test case generation, 
and software design. 

We use the ESPRESS notation fiSZ [1] to express the specifications developed 
with our agenda. This notation provides a semantically well-defined combination of 
the Statemate languages [6] (namely statecharts and activity charts), the formal speci- 
fication language Z [15], and an extension of Z by temporal logics [2]. The Statemate 
languages and Z have been chosen for ESPRESS because of their relevance in industrial 

’ The Espress project is a cooperation of industry and research institutes funded by the German 
ministry BMBE (“Eorderschwerpunkt Softwaretechnologie”, grant 01 IS 509 C6). 

W. Ehrenberger (Ed.): SAEECOMP’98, LNCS 1516, pp. 16-31, 1998. 

Springer- Verlag Berlin Heidelberg 1998 
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Fig. 1. Basic Espress process model 

contexts and their fairly good tool support. For reasons of space, we cannot systemati- 
cally explain ^SZ and its constituting languages; we only give an informal explanation 
of the constructs used in this paper as they appear. 



2 Agendas 

An agenda [7] gives guidance on how to perform a specihc software development ac- 
tivity. It consists of a list of steps to be performed when carrying out some task in the 
context of software engineering. The result of the task will be a document expressed in 
a certain language. Agendas contain informal descriptions of the steps. With each step, 
templates of the language in which the result of the task is expressed are associated. 
The templates are instantiated when the step is performed. The steps listed in an agenda 
may depend on each other. Usually, they will have to be repeated to solve the given task. 
Agendas are presented as tables, see Figure 5. Agendas may be nested, and we call the 
“super-steps” stages (see Table 1). 

Agendas are not only a means to guide software development activities. They also 
support quality assurance because the steps of an agenda may have validation conditions 
associated with them. These validation conditions state necessary conditions that the 
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artifact must fulfill in order to serve its purpose properly. When formal techniques are 
applied, some of the validation conditions can be expressed and proven in a formal way. 
Such validation conditions are marked “h”. Since the validation conditions that can 
be stated in an agenda are necessarily application independent, the developed artifact 
should be further validated with respect to application dependent needs. 

Working with agendas proceeds as follows: first, the software engineer selects an 
appropriate agenda for the task at hand. Usually, several agendas will be available for 
the same development activity, which capture different approaches to perform the ac- 
tivity. Once the appropriate agenda is selected, the further procedure is fixed to a large 
extent. Each step of the agenda must be performed, in an order that respects the de- 
pendencies of steps. The informal description of the step informs the software engineer 
about the purpose of the step. The templates associated with the step provide the soft- 
ware engineer with patterns that can be filled in or modified according to the needs of 
the application at hand. The result of each step is a concrete expression of the language 
that is used to express the artifact. If validation conditions are associated with a step, 
they should be checked immediately to avoid unnecessary dead ends in the develop- 
ment. When all steps of the agenda have been performed, a product has been developed 
that can be guaranteed to fulfill certain application-independent quality criteria. This 
product should then be subject to further validation, taking the specific application into 
account. 

3 Reference Architecture: Software Components with Complex 
Data Models 

A reference architecture describes a class of software components that share common 
principles. We sketch the reference architecture for embedded software components 
with complex data models, henceforth called CDM reference architecture. An instance 
of this class of software components, the safety-controller of a traffic light system, 
serves us to illustrate the agenda for that reference architecture. We introduce the traffic 
light system in Section 4. 

Software components of embedded systems often have a relatively simple data 
model. Although a mathematical model of the requirements of such a system may be 
complex, e.g., a system of differential equations, and the resulting software may involve 
non-trivial algorithms, it is often possible to express the functional requirements as a 
direct relation between the values of controlled variables, which are measured by sen- 
sors, and values of manipulated variables. Examples are small automotive controllers, 
such as cruise control systems, or controllers of household appliance. In earlier work, 
we identified two reference architectures, called cyclic software component and active 
sensors, for systems with a simple data model. Agendas for these systems are described 
in [5,9]. 

In the present paper, we consider software components that are characterized by the 
fact that the sensors deliver low-level values (e.g., sequences of “on” and “off” values), 
and for which no theory exists that relates them to the high-level notions as they are used 
by domain experts in their discourses about the problem domain. In such a situation, we 
cannot easily describe the requirements for a software component by a direct relation 
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between sensor values and actuator commands. Instead, the sensor values must first be 
abstracted and interpreted appropriately to deduce the state of the technical system in 
which the software is embedded and which is modeled on a higher level of abstraction. 
Sometimes it is necessary to accumulate several consecutive sensor inputs. We use the 
term controlled entities to name the higher-level notions that represent abstractions of 
sensor value variations over time. 

The relation between sensor values and actuator commands is then divided into 
two relations, one relation between sensor values and controlled entities, and a second 
relation between controlled entities and actuator commands. The CDM reference archi- 
tecture shown in Figure 2 reflects these considerations. The two outermost components 
map technical data (e.g., a lamp being on or off) to “logical” data suitable for specify- 
ing the software component (e.g., a lamp being on, off or flashing). The specification 
of the software component that determines logical actuator commands based on logical 
sensor values consists of two parts: the internal domain model and the regulator. 




Fig. 2: The CDM reference architecture 



The internal domain model derives the values of controlled entities. These entities 
describe the state of the controlled system in terms that are adequate to specify the 
control task on a level of abstraction as it is used by domain experts. The regulator 
specifies a relation between controlled entities and actuator commands in a “direct” 
way (similar to the relation between sensor values and actuator commands in simpler 
systems). 



4 Case Study: Traffic Light Safety-Control 

Most traffic light systems today are controlled by software. The software controller 
usually consists of two largely independent modules (see Figure 3): the phase control 
program and the safety controller. The phase control program receives signals about 
traffic flow from various sensors in the streets and sends commands to the switchboard 
to turn on and off the signal heads. 

The second module, the safety controller, is responsible to guarantee that the real 
signals as shown by the signal heads allow only safe traffic flow at any time. To this end, 
it monitors not only the commands produced by the phase control, but it also receives 
sensor data from the signal heads about their current state relative to the last received 
switch command. 
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Fig. 3: Entities of a traffic light system 



Figure 4 illustrates 
the interaction be- 
tween phase control, 
safety control, and 
the switchboard. 
The upper half of 
the timing diagram 
shows the normal 
operation of the 
traffic light control. 
Every 500 ms, the 
phase control issues 
a burst of commands 
to the switchboard. 
The switchboard 
acknowledges these 
commands with a 
delay of less than 
100 ms, which is the 
time the sensors in 
each lamp need to 
determine its work- 



ing state. Acknowledgments come in pairs describing the state of the lamp relative to 
the latest switching command: one bit for each lamp tells whether it is unintentionally 
on (uon), a second bit whether it is unintentionally off (uoff). If neither an uon nor 
an uoff is acknowledged, then this indicates that the signal head shows the intended 
signal. If both bits are set, then faulty sensor data are received. The switchboard may 
also issue uon and uoff' messages spontaneously if a failure occurs in the otherwise 
silent time between two command bursts. 



The safety controller monitors all commands and acknowledgments. If it detects an 
unsafe state, it issues appropriate commands to the switchboard to re-establish a safe 
situation (see bottom of Figure 4). Our task is to specify such a controller with the 
following general requirements: 

1 . The controller is generic: it is parameterized with data describing the configuration 
of a traffic light junction. 

2. The controller must detect all unsafe signal conditions. In particular, it may not 
assume that the phase control commands lead to safe signal conditions. 

3. The controller must take appropriate action to establish a safe situation, such that 
an unsafe situation does not last for more than 300 ms. 



The major objective of the specification is to precisely capture the meaning of a “safe 
condition” of a traffic junction in general, i.e., not for a particular junction only, but 
for an (almost) arbitrary configuration of lanes, traffic lights, etc. A detailed anal- 
ysis of the problem reveals that it is appropriate to base a judgment on the junc- 
tion’s safety condition on the signals issued for the different traffic streams. A traf- 
fic stream is the logical entity of all vehicles (or pedestrians) entering and leav- 
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ing the junction at the same points, 
e.g., the stream of vehicles enter- 
ing at one point and turning left. 
Several traffic streams may share 
the same lane. Based on this ab- 
straction, judging the safety condi- 
tion of a junction amounts to con- 
sidering the concurrently open traf- 
hc streams and the timing require- 
ments between opening and closing 
traffic streams. 

The safety controller can judge the 
safety condition only based on its 
observation of the switching com- 
mands of the phase control and ac- 
knowledgments of the switchboard. 
To specify the action of the safety 
controller depending on the states 
Fig.4: Interaction between the modules of traffic streams, we hrst must de- 

scribe how the flow of information about states of single lamps can be assembled to 
an internal model of the traffic junction in terms of useful abstractions such as signal 
heads (consisting of several lights), signal groups (which work synchronously), and 
traffic streams. This is actually the most complex part of the task. 

The next section introduces an agenda to specify software components with such a 
complex data model and illustrates the application of the agenda to the case study. 




5 Agenda for Software Components with Complex Data Models 



The CDM agenda consists of three stages, shown 
in Table 1. In the first stage, the embedding of 
the software in its environment must be defined. 

This stage consists of defining the technical and 
the logical software interfaces, and the mappings 
between them. It is performed as described in [5], 
and will not be discussed further in this paper (see [8] for a complete description). 
Stage 2 is characteristic for the CDM reference architecture that needs complex data 
models. It is described in more detail in Section 5. 1. In the third stage, the internal do- 
main model and the regulator must be specified (see Figure 2). Again, only the internal 
domain model is characteristic for the CDM reference architecture and hence discussed 
in more detail in Section 5.2. As for the specification of the regulator, we only note 
that it may contain two different kinds of components. “Passive” components are trig- 
gered by a change of some controlled entity, whereas “active” components are activated 
internally by the regulator when an internal timer times out. 



Stage 

1 Context embedding 

2 Controlled entities 

3 Software model construction 
Table 1: Stages of the CDM agenda 
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5.1 Sub-Agenda for the Definition of Controlled Entities 

The internal domain model has to construct the controlled entities based on the log- 
ical sensor values. The regulator must produce the logical actuator commands from 
the controlled entities, see Figure 2. Figure 5 shows the agenda for defining con- 
trolled entities. First, the appropriate entities must be identified and given a Z type 
{CEtypei,. . . CEtypCn). Step 2.1 also contains a template for an activity chart defining 
fhe overall dafa flow fhaf occurs in the software component. 



Step 



Validation Conditions 



2.1 Identify controlled entities that are needed to ex- 
press safety requirements and to specify the regu- 
lator, and define their types. 

DornainModelDefs 



no validation conditions 



CEtypei 



CEtypen 



■ Software ■ 




2.2 



Identify groups of controlled entities that change 
simultaneously. For each group, define a deliver 
event that will be produced by the internal domain 
model whenever the values of the entities in the 
group change. 



h The signatures 
CEl,...CEn 
pairwise disjoint. 



of 

are 



— ControlledEntities 

ENRICH DornainModelDefs I PORT CE 

\ CEi,. . . CE„ 



— CE, 

cel : CEtypek 

ee'„ : CEtypei 
deliver-CE, : event 



I Property DYNAMIC CE. deliver, - 

CEi,. . . CE„ 



whenever {cel, ■ ■ ■ , ce'„} ehange 
df deliver-CE' 



Fig. 5. Sub-agenda for definition of controlled entities 

Step 2.2 defines the dynamics that must occur in connection with controlled entities: 
when the values of the controlled entities change, the regulator must be notified, because 
it may be necessary that new actuator commands must be determined. This is achieved 
by generating events that will cause the regulator to take appropriate actions. It is not 
necessary to define an event for each controlled entity. Instead, events are defined for 
groups of controlled entities that may change their values simultaneously, i.e., if one 
entity of the group changes its value, then the others may also change their values. 
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r — ControUedEntities 
ENRICH DornainModelDefs 



CE .SignalGroup 

state.SG : StgnalGr STATE^G 
transPoint-SG : SignalGr — ^ TIME 
deliver -GE .SigjialGroup : event 



GE Jjarnp 

trnmPoint-LA : Lamp -h- TIME 
errSignal : Lamp -h- STATE .ErrSig 
deliver -GE. Lamp : event 



GE -Traffie Stream 

state.TS : TraffieStr STATE. TS 

transPoint-TS : TraffieStr — ^ TIME 
deliver -GE.TraffieSte-eam : event 



Fig. 6. Controlled entities for the safety 

The schema ControUedEntities defines a process class. Process classes are the 
structuring entities of pSZ. They are containers for sets of plain Z declarations, of 
schema definitions, and of Statemate statecharts and activity charts. The schema defi- 
nitions inside a class may have assigned certain roles. For example, the role of schema 
definitions introduced with the keyword PORT is to describe data variables that can be 
shared by a process with its environment. 

In the process class ControUedEntities , the grouping of controlled entities is de- 
fined using the schemas CE.i. These groups of entities are collected in the port schema 
CE. The schema with the keyword Property DYNAMIC expresses that an event 
deliver -CE.i must be generated (df deliver .CE[) whenever one of the corresponding 
controlled entities has changed its value. 

Safety Controller. Step 2.1 of the CDM agenda requires us to identify entities that 
allow us to describe the requirements on the safety controller at an adequate level of 
abstraction. This task encompasses a detailed requirements analysis, and for the safety 
controller, it needed considerable effort to find a suitable set of entities that allows us 
to clearly express the control task. We found three important groups of failures that the 
safety controller may need to react to (c.f. Figure 3): 

1. For single lamps, the controller must evaluate uoff and non messages to record 
failures, and detect sensor failures such as omissions of acknowledgments and in- 
consistent sensor data. 

2. For signal groups, the controller must decide whether a sequence of signals is ad- 
missible (e.g., in Germany, a transition from “red” to “green” must always go via a 
combined “red-and-yellow” signal) and whether timing constraints for single sig- 
nals are satisfied. 

3. For traffic streams, the controller must evaluate the safety of simultaneously open 
streams, and it must monitor intermediate green times, which are required, e.g., 
between closing a stream and opening a crossing stream that turns left. 

In Step 2.1, we define the types describing the information about lamps, signal 
groups, and traffic streams, that the regulator needs to evaluate the three groups of fail- 
ures. In Step 2.2, we use these types to specify three groups of controlled entities, as 
shown in Figure 6. The data of a particular traffic light junction are parameters to our 
specification. Therefore, the components of the groups CE.Lamp, CE .SignalGroup, 
and CE .TrafficStream are functions mapping identifiers of lamps, etc., to states or 
transition points. The transition point is the most recent point in time when the state 
of an element changed. The type STATE .ErrSig has four elements: ok, uoff, uon. 
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Step 

3.1.1 Identify abstraction layers of controlled en- 
tities, and associate exactly one such layer to 
each controlled entity. 

I AhstmctionLayen 

ENRICH ControlledEntities 



h 



I PORT CELayen 

h 

ce, : . . . 



deliver-CEj : event 



Validation Conditions 
If a port CELayen contains a 
controlled entity ce_f, and it is 
the port of the maximal abstrac- 
tion layer index i that contains 
controlled entities of the group 
CEj, then it also contains the 
event deliver -CEj. 

Each controlled entity is con- 
tained in exactly one port 

CELayen 



3.1.2 Identify the interface between each pair of consecutive layers, and 
the internal data for each layer. The input port of layeri are the logical 
sensor values. 

■ InterfaeeJJ -|- 1 

— PORT IF. %.% -1-1 — 



— Interfaee.0.1 

ENRICH LogiealSensors 
IF.0.1 = LS 



no 

validation 

condi- 

tions 



update .model, : event 



— AhstraetionLayen 

ENRICH Interfaee.i — l.i 
ENRICH InterfaeeJJ -I 1 



- DATA State, 



INPUT IF.% - l.% 
I INIT ... 



Fig. 7. Steps for Stage 3: definition of abstraction layers 

and fail, which describe the possible constellations of acknowledge messages (fail in- 
dicating that both, a uoff and a non message have been received). The functions in 
CEJamp are partial, because acknowledgment messages arrive sequentially, in groups 
of twelve, from the switchboard. The domains of these functions are the identihers of 
lamps for which an acknowledgment has been received after the last command burst 
from the phase control. Transition points need to be evaluated by the regulator to hnd 
missing acknowledgments. 

The functions in the other two groups are total, because they describe the complete 
state of the junction, which is accumulated from incoming messages about state changes 
of lamps. The types STATE .SG and STATE .TS are parameters to the specihcation, 
because the concrete information to evaluate safety of a junction depends on the legal 
context: what is tolerable in one community may not be legal in another. 



5.2 Specification of the Internal Domain Model 

Stage 3 of the CDM agenda (cf. Table 1) consists of two steps: specifying the internal 
domain model, and specifying the regulator. We consider only specifying the internal 
domain model, for which the sub-agenda is given in Figures 7 and 8. 

Having identified the necessary controlled entities, and decided on their types and 
dynamics in Stage 2 of the agenda, we must now specify how the controlled entities can 
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Step 

3.1.3 Specify the behav- 
ior of each abstraction 
layer. 



Validation Conditions 

h If AhstractionLayeri changes data in IF_i_i -I- 1, 
then df update-tnodeL. 

h AhstractionLayeri reacts to update-modet,-i 

events, i.e. the corresponding statechart performs a 
state transition. 

h If AhstmctionLayeri changes entities in CELayer\, 
then it also generates the corresponding deliver 
events. 



3.1.4 Assemble abstraction layers into the internal domain 
model. 



no validation condi- 
tions 



I InterneiWorminModel 




Fig. 8. Steps for Stage 3: structure of the internal domain model 

be obtained from the logical sensor values. This is the purpose of the internal domain 
model. 

We begin by identifying appropriate abstraction layers in Step 3.1.1. Controlled 
entities that can be derived directly from the logical sensor values belong to the first 
layer AbstractionLayeri, whereas controlled entities that are defined in terms of other 
controlled entities belong to a higher abstraction layer. 

In Step 3.1.2, we must decide what kind of information must be propagated from 
one level to the next one. This information is collected in the port schemas IF JJ + 1. 
An event update -modek notifies the next abstraction layer when relevant information 
changes. Furthermore, each abstraction layer may have a memory, e.g., for accumulat- 
ing values. This results in a local state Statci. 

So far, we have modeled the data aspects of the abstraction layers. It remains to 
specify their behavior, which is the purpose of Step 3.1.3. We distinguish two kinds of 
behavior: an abstraction layer may either immediately react to an update-modek event, 
or it may buffer incoming values and only take action when some internal condition is 
fulfilled. These alternatives are discussed in Section 5.3. Step 3.1.4, finally, is automatic 
and consists in assembling the abstraction layers in a cascade-like manner, see also 
Figure 2. 

Safety Controller. While the order of Steps 3.1.1 through 3.1.4 describes their logical 
dependencies and is appropriate when developing a specification, it is easier to explain 
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— InternalDomainModel 

ENRICH LogicdlSensors, ENRICH ContwlledEntities 




Fig. 9. Internal domain model for the safety controller 

the resulting product in the reversed order: The internal domain model of the traffic light 
safety controller, shown in Figure 9, is a cascade of abstraction layers, which resembles 
the informal “entity-relationship” analysis sketched in Figure 3. 

The entities of the lowest abstraction layer are Lamps. They are grouped together 
to SignalHeads. Several signal heads form a SignalGroup, each of which determines 
the state of one or more Traffics treams. The state of the elements of one abstraction 
layer determines the state of the following layer. The relevant data are transmitted along 
the interfaces, namely Lamp-Port, SH-Port and SG-Port. Three of the four internal 
data layers deliver the controlled entities that were introduced in Section 5.1. The union 
of all controlled entities yields the interface CE, which is linked to the regulator. 



5.3 Alternatives for the Definition of Abstraction Layers 



We discuss two approaches 
to Step 3.1.3. The templates 
for both fulfill most of the 
verification conditions of that 
step by construction. 

Table 2 shows a template 
for an abstraction layer that 
immediately reacts to the event 
updatc-modeli^i. The state- 
chart describing its behavior 
has only one state, called 
working. Whenever the event 
updatc-modeli^i occurs, the 
operation Update-Layen is 
invoked. As indicated by the 
prefix A, this operation may 
change the internal data of the 




Table 2: Steps for Stage 3: template for immediate reaction 



abstraction layer and the values of its outgoing interfaces. If the interface information 
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changes {91FJJ + 1 ^ 91FJJ + 1'), then the next abstraction layer must be notihed 
by generating an update -W,odek event (df updatc-modell). Similarly, deliver. CEi 
events notify the regulator about changed controlled entities. 



Table 3 shows the 
template for buffered 
abstraction layers. They 
behave differently than 
immediately reacting 
layers, although the 
corresponding state- 
charts look the same 
for both. The operation 
Update-Layer.i is a 
composition of the oper- 
ations FilFBuffer-i and 
Proeess-Buffen. The 
operation Fill.Bufferi 
works only on the 
internal state of the 
abstraction layer and 
its input interface 
IFJ — IJ. The oper- 
ation Proeess-Buffen 
does nothing if a pred- 
icate trigger.i dehned 
on the internal state is 
false, as indicated by the 
prehx S. If the trigger 
predicate is true, the 
operation Genera, tei 
computes new values for 
the controlled entities. 



— AbstraetionLayen 

— triggen 

State-i 

— OP FilLBuffer-i OP Generatei 

AStatei AStatei 

IF.i — IJ AIFJJ + 1 

df update -modeli^i AGELay en 



— OP Proeess-Bufferi 

AStatei 
AIFJJ -h 1 
AGELayeri 

triggeri Genera, tea 

T triggeri 3 Statei A 3IFJJ -h 1 
df update-model'i 9IFJJ + 1 ^ 9IFJJ -H 1' 
df deliver _GE[ . . . 



Update-Layeri = FilFBufferi | Proeess -Bufferi 




Table 3: Steps for Stage 3: template for buffered behavior 



Similar to the immediately reacting abstraction layer, the operation Proeess -Bufferi 
generates an event update -modek to indicate that data of the output interface have 
changed. 

For this variant of an abstraction layer, we have the validation conditions that the 
operation Fill -Bufferi eventually leads to a state satisfying triggeri, and that the 
operation Generate^ falsihes triggeri. 



Safety Controller. The abstraction layer SignalGroup contributes to computing the 
current state and the transition points of the signal groups in the system. Incoming data 
are states and transition points of the signal heads. They are available at port SH-Port. 
Outgoing data are the current states and transition points of the signal groups as dehned 
in SG-Port. The port GE SignalGroup contains the controlled entities enabling the 
regulator to monitor the sequence of phases as well as the duration of each phase (cf. 
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r — SignalGroup 
ENRICH ContrvlledEntities 



PORT SH.Port 

state -SH : SignalHe — ^ STATE _SH 
transPoint-SH : SignalHe — ^ TIME 
update-rmdel-SH : event 



PORT CE .SigeialGroup 

state-SG : SigeialGr STATE.SG 
transPoint-SG : SignalGr — ^ TIME 
deliver -GE. SignalGroup : event 



PORT SG-Pori 

state-SG : SignalGr STATESG 
transPoint-SG : SignalGr — ^ TIME 
update-rnodel-SG : event 



INPUT stateSH , transPoint-SH , update .model SH 



DATA State-SG 

hufStat-SH : SignalHe STATESH 
hufTirneSH : SignalHe TIME 
first-update : SignalGr -h- TIME 



I INITInitSG 



OP Fill Suffer SG 

AStateSG; SH.Port 

df update.modelSH 

hufStatSH' = hufStatSH ® stateSH 

hufTirneSH' = hufTirneSH ® transPointSH 



trigger 

State.SG 

3 sg : SignalGr 



OP GenerateSG 

AStateSG; ASG.Port 
A GE SignalGroup 
V sg : SignalGr • 



OP Proeess -Buffer SG 

AStateSG; ASG-Pori; AGE SignalGroup 
trigger GenerateSG 
-I trigger =► E State.SG A ESGSort 
df update-rnodel-SG' — ffSGSort ^ 0SG.Port' 

df deliver -GE SignalGroup' — 0GE. SignalGroup ^ 9 GE SignalGroup' 
Update -Lager. SG = Fill.BufferSG 5 Proeess.BufferSG 



Fig. 10. The abstraction layer of signal groups 

Figure 9). In this case the controlled entities are the same as the outgoing data, i.e. the 
ports CE -SignalGroup and SG-Port are the same except for the generated events. 

The incoming values for signal heads have to he buffered because they are deliv- 
ered sequentially instead of simultaneously. The specification shown in Figure 10 is an 
instance of Table 3. Whenever the event update .model SH is read from the incoming 
port SH-Port, the operation Update -Layer SG is performed. This operation is a com- 
position of the operations Fill-BufferSG and Proeess Suffer SG . The shape of the 
statechart, which is omitted here, is exactly the one of the chart in Table 3 . 

The operation Fill-Buffer SG just adds the data read from the incoming port 
SHSort to the buffer functions called hufStatSH and hufTirneSH by functional 
overwriting. The operation Proeess Suffer SG assembles the buffered values when 
trigger is satisfied. This is the case if there exists a signal group whose update informa- 
tion is complete, or whose transition point was set more than a certain time span ago. If 
trigger is not satisfied, then the data remain as they are. In case of change, two events 
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— TrafficStnam 

ENRICH ControlledEntities 

PORT SG.Port 

state.SG : StgnalGr STATE.SG 
transPoint-SG : SignalGr — ^ TIME 
update-model -SG : event 



PORT GE-TrafficStrearn 

state.TS : TrafficStr STATE. TS 

transPoint-TS : TrafficStr — ^ TIME 
deliver -GE-TrafficStrearn : event 



INPUT state.SG, transPoint.SG , update .model SG 

OP Update -Layer -TF 

SG-Pori‘, AGE -Traffic Stream 
df update.model.SG 

df deliver -GE-TmfficStream' — RGE.TmfficStrearn ^ 0 GE-TrafficStrearn' 
state.TF' = interpret signal .TF o state.SG o signals.TF 
transPoint.TF' = transPointSG o signals.TF 



Fig. 11. The abstraction layer of traffic streams 

update .model -SG and deliver .CE.SignalGroup report about the new values along 
the outgoing ports. 

An example for unbuffered immediate reaction is given with the highest abstraction 
layer of the cascade, namely the process class TraffieStream in Figure 11. The update 
operation determines the current values of the traffic streams according to the actual data 
of the signal groups which control them. Incoming data are dehned in the port SG.Port. 
The states and the transition points of the traffic streams are the controlled entities which 
are delivered to the regulator via the port GE .TraffieStream. The behavior is cyclic as 
before but there is no need to store values as internal data, because the values of all 
signal groups are determined simultaneously. 

The updating operation is activated each time the event update .model SG is read 
from the input port. It computes the data for the actual state and transition point for 
each traffic stream in accordance with the signal groups that give the signals to them. 
To determine the actual state value means to interpret the signal from the signal group in 
terms of opening or closing. Both functions interpret signal .TF and signals.TF are 
external functions described by the planning documents. The event deliver .GE .TF is 
generated if there is any change of data. 



6 Related Work 

The use of formal methods to specify software for safety-critical embedded systems is 
not uncommon, see e.g. [10-12]. However, few approaches provide an explicit method- 
ology to develop formal specihcations. Related to this aim is the work of Souquieres 
and Levy [14]. They support specihcation acquisition with development operators that 
reduce tasks to subtasks. However, they do not consider safety-related issues, and the 
development operators do not provide means to validate the developed specihcation. 

More agendas that support the specihcation of software for safety-critical embedded 
systems can be found in [5,9]. There, different reference architectures and formalisms 
are supported. More details of the traffic light system can be found in [8, 13]. 
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7 Conclusions 

The requirements for safety-critical embedded systems can be non-trivial. In these 
cases, we cannot assume that highly abstract requirements are easily captured as a direct 
relation between sensor values and actuator commands. 

Without formal specification techniques, the relation between high-level require- 
ments and low-level sensor data often is established only in the design and implemen- 
tation phases and in an ad hoc manner. This results in a gap between high-level require- 
ments documents and low-level design and implementation documents. Consequently, 
errors in mapping high-level requirements to low-level data are either detected very late 
in the development process, or not at all. It is very hard to certify the safety of systems 
developed in that way. 

Our approach avoids these problems by proposing to 

1 . Set up a formal requirements specification before beginning with the design and 
implementation of the software component. 

In this way, functional and safety requirements for the software component are 
stated explicitly and unambiguously. 

2. Define fhe absfracf notions, which are used fo express requirements, in terms of 
low-level sensor data formally and early in the software development process. 

In this way, we establish a direct connection between the requirements analysis and 
the software modeling phases. As a result, the requirements are adequately reflected 
in the software model. 

For the traffic light safety controller, finding appropriafe absfracf nofions fo charac- 
terize safe states of a traffic juncfion (such as signal groups and fraffic sfreams) was a 
crucial point in developing an adequate specification, because these abstractions are not 
documented in the domain specific liferafure [3,4], 

In addition, we have identified a systematic way of procedure to achieve the abstrac- 
tion of low-level values to high-level concepts. This systematic way of procedure and 
the formal nature of our specification language force software developers to analyze the 
system much more thoroughly than this is the case for traditional software engineering 
approaches. For example, classifying controlled entities into groups that may change 
simultaneously (see Step 2.2 of Figure 5) forces the specifier to carefully reconsider all 
the controlled entities introduced in Step 2.1. 

Following the CDM agenda leads to a clean architecture of the software component. 
The clear cascade-like organization of abstraction layers leads to well structured and 
comprehensible specifications even for complex applications. 

The validation conditions associated with the steps of the agendas ensure that the 
specification fulfills certain quality criteria. All of the validation conditions presented 
in this paper can be expressed formally and be demonstrated with machine support. 
Without formal techniques, such a rigorous validation of the specification would not be 
possible. 

Apart from making design knowledge explicit and re-usable, an agenda provides a 
documentation of the specifications developed with it. Each part of the specification can 
be mapped to a step of the agenda that explains its purpose. In this way, the evolution 
of specifications is facilitated considerably. 
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The traffic light case study has provided a proof of concept for the approach pre- 
sented in this paper. It is not an academic example but a real-life industrial application. 
Safety controllers for traffic light systems are highly non-trivial. The complete formal 
specification [13] is 50 pages long, and an informal analysis document takes another 
21 pages. A first version of the formal specification had been developed without using 
the agendas presented in this paper. Revising this first version to make it conform to the 
agenda resulted in eliminating some ad hoc solutions and has lead to a better structured 
and more comprehensible specification that can be adjusted to new requirements in a 
systematic way. 
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Specifications and Patterns* 
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Abstract. Application of formal methods alone does not ensure safety 
properties of the systems modeled. This powerful strategy must be com- 
plemented by provisions which help to check adherence of the model to 
the system in question. We propose to use a pattern based approach to 
increase the structure in formal models of concurrent systems and in this 
way to make them more easily understandable. The method is applied 
in a distributed real time specification of a belt component in a produc- 
tion cell which used the HyTech notation. Several specification patterns 
have been identified; they regard global structure, the use of variable 
restrictions, of synchronization labels, and the use of locations. 



1 Introduction 

This paper deals with the following questions: How can concurrent real time 
specifications increase safety of built systems? How can they be structured? 
What are the important components? What concepts should notations support 
explicitly for good understandability? 

We investigate these questions in the context of specifying a component of 
a production cell. Production cell components and their associated control pro- 
grams are a good application field to try out formal specification and verification 
methods for several reasons: 

— Correctness of the system (control software in combination with controlled 
hardware) is safety relevant. 

— Different interacting system components of a production cell are best mod- 
eled separately. Thus, it can be checked how well a notation supports con- 
currency. 

— Analysis of the throughput of the cell and functionality depending on abso- 
lute timing makes it sensible to do quantitative analyses. 

— Tolerances in system parameters might make it necessary to model nonde- 
terminism. 
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Thus, case studies modeling production cell components can reveal several im- 
portant features and shortcomings of a method. In [LL95], several case studies 
involving a production cell have been reported. 



1.1 Safety Assurance of Concurrent Real Time Systems 

The functionality of a production cell is best described as a concurrent real time 
system. We consider multi-method approaches necessary for safety assurance. 
In the last years, tools and concepts have been developed in different fields of 
computer science which can be put together to go a step forward in the direction 
of higher integrity systems. 

We will describe a combination of two concepts to enhance safety 
of systems: Using a formal description technique, and using patterns 
(cf. [GHJV94,CS95,BMR+96]) to structure the description. We focus on the 
analysis phase, before the system is deployed. In this phase, safety analyses will 
have to deal with a model of the system considered, and they will have to check 
two key properties of these models: 

— Is a system which is represented by the model safe, or does the model show 
safety problems? 

— Does the model fit the reality? Or better: Is the model faithful in those 
respects which are used for safety analyses? 

Formal modeling techniques are useful to check these two properties in the 
following way: 

— A tool based on a formal modeling technique might make it easy to check 
a redundantly modeled system for consistency. This is the main strategy 
followed, for instance, in model checkers or proof support system, where 
a description of the system and a specification of expected behaviours are 
combined into a redundant description whose consistency can be checked 
fully or partly automatically. 

— The fact that a notation is defined formally, i.e. with mathematical exactness, 
forces modeling decisions to be taken which might seem unnecessary when 
a less exactly defined notation is used. The model is better defined, and 
incompatibilities between model and reality will become clearer when they 
are not allowed to stay implicit and hidden by a friendly interpretation, but 
are forced to become explicit. 

The use of a formal notation is not per se sufficient to ensure compatibility 
of a system and its model. This comparison process is not itself formalizable if 
the system is part of the real world. Thus, humans have to use their judgement. 
Formality of a notation has a positive role in this process by forcing exact inter- 
pretations, but it also has a negative role because the description of all detailed 
interpretation decisions takes a lot of space. Thus, the models tend to become 
intellectually unmanageable. 
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1.2 Properties of Patterns 

Patterns can help when a system description is very large. We define patterns 
as recurring structures which are perceived as a whole. The perceived size of a 
system depends on the number of components and the relations a reader has to 
understand. Patterns decrease these numbers by perceiving several previously 
separately considered elements as a unit. 

The pattern concept was developed during the last years in the software 
engineering community as ‘design patterns for object oriented systems’. Object 
oriented design patterns are reusable structures in designs. What makes them 
interesting? 

— We just mentioned the most important point: Patterns make chunking ea- 
sier in perception and thinking about designs. ‘Chunking’ is a concept from 
cognitive psychology. It means that several distinct elements are perceived 
and mentally represented as a unit. 

— They make recognition of structures easier and in this way enhance under- 
standing. 

— Useful patterns can be frozen in the syntax of a description notation. 

— Syntactically fixed patterns can automatically transport some aspect of a 
good design practice to programmers which learn to use the notation. 

— Patterns encapsulate typical design problems and successful solutions for 
them. 

We transfered the notion of object oriented design patterns to concurrent 
hybrid specifications. We used the notion in the construction of a formal model 
of a transport belt in a production cell, i.e. we applied a formal modeling notation 
to the problem, and we emphasized the search for structural patterns during this 
construction. 

Casais [Cas94] also applied the pattern concept in the description of a pro- 
duction cell. In his case study using Eiffel, he identified “synchronization pat- 
terns” which were useful in the connection of different physical components of 
the production cell with each other. 

1.3 The Modeling Notation 

In the work we report here, we use HyTech [HHWT95] , a tool for modeling con- 
current linear hybrid systems and for proving properties about these systems. 
‘Hybrid’ means that HyTech allows to model both continuous and discrete as- 
pects of the system, ‘linear’ means that the continuously changing components 
are modeled with variables having piecewise constant derivatives. With these 
variables, HyTech allows to model time behaviour quantitatively. 

The HyTech system encompasses three components: 

— a language for modeling concurrent linear hybrid systems, 

— a language for formulating algorithms to prove properties of the modeled 
system. 
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— and an interpreter which allows to execute the proof programs in the context 
of a modeled system. 

In the present work, we will focus on use of the modeling language. Important 

features of the modeling language are the following: 

— A system is described in a modular way as a collection of finite automata. 

— The automata can communicate via signals. This communication is based 
on CSP-like synchronization labels. 

— There is the possibility for communication based on shared access to globally 
visible analogue variables. 

— Locations have invariants and transitions have guards. These are conjunc- 
tions of linear inequalities over the global variables. 

— When a component automaton is in a given location, the possible develop- 
ment of the global variables can be restricted by a linear predicate over the 
time derivatives. 

— There are several mechanisms for modeling discrete system transitions. All 
are associated with transitions of the component automata: 

— Each transition changes the active location of a control automaton. This 
can additionally change the restrictions for time derivatives of global 
variables. 

— A transition with a synchronization label can only be taken if all parallel 
automata having the synchronization label in their alphabet also perform 
a transition labeled with this synchronization label. 

— When a transition is taken, the values of global variables may be reset. 

We do not consider verifications made possible in HyTech in this paper. 

2 The Transport Belt 
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Fig. 1. The belt 



We illustrate our approach by modeling a transport belt of a production cell 
(cf. Fig. 1). The transport belt we consider has the following set of physical 
features: 
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— The belt can be moving and can be stopped. The direction of movement is 
fixed. Thus, we can distinguish an end from where objects are fed to the belt 
and an end to which objects are transfered. We will call them the producer 
end and the consumer end. 

— The belt is equipped with two sensors for objects. One sensor is positioned 
near the producer end, the other near the consumer end. Each sensor has 
two sensitivity radii. The smaller radius defines the region in which an object 
is sensed safely, the larger radius defines the region out of which an object 
is never sensed. In the region between the larger and the smaller radius, the 
transitions of the sensor from the off-state to the on-state and vice versa 
occur. 

— The belt has a length and a speed (when switched on). 

The control program of the belt fetches objects from the neighbour at the 
producer end, transports them to the consumer end, and transfers them to the 
neighbour positioned at that end. It might be described in the following way. 

— Wait until the producer wants to transfer an object. 

— Tell the producer that the transfer can start. 

— Start belt motion. 

— Wait until the object has been transfered to belt. 

— Tell the producer that the transfer has been accomplished. 

— Transport object to other end of belt. 

— Stop belt motion. 

— Tell the comsumer that an object is to be transfered. 

— Wait for the consumer to tell that the transfer can start. 

— Start belt motion. 

— Wait till the consumer tells that transfer has been accomplished. 

— Stop belt motion. 

— Start program at the beginning. 

The context of the belt consists of two neighbours: 

— There is a producing neighbour. Its functionality is modeled as repeated 
transfer of objects to the belt. 

— There is a consumer neighbour. Its functionality is modeled as repeated 
receipt of objects from the belt. 

3 Pattern Usage in a Formal Model of the Transport Belt 

This section describes our HyTech model of the transport belt. We structured the 
model description into several sections. The first section contains declarations 
of symbolic constants, e.g. for the belt’s length, its speed, the positions of the 
sensors and their radii. The second section contains the declaration of several 
global variables. One represents the position of the object on the belt, the others 
are used in special testing automata to represent the time the system spends in 
critical situations. The following section contains automata declarations. 

As an example for an automaton, we give in Fig. 2 the model of a sensor. 
The logic is the following: 
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The automaton has three locations: 

— loc_of f _bef ore represents situations in which there is an object on the 
belt positioned before the sensor, while the sensor is off. 

— loc_on represents situations in which the sensor is on. 

— loc_of f _after represents situations in which the sensor is off and the 
object is positioned after the sensor. This is the initial configuration. 

The automaton uses three synchronization labels: 

— sl_bl_sAon is generated when the automaton passes from location 
loc_of f_bef ore into the location loc_on. This signal indicates a switch 
from the off- to the on-state. 

— sl_bl_sAoff is generated when the automaton passes from location 
loc_on into location loc_off _after. This signal indicates a switch from 
the on- to the off-state. 

— The signal sl_bA_to_bl indicates that a new object has been put on the 
belt. It can be received when the automaton is in location loc_of f _after 
and makes the automaton move to loc_of f_bef ore. 

Invariants and guards of the automaton involve several symbols: 

— bl_pos is the current position of the object on the belt. 

— bl_sensApos is the (fixed) position of the sensor on the belt. 

— sensor_radius_min and sensor_radius_max are the minimal and ma- 
ximal radii determining the ranges in which objects are recognized. 

Invariants of the locations are given behind the keyword while in each lo- 
cation description. They describe conditions which must hold while the au- 
tomaton is in the associated location: 

— The invariant of loc_of f_bef ore describes that the sensor might stay 
off as long as the object did not yet enter the inner radius around the 
sensor position. 

— The invariant of loc_on describes that the sensor may stay on until the 
object leaves the outer radius of the sensor. 

— The trivially true invariant of loc_of f _after describes that there is no 
position-induces restriction for the time the sensor may stay off. 

Every location is associated with a wait-expression given in braces. Here, 
restrictions for the time derivatives of the global variables can be given. We 
do not restrict any of these variables in the sensor automaton described, thus 
all restrictions are trivially empty. 

Each transition is described in a when-expression. In our example, each lo- 
cation has exactly one transition. After the keyword when, the guard is gi- 
ven. After the keyword sync, a synchronization label is given, and after the 
keyword goto, the name of the target location is given. 

The guard in loc_of f _bef ore determines that the sensor can only switch 
to the on-state when the object has reached the inner circle. If the minimal 
radius is strictly smaller than the maximal radius, this together with the 
invariant defines the transition to happen nondeterministically some time 
between the moment the object reaches the outer radius and the moment 
the object reaches the inner radius. Invariant and guard in loc_on are used 
in a similar way. 
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1 automaton bl_sensA 

2 synclabs : 

3 — These signals are output by the automaton. 

4 sl_bl_sAon,sl_bl_sAoff , 

6 — This signal is received by the automaton. 

6 sl_bA_to_bl; 

7 

8 — Initially, we assume to be in the off-state after the sensor 

9 — and the plate is not on the belt . 

10 initially loc_off _after ; 

11 

12 — In this state, the sensor is off because the plate is too far 

13 — before the sensor. 

14 loc loc_off _bef ore : 

15 — We stay here as long as the plate has not reached the 

16 — minimal range of the sensor. 

17 while bl_pos <= bl_sensApos-sensor_radius_min wait {} 

18 — After the plate has reached the maximal sensor range, we 

19 — can generate an on-signal and go to the on-state. 

20 when bl_pos >= bl_sensApos-sensor_radius_max 

21 sync sl_bl_sAon goto loc_on; 

22 

23 — We can stay here as long as we are in the on-state , that is, 

24 — as long as the plate is in the maximal sensor range . 

26 loc loc_on: 

26 while bl_pos <= bl_sensApos+sensor_radius_max wait {} 

27 — We can leave this state whenever the plate leaves the 

28 — minimal sensor range . 

29 when bl_pos >= bl_sensApos+sensor_radius_min 

30 sync sl_bl_sAoff goto loc_off _after ; 

31 

32 — This location represents the situations where the plate 

33 — is far after the sensor. 

34 loc loc_off_after : 

36 — We can stay in this state indefinitely. 

36 while True wait {} 

37 — We leave this state when another plate is put onto the belt. 

38 when True sync sl_bA_to_bl goto loc_off_before; 

39 end 

Fig. 2. An example automaton: A sensor 
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3.1 Patterns Involving Global Structure 





Fig. 3. Structure and information flow in system description 



The first set of patterns we found helpful in developing our model concerns 
the structure of the description. Some of the component automata belong more 
closely to each other than to others. The HyTech notation does not support hier- 
archical structure of automata, so this structure cannot be expressed explicitly. 

We used the strategy to split up the total functionality of the model into four 
automata sets with clearly defined responsibilities, different structural properties 
(like nondeterminism or the input property), and different interactional patterns 
with each other. 

For each of the patterns, we give a name, the problem it solves, a description 
of the static structure and the interactions, and we refer to an example in our 
case study. 

— Name: Subsystem description 

Problem: Design a structure of interacting automata for the description of 
a subsystem and its interfaces. 

Static structure: Split the description of the subsystem into the follo- 
wing four groups: Hardware, control program, interface to environment, test 
automata. Figure 3 shows a description of the global structure and the in- 
formation flows between the components of the specification. 

Interactions: A subsystem interacts with its environment. This has to fulfill 
the interface description specified in the environment automata. 

Example: The whole specification of the transport belt is given as a subsy- 
stem description. 

— Name: Hardware description 

Problem: Model physical properties of the production cell component. 
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Static structure: Use a set of automata which are allowed to be determini- 
stic to model systems. Use analog variables to model continuous quantities. 
Interactions: These automata react to signals from the control program 
and the environment, and they generate signals for the control program and 
the environment. 

The variables controlled by the physical descriptions are not read by auto- 
mata outside the physical description. Information flow from the physical 
component of the model to the other model components is only via signals. 
Example: We use three automata to describe the physical system, one for 
the belt motion and one for each of the sensors. The critical system quantity 
in our case is only the position of the object on the belt. This is controlled 
by the belt motion automaton. The two sensors just react to the position of 
the object on the belt and control the outputs of the physical model, i.e. the 
sensor values. 

— Name: Control program description 
Problem: Model the control program of the system. 

Static structure: The control program is modeled with one or several au- 
tomata. To be implementable, we will expect the control program to be 
deterministic. There can be no multiple possibilities for transitions taken in 
the automaton set. 

Interactions: The control program interacts via signals with the control 
programs of the neighbouring production cell components, it generates sig- 
nals for the physical model, and it receives signals from the physical model. 
Example: We use just one automaton for the control program. It dehnes 
the standard algorithm. 

— Name: Environment description 

Problem: A set of automata describe the environment of modeled system. 
They can be interpreted as dehning the protocols which the model produc- 
tion cell component expects its neighbours to use. 

Static structure: These automata are allowed to be nondeterministic to 
express both nondeterminism and incompleteness of knowledge about the 
context. 

The context automata must model both the relevant context for the physical 
system and the relevant context for the control program. 

Interactions: The context automata interact with both the control program 
of the production cell element modeled, and with the physical representation. 
Example: We describe the environment of the belt using two automata, 
one describing the protocol which the upper neighbour uses when he feeds a 
new object, and one describing the protocol the lower neighbour uses when 
receiving an object. 

— Name: Test automata 

Problem: A set of automata are there for checking correctness conditions 
of the component. 

Static structure: These automata are restricted to be pure input automata. 
This means that they may not restrict the rest of the model in any way: All 
signals in the alphabet of a test automaton must be receivable at any time. 
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and global variables read in any other automaton may not be restricted in 
any way by a test automaton. 

Interactions: Test automata may interact with any other automaton, but 
only in a reading manner, because they may not influence the development 
of the system.. 

Example: We dehne some automata which check that during transfer of an 
object from one neighbour to another, both belts are moving. 



3.2 Patterns Involving Variable Restriction 

The Hytech notation enforces no restrictions regarding the influences on the 
value change of global variables in different automata. We found it helpful to 
associate each global variable to an automaton in which it is controlled, and to 
avoid influencing this variable in any other automaton. 

A variable is dehned to be restricted in an automaton if the wait-expression 
of any location of the automaton references the time derivative of the variable, or 
if there is a value assignment for the variable in some transition of the automaton. 

We dehne one relational patterns a variable and a set of automata can have. 
We give a name, a problem, the solution taken in the pattern, and an example 
of its use. 

— Name: Input/Output variables 

Problem: Some analog quantities are controlled in just one part of the 
system. Their values may be used in one or several other components of the 
system, but the speed of their change and their discrete value changes are 
only restricted in one subsystem. 

Solution: Represent the quantity with a variable or a set of variables. Re- 
present the subsystem which controls the physical quantity as a set of closely 
associated automata, and represent all other subsystems as sets of associated 
automata. Let only the hrst set of associated automata do discrete assign- 
ments to the variables or restrictions of the derivatives. The other automata 
sets may only refer to the variables reading. 

Example: We represent the position of an object on the belt as an analog 
variable. This is controlled by a part of the hardware description of the 
system. It is read in the automata describing the sensors, which also belong 
to the hardware description. 



3.3 Patterns Involving Synchronization 

Synchronization labels can be used in different ways in the system. They repre- 
sent discrete signals for interprocess communication, but unlike one would expect 
for signals, HyTech abstracts from the property that they are either generated 
or only received in an automaton. But this is a valuable structural information: 



Name: Inpnt/ontpnt signals 
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Problem: An event occurs in one subsystem. Other subsystems can react 
to this event, but they can not restrict the generating subsystem. How is 
this modeled? 

Solution: Some synchronization labels are used only as inputs in an au- 
tomaton. This means that the automaton must in every conhguration be 
able to perform a transition labeled with this label. This implies that the 
automaton does not restrict the rest of the system to perform transitions 
involving this synchronization label. Some synchronization labels are used 
as input signals in all but one automaton. Such a label represents an output 
signal of the one automaton which restricts it. 

Examples: In the sensor automaton above, the label sl_bA_to_bl repre- 
sents almost an input signal. It is not really an input signal because there 
are conhgurations of this automaton in which the signal cannot be received, 
but seen globally, this is not a problem, since the control program and the 
environment model prevent this signal from being generated in the environ- 
ment. 

We use true input signals in the test automata. 

We use output signals in a lot of places, e.g. in the communication of the 
physical model of the belt with the controller: The signals sl_bl_sAon and 
sl_bl_sAoff are output signals of the automaton modeling a sensor of the 
belt. They are only referenced in one further automaton, the one describing 
the control program. 

— Name: Input automata 

Problem: Some automata are in no way allowed to influence the possible 
developments in the rest of the systems. 

Solution: An automaton in which all synchronization labels are used as 
input signals and which further does not restrict any global variable read in 
any other automaton, we call it an input automaton. An input automaton 
can never restrict the development of the rest of the system in any way. 
Example: We use input automata for the test automata we talked about in 
Sec. 3.1. 

— Name: Multiply restricted siguals 

Problem: Input and output signals are a good solution to create a clear 
structure in the communication patterns of a concurrent system, but they 
are not always the most concise solution to a synchronization problem. Ima- 
gine, for example, two control programs of adjacent belts. There is a syn- 
chronization point in which the upstream belt tries to start the transfer of a 
belt, and the downstream belt tries to start the receipt of a belt. We model 
this synchronization point with a synchronization label in our approach. 
This label can not represent an input signal for the downstream belt, since 
it might not be ready when the upstream belt wants to initiate the transfer. 
Vice versa, the same is true. 

Solutiou: We must allow that labels is restricted in both control program 
automata. 

This usage pattern of a signal puts less structure into the system, but we 
want to allow it nevertheless. 
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Example: We use multiply restricted signals in the communication of con- 
trol programs of neighbouring production cell components. 

3.4 Patterns Involving Locations 

We can have different patterns for the usage of locations: 

— Name: Deterministic antomata 

Problem: Some automata represent control programs. These have to be 
implementable. 

Solution: We dehned deterministic locations as those on which the invari- 
ant of the location and the guards and the input labels of the transitions 
together have the effect that the reaction to every event is deterministic. An 
automaton containing only deterministic locations is called a deterministic 
automaton. 

Example: The control program of the belt is modeled with a deterministic 
automaton. 

— Name: Error locations 

Problem: Sometimes, an automaton needs a location which detects erro- 
neous system conhgurations. 

Solution: This is a location into which an automaton moves when it detects 
an error condition, and which is never left after it has been entered. 
Example: We made use of this pattern in our test automata. 

4 Summary 

A case study in which a transport belt of a production cell was described with 
the modeling language of the tool HyTech has been performed. It demonstrated 
several opportunities to apply the concept of patterns in the development of a 
specihcation of a transport belt. 

Why is this a contribution to enhancing the integrity of systems? 

These techniques help to structure specihcations of hybrid systems. This 
additional structure helps the constructor to build better systems and it helps 
the reader to understand the system better. 

How can we build on these results? Two directions seem promising: 

— We would like to have a notation which, via its syntax, supports important 
usage patterns for a hybrid system description notation. 

— We would like to associate specihc proof obligations rules with different pat- 
terns. Thus, a pattern could encompass both constructive and verihcational 
knowledge. 
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Abstract. The main focus of this paper is the problem of ensuring safety 
properties such as timeliness in safety critical systems. We introduce the OASIS 
model and its associated techniques to model both real-time tasks and to ensure 
determinism and dependability concerns when tasks are executed in parallel. By 
this approach we will show some formal aspects of our real-time task model 
and also how this result is used to ensure that the timeliness property and the 
sizing can be achieved on a safety critical real-time study case. 



1. Introduction 

The CEA, with EDF and Eramatome, works out a plan of R&D, named OASIS, 
which mainly deals with the dependability of complex safety critical I&C systems in 
nuclear power plants. The trouble is to realize real-time critical systems which are 
more intricate than today’s and easier to implement and to test. It must also be safer 
but still be according to the international standard ISO/CEI-880. In the safety critical 
domain, the design and the implementation of real-time systems are still challenging 
concerns. Real-time constraints induce not only the presence of timing constraints, 
such as deadlines dictated by the environment, but also an increasing application 
complexity, such as the management of different time-scale entities [11]. The 
presence of these constraints complicates the solution of many problems that are well 
understood if no timing constraint has to be considered. Both the logical and temporal 
correctness [12] must be proved as soon as possible. The agreement between the 
dependability concerns and the designing, the implementing or the executing methods 
has to be demonstrated, thanks to determinism and predictability properties. 

W. Ehrenberger (Ed.): SAFECOMP’gS, LNCS 1516, pp. 45-59, 1998. 
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We can identify two common approaches to design and to implement safety critical 
applications: a "sequential" approach and a "parallel" approach. They have different 
properties concerning the performance and safety aspects. The former corresponds to 
the loop programming technique. The existing safety critical applications are still 
mainly realized with this ad-hoc technique. It can ensure a range of safety properties 
for the software, hut if they are used to design complex applications where there are 
numerous different time-scales, the system will be considerably oversized. The 
"synchronous approach" [7] is a well-defined implementation of this technique. On 
the other hand, the parallel implementation of multitasking matches the historical 
Dijkstra’s works and more recently the works on CSP [5] from which derive the 
Occam and Ada languages. The more significant benefit of these approaches is the 
high level of application complexity they afford through the use of real-time monitors. 
But determinism and predictability properties are no more guaranteed and analytic 
verifications are more difficult. 

Numerous works are also dealing with ensuring the timeliness property thanks to 
the definition and implementation of real-time task and communication scheduling 
algorithms [10]. Kopetz’s work [6] deals with the time-triggered approach to design 
distributed fault tolerant real-time systems based on a static pre-run-time scheduling. 
Its implementation corresponds to a "sequential" execution model in our preceding 
classification. Fault tolerance and parallelism mechanisms that are developed inside 
one processor, don’t match the focused problem for designing a safety critical real- 
time system that will be oversized. 

The use of parallelism techniques (e.g. multitask programming) in the design and 
the implementation steps of safety critical systems, while still ensuring strong safety 
properties, is the main focus of our approach. The OASIS approach [2] [3] proposes 
rules and methods for safety critical application engineering. It allows to design and 
to implement parallel programs with fully deterministic and predictable behaviors and 
thus to guarantee specified dependability properties. 



2. The OASIS Model 

The OASIS approach is object-based: processing and data are encapsulated in the 
same structure, and data have only one writer (the owner task). Few assumptions are 
made about task nature. We suppose first that the number of system tasks is off-line 
fixed, and secondly that all iterative algorithms are bounded by known limits. 

The main idea of the OASIS approach is, first of all to form and to work out 
multitask programs which are sporadic or cyclic, regular or irregular (i.e. conditional), 
with entirely deterministic and predictable behaviors, and then to demonstrate that 
some properties of well functioning (safety, liveliness and timeliness) descended from 
the specifications of the system can be proved and are in harmony with the constraints 
of qualification defined by safety standards and recommendations. Apart from the fact 
that the warranty of the deterministic behaviors ensures a safer programming of 
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complex systems, test phases are more significant and the warranty of physic 
properties connected to operational safety of the system is a priori established. 



2.1. Fundamental Principles 

In the OASIS approach, an application is viewed as a set O of communicating tasks 
that interact to achieve their functionality and real time is managed by a time- 
triggered architecture. The processing of each task is synchronous at particular time 
and the visible lasting value is independent from the target. The decomposition in 
tasks corresponds exactly to the processing that should be executed in parallel. In a 
time-triggered (or TT) approach, a system observes the environment and initiates its 
processing at recurring predetermined instants. In OASIS these instants are points of 
the globally synchronized time of the TT system. 

With each task co in the system, we associate a real-time clock Hq, that represents 
the set of physical instants where the input and output data are or can be observed. 
The joining of all clocks Hq> for each co in O, is the definition of the system real-time 
clock Hq. The Hq clock includes all the observable instants of the system and is 
global, fundamental to the whole system. In our approach, we only manipulate regular 
real-time clocks (i.e. periodic clocks). We can then construct the smallest regular 
clock that includes all Hq instants. From now on, we consider that these two clocks 
are equivalent and we note both FIq. So, we deduce the new Flo, from the global clock, 
i.e. Hq, by exhibiting a factor Kq, and a shifting such as: * Hq + A^. 

Time can be manipulated through the advance instruction (ADV). The instruction 
ADV{k) in the task code indicates that the next activation instant will be its current 
instant plus k Hq, periods. An ADV instruction splits the task code into two parts: the 
part of code (a processing) before and the part of code after the ADV instruction. A 
task is viewed as series of processing that have precedence relationships. Thus, we 
can declare the task’s future instants (i.e. activation instants) and both earliest start 
date and latest end date (i.e. deadline) of each processing. For example, in the 
following code series: 

{ . . .processing_l ; ADV(sta); processing_2 ; ADV(end);} 

sta in fact represents the earliest start date and end the latest end date of 
processing_2. So, we introduce the apparent or formal duration of the processing 
‘processing_2’ as being the value of end-sta in Hq, periods. Formal duration is 
unvarying. This contributes to ensure the independence of the target computer system 
and by the way the absolute predictability of the real-time system. 



2.2. Communication Mechanisms 

There are two modes of communication between tasks (common modes that we 
usually meet). The first mode is implicit, it is the use of exposed variables (also called 
temporal data flow), the second mode is explicit, it is the sending of messages. 
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2.2.1. Temporal Data Flow 

The notion of temporal variable is directly associated with the time management. A 
temporal variable is a real-time data flow associated with an internal (encapsulated) 
variable of a task (which is the owner of this data) and driven by the real-time clock 
of the task. At each step of this clock, a new value is added to the flow. If the instant 
of the clock corresponds to an instant of the ADV instruction, the current value of the 
interior data will be at the top of the flow, else the top of the flow will be duplicated. 

The owner task of a temporal variable X can declare it to be shown. Then reader 
tasks can access to anterior values of the variable X; each reader has to show the 
number (i.e. the depth) of value it needs to consult. A reader can only access to these 
anterior values at its local clock instant (time coherency, see figure 1). At any time, 
the visible values of a shown variable depend only on the instant of the reading task. 



visible values for task 1 depth 2 X2 X3 
ADV(1 ) ADV(3) AD V(1 ) 



ADV(4) 



nnTrrTT =t 



shown values XO XI Xl Xl X2 X3 X3 X3 X3 X4^X4 
visible values for task 2 depth 6 X2 X3 X3 X3 X3 X4 



current time 



Fig. 1. Visible values of a temporal data flow 

The reference to the anterior value can be made straight by indexing. This 
definition of the temporal variable seems similar to the works of H.R. Callison [1]. 

2.2.2. Send of Messages 

The OASIS model permits exchange by message too. Each time a message is sent, a 
date of visibility of the message is introduced. We associate to each queue of 
messages, a maximum number of steps (in the task clock) in order to accomplish each 
message from its date of visibility. An overstepping of this number may correspond to 
a failure of the task and the OASIS run-time will then release a specified procedure. 

An issuing task sends a message to a queue of a task, and specifies its visibility 
instant. The addressee will know the message only when the clock reach the visibility 
instant of the message and consequently it can consume it from this instant only. The 
introduction of the visibility instant, or release instant, secures a temporal coherence 
of the mechanism. By specifying the order of the messages in a queue, the running 
becomes independent of the system of communication. After the arrangement by 
visibility instant, messages of a queue can be ordered by the name of issue and last by 
order of transmission at the issuer. It assumes a total order on the messages in each 
file. 
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From these known static elements, we can deduce automatically a safe bound of 
the number of messages that the system must store in each file. The behavior of the 
model is by the way deterministic, safe and unvarying with regard to the 
implementation. 



2.3. Formal Aspects of the Real-Time Task Model 

For coding and programming applications with the OASIS approach, we need to 
express the particular primitives of the real-time task model (the ADV instruction and 
other specific features like communication). Languages, like C or Ada, have qualified 
compilers and are used for programming real-time applications. They commonly 
don’t need such primitives. So, we have defined a *PC (resp. *PAda) dialect above the 
C language (resp. the Ada language). This dialect is a semi-formal language that 
contains all the formal aspects of the OASIS approach. Since it is not the subject of 
the paper we will not describe it further. Nevertheless, we will use in this paper a 
pseudo-code notation similar to a reduced *T-dialect for describing real-time task 
code. 

Each real-time task has no termination and can be represented as a main "for ever" 
loop that encapsulates the task processing. They have always timing constraints on 
their code execution. In the OASIS approach, it means that the tasks have at least one 
ADV instruction to describe their timing constraints. 

2.3.1. Definition of Task State-Transition Diagrams 

We use a formalism based on graph theory to represent a state-transition diagram for 
each task. At each state, we associate a vertex. At each transition, we associate an 
oriented edge. We finally obtain a symbolic graph where each vertex is an observable 
state of the task (corresponding to one ADV) and each edge is the processing executed 
between two ADV instructions. We will see that it allows us to describe more 
precisely the timing behavior of a task and to facilitate the identification of possible 
conception mistakes on the timing constraints (see figure 2 and 3). 

FOR_EVER 
Proc. T| 

ADVfkij 
Proc. Tj 
ADVflqj 
END_FOR 

Fig. 2. Equivalent state-transition diagram 

When there is a conditional instruction with an ADV instruction in the “then” or the 
“else” body, there are two exit edges at the vertex. We only consider the 
IF.. .THEN... ELSE.. .ENDIF case in this paper. The presence of an ADT instruction in 
a conditional processing makes the state-transition diagrams more complex; it 



Real-time task 
pseudo code 
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introduces a new vertex and can greatly increase the number of edges in the graph 
(see figure 3). 

A graph represents the symbolic execution of a task, i.e. all the possible execution 
paths of a task as if it was separately executed on a processor. By construction, there 
exists an unique edge for a given processing and an unique vertex for a given ADV 
instruction. So, for a given task there exists one and only one state-transition diagram 
and there is an equivalence relationship between state-transition diagrams and task 
codes. We can equivalently describe a task by its code or by its symbolic state- 
transition diagram. 

2.3.2. Illustration 

Let two tasks cOi and CO 2 which communicate together such as H(„i = Hq and 
H(u 2 = 3.Hq (one period of H („2 is equal to three periods of Hq). The task CO 2 processes 
data that are sent by the message of the task cOi when data are ready (a simple 
producer / consumer case). We give their formal code description and their 
corresponding state-transition diagrams in the following figure. 



(0[ such as H = 3 *Hq 




CO 2 such as H ^2 = Hjj 


FOR_EVER 




FOR_EVER 


/* T 1 Processings */ 




/* T2 Processings */ 


IF ( data_ready = true ) 




IF ( a_message_was_received ) 


THEN 




THEN 


SEND((d2,2„) 




X = X + 2 


/* T1 ’ Proeessings */ 




/* T2’ Processings */ 


ADV(Li) 




ADV( 2 ^ 2 ) 


ELSE 




ELSE 


/* Tl” Processings */ 




X = X+ 1 


ADV( 2„T 




/* T2” Processings */ 


END_FOR 




ADV( L 2 ) 
END_FOR 





COi state-transtion diagram CO 2 state-transtion diagram 




Fig. 3. Description of cOj and CO 2 tasks 

To send messages, we use a simplified primitive SEND(cOi 5) where co is the 
addressee task and 5 is the date of visibility (in the unit of the global clock Hq): the 
visibility instant is equal to the current instant of the clock of the issuer increased 
by 5. The task CO 2 has a shown variable X and cOi consults its last value; when CO 2 
receives a message, it increases the current value of X by 2 units, else just by one unit. 
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We also suppose that the processing, that depend on the presence or absence of the 
message sending instruction, have not the same timing constraints. We will further 
consider that processing T2 is also including the test and consumption of messages. 
The non-explained processing are put between the symbol /* and */. Each processing 
fulfills the assumptions made in section 2. 



2.3.3. Analysis of the Example 

To analyze the temporal behavior of this study case above, let just have a look at the 
time diagram on figure 4 which corresponds to a given scenario (for ready data). Let 
Xq the current value of X and its shown value to col . 



|-Ig!l-|-F^|JT ] ft 

Xc 1 2 3 5 6 8 



2 3 

' T1,T1’ 



6 

IT1,T1’ 



+ 

6 13 

8 9 10 11 12 13 

'T2, T2’ ™T2,T2” 



Fig. 4. A possible time diagram 

Between the two instants tg and tf, the clock of col is at the instant tg. So, during 
the running of T1 and Tl’, X/g)i = Xc(tQ) = 1 (even if X changes its current value 
between tQ and t^), whatever the message is actually sent between tg and t^, it is 
noticed like have been sent at tQ of the clock of col and will be visible from the instant 
(to + 2q). At the instant tf, the instant of last bringing up to date is (tQ + 2q), we 
have X/cpi = Xc(tQ + 2q) = 3 (value at the top of the flow at the instant tf). 



3. Ensured Properties 

Determinism is one of the basic properties of OASIS. In our context, determinism 
means that the behavior is single and unvarying. It has also a direct impact on test 
troubles of real-time systems. In test phase, the system runs with a known number of 
test sets or scenarios. Then, if we want to analyze or to explain the results of the tests, 
determinism is necessary. When an observer repeats an input scenario, it is seen 
differently by the real-time system which scans the environment at its own rhythm 
(usually some nanoseconds). The time scale at which a TT system observes the 
environment is perfectly known, and it can be defined correctly. Replay a scenario is 
to present once more the entrance data on the same slice of time of the TT system. 

Another basic sight of determinism in the OASIS approach is that any processing 
has constant visible lasting value. Each task has a behavior independent of the target 
architecture. Then we can realize an off-line sizing of all the physical supplies which 
are necessary for the running. Due to unvarying behavior, adding (or suppressing) a 
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task which has no direct interaction with other tasks, doesn’t affect the application 
behavior. To a modular decomposition corresponds a modular real-time behavior. 



3.1. Safety 

This property is verified when we are able to demonstrate that some non-authorized 
system malfunctions (mainly connected with parallelism in our approach) are 
impossible. One of the most significant characteristics of the safety is the data 
coherence. There are two kinds of interactions: the temporal variables and the 
messages. For the first communication category, the new value is actually shown only 
after the latest end date of the producing processing. A processing can only read the 
temporal variable values after its earliest start date. Since the architecture is time- 
triggered, incoherence cannot happen except if there is a failure. For the same grounds 
and because of the existence of a total order in a queue, the message passing 
mechanism also preserves the data coherence. Moreover, because of the hypothesis 
we made about these two mechanisms, message queue and temporal variable memory 
requirements can be sized off-line and no memory saturation can occur. 

3.2. Liveliness 

In our context, a system is lively when all tasks can always become ready. In the 
OASIS approach, liveliness property is intrinsic. Indeed, the only blocking instruction 
is the ADV instruction. When the processing (corresponding to the code preceding the 
ADV instruction) is ended, the task wait only the future activation instant defined by 
the ADV instruction before beginning a new processing. So, deadlock can’t exist in 
OASIS. Liveliness property demonstration is then included in the timeliness property 
demonstration (see next section). 

3.3. Timeliness 

This property (temporal correctness) is verified if and only if all the critical task 
processing are always executed in a timely manner. This property always verified in 
the design phase has to be demonstrated when we are executing the application (some 
tasks could miss their processing deadlines). This verification is directly connected 
with the target computer sizing problem. 

In the OASIS approach, all timing constraints, such as deadlines, are clearly 
expressed in the design phase. All these constraints are calculated on the same global 
real-time clock. We also know processing upper bounds for each real-time task (in the 
application domain we consider, each processing has a bounded duration and an upper 
bound can be exhibited). To schedule and execute these tasks on the target computer, 
we can then use the results of the deadline-driven scheduling techniques [8]. These 
techniques are efficient, rigorous and optimal if the programming model is adequate. 
Indeed, we only need to calculate processor load and to make an off-line analytic 
verification of linear inequalities. It allows us to calculate necessary and sufficient 
conditions to guarantee that task on-line scheduling still ensures the timeliness 
property (see section 4). 
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Timeliness is also significant as a performance measure for real-time systems [4], 
When evaluating performances of real-time systems, a binary qualitative criterion is 
the timeliness satisfaction, the ability to meet all deadlines. We share the same point 
of view and the verification of this criterion can be directly done as we will show it. 



4. Timeliness and Sizing Verification 

If we know the basic features of the target computer, it is possible to size the 
resources that are necessary to correctly execute an application. Our approach is based 
on an off-line analysis of all interactions between all the tasks, to guarantee that the 
deadline-driven on-line scheduling ensures timeliness. If we are in the single 
processor case, we are interested in knowing if the processor is best-suited (e.g. if its 
utilization factor is near and less than one); in the multiprocessor case, the problem is 
to determine the number of processors and their interconnection topology that are 
necessary. We will further only consider the single processor case in this paper. 



4.1. Mathematical Verification 

To verify if a task can be executed separately on a processor, we can define the 
processor load it generates on a given processor. A real-time task Ci>, is constituted by 
series of processing we identify in its state-transition diagram. For each processing j, 
we know its execution time upper bound (on a given processor) Xjj and its lasting 
value 5ij. From now on, processing execution time will designate the upper bound of 
the processing execution time, i.e. its WCET (worst case execution time). We first 
define the processing load as the ratio between its execution time and its lasting 
value: pij = / 5ij . For a task Ci>„ we can then define its load p;, as the maximum of its 

processing loads: Pj = maXj(Pjj). Finally, the inequality p; < 1 is fulfilled if and only if 
the task cOj can be executed on the given processor. 

Let Q = { o>, / i £ 1} be the set of tasks of the application. With previous results, we 
have a sufficient and necessary condition to execute one task on a given processor. 
We could extend these results to Q. We then define a set of necessary conditions for 
each task in Q, that we name elementary necessary conditions (ENC): 

V i £ I, ENQ: P; < 1 (1) 

In our case, we can also define a sufficient condition for the correct execution of 
the set of tasks Q, based on the deadline-driven scheduling analysis: 

Sufficient condition [8]: Zj Pj < 1 (2) 

If we only use this sufficient condition, some correct cases could be ignored or 
conversely, it could lead to a great oversizing of the target computer. Indeed, this 
sufficient condition (2) doesn’t take into account the behaviors of the tasks: all tasks 
are considered as totally asynchronous. 
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In real-time systems, synchronization points in time are numerous; task timing 
behaviors may not be ignored. In our approach, we can have more accurate results 
than with the common sufficient condition. Our solution, well-suited for the OASIS 
approach, is based on the following theorem, which is a refinement of the sufficient 
condition (2): 

Theorem. At each TT time interval of the system, the sum of every parts of 
execution times of all active task processing (i.e. executed in the TT time interval) 
must be less than the interval duration. 

This theorem constitutes a necessary and sufficient condition of the OASIS model, 
because (2) becomes a necessary and sufficient condition if at any time we replace the 
general factor load p by the actual load rest. 



4.2. A Simple Example 

We introduce here a frequent example that illustrate how the mathematical 
verification is achieved. Let two tasks that are periodically synchronized at the 
beginning and at the end of their execution, as shown on figure 5 




Fig. 5. Time diagrams of two task periodically synchronized 

So, we obtain the following set of inequalities (see figure 5 and 6) : 

3 a E [0, 1], (Tii-i- a.i2i) / 5i < 1 (3) 

3 B E [0, 1], (T22+ B.x,,) / 83 < 1 

((l-a).X2i + (l-|3).Ti2)/52<l 

Only a and (3 are the free variables of the system. If this linear inequality system 
has a solution, the two tasks can be correctly executed on the same processor, i.e. the 
timeliness property will be guaranteed. If we replace the right member of the 
inequalities by a free variable k (k in the real domain), and we search the minimum 
value of k for which the system still has a solution, we will obtain the « true » task 
load generated by these two tasks if they are executed on the same processor (this 
method shapes the problem as a resolution of a set of inequalities of linear algebra; 
the expression of this problem and its resolution are simple and well known). 

The unique equivalent state-transition diagram (called composition graph) deduced 
from the equivalent state-transition diagrams of these two tasks is shown on figure 6. 
From the initial state-transition diagrams, we are able to build this graph 
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automatically and as well to generate and to solve the corresponding inequality 
system, but this aspect will not be further described in this paper. 




Fig. 6. The state-transition diagrams and the unique equivalent composition graph 

We should finally notice that the WCET of the processing (Xy) can be calculated 
with existing results [9]. 



5. A Study Case 

Let the operational application which is a software management of a safety device. 
This system, sometimes called « ebulliometre », supervises, displays data and signals 
alarms connected with the state of the core in nuclear power plant. Its mission is to 
prevent the risk of appearance of bubbles of steam in Water Pressurized Reactor. 
There exist two identical systems which are not synchronized. They exchange their 
data taken from the environment, and their results from their own computations, to 
ensure coherent results and to identify failures. Each of it should first takes the data 
from the environment and compares a first group of results. While it should continue 
on computing with the last received results, it should send its own results towards the 
other one. Einally, it should display the possible alarms if an anomaly is detected. 



5.1. Presentation of the Example 

To illustrate the principles of OASIS model presented above we consider a typical 
application from the example of an « ebulliometre ». We introduce a printer to edit 
historical traces, and an operator which may act on supervision parameters, and may 
choose mode traces. We suppose that there exist two main lines or ways of 
communication. The first line is used to exchange the data with the other system, the 
second line is used to communicate with the operator. We call this model of 
application MESC. The intervening of a human operator during a computing cycle 
makes the management of this system intricate. It must be correctly taken into 
account. OASIS must do a safe gathering between the elements which communicate 
but which also evolve in an asynchronous way. Each MESC still be an asynchronous 
element of the environment for the other MESC. 
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The global functioning is based on a main periodic set of tasks with a period 
DurCycle. The figure 7 represents the functioning, during a cycle, of different tasks 
which form the supervisor processing. The inputs from the core are called pumps, 
pressures and thermocouples. The outputs are sending (data to the other MESC), 
printing (data to the printer) and alarms (data to the screen). It should be noticed that 
the data for sending are exchange by a message just after computation! . 



alarms 

printing 



sending — 

computation! 

computation2 

pumps 



pressures 

thermocouples 



hill III! 

Tnn iTTi 






DeltAcqu 



StartSend EndSend 



DurCycle 



■IH—H 



StaOutput 



Fig. 7. Time diagram of the supervision cycle 

This functioning is directly deduced from the specification of the clock and the 
date of visibility of the message. We should remark that computation! and 
computation2 are two consecutive processing in the computation task. This cut off 
comes from a timing constraint due to a send (an exchange by message) during the 
computation. 

The tasks called operator and receiver are independent and asynchronous compared 
to the main cycle. To obtain the global functioning we should superpose the time 
diagrams of the operator task and the receiver task which are not take into account in 
the main cycle. 



5.2. Sizing Verification 

We can now apply the calculation rules of the section 4. We remind that the aim is to 
warranty a safe sizing of the computation supply with a sufficient condition (SC), but 
also to obtain a correct sizing (else, concerning this problem, we fall in the case of 
standard oversizing of complex systems which are loop implemented, directly or not 
by a static scheduling). We should notice that all the periodic activities are indexed on 
the time diagram of the main supervision cycle shown on figure 7. On the other hand, 
the remainder of the application (i.e. the receiver task and the operator task) shows 
asynchronous activities compared to the main set of tasks. So, we can already say that 
it is quiet unreal to analyze closely (with a time-driven scheduling) the composition of 
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the receipt and operator processing with the supervision processing. They correspond 
in fact to input/output activities on low rated lines (about 1000 bytes per second). 

Let U|, the maximum load due to the supervision terms, and u^ and U3 the respective 
maximum load due to the receipt and operator, then U,+U2+U3<1 is a sufficient 
condition (SC) very close to the necessary and sufficient condition (NSC), because u^ 
and U3 give a low contribution compared to Uj. We are now going to u^, with the 
hypothesis that all ENC,, (which give the simple terms; some of them will be recalled 
hereafter) are verified. 

On the first interval [0, DeltAcqu],we haven’t make any particular hypothesis 
about the acquisition rhythms of the following data, pump, pressure, thermocouple. 

So we simply have: 



’^pump^^pump”^’^pressure^^pressure”^’^themiocouple^^themiocouple 



(4) 



On the second interval [DeltAcqu, StartSend] : 

3aE [0, 1] such as U^ = (T„„p„„.„„,+a.T„„p„„,.„J/(StartSend-DeltAcqu) (5) 

On the third et forth intervals [StartSend, EndSend] and [EndSend, StaOutput]: 



,./5„ 



emission emission 



(6) 



= (N,.X,„i,,i„+(l-a).T„„p„,,P„„3)/(StaOutput-StartSend) 

where is the maximum number of bytes to emit. 

And on the fifth interval, like for Uj : 

u,^= X, /5, +x - /5 - p 

1 alarm alarm printing printing 

So Uj= max u/, from which the requested SC, 

maXj U|‘ + Uj + U3 < 1 



(7) 



(8) 



(9) 



which warrants a safe and correct sizing (CS), very close to the NSC for that 
application. 



6. Conclusions 

So far the development constraints for critical systems in nuclear field are more about 
means to use than objectives to reach. We used loop programming and prohibited the 
use of interruption to obtain a deterministic and predictable behavior for the system. 
One of the objectives of the OASIS approach is to show that there exist other means 
to develop critical system. So we try to shift the constraints from means to objectives. 

The model presented in this paper ensures, by its principle, some important safety 
properties as the coherence of the data and an unvarying and deterministic real-time 
behavior. The main benefits of our approach deal with the dependability and 
parallelism adequacy issue and the computer sizing problem. We saw that timeliness 
is a significant part of performance evaluation for safety critical real-time systems. In 
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this context, the computer sizing problem is very significant, and the timeliness 
verification is strongly connected with. The absolute determinism is a necessary 
element to the pertinence of the tests. That’s why the analytic and test work necessary 
to the qualification of the system will be easier with OASIS. Moreover, with a 
simulation of time (TT), the unvarying behavior in regard to the implementation 
allows us to produce earlier actual execution traces in the working out of the software 
(that’s an important benefit to help the design). 

Works on the OASIS project have a more global span than the works presented 
here. Its technical objectives are to propose a complete chain of development; 
language, compilation & simulation tools, safety embedded run-time are under 
development. These former works deal with fault-tolerant problems and techniques 
(such as fault-checking and fault-confining) in order to ensure the required level of 
reliability and safety. To reach this security level, the OASIS run-time is designed on 
a dedicated microkernel which is strictly limited to the necessary functions and it 
ensures memory protection between different elements of the application. It can 
detect some failure, stop immediately the failing processing and then, it can keep a 
correct running of the rest of the application. 

OASIS and its run-time gives actual multitask functioning which is closed to the 
flexibility we obtain with standard asynchronous approaches which are not 
deterministic. Moreover, OASIS is not limited by standard loop programming 
technique based on static pre-run-time scheduling. The level of safety reached is 
superior (or equal) to those obtained when using a loop programming technique (in an 
ad-hoc manner or automatically) associated with static scheduling. 
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Linking Hazard Analysis to Formal Specification 

and Design in B 



K. Lano, P. Kan*, A. Sanchez** 



Abstract. Once a hazard analysis of a system has been nndertaken and 
a list of safety properties that it mnst satisfy derived, can this be nsed to 
obtain properties which a software controller for the system mnst satisfy? 
In addition, what evidential value for the safety of a system are proofs of 
correctness of a formal specihcation of its software components? We will 
examine these issues in the context of a specihcation and development 
technique for the B formal specihcation language, which has been used 
to specify and design discrete event control systems for batch-processing 
plants. A simple example is used to illustrate the ideas. The results ob- 
tained from a larger case study are also presented. 



1 Introduction 

Although standards such as Defence Standard 00-55 [11] and lEC 1508 [4] regard 
formal methods and formal proof as highly desirable for safety-critical systems, 
such methods may not contribute to the safety or reliability of a system, if they 
are applied without analysis of the relationship between the system properties 
and the software properties [15, 9]. The situation is akin to that of naive proofs 
of program correctness which take no account of the actual boundedness of 
datatypes of real programs [2], so yielding incorrect conclusions about the results 
or termination of programs. 

This paper demonstrates how to establish strong relations between specih- 
cation correctness and desired system properties such as safety invariants of a 
class of discrete-event systems. Hazard Analysis techniques are used to iden- 
tify safety properties which are incorporated as part of the specihcation set of 
a given system. Formal techniques are then used to synthesize and implement 
the control logic satisfying, among some other system invariants, the established 
safety properties. Section 2 describes the method. Section 3 discusses how sys- 
tem safety properties can be related to specihcation properties, and Section 4 
reports on an industrial case study of a hexible production cell. 

2 Method for Reactive Control System Specification 

The following steps are taken to specify a controller for a discrete event system 
described in terms of a set of actuators and sensors, and required reactions to 
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events detected by the sensors, and invariants that the state of the system must 
satisfy [6]. 

1. Produce component models - describing the events each device (sensor or 
actuator) generates or responds to. These models are given as state machines. 

2. Formalise: (i) required reactions to events; (ii) safety properties/invariants. 

3. Produce data and control flow diagram (DCFD) of entire control system, 
showing all signals from sensors to the controller and all commands from the 
controller to actuators. 

4. Partition DCFD where possible into a set of controllers each managing a 
disjoint set of actuators. 

We may need to group actuators together (that is, make a set of actuators 
be controlled by single controller) if required invariants link their states (eg: 
gas valve open => air valve open, in the gas burner system) - the controller 
is responsible for trying to maintain the invariant by sending control signals 
in a correct order, or responding to sensor events that break the invariant. 

5. Specify controllers in B: each input event responded to by the controller has 
a corresponding operation which describes that response (for each possible 
mode of the controller). 

The invariant of each controller expresses local control invariants for the 
particular collection of sensors and actuators that it manages. 

6. Specify sensors/actuators in B: these specifications represent the controllers 
inferred knowledge about the physical system, on the basis of events it has 
received and produced. 

7. Implement controller using B library components. Procedural controller syn- 
thesis [14] is used to derive the control algorithms (ordering of actuator sig- 
nals) required for each event response. 

8. Implement sensor/actuator specifications - these will be linked eventually to 
actual physical devices. 

9. Specify and implement an ‘outer level’ component which detects input events 
(eg: by polling sensors, by extraction from message queues, etc) and notifies 
the controller that they have occurred. This is usually defined in terms of 
the controller modes, following [5]. 

Animation can be applied to the controller specifications to check that the spec- 
ified behaviour is actually what the user intends, and that it avoids hazard 
scenarios. 

Proof can be applied to specifications to check internal correctness of ma- 
chines and interfaces: ie, that the invariants of the machines are maintained 
by their operations, and that operations are called only in situations where 
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their preconditions hold. Proof can be applied between specihcations and im- 
plementations to check that the implemented response behaviour meets the 
specihcations^. 

2.1 Procedural Controller Synthesis (PCS) 

PCS is a technique developed to synthesise controllers for discrete event systems, 
using as inputs the component models, and logical constraints on the states 
which the controller can reach [14]. The controllers are expressed as hnite state 
machines (FSMs). PCS produces a control algorithm in terms of a sequence of 
control commands (represented as solid transitions on the FSMs and DCFD) 
to components in response to input events (represented as dashed transitions). 
These sequences of commands can be directly translated into implementations 
of the B controller operations which dehne responses to the input events. An 
example of a procedural controller is given in Figure 6. 

PCS produces a hnite state machine which has only states (characterised 
by having all outgoing transitions ‘dashed’ or uncontrollable) or intermediate re- 
sponse states (characterised by having a single controllable outgoing transition). 
Wait states are represented in the diagram by ovals - they represent points where 
the controller is waiting for further input /uncontrollable events. They also cor- 
respond to states established by completed control reactions (and hence, in the 
case study, to the modes of GasBurner). 



2.2 Example: Gas Burner 

The process to be controlled in the case study is the simplihed burner system of 
[13, 14] shown in Figure 1. It consists of the following process items: an on/off 
valve to feed air (av); an on/off valve to feed fuel (gv); a hame igniter (ig); a 
hame detector (fd); an on/off switch to start/stop the operation of the burner 
(sw). The component FSMs of the valves, ignitor and flame detector are shown 
in Figure 2 and the data and control flow diagram of the system is given in 
Figure 4. The switch FSM is isomorphic to that for the flame detector. 

The objectives of the control system for the burner are to (i) start it up, 
maintain it with an ignited flame and to shut it down when requested, in the 
safest possible way and (ii) to deal with abnormal and emergency conditions 
that may arise during operation. In order to maximise the life of the igniter, it 
must be used only when the system must ignite (this is an operational invariant). 
The initial state of the system is when all valves are closed, and the rest of the 
components are off. 

From a fault tree analysis of hazards such as “explosive concentration of 
fuel present” (Figure 3) we can derive invariant properties of the burner system 
which must be maintained to eliminate or reduce these hazards. Here a necessary 
invariant is that the air valve must always be open if the gas valve is open. For 
the controller, this means that the conjunction of the two states marked with a * 

Although proof of temporal properties is outside the scope of the B tools at present. 
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Switch 

(onloff) Flame detector 

(present I absent) 




t 

gas valve (open I closed) 




Fig. 1. Gas Burner Components 



Gas Burner: Domain Model 




Fig. 2. Component FSMs 



must not be allowed to occur. Similarly, from the hazard “unintended ignition” 
we can derive the invariant that the air valve must always be open if the flame 
is present. We assume that device failures are detected by individual device 
controllers, rather than by the overall controller. An example of a system in 
which device failures are also managed by the controller, is described in [6]. It 
must be possible to embed (via a statemachine morphism [7]) the FSM models of 
components used by procedural controller synthesis into those used by the hazard 
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Fig. 3. “Explosive Concentration” Fanlt Tree 



analysis, in order that the hazard conditions identihed by hazard analysis can 
be related directly to the desired controller behaviour. 

The B versions of the component models are direct translations of the state 
machines. For example, the gas valve is: 

MACHINE GasValve 

SEES GB_Types 

VARIABLES gvstate 

INVARIANT gvstate: GVState 

INITIALISATION gvstate := gv_cIosed 

OPERATIONS 

open_gv = 

PRE gvstate = gv_cIosed 
THEN 

gvstate := gv_open 
END; 

cIose_gv = 

PRE gvstate = gv_open 
THEN 

gvstate := gv_cIosed 
END 



END 
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Fig. 4. Gas Burner DCFD 



We can therefore formalise the operational invariant as: 

istate = on => gvstate = gv_open 

and the two safety invariants as 

gvstate = gv_open => avstate = av_open 
fdstate = present =1> avstate = av_open 

The complete reaction to events is specihed in a B machine GasBurner, in 
terms of the intended changes to actuator states (left hand side of Figure 5). 

The invariant of GasBurner expresses the meaning of the various controller 
modes (idle, running, tryjgnite, flushingon, flushingofF) which have been 
identihed. Because of the simplicity of the system, and the invariant links be- 
tween actuator states, we have chosen to control all the actuators with a single 
controller. 

The controller maintains a record (fdstate and swstate) of the most recent 
information it has about the sensor states. 

A procedural controller for the system is given in Figure 6. Component states 
are given in the order (air valve, gas valve, ignitor, flame detector, switch). 
For each of the Rve components there are two possible states, so there are 32 
states in the unconstrained system. Only 14 of these are allowed to occur by 
the procedural controller. It can be seen that the operational invariant and the 
first safety invariant hold at all of these states, whilst the invariant fdstate = 
present => avstate = av_open only fails at one state. 

From the procedural controller we can derive the definitions of implementa- 
tion operations given in GasBurnerl (right hand side of Figure 5). 

Finally, we specify the ‘outer level’ in terms of a periodically executed sam- 
pling operation, which detects events and changes the controller mode appropri- 
ately (left hand side of Figure 7). This is implemented by testing and comparing 
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MACHINE GasBurner 
VARIABLES 

avstate, gvstate, istate, 
fdstate, swstate, estate 
INVARIANT 

avstate: AVState & 
gvstate: GVState & 
istate: IState & swstate: BOOL & 
fdstate: FDState & estate: CState & 

(estate = idle => 

avstate = av_eIosed & 

gvstate = gv_eIosed & 

istate = off & fdstate = absent & 

swstate = FALSE) & . . . 

(istate = on => 

gvstate = gv_open) & 
(gvstate = gv_open => 

avstate = av_open) & 
(fdstate = present => 

avstate = av_open) 
INITIALISATION 

avstate := av_eIosed I I 
gvstate := gv_eIosed I I 
istate := off | | fdstate := absent | | 
swstate := FALSE I I estate := idle 
OPERATIONS 
switehed_on = 

PRE swstate = FALSE 
THEN 

swstate := TRUE | | 

IF estate = idle 
THEN 

avstate := av_open I I 
gvstate := gv_open I I 
istate := on I I 
estate := try_ignite 
ELSE 

IF estate = flushingoff 
THEN 

estate := flushingon 
END 
END 
END; 

END 



IMPLEMENTATION GasBurnerl 
REFINES GasBurner 
IMPORTS GB_Aetuators , 
s¥state_Vvar (BOOL) , 
estate_Vvar (CState) , 
f dstate_Vvar (FDState) 

INVARIANT 

swstate = s¥state_Vvar & 
estate = estate_Vvar & 
fdstate = fdstate_Vvar 
INITIALISATION 

s¥state_STO_VAR(FALSE) ; ... 
OPERATIONS 

s¥itehed_on = 

VAR es 
IN 

es < — estate_VAL_VAR; 
s¥state_STO_VAR(TRUE) ; 

IF es = idle 
THEN 

e_open_av ; 
e_open_gy ; 
e_ignite_on; 

estate_STO_VAR(try_ignite) 

ELSE 

IF es = flushingoff 
THEN 

estate_STO_VAR(f lushingon) 
END 
END 
END; 



END 



Fig. 5. Specification and Implementation of Gas Burner Controller 
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Fig. 6. Procedural Controller for Gas Burner 



the previous (oldfd and oldsw) values of sensor states and the new values 
(newfd and newsw) provided as input to the sampling operation (right hand 
side of Figure 7). Executable code (in a small subset of C) can then be generated. 

3 Formalising and Proving Safety Properties 

Hazard analysis techniques such as HAZOPS [12] and fault tree analysis [9] 
will yield safety invariants Invs which the controlled system must satisfy at all 
times in order to avoid hazardous situations. In contrast, the B specihcation of 
the system controller has an internal model of the system (Figure 8). If estate 
represents the actual state of component C (for example, the position of a valve, 
or the presence of a voltage), then there is a corresponding variable estate' 
modelling the controllers’ knowledge of the state of component C, based on the 
events it has received from C and the commands it has sent to C. 

These variables will not have the same value at all times; estate' may be 
out of date wrt estate because of delays in sensors detecting changes in estate, 
delays in transmitting the occurrence of such events to the controller, and delays 
in the controller response to these events. On the other side, the controller may 
anticipate the change of state in an actuator by setting estate' = val before the 
physical system reaches state estate = val. Thus Invg (the internal version of 
Invs formed by replacing estate by estate') will only be an approximation to 
Invs. 

The internal model may also be simpler than the actual component state, 
that is, there may be a non-trivial embedding of the internal model into the com- 
ponent model used by hazard analysis. Figure 9 shows the more detailed valve 
model used in hazard analysis. This means [7] there is an abstraction function i 
which maps concrete states and transitions to abstract ones. In this case study. 
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MACHINE GBOuter 

VARIABLES mode, oldfd, oldsw 
INVARIANT mode: CState & 

oldfd: FDState & oldsw: BOOL & ... 
INITIALISATION 

mode := idle | | oldsw := FALSE | | 
oldfd := absent 
OPERATIONS 

sample(newfd,newsw) = 

PRE newfd: FDState & newsw: BOOL 
THEN 

IF newfd = oldfd & newsw = oldsw 
THEN skip /* No events */ 

ELSE 

oldsw := newsw | | 
oldfd := newfd I I 
IF mode = idle 
THEN 

IF newfd = present & 
newsw = TRUE 
THEN mode := flushingon 
/* Both events can only occur if 
unintended ignition happens — 
assume fIame_on occurs first. */ 
ELSE /* Just one event : */ 

IF newfd = present & 
newsw = FALSE 
THEN mode := flushingoff 
ELSE mode := try_ignite 
END 
END 

ELSE 

/* Other cases of mode */ 

END 
END 



IMPLEMENTATION GBOuterl 
REFINES GBOuter 
SEES GB_Types, BooI_TYPE 
IMPORTS GasBurner 
INVARIANT mode = estate & 
oldsw = swstate & 
oldfd = fdstate 
OPERATIONS 

sample (newfd, newsw) = 

VAR ofd, osw 
IN 

ofd < — get_fdstate; 
osw < — get_swstate; 

IF newfd = ofd & 
newsw = osw 
THEN skip 

/* No events detected */ 
ELSE 

IF newfd = present & 
ofd = absent 
THEN fIame_on 
ELSE fIame_off 
END; 

IF newsw = TRUE & 
osw = FALSE 
THEN switched.on 
ELSE switched.off 
END 
END 
END 

END 



END 



Fig. 7. Outer Level Specification and Implementation 



we map the concrete valve states open, failecLopen, repairing_open and 
closing of Figure 9 to the abstract open, and the states closed, failed_closed, 
repairing_closed and opening to the abstract closed. The mapping should 
be constructed so that 

InVg(i(cstate)) => Invs(cstate) 

That is, if the controller guarantees an invariant Invg(i(cstate)) on the abstract 
internal state, this ensures that safety invariant holds for the concrete external 
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Fig. 8. System and Controller Relationship 




Fig. 9. Extended Valve Model 



state. 

Since the invariants of B machines only express the properties of those ma- 
chine states which arise when no operation is executing, these invariants do not 
constrain the states during operation execution. In the procedural controller 
model of Figure 6, new input events which occur during a control response are 
deferred by the procedural controller (and hence the B implementation) until 
the end of the control response, so the controllers record of sensor states may be 
out of date during this response. 

If we assume that the actuator commands are synchronous (ie, the controller 
has to wait for the command to complete), the model of the state of an actu- 
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ator will be up to date after a command to it has completed'^. After a control 
response, the internal records of actuator states will therefore match actual ac- 
tuator states until the next uncontrolled event occurs on this actuator (failures 
can be modelled as input events, eg: the event of a gas valve sticking closed, etc, 
as in Figure 9). 

In terms of procedural controllers, the B controller invariant only describes 
the properties of the end states of each of these response sequences (ie, the so- 
called ‘wait states’ where the software is awaiting some input signal from the 
controlled system). In Figure 6 these are represented as oval states. 

For example, in the gas burner system the internal invariant InVg 

gvstate' = gv_open => avstate' = av_open 

is provable in GasBurner, but this only shows that the end states of reactions 
obey this predicate. We can deduce that Invs also holds for the corresponding 
abstract external system states at all times when the controller is waiting for 
input events, since this property involves only actuator states, and there are no 
input events originating from these actuators. 

Applying the abstraction mapping i to the concrete component states, we 
have that Invs(i(cstate)) here is 

gvstate G {gv_open, gv_closing, 

gv_failed_Dpen, gv_repairing_Dpen} => 
avstate £ {av_open, av -closing, av_failed_open, 

av_r epair ing_op en } 

which ensures that the hazards due to valve settings or failures identified in 
Figure 3 cannot arise. 

InVg can be guaranteed to hold for the synthesised procedural controller, 
since it is selected from within a space (the controller superstructure) of con- 
trollers which always maintain the required static invariants. We can demon- 
strate that the derived B controller implementation maintains the invariant dur- 
ing controller operation executions, by dehning a GB_Actuators machine with 
interface the atomic valve actions, suitably constrained to maintain the invariant: 

c_open_gv = 

PRE avstate = av_open & gvstate = gv_closed 

THEN open_gv 

END; 

c_close_av = 

PRE gvstate = gv-closed. & istate = off & 
avstate = av_open 
THEN close-av 
END 

^ We could assume that the command completes when the device driver confirms that 
the physical action has succeeded, via some additional sensor which we abstract from 
in our model of the device. 




Linking Hazard Analysis to Formal Specification and Design in B 



71 



The invariant of GB_A.ctuators contains the hrst safety constraint. This con- 
straint can be proved to be preserved by the constrained operations, under the 
assumption that they are executed only when their preconditions hold: the pre- 
conditions express that opern-av is executed before open_gv, and close_gv is 
executed before close^v. 

Similarly for the invariant istate = on => gvstate = gv_open. But the 
second safety property 

fdstate = present => avstate = av_open 

whilst established by each response of GasBurner (ie, it holds at each wait state 
in Figure 6), may be false in the actual environment for time periods between 
an occurrence of the flanie_on event and its detection and the completion of 
response open_^v by the controller. 

If we assume a polling implementation with a cycle period of r time units, 
then the (environment) property fdstate = present => avstate = av_open can 
fail for a duration of rj + t + + rf where: 

— rj is the delay between the event of flame becoming present and the flame 
detector detecting this; 

— D is the deadline of the sample operation within each period: D < r, and 
it can be proved that the duration of sample (as given in GB Outer above) 
can be at most D; 

— rj' is the delay between the command signal being sent and the air valve 
opening. If this command is synchronous then this delay is subsumed in 
r -F D. 

r-|-D is the maximum delay in the controller response to the fdstate := present 
event: this event may occur just after a polling of the flame detector has been 
performed, so is not dealt with for the duration r of one cycle, and is only 
detected at the beginning of the next cycle. The reaction must then complete 
within time D. 

Figure 10 shows the relationship between the external and internal compo- 
nent states for the gas burner. 
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Fig. 10. Example Relationships between Internal and External States 
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Alternatively the controller may ignore the event for one cycle because it is 
busy dealing with other events. We require that the controller does not become 
overloaded, that is, it can always deal with the maximum number of events that 
may be detected in a cycle (in the gas burner case, this is 2) within that cycle 
or the next. In particular, the design of GBOuter assumes that at most one 
state transition will occur in each monitored component of the system, in a given 
polling cycle. 

If we can place a lower bound tc on the time for which the condition 
fdstate = present remains true once it becomes true, and remains false once 
it becomes false, then this approach ensures that no such events are missed if 
r + D < tc. 

In general we can derive the following assertions about the controlled system 
from the formal proof of correctness of the corresponding safety invariants in the 
B specihcation, provided that InVg(i(cstate)) => Invs(cstate): 

— If an invariant Invg refers only to actuator states, and none of these ac- 
tuators can change state apart from as a result of control signals from the 
controller, with all control signals being synchronous, then Invs will be true 
at all time points where the controller is idle. If in addition, we can prove 
InVg at the level of granularity of individual command signals, and ensure 
that the controller implementation respects the ordering constraints implied 
by InVg at this level (ie: operations of GB_Actuators are always called 
within their preconditions by GasBurnerl), then Invs also holds at all 
time points whilst the controller is active. 

— If InVg depends on the state of components which are the source of input 
events to the controller, then we can limit the time for which Invs fails to 
hold to a maximum period of r -|- D by a polling implementation with 
cycle time r, deadline D and maximum delay rj between occurrence of an 
event that falsihes Invs and its detection by the controller, provided that: 

• No more than a single event arises from a given sensed component in a 
cycle, and the reaction to all events detected in a given cycle can always 
complete within time D of the start of the cycle; 

• The sensed condition remains false for at least time tc > 0 once it 
becomes false, and true for at least this time when it becomes true, and 

r -b D < tc- 

Scheduling theory will be needed to ensure the adequacy of the design, if several 
controllers/samplers are executing on the same processor [3]. 

4 Case Study: Flexible Production Cell 

The approach was applied to the flexible production cell [10, 8]. The following 
safety properties for the system were determined: 



1. no collisions of cranes and of crane grippers with other components; 
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2. blanks should only be deposited into a free processing unit or onto a free 
belt, and must not run off the end of the feed belt. 

The procedural controller for the system is divided into the following separate 
controllers: 

1. The feed belt, which takes inputs from the belt blank sensor, the blank 
reader, the crane gripper and position sensors, and generates outputs to the 
belt motor and reader. 

2. The cranes, taking input from the crane position and grip sensors and the 
processing unit blank sensors (in order to determine the completion of suc- 
cessful remove and add actions), and generating outputs to the grip and 
position actuators and the crane magnets. 

3. The processing units, taking input from the crane grip and position sensors 
and the system clock, and outputs to the tool actuator of the processing 
unit. 

A controller CellController coordinates the actions of the cranes and pro- 
cessing units, and interacts with a schedular component. The DCFD for this 
controller is shown in Figure 11. Two levels of outer controllers are used to poll 




Fig. 11. DCFD of Production Cell Controller 



events and direct them to either the feed belt controller or the cell controller. 

Conclusions 

We have described a systematic development process for safety critical control 
systems, combining control engineering techniques and formal methods. We have 
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described how properties established for the formal specification can be related 
to safety properties of the equipment under control, and the limitations of such 
relationships. 
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Abstract. The software industry has identified the need for processes. Problems 
with low quality, productivity, predictability and reliability and too long cycle 
times have increased the interest in processes. Another reason for the increased 
interest is the understanding of the relationship between the development proc- 
ess and the qualities of the product. 

This paper discusses different levels of formality for describing a process and 
describes a practical method for transforming a process to a stricter level of 
formality. It includes practical experiences from transforming a implicit devel- 
opment process, via semiformal notation, to a formal and executable process 
model. The right level of formality and detail in a process model is decided by 
many different factors. This paper describes different ways to represent your 
processes and gives help in how to choose between the alternatives. It also gives 
guidelines for how to transform your process model to representations of higher 
formality. 



1 Introduction 

Today there is a common understanding of the correlation between the software de- 
velopment process and the resulting reliability of the developed product. The more 
critical the safety of the software product is, the more will be gained by focusing on 
the process and the understanding of the process. As the size and complexity of the 
software products is growing beyond the possibility for exhaustive system and accep- 
tance testing, the industry focus more on preventive actions. Attention is on introduc- 
ing quality assurance steps into the development process as early and as often as feasi- 
ble, to relieve final testing. 

Looking at the characteristics of software development one can draw some conclu- 
sions regarding the necessity to understand the development process. Each software 



W. Ehrenberger (Ed.): SAFECOMP’98, LNCS 1516, pp. 77-88, 1998. 
© Springer-Verlag Berlin Heidelberg 1998 




78 



N. Martm-Vivaldi and P. Isacsson 



product is unique, which implies that the development process must be adapted to 
meet the requirements of the product. Software development is a creative, intellectual 
exercise rather than manufactural, which implies that the development process as well 
is variable and thereby must be understood and modelled explicitly. Methods applied 
in the development process are mainly human based, which implies that the effective- 
ness and efficiency is dependent on the individuals involved. All these characteristics 
of software development points clearly to the need for explicitly defining the process 
that is used for the development. Without a documented description of the process 
none of the characteristics can effectively be addressed. 

Using the process as a communication tool for the individuals in the development 
projects requires that the process is both unambiguous and easy to understand. The 
right level of formality and detail required to encompass both these requirements 
spreads from totally implicit, undocumented processes to formal processes with auto- 
mated execution support. This paper will describe how to transform a process descrip- 
tion from implicit to more formal descriptions. 



2 Different Use of Process Models 

The use of the process models depends heavily on the awareness the organisation has 
regarding what the organisation represents as such. The process is a part of the organi- 
sation’s total memory of experience and thereby a base for organisational learning. 
The process is a vehicle for providing products with a expected or even predicted level 
of reliability. A maturing process will evolve not only by improving its performance, 
but also by understanding the right level of formality for different purposes of the 
organisation. 

Having an informal process model might be sufficient in new, quickly growing or- 
ganisations that is still creating its market and its business. As a company grows the 
greater the cost will become to spread information about the normal, repeated activi- 
ties. The need for a more formal process model arises. It can be argued that in organi- 
sations with a continuous high level of change the need for processes should be less. 
This can be shown to be correct only to some extent. The importance for any organi- 
sation is to understand what is and what is not changing, and thereby what activities to 
be or not to be described and documented. Understanding the right level of formality 
and the right amount of information in a process model is the target for providing 
cost/effective support. 

To produce safety critical software will require a more formal definition of the pro- 
cess. As the requirements of the software increases, the process will have to be sup- 
ported more formally. Higher demands on defect free software at the same time as 
more people will be involved to produce it, will also require more formal support. The 
semi-formal and formal process models provides a way to allow the knowledge of the 
organisation to be applied by the individual. 
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3 Process Models 

A process can be described using different levels of formality and detail. This paper 
divides them with respect to how formal they are specified. 



3.1 Implicit Model 

The lowest level of process maturity is characterized hy: 

• no documentation of the process exist. The work is performed according to what 
the individuals experience as efficient or like they always have done. 

• the documented process is not followed at all. The process has not been updated 
according to how work is performed and the implicit process only lives in the 
memory of the individuals which also probably differ between different people. 

In other words the reality is undocumented. The process is heavily dependent on the 
efforts of individual people. The characteristics of an implicit model are that it can 
represent several aspects of the process (applicahility), it can also easily he tailored 
(flexibility) and also he used “as is” for a large set of processes (robustness). The 
drawbacks are that it is very difficult for an beginner to quickly, clearly and accurately 
understand the content (readability) and the process can as stated above be interpreted 
in different ways in by different individuals (relative formality). 



3.2 Informal Model 

The next step is when there exist a textual process, and it is followed. A well described 
process model will allow people to have a more similar view of the process. Though, 
still the structure and completeness of this kind of process model can be of different 
quality. This sort of process description is called informal. 

With an informal process model it is easy to represent details and also abstractions 
(scalability) since you do not have a predefined template you must follow. It is also 
relatively easy to maintain the process description since the notification is not so 
specified. 

On the other hand it is less applicable, since the process description do not give any 
support in covering the different aspects. It is also harder for beginners to become 
quickly competent without extensive training (leamability). This is due to that the 
process description is not specified harder to follow the main theme and also not fully 
clear what it means (relative formality). 



3.3 Semi-formal Model 

In the semi-formal model the structure is much more consistent. The model is tem- 
plate based, according to software standards and sometimes illustrated with legends. 
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Checklists exist to give support and to ease the usage of the processes both in aware- 
ness and correctness. 

Compared to a informal model it is even easier to maintain the process description 
since it has more stmcture but is still not so complex to update as a formal model. The 
readability is also high due to that you can specify the training. Checklists and legends 
make the learning better. 

With respect to robustness the semi-formal is not so good. It is harder to describe a 
process with a more specific notation. Scalability is by the same reason not well de- 
scribed, different levels are always difficult to describe if one in the same time wants 
to be strict on the level of details. 



3.4 Formal Model 

In a formal model there must be no ambiguity about any entities of the process. This 
makes it possible to make the model enactable. There exist both graphical and plain 
code implementation possibilities. 

With a formal model there is no ambiguity, the relative formality is very high, it is 
also a format that has a high leamability, the enactment facilitates the understanding 
and there is clear definitions. 

The negative aspects flexibility and scalability. It is hard with a formal notation 
to describe details and abstraction. The flexibility is varying depending on the kind of 
formal model but still, it is not as simple to tailor, it is too complex. It is hard to han- 
dle in a living process but the goal of automated support is really a promising chal- 
lenge. 



3.5 Summary of Models 

When summarising the different models one can not (unfortunately) say that there is 

one that is better that the other. It all depends on the environment, resources, history 

and goal of the organisation. 

• Environment. The environment can be very different even within an organisation. 
Are the processes static or dynamic? Are there often changes? Are there a broad set 
of processes? What are the characteristics of the processes, long-time/short-time, 
iterative/nonrepeating, how many people are involved using the same process? 

• Resources. What resources is available? Are the involved people trained in the 
process? Will there be people allocated to work with the process description? The 
cost for the different model vary in the same way as the relative formality . 

• History. What kind of notation exist today? What experience in process engineer- 
ing exist? One can not escape from ones history, it really takes effort to define and 
maintain semi-formal and formal models, specially if you have no experience. 

• Goals. The immediate and long term goal of the organisation must be considered. 
There must be a motivation for why the chosen model must be used and main- 
tained. 
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Through answering these questions and statements you will have more reason when 
deciding which process model that is the most suitable one for your organisation. 

The reliability of the product is related to relative formality . The product is depend- 
ent of its process, see chapter 2. The more relative formality the easier it is to follow 
and understand the process. This though is no assurance for that the processes are 
followed but it gives help to the involved people to learn, understand and maintain the 
processes. Another aspect is that we can not improve our process (product) if we do 
not understand the process that is to be followed. Below follows a summary of the 
different process models and their characteristics. 



Table 1. The different models compared relatively (4 is high and 1 is low) 



Characteristics 


Implicit 


Informal 


Semi- 

formal 


Formal 


Scalability 


4 


3 


2 


1 


Applicability 


4 


1 


2 


3 


Flexibility 


4 


3 


2 


1 


Readability 


1 


3 


4 


2 


Maintainability 


1 


3 


4 


2 


Learnability 


1 


2 


3 


4 


Robustness 


4 


3 


2 


1 


Relative Formality 


1 


2 


3 


4 


Product Reliability 


1 


2 


3 


4 



4 Transformation of Process Models 

This chapter present guidelines how to transform your process model into a more 
specific model. If you have an implicit or Informal model and want to transform it 
directly to a formal model we still recommend to go via a semi-formal model. The 
step between the Informal model and the formal model is too far. In order to span the 
gap the transformation must go via a semi-formal description. The semi-formal model 
then offers: 

• a high-level design to facilitate the implementation of a informal model in the for- 
mal model. 

• an easier way to define stringent transformation rules, since the semi formal model 
is much more specified than an ordinary informal model. 

• earlier discovery if the informal model is insufficient or defective. 

The transformation can be illustrated by the picture below. 
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Fig. 1. An illustration of the transformation chain. 

The shaded arrow between the Implicit and Informal models represent that there is 
no guidelines in this paper presenting how to do this transformation. This is due to that 
this activity is too arbitrary. There is no specified outline of a informal model so this 
activity can be performed in either way. 

The Semi-formal model is just one of many possible realisation of the Im- 
plicit/Informal model. It is dependent on what template the semi-formal The template 
extorts the elements that specifies the process, such as entry/exit criteria or activities, 
which simplifies the modelling into the formal model. The steps presented in the fol- 
lowing chapters are dependent on the model to be used. In our case we have developed 
guidelines for the semi-formal model, PERFECT template description [12] and for the 
formal model Process Weaver [1]. The summarized guidelines in this paper are de- 
scribed in detail in [13]. 



4.1 Implicit and Informal Model to Semi Formal Description 



This guideline is for how to transform a Informal or Implicit model into the Semi- 
formal model, PERFECT template description. It could easily be transformed to fit 
another semi-formal model. 




Fig. 2. The transformation steps from Informal model to Semi-formal notation. 
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1. Prepare Informal model. Identify general concepts, for example activity, en- 
try/exit criteria, choice, interruption, resume, return, iteration and roles. If the In- 
formal model lacks most of the concepts, the model may need to be rewritten be- 
fore continuing the transformation. If it is an implicit model that is to be trans- 
formed this step will be to get the involved people into a room where they will per- 
form the following steps (2-8) together. The size of the group should not be greater 
than 7. A facilitator is also needed, he/she will be able to take a look from outside 
and to keep the discussion focused. 

2. Find activities. An activity within a process is a part of the process that leads to a 
result. In this step, the activities and sub-activities involved in the process are iden- 
tified. 

3. Group activities. The activities found in the previous step will be grouped hierar- 
chically and a picture of the activity structure is drawn. 

4. Describe found activities. The contents of this step is to analyse the activities in 
the model and write a description. 

5. Link activities. In this step, the activities are linked together logically. With the 
help of the entry/exit criteria, activities are linked to find: 

• Parallelism. Can two or more activities be performed at the same time? 

• Synchronization. Does an activity depend on outputs of more than one activity? 

• Iteration. Does some activity have to be iterated? 

• Return. Is it necessary to go back to a previous activity? 

• Interruption resume. Consider two parallel activities, does a sub-activity in one of 
the activities depend on a sub-activity from the other activity? 

6. Describe the roles. Roles found in step 3 will be described by the name of the role, 
in which activity the role is presented, the object of the role and how the role is ap- 
pointed. 

7. Describe the tools. Tools found in step 3 are described by defining the name and 
writing a short description of the tool. 

8. Describe the products. In this step, the products (documents) are described by: a 
description of the main object for the product, and a determination of the attributes 
needed to describe the product. A diagram showing the relations between the prod- 
ucts are made. 



4.2 Semi-formal to Formal Model 

These guidelines are for how to implement the Semi-formal model in a Formal de- 
scription. The implicit/informal model must not be forgotten. If only the Template 
description were to be used, information would be lost since the Template might not 
cover all information from the Informal model. The Formal model used in this case is 
Process Weaver [1] and this transformation guidelines must be tailored for chosen 
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formal description. Figure 3 shows an overview of the steps. When implementing the 
applications in Process WEAVER one must understand that it should be considered 
as ordinary software development. All actions done to prevent errors in ordinary 
software development should be performed. 




Fig. 3. The steps from Semi-formal to Process WEAVER. 



1. Define roles. The process can either be very specified or unspecified in the mean- 
ing of roles. Very specified means that all roles from the template description are 
defined into the Process WEAVER and unspecified means that the roles are 
grouped into a team. The team leader is the only role and he delegates the tasks to 
the team members. 

2. Create part of Process WEAVER method. The first time this step is entered, the 
top level of the process is created. Then for each time the step is entered sub- 
activities are added to activities. 

3. Implement refined activities. Refined activities control the terminal activities and 
terminal activities organize the users’ work. 

Step 2 and 3 should be iterated until the activities in the template description are no 
further decomposed. 

4. Implement terminal activities. When there are only terminal activities in the 
method graph, they will be implemented in cooperative procedures with work- 
contexts. 

5. Make Work Context. This is the final representation of an activity with variable 
guidelines, input and output documents. 



4.3 Summary of Transformation Steps 

In a process there are several concepts, like activities and roles, that must be de- 
scribed. To summary the transformation steps here is a table over the different process 
concepts and in which step in the guidelines they are taken care of. 



Table 2. The numbers show in which steps the transformation is performed. 



to Semi-formal to Eormal 



General Concepts 



2 Activity 

4 Entry/Exit criteria 

5 Inclusive Or 

5 Intermption 

5 Resume 



3, 4 Cooperate Procedure 

3, 4 Co-shell, Procedure condition button 

3, 4 Control buttons or Co-shell 

3,4 Wait for state or condition 

3, 4 Fulfilled Wait criteria 



Activity 

Entry /Exit criteria 
Choice 
Interruption 
Resume 
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Return 


5 






Handled as iteration 


Iteration 


5 


Loop of activities 


3,4 


Loop of C-P until condition fulfilled 


Roles 


4,6 


Roles 


1 


Roles 


Work instmetions 






5 


Infotext in work contexts 


Synchronisation 


5 


And In 


3,4 


Many places to one transition 


Parallelism 


5 


and Out 


3,4 


One transition to many places 


Resources 


4,7 


Tools and doc. 


3,4 


Objects in Work contexts 


Product 


4,8 


Product 


5 


Task 



5 Experience 

Our experience is derived from several projects transforming implicit processes into 
informal or semi-formal models or informal models into semi-formal descriptions. In 
one occasion we have transformed a specific part of a Semi-formal description into a 
formal description. 

First we transformed a implicit development process for telecom systems into the 
Cleanroom inspired Eqlabs process [10, 11], a template based description. Later we 
transformed a specific part into the formal notation of FYocess WEAVER to see in 
what degree automated support that was possible. 

When transforming the implicit model there was problems with finding the right 
number of abstraction levels. Too few implies too much information on each level. 
Too many will make the process model harder to understand for the process user. The 
Semi-formal notation (see figure 4) focused on activities and products but the relation 
between the different activities and products were not so clearly defined. Resources 
was neither well defined in the implicit model. 



Function Design 
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Fig. 4. The resulting Semi-formal description. 



When implementing the formal model it was soon discovered that Process 
WEAVER needed the roles to be more specified than they were. It was not specified 
who was responsible for the different activities so we solved that by letting a whole 
team be the lowest level of granularity. The teamleader then got the automated support 
and divided the work between the team. 
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Another problem was interruption-resume. It was not clear what to do when you 
needed to redo a process step. Three times there was possibilities (see 9 in figure 5) 
for redoing a process step. But what was not described were if the step was to totally 
redone or only specific parts. Here we had to go back to the authors of the Eqlabs 
process to understand the content of the rework. 




Parallelism was pretty well described in the Semi-formal model but synchronisation 
points were lacking. Eqlabs did not define specific synchronisation point, those were 
supposed do be ongoing through the development. In Process WEAVER it possible to 
implement generic events but it makes the model much more complex. 

Otherwise the other general concepts were well described. It was striking how easy 
it was to handle the activities and criteria (even though the criteria was not explicitly 
defined) when a sound level of abstraction is obtained. 



6 Further Work 

We have identified the following areas as possible future work: 

• Capturing a implicit process. When capturing a implicit process are there some 
specific aspects to consider compared to when analysing a Informal model? 

• Mapping between semi-formal and formal models. If a specific formal notation 
is to be used it will imply some prerequisites on the semi-formal model to make the 
transformation possible. 
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• Studies of general concepts. Empirical studies on the general process concepts to 
determine their necessity. Which are the most important and in which order should 
they be introduced? 



7 Conclusion 

The importance of having the development process under control, can be affirmed by 
many of our customers. Having solely an implicit process model can be a risk for the 
organisation, the reliability of the products will be unnecessarily dependent on each 
individual and his/hers actions. The possible benefits of more formal process models 
and automated support is clear, but today it is difficult to make the benefits of a formal 
model greater than the cost for defining and maintaining the model. In this paper we 
have shown the transformation steps to go from an implicit or informal process, via 
semi-formal models to a formal process model. Each step makes the model more 
unambiguous but also more rigid. Depending on each company’s objectives and 
unique situation, the level of formality must be decided, inbetween the implicit ant the 
formal. 

Our experience show that an Semi-formal, template-based model often is the most 
suitable alternative for software companies of today. It will make the organisation 
more robust against errors made by individuals as well as being easier to learn, apply, 
maintain with still high relative formality and product reliability. For companies with 
high product requirements the level of formality should be increased, at least for spe- 
cific parts of the process. This is a promising area for future research with specific 
focus on safety critical applications. 
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Abstract. The normative model of operator behaviour constitutes the frame- 
work for the description of typical operator errors (i.e. deviations from tlie 
norm) and their causes. The normative model of operator behaviour will be 
based on the decision under risk. By this the methods of technical risk assess- 
ment, economic decision theory and psychology can be utilised in the assess- 
ment of operator behaviour. This view on operator errors is basically a technical 
one. The notion of operator error does not imply who is to blame for it. TIte 
normative model is meant to serve as a basis for an analysis of operator eiTors 
by means of psychological experiments, and tlie formulation of guidelines for 
the design of man-machine communication and user interfaces. 



1 Intoduction: Operator Errors in the View of a Normative Model 

Usually the term operator error is used synonymously with human error. A human 
error is defined as a failure on the part of the human to perform a prescribed act (or 
the performance of a prohibited act) within specified limits of accuracy, sequence, or 
time, which could result in damage to equipment and property or disruption of sched- 
uled operations. It is an out-of-tolerance action, where the limits of acceptable human 
performance are defined by the system (Salvendy, 1997; Swain, 1989). 

This definition implies that the criteria for operator errors are given by the machine 
or - more specifically - by its specification: "Each specification takes aim at two di- 
rections. It separates areas of responsibility from one another. On one hand it specifies 
for development, design and production the performances which the system has to 
provide under certain conditions, and on the other hand it tells the operator and user 
what he has to do to obtain these performances from the system. 

Whether a system is actually useful and harmless does not only depend on whether 
it operates in accordance with the specification, but also on the extent to which it can 
be properly operated by people with their inherent and acquired capabilities and 
weaknesses. 

The assessment of utility and risk must also take account of possible operator er- 
rors, i. e. violations of the specification by the user, in addition to faults in the system" 
(VDI/VDE 3542/4, 1995). 

The safety specification of a machine including the specification of its fault toler- 
ance should guarantee a low risk of injury or damage to the public and to the environ- 
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ment. In this sense the safety related operator actions should aim at an optimum low 
risk. This leads to a more specific definition of operator errors. In this paper an ope- 
rator error is conceived to be an avoidable increase of risk caused by the operator. 



2 Risk 

Risky Maneuvers are not only known from operating plants and systems with great 
potential for hazards (Perrow, 1984). We know them from every day life too; Often 
we are accepting high risk paid by a rather modest yield. Fig. 1 shows the relevant 
terms and measures of risk in both the fields of Technical Risk Assessment and Deci- 
sion under Risk. 



R Risk, Expected Damage (or Loss) 
i Event (Caused by a Failure) 

p, Probability of Event i 

X. Loss due to Event i 

X Random Damage 

s (Subjective) Severity Function 

/?obi„dve = ^CT=^,P,^/ 

= = ^,A‘V(x,) 

Fig. 1. Risk 

The term operator will be used for pilots, drivers, operators of technical plants, etc. 
Operators have to make decisions: Typically they have to weigh the yield of some 
action against its risk and to compare the outcome witli tliat of alternative actions (or 
the non-actions). 

For simplicity we are taking only two alternatives into consideration. The alterna- 
tives are called A and B, and the random damage (cost, loss) is called X and Y respec- 
tively. The mean value of the random variable X - shortly: the expected damage - is 
denoted by E[X\ and will be called objective risk of alternative A. Thus an order of 
preference is defined. Alternative A is preferable to B if and only if E\X\ < E\Y\. 

In the course of technical risk assessment the objective risk is used as a measure. 
But there is evidence that we can draw wrong conclusions if we rely on the objective 
risk as die only rational measure. 

To demonstrate this, the Saint Petersburg Game serves us well. This game and the 
inherent paradox have been considered within the field of decision theory and eco- 
nomics. One of most influential texts in this field is that of von Neumann and Morgen- 
stern (1944). A philosophical and mathematical treatment can be found in Carnap’s 
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work (1959). The psychological aspects of decision making are treated in the work of 
Kahneman and Tversky (1979, 1982). The Saint Petersburg Paradox can be found in 
Szekely's book (1990, pp. 34). 

Daniel Bernoulli described the game in the year 1738; A coin is thrown until the 
tail appears for the first time. Let n be the number of trials. The gambler then receives 
2'* monetary units from the gambling casino. What amount of money should we risk 
for taking part in the game? 

The alternatives offered by the Saint Petersburg Game are (fig. 2): 

A Abstention from taking part in the game; In this case the impending cost is equal to 
the possible payment that cannot be realised. Then the random loss is given by a 
random variable X of values 2, 4, 8, ... and the respective probabilities 1/2, 1/4, 1/8, 
... The n-th value equals 2” and the corresponding probability equals 1/2'^. The ex- 
pected loss - the objective risk - amounts to E[A'] = 2*1/2 + 4*1/4 + 8*1/8 + ... = 1 
+ 1 + 1 + ... = °o. 

B Taking part in the game; Now the loss is equal to the stake y. The loss can be con- 
ceived to be a random variable Y wMch assumes value y with probability 1 (such a 
random variable is called deterministic). The objective risk of this alternative is 
equal to E[T| = y. 




Fig. 2. The Decision Event Tree of the Saint Petersburg Game 

Fig. 2 shows the Decision Event Tree (DET) of the game. The branches of the first 
level of the tree are corresponding to the decisions. Each decision branch is taken as 
the root of an event tree. The event tree represents the consequences of the decision - 
the random loss. To each branch of the event trees the (conditional) probability of 
traversing this branch is assigned. The quantity of loss or damage is notified at the end 
of the finally approached leaf. 

On the basis of objective risk calculations alternative B will be chosen; Whatever 
the stake y will be, the objective risk will always be smaller than that of alternative A. 
But most people will only put up to 10 monetary units at stake. This decision is in 
contrast to the one based on objective risk calculations - and seems to be a rational 
one, indeed. This contradiction is the so called Saint Petersburg Paradox. 
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To solve the Saint Petersburg Paradox the mathematician Daniel Bernoulli intro- 
duced the so called utility function u: If z is an objective utility, then the subjective 
utility is denoted by u{z). 

In technical risk assessment we have to deal with damage, loss, or cost. To refor- 
mulate the decision under risk accordingly we have to replace the utility function by 
the severity function s. The subjective risk of a decision A with random loss X is de- 
fined to be the expected subjective damage £[,v(X)]. 

The order of preference is now defined through the subjective risk: Alternative A is 
preferable to B if and only if ^[.vCX)] < E[s{Y)]. 



3 The Normative Model of Operator Behaviour 

The notion of Decision Event Tree (DET) is taken as a primary classification scheme 
for operator errors. The DET Model consists of the following elements: 

- a decision tree, for example the simple one from fig. 3 offering only two alterna- 
tives, 

- consequential probabilistic event trees for each leaf of the decision tree, 

- the assignment of a nonnegative value of cost or damage to each leaf of the event 
trees, and 

- a (subjective) .severity function s. 

The DET can be derived from available risk a.ssessment data and fault trees by the 
following transformation rule: The effect of an operator error effecting the state of 
some component is equivalent to a component failure leading to the same mode of 
(non-) operation. This assumption is the basis of the concept of impact (Dearden, 
Harrison, 1996). 

The DET usually has to deal with more than one undesirable event and in general a 
lot of alternatives have to be taken into account. 

Example: The decision tree in fig. 3 reflects a certain situation seen by the operator of 
a power plant. Let the action under consideration be the opening of a certain valve. 
The above sketched decision tree can be completed to the DET of fig. 4. The action 
"opening of valve no. 5" may be rewarded by a yield y = 1. To express it in terms of 
cost: Keeping the valve closed (no action branch) is accompanied by the loss y. 

On the other hand the opening of the valve has some impact on the plant: The probabi- 
lity of the undesirable event "boiler overheat" rises from q = 0.000242 to p = 0.00044. 
The assumed damage resulting from a boiler overheat may amount to the value v = 
10 ^. 

The random cost associated with the "action"-branch of the decision tree (opening 
the valve) is denoted by X and the "no action"-branch defines the random cost Y. 

The expectation value of random cost is called objective risk. The objective risk 
values of the alternatives under consideration are E{X] = 44 and E[Y] ~ 25. As the risk 
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associated with the "no action'-decision is lower than the one associated with the 
opening of the valve, the valve should be kept closed. 



action 



no action 



\-p 



0 



action 



no action 



P 



l-q 



9 ’ 



a: 



.y 



X 



X 



Y 



Fig. 3. Decision Tree Fig. 4. Decision Event Tree 

Due to a psychological principle - the overweighting of certainty - the severity func- 
tion can usually be assumed to be concave (see the following section). A concave 
function fulfilling the conditions .s(0) = 0 and s(>) = y is given by s(x) = 
y • ln(.r/.rj+l)/ln(y/X(,+l). This severity function reflects the original Bernoulli formula- 
tion of the utility functions (Carnap/Stegmiiller, 1959, pp. 124 ff.). 

With the given severity function and under the assumption = 0.2 and y = 1 we 
have .v(lO^) 7.32. The subjective risk is now given by £L^(A)J = 0.00322 and 

£[.y(T)] *= 1. Under the preference order of subjective risk the valve should be 
opened. 



4 Causal Analysis of Operator Errors 

Fig. 5 shows a classification scheme of operator errors. It represents a personal selec- 
tion and comprises the most important and typical error causes. Systematic represen- 
tations (mostly restricted on subareas and with specific aims) can be found in the 
books on human factors: Salvendy (1997), Reason (1990), Rasmussen/Duncan/Leplat 
(1987). Many of the thinking traps causing operator errors are the sources of pro- 
gramming errors too (Grams, 1988, 1990). 

This paper concentrates on the cognitive causes of operator errors. This class of 
faults usually are committed by emotionally relaxed, well rested and healthy operators 
acting in an optimum environment. Apparently these faults are the extremely nasty 
ones. And it is the highly complex and poorly understood human thinking contributing 
to these faults, and thus making them so unpleasant. 

There are several taxonomies for operator errors and their causes, for example the 
following: 

- Nomian's Action Cycle (Nornian, 1990) 

- Heuristics (Kahneman/Slovic/Tversky, 1982) 
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- Errors in Planning and Decision Making (Ddmer/Schaub, 1994) 

- Norman's Classification of Slips (Norman, 1981) 

- Evans' Selective Scrutiny Model (Evans, 1989) 

- Reason's Generic Error- Modelling System (Reason, 1990) 

- Rasmussen's Skill-Rule-Knowledge Framework (Reason, 1990) 



Operator Error 

Situational Factors 

Bad Work Environment 
Information Overload 

Physical, Emotional, Social, and Organisational Factors 
Fatigue/lllness/Stress 

Uncommunicative, Demotivating Working Atmosphere 
Poor Education or Instruction 
Cognitive Delusions (Thinking Traps) 

Selective Attention (Tunnel Vision, Search Light Principle) 

Psychological Set (Einstellung Effect) 

Mechanization of Thought and Operation (Luchins) 

Functional Fixity (Duncker) 

Risk Acceptance 

Overestimation of Law and Order (Pragnanz Tendency) 

Linear Cause Effect Thinking 
Biases and Faults in Inductive Reasoning 
Inductive Reasoning Error 

Failure to apply Modus-Tollens 

Overestimation of Confirmative Information (Confirmation Bias) 
Availability Heuristic (Kahneman/iversky) 

Representativeness Ileuristik (Kahneman/T versky) 

Fig. 5. Causes of Operator Errors (causes in italics are described in detail within the text) 

In the following sections some of the error causes are described in detail. In llg. 5 
these are written in italic letters. 



4.1 Risk Acceptance 

Materials on risk perception can be found in Fritzsche (1986, pp. 128 ff., p. 145) and 
Perrow (1984). Important contributions to the psychology of decision preferences are 
from Kahneman and Tversky (1979 and 1982). 

Due to a psychological principle - the overweighting of certainty - the severity 
function can usually be assumed to be strictly concave. This results in the inequality of 
risk acceptance s{E\Z\) > E{s{Z}\ for any nondeterministic random cost Z. The ran- 
dom (nonde termini Stic) cost is considered to be less threatening than the detenninistic 
cost with equal objective risk. 
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The inequality of risk acceptance generally holds under the following preconditions 
(Fritzsche, 1986, S. 123-149): 

- the danger is well known, 

- the risk is accepted voluntarily, and 

- the decision maker has some influence upon the risk. 

Following Bernoulli a logarithmic severity function ,v(.r) = k ln(.r/.r„) will be chosen: 
This strictly concave function can be taken as a model of risk acceptance. The values 
of the constants k and have no influence on the order of preference. The value 
.v ' (£'[.v(X)]) and the random lossX are equivalent with respect to the subjective risk 
The equivalent risk of the Saint Petersburg Game is equal to 4. This is the maximum 
amount (in monetary units) an average person would put at stake. 



4.2 Inductive Reasoning Error 1: Failure to Apply Modus-Tollens 

There had been a persistent leak of reactor coolant before the outburst of the Thi'ee 
Mile Island (TMl) accident. This leak was known to be small and the operators 
thought it would not affect the main operation. But the leakage created ambiguous 
temperature indications in the drain piping. The indications disguised a serious leak of 
coolant. This was one of the causes of the eventual disaster (Rubinstein/Mason, 1979; 
Norman, 1990, pp. 43-44). 

Let 7/j and denote the two hypotheses "small leak" and "serious leak", and E be 
the ohservation "high temperature in the drain piping". The logical structure of the 
error is given by the following pseudo-deduction: From the premises "//, implies E" 
and "E" follows the conclusion "Hf. The operators obviously did not take into consid- 
eration alternative premises. Unfortunately they ignored implies E". 

The thinking trap leading to the error is the bias toward plausible reasoning com- 
bined with the linear cause effect thinking. Furthermore: The "small leak" -hypothesis 
has supposedly been chosen because of availability (see section 4.4). Evan's belief 
bias (1989) and the reluctance to think through disjunctions (Shafir, 1994) can also be 
conceived to be deeper causes of the bias toward plausible reasoning. 

Overlooking hypotheses results in false mental modelling and overly simple repre- 
sentations of the Decision Event Tree. During the TMI accident the decision branch 
and the branches of the event trees taking the hypothesis into account were possibly 
missing in the operator's mental model of the situation. 

A famous psychological experiment that enlightens the role of inductive reasoning 
when deductive reasoning is more appropriate is known as Wason’s Selection Task 
(Anderson, 1 995), Four cards were placed in front of subjects: 




All cards have letters on one and numbers on the other side. The task was to judge the 
validity of the rule: "If a card has a vowel on the one side, then it has an even number 
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on the other". The subjects were asked to turn over only those cards necessary to prove 
the correctness of the rule. 

Result of the psychological experiment: During a large number of experiments it 
has been found that 89 % of subjects select E correctly, however, 62 % of the subjects 
also chose to turn over the 4, which is not informative since whatever symbol the other 
side would carry, it could not falsify the rule. Only a minority chose to turn over the E 
and the 7, which is the logically informative choice since an odd number behind the E 
or a vowel behind the 7 would have falsified the rule. 

Analysis: Our tendency to inductive reasoning, to drawing conclusions extending 
the matter, works according to the following scheme: If a theory or hypothesis H al- 
lows to predict an event E, and if the event E on the basis of the current knowledge is 
of low probability, then the theory H becomes more believable if the event E is ob- 
served. Shortly: From ”H implies and "E is true" follows "H becomes more believ- 
able". We tend to enrich this inductive reasoning with more decisiveness. We are 
biased to interpreting it in a deductive way: From "H implies E" and "E is true" we 
conclude "H is true". We don’t differentiate clearly enough between "From H follows 
E" and "From E follows H". This thinking trap is called failure to apply rnodus-tollens 
(Anderson, 1995). 



4.3 Inductive Reasoning Error 2: Overestimation of Conflrmative Information 

The TMI mishap shows: The operator’s task is to imagine hypotheses and to assess 
their probabilities. Some operator errors can be attributed to overlooking hypotheses 
(probability 0) or to assessing the probabilities incorrectly. What are the mechanisms 
leading to systematic errors in the assessment of hypothesis probabilities? 

One of the mechanisms becomes clear through the Harvard Medical School Study 
(Hell/Fiedler/Gigerenzer, 1993). The following description was presented to the sub- 
jects of the experiment: A test for a certain disease may be given. Let the base rate of 
the disease be 1/1000 - i. e.: one out of one thousand persons is actually ill. Five per- 
cent of the test results are incorrect. Specifically the false positive rate amounts to 5%. 
The subjects are asked to give the probability of illness for a person tested positive. 

Result of the psychological experiment: The answer given by most of the subjects 
(professors, physicians and students) is "95%". The correct number can be derived 
through the use of the Bayes formula: Let the hypothesis of being ill be denoted by H 
and the positive test result by E. Then the probability P{H I E) of being ill under the 
condition of a positive test result is given by 

^ P{E\H)-P(H) ^ 0.95 -0.001 

^ P{E\H) P{H) + P{E\^)-P{-H1) 0.95 -0.001-1- 0.05- 0.999 ’ 

being less than 2%. This is in strong contrast to most of the answers. 

Apparently a thinking trap is present, the so called confirmation bias (i. e. overes- 
timation of confirmative information). The experiment demonstrates an inferential 
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error similar to the one described above where the conclusion "from H follows E" has 
been mistaken for "from E follows H" . With the Harvard Medical School Study it is 
the disease that is taken as a cause of the positive test result. In this case the backward 
conclusion from the test result on the cause is plausible, at best; but we take the cause 
for granted and thus exaggerate the plausible reasoning and take it as a deduction: 
"From H (the disease) follows most likely E (the positive test result)" is mistaken for 
"From E (the positive test result) follows most likely H (the disease)". The failure to 
apply modus tollens as well as the confirmation bias can be conceived to be inductive 
reasoning errors. 



4.4 Inductive Reasoning Error 3: Heuristics 

The research of Tversky and Kahnemann concerns the mechanisms and heuristics 
leading to erroneous probability assessment for hypotheses. As the two main causes 
they have found the Availability EfeurLstic and the Representativeness Heuristic 
(Kahneman/SlovicATversky, 1982; Nisbett, 1993). 

Availability Heuristic: Items coming into mind most easily are estimated of being 
more likely than others. For example let a word be sampled at random from an Eng- 
lish text. Is it more likely that the word starts with "r" or that "r" is the third letter? 
Words starting with an r (like road) are remembered more easily than words with an r 
at the third position (like car). Most people judge words that begin with a given conso- 
nant to be more numerous than words in which the same consonant appears in the 
third position. But the opposite is true: Consonants, such as "r" or "k" are more fre- 
quent in the third position than in the first. Apparently the availability heuristic has 
played some role in the TMI mishap: The hypothesis that has been preferred by the 
operators was the well known small leak and not the possible serious leak of coolant. 

Representativeness Heuristic: The following psychological experiment has been 
undertaken: Subjects were given a description of Linda ("Linda is 31 years old, single, 
outspoken, and very bright. She majored in philosophy. As a student, she was deeply 
concerned with issues of discrimination and social justice, and also participated in 
anti-nuclear demonstrations.") Then the subjects were asked which of the statements 
upon Linda are judged to be more probable, namely "Linda is a bank teller" (T) or 
"Linda is a bank teller and is active in the feminist movement" (T&F). An astonishing 
87% of the subjects selected the second statement (T&F) to be more likely. That con- 
tradicts the rules of logic and probability because the probability of the conjunct of 
two propositions (T&F) cannot be greater than the probability of one part of it (T). 
One of the causes of such fallacies is judged to be the representativeness heuristic: 
The probability of that a person belongs to a certain group is evaluated by the degree 
to which the person is representative of this group. To put it more shortly: We tend to 
read more into a description than is justifiable. Possibly this effect can be blamed for 
some operator errors: The operator draws too far going conclusions from his observa- 
tions. 
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5 Conclusions and Outlook 

The situation as perceived by the operator can be described by a subjective decision 
event tree. Situation awareness (Endsley, 1995) can be conceived to be the resem- 
blence of this subjective model to the normative model described above. 

It is hypothesized that operator errors typically are caused by incomplete situation 
awareness, i. e. deviations of the subjective model from the normative one. The struc- 
ture of the proposed normative model - the DET - thus can be taken as a classification 
scheme for operator errors and their causes. With respect to the DET the following 
causes of operator errors can be distinguished: 

1 . Overestimation of yield y 

2. Underestimation of damage x 

3. Wrong modelling of consequences: Underestimation or neglect of impact p-q 

4. Risk acceptance: Concavity of .s’ 

5. Alternatives disregarded: Narrow decision tree 

The main issue is covered by the third error class "Wrong modelling of consequen- 
ces": Wrong modelling of the event tree results from false mental models of the physi- 
cal world, mainly the errors in inductive reasoning. 

The fifth class embraces unperceived or ignored decision situations. The decision 
tree thus may narrow down to a single branch. 

During further work the proposed classification scheme will serve as a guide to the 
analysis of operator errors by means of psychological experiments. This should result 
in a descriptive model of operator behaviour. On the basis of the descriptive model the 
formulation of countermeasures and guidelines for interface design can be undertaken. 
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Abstract. This paper presents the results of a performance evaluation 
of group security mechanisms achieving different qualities of protection. 
It is shown that there is a tradeoff between performance and quality 
of protection but also that scalability needs special consideration in the 
design of group authentication protocols. 

By using the distributed graphical editor MultiGraph as a testbed, the 
measurements give a good indication of the feasibility of secure synchro- 
nous distributed group applications. The measurements revealed that 
the delays introduced by the security services are well acceptable for 
MultiGraph. 



1 Introduction 

In recent years there has been a growing interest in software supporting group 
interaction. As commercial organisations are starting to make use of this tech- 
nology the demand for security services in group applications is increasing. In 
the course of a diploma thesis [Wall97] two multi-party extensions of the Generic 
Security Service Application Programming Interface (GSS-API) [Li93,Li97] were 
investigated. The GSS-API facilitates the addition of security services to new or 
existing applications but only supports peer to peer communication. Extending 
the interface towards secure multi-party communication is conceived a reasona- 
ble approach to provide for security in group applications [BaCo96,Hut97]. 

The available implementations of group-extended GSS-APIs encapsulate dif- 
ferent group security mechanisms, namely different group authentication and key 
distribution protocols. The Australian Distributed Systems Technology Gentre 
(DSTG) implemented the proposal presented in [BaCo96] using a mechanism 
offering weak origin group authentication, whereby only the initiator of the aut- 
hentication process authenticates to the other peers. In contrast the proposal 
presented in [Hut97] was implemented using DSTC’s GSS-API as a framework 
but offers Hutchison’s strong complete group authentication, whereby each group 
member resolves its mutual suspicion of each other group member. 
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While previous research has proposed group security solutions, this is the first 
attempt we are aware of to systematically quantify and contrast security and 
performance aspects on the basis of experimental results. The two mechanisms 
were evaluated according to these criteria using the distributed graphical editor 
MultiGraph [Kra95] as a testbed. 

Section 2 presents the investigated authentication protocols. In Sec. 3 the 
testbed, i.e. MultiGraph and the test-suite, is briefly described to prepare for 
the subsequent presentation of the evaluation results. A conclusion and outlook 
on the subject is given in Sec. 5. 

2 The Investigated Group Authentication Protocols 

Both investigated mechanisms are based on the authentication server (AS) refer- 
red to as AuthServ included in DSTG’s distribution of the GSS-API. AuthServ 
provides simple password based client authentication using a three-level key 
hierarchy and employs TGP/IP sockets for communication with its clients. Gon- 
fidentiality and integrity services are provided by the DES cipher in CBC-mode 
[NBS77] and the MD5 message digest algorithm [Riv92]. Unlike other authentica- 
tion servers, AuthServ keeps track of the currently established security contexts 
and their group key in the so-called session cache. This special feature is required 
by DSTG’s authentication protocols. 

Both mechanisms actually employ two distinct protocols for static and for 
dynamic authentication. Static group authentication protocols establish trust 
within a group according to the desired quality of authentication. To remove 
suspicion between a group and a newly arrived member, it is possible to re- 
authenticate the enlarged group using the static protocol. But this is costly in 
terms of the number of exchanged messages and can be avoided by employing a 
dynamic protocol which considers and takes advantage of the existing state of 
trust within the group. 

The investigated protocols will now be described as far as required for sub- 
sequent discussion of evaluation results. A more detailed presentation of the 
complete group authentication protocols can be found in [Hut95]; DSTG’s pro- 
tocols are covered in [Wall97] . 

2.1 Static Origin Authentication 

The authentication and key distribution protocol implemented in DSTG’s GSS- 
API achieves origin group authentication. Figure 1 shows an example run of the 
protocol with three communicating parties (A, B and G) and the authentication 
server. Principal A acts as the initiator and distributor during authentication. 
In the hrst step A requests a ticket from the AS and informs it that A, B and C 
will form a group (1). The ticket’s main function is to securely convey the group 
key. In requesting the ticket A assures the AS of its identity by encrypting the 
request in Ka, the master key known only to A and the AS. To ensure freshness, 
the request also contains a timestamp ta which AuthServ subsequently also uses 
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Fig. 1. DSTC’s static origin authentication. 




Fig. 2. DSTC’s dynamic origin authentication. 



to reference the correct session cache entry. ^ AuthServ responds to the request 
by sending A,Ta to A (2) with the ticket Ta containing {Kq^B^CAg^Ka- 
The ticket and the name of the initiator is then passed to the other group 
members B and C (3), who return the token to the AS (4). The AS then creates 
Tb and Tq thus implicitly authenticating the initiator A to B and C - if A 
initiated the authentication protocol, there must be a corresponding entry in 
the session cache and A must be authenticated to AS. In round (5) the tickets, 
e.g. Tb ■= {Kq,A, tclifs for peer B, are transferred to the corresponding peers. 

2.2 Dynamic Origin Authentication 

An example illustrating DSTC’s dynamic origin authentication protocol is shown 
in Fig. 2. The protocol not only provides for authentication of the group coor- 
dinator to a newly arrived member but also controls group admission by means 

^ Note that time is not synchronised in the current implementation of this mechanism. 
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Fig. 3. Hutchison’s static complete group authentication protocol. 



of a voting scheme. Principal A sends a message to AuthServ requesting the 
addition of peer J (1). AuthServ responds by sending J’s ticket Tj which is 
not passed to J until the voting procedure is completed (2). Then A informs 
the other group members of the addition implicitly requesting a vote (3). The 
other group members state their vote preference vp by sending an appropriate 
message to the AS (4). Meanwhile A polls the AS to query the vote result (5). 
AuthServ responds with a message indicating whether voting is still in progress 
or completed (6). When all members have stated their preference, the result is 
signalled to A by the token returned from the AS. The ticket received in round 
2 of the protocol is then transferred to the new group member J. 

A potential problem of DSTC’s protocols is the possibility of the principals 
simultaneously approaching the AS. In combination with the AuthServ’s inabi- 
lity to service incoming requests in parallel this holds the potential danger of 
AuthServ becoming a bottleneck. This conjecture will be corroborated by the 
results of the performance analysis. 



2.3 Static Complete Authentication 

An example illustrating Hutchison’s static complete authentication protocol con- 
sidering four parties and an AS is shown in Fig. 3. In this protocol A acts as the 
initiator and coordinating principal during the authentication. The first protocol 
step is that A requests nonces from the other group members. A nonce is a ran- 
dom number used as proof of the freshness of messages, since direct correlation 
can be made between requests containing the random number as a challenge 
and replies which must contain this challenge to be accepted as fresh. Along 
with the nonce request A distributes the group membership and Na, a nonce 
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Fig. 4. Hutchison’s dynamic complete group authentication protocol. 



of its own (1). After collecting the nonces from all other group members (2), A 
sends the nonces and the group composition to the AS, requesting tickets for all 
members (3). The AS includes the received nonces into the appropriate tickets, 
assuring the group members of their ticket’s ‘freshness’. The generated tickets 
Ta,Tb,Tc,T]j are sent back to A (4). 

A then sends each of the other members Xi its ticket together with an aut- 
henticating segment Auth{A — > Xi) from A to that member Xi and the other 
member’s nonces(5). Using the obtained information, authenticating segments 
are constructed for each other group member and these are sent to A (6). In 
Fig. 3 flows (5) and (6) are only shown to/from A and B, although equivalent 
flows also occur between A and the other group members. A then has the task 
of distributing the collected authenticating segments to the relevant recipients 
(7). Figure 3 shows this distribution from A to D, although similar flows occur 
to B and C. In this way all parties are authenticated to all other parties through 
the coordination of A. 

2.4 Dynamic Complete Authentication 

The last investigated protocol is Hutchison’s dynamic complete group authenti- 
cation protocol, which removes mutual suspicion between a completely authen- 
ticated group of principals and a joining peer, thus incrementally achieving a 
completely authenticated enlarged group. In contrast to DSTC’s dynamic pro- 
tocol, group admission is not an explicit part of the protocol but it can easily 
be integrated. 

Figure 4 shows a joining peer J conducting incremental authentication with 
existing group members A, B, C and D. In this scheme J supplies the coordi- 
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nating principal A with its identity and nonce (1). The coordinating principal 
contacts the AS with the name and nonce of the joiner, also passing its own 
ticket, Ta (2). The ticket is required by the AS to recover the group key, Kq, 
contained within it - unlike AuthServ, the AS is not expected to store the group 
key. A new ticket, Tj, is then created for J and passed back to A together with 
a set of Authin tokens^ (3). Peer A distributes J’s nonce and the Authin to- 
kens to the existing group members (4). The principals reply by sending back 
authenticating segments Auth[X — >■ J) together with nonces Nx to be used by 
J for constructing authenticating segments Auth{J — )• X) (5). A collects the 
responses from the group members and passes J the assembled authenticating 
segments and nonces from the other members, as well as its ticket Tj (6). J uses 
the received information to generate authenticating segments assuring the group 
members of J’s identity. The authenticating segments are sent to principal A (7), 
which then distributes them (8). 

3 The Testbed 

The implementations of the protocols presented above were encapsulated in 
group-extended GSS-APIs and in this fashion integrated into the distributed 
graphical editor MultiGraph [Kra95] . MultiGraph realises completely symmetric 
and independant application instances connected by a multicast communication 
channel. All users can contribute to the joint drawing while identical copies of 
the drawing are maintained by each user’s instance. 



3.1 MultiGraph’s Transport Protocol 

The employed communications protocol stack consists of the unreliable IP multi- 
cast [Dee89] at the network layer and the Multicast Transport Protocol 2 (MTP- 
2) [BOGKS94,Sei94] at the transport layer. MTP-2 is a revised version of MTP 
[AFM90], providing globally ordered, reliable, rate controlled and atomic trans- 
fer of messages to multiple recipients. MTP-2 dehnes a closed multicast group 
called a web. Only members of the multicast group can send to the web which 
is identihed by a sequence of characters. 

Three different member roles are dehned by MTP-2: master, producer and 
consumer. The master provides the message ordering for all members in the 
web and observes rate control. Producers send data in messages after obtaining 
a token from the group master. Consumers receive these messages and request 
retransmissions of packets that did not arrive. 

To ensure ordering, reliability and atomicity the master assigns every message 
a state, which can be either pending, accepted or rejected. When the master 
grants a producer a token allowing it to send a message, that message’s status 
is set to pending. On receipt of the token, the producer sends the message to all 

^ These contain information used to resolve mutual suspicion between a member and 
the joiner. 
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consumers, which store the message until they learn that the master set its status 
to accepted, because it received the message as well. If the master did not receive 
a message correctly its status is set to rejected which obliges all consumers to 
drop the message. 

The status of messages is propagated by message acceptance records sent 
periodically by the master to all web members. Only when the status of a message 
is set to accepted will a consumer deliver the message to its application. 

3.2 Experimental Setup 

To investigate the performance and scalability of the above group authentication 
protocols several series of experiments were carried out, all measuring the service- 
delay, i.e. the difference in time between requesting an operation (e.g. to join a 
group security context) and completing this operation on all involved processes. 

The environment for the performance tests consisted of seven UNIX-work- 
stations (ranging from Sun Sparc Classic to Sparc 5) connected by a lightly 
loaded Ethernet-LAN. Six workstations were used to run instances of Multi- 
Graph, while one workstation served as host for the AS. 

For measurements involving up to six MultiGraph-instances, each instance 
was started on a different host. Due to the lack of available workstations, running 
multiple instances on one host was unavoidable. When more than six instances 
were started, the load was distributed evenly amongst the hosts. To avoid bursts 
of CPU-usage while performing static authentication, it was also taken care of 
that tokens sent by the initiating peer were destined for acceptors on alternating 
hosts. Furthermore, the nth instance was always started on the same host. 

4 Results 

Having described the investigated protocols and the testbed, the experimental 
results are now presented and analysed. To investigate scalability all experiments 
were carried out for group sizes | G \= {1, ..., 15} and each experiment was 
repeated five times to gain confidence in the results - the following graphs display 
the averages over these five runs. 

4.1 The Static Authentication Protocols 

Figure 5 shows the minimum and maximum times needed to achieve static origin 
and complete group authentication, i.e. the difference in time from initiating 
authentication to completion of the first and last member respectively. 



The Static Origin Anthentication Protocol. For up to eight instances of 
MultiGraph the minimum and maximum origin authentication times for | G |> 
1 rise linearly from 0.24 s to 0.28 s and 0.57s to 0.73 s respectively. This slow 
increase can be attributed to the higher processing time of the AS having to 
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Fig. 5. Static group authentication. 



verify the name and credential of each group member requesting its ticket. The 
minimum times are taken by the initiating peer, which signals completion after 
passing its ticket to the acceptors. These will then have to transfer the received 
ticket to the AS and process the returned token, thus needing more time to finish 
the authentication protocol. 

For more than eight members the origin authentication protocol behaves 
quite unexpectedly, as can be seen in the graph. The maximum times needed to 
establish a security context rise by more than 3 s, which at first was attributed to 
system resource limitations. But this cannot explain such an immense increase 
in authentication time; instead the AS proved to be a bottleneck in the origin 
authentication protocol as will now be explained. 

The initiator’s ticket is sent to the group via multicast. This ticket will be 
delivered to all acceptor’s instances simultaneously, after the web-master (i.e. the 
MTP-2 demon at the initiator’s site) has received the message and announced the 
accepted message status to the other web-members. The acceptors then (nearly) 
simultaneously try to establish a TCP-connection to the AS to request their own 
ticket. Since the server does not spawn a new process on an incoming connection 
request, only one peer can be served at a time. The peers whose connection 
request failed will try again but only after waiting for a certain amount of time 
which increases after each failed request, eventually reaching several seconds. 

This ‘queueing’ occurs twice - once for retrieving the ticket and once for 
letting the AS verify the GSS-API credential before requesting the ticket. It has 
to be noted, that for security reasons this separate credential verification is not 
necessary, since it could be done at ticket-generation time. 
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The Static Complete Authentication Protocol. Using the complete group 
authentication protocol, this problem is not encountered since all members’ 
tickets are retrieved by a single request of the initiator and credential verifi- 
cation is done once at ticket-generation time. As for origin authentication the 
authentication times for increasing group sizes (for | G |> 2) rise linearly from 
1 s to around 4 s. Again the increased processing time of the server, needing to 
verify the names and credentials of each member and to create their tickets, 
contributes to this fact. Additionally, each member instance itself spends more 
time for verification of other members authenticating segments. In comparison 
to origin authentication the higher effort for complete authentication explains 
the generally longer delays. 

The corresponding minimum and maximum times are very close (within less 
than 0.5 s), because each peer has to participate in every round of the protocol 
- a peer with little processing power or long communication delays can delay 
the whole authentication process. Again the minimum times are taken by the 
initiating peer, which has fully authenticated after it has passed the tokens of 
the last round to the acceptors. The acceptors complete authentication, once 
they processed their respective token. 

Two special cases need to be explained, namely complete authentication with 
one and two peers. Groups with one member need considerably less time, since 
they do not need to interact with other group members and can stop at round (4) 
of the protocol skipping rounds (1) and (2). Surprisingly, context establishment 
with two peers requires more time than with three peers, which can be attri- 
buted to the MTP-2 protocol. When two peers set up a security context using 
the complete authentication protocol, the last message is sent by the acceptor, 
namely the segment authenticating the acceptor to the initiator. To send this 
message, the acceptor’s MTP-2 demon must request a token from the master 
of the web, which runs on the initiator’s host, causing a delay. This need not 
be done for groups with more than three members, since then the last message 
is sent by the initiator whose demon is master of the web and thus has instant 
access to the tokens. 

4.2 The Dynamic Authentication Protocols 

The measurements for dynamic group authentication present nearly the same 
picture as for static authentication. Figure 6 depicts the delays measured for 
groups of two or more members.^ 



The Dynamic Origin Authentication Protocol. For origin authentication 
the AS again proves to be a bottleneck for groups with more than nine members. 
Here the reason is the voting on the addition of a new member. The increase in 
time is only 2 s instead of 4 s because credential verification does not take place. 

With nine or less group members the minimum and maximum times for origin 
authentication are independent of the group size. For | G |< 10 the minimum and 

® A group has to consist of at least one member before joining can take place. 
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Fig. 6. Dynamic group authentication. 



maximum times have constant values around 0.6 s and 1.6 s, the only exception 
being a group size of two. For groups with a cardinality greater than two, the 
minimum values displayed are those of the acceptors, who have completed their 
part of the authentication procedure after casting a vote on the addition of the 
joining peer. For | G |= 2 the minimum time belongs to the coordinating peer, 
since it has hnished the protocol once it has received a ticket from the server 
and transferred it to the joining peer. The joining peer will only have completed 
the authentication protocol once having received and processed this ticket. 

The gap of more than one second between minimum and maximum times 
is caused by the polling procedure of the coordinating peer. The coordinating 
peer has to collect the voting result from the AS. To avoid flooding the server 
with unsuccessful requests the coordinator’s process is suspended for one second, 
after which usually all votes will have been registered. 



The Dynamic Complete Authentication Protocol. As in the static case, 
the times for dynamic complete group authentication show a slight linear de- 
pendency on the group size. The minima and maxima are again very close and 
slowly rise from about 1.25 s to around 2 s. Here, in contrast to the protocol 
achieving origin authentication, the joining peer takes the least amount of time, 
since it has completed the protocol once the authenticating segments have been 
sent to the coordinator. The peers accepting a new member to the group hnish 
last, since they have to wait for their respective authenticating segment to be 
passed on by the coordinator. 

Despite the hve repetitions of the measurements, the displayed curve is not 
very smooth. This is caused by the experimental setup, which used a hxed map- 
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ping between the nth MultiGraph instance and its host. The local minima are 
always located at those points where an instance running on a fast host joins 
the context. This can be explained, by the high computational effort of the joi- 
ning instance. It has to unpack its ticket, verify the authenticating segments 
and create itself authenticating segments for the other members in the group. In 
contrast, the other members only have to create and verify one authenticating 
segment. The general increase in authentication time is again due to the rising 
effort in creating and verifying authenticating segments. 

For origin and complete authentication it has to be noted, that in the case 
of an unauthenticated group one-time static authentication is always ‘cheaper’ 
in terms of time than successively adding all the members to the context using 
dynamic authentication. On the other hand adding a single new member to an 
established context using the dynamic protocols is more efficient than reauthen- 
ticating the enlarged group. 

When comparing the times for conferences using complete and origin aut- 
hentication, it can be said that the weaker origin authentication protocol does 
not save time compared to the complete authentication protocol. This can defi- 
netely be said for groups with more than nine members. Even for smaller groups 
the negligible time savings do not justify chosing the weaker quality of authen- 
tication. The relatively poor performance of the origin authentication protocol 
is not inherent to this quality of authentication itself but rather to the imple- 
mentation. The same quality of authentication could be achieved by using the 
dynamic complete authentication protocol and skipping rounds (4), (5) and (7) 
of the protocol. No polling would be necessary and the AS would be approached 
just once, thus most likely achieving better performance. 

4.3 Impact On MultiGraph 

In performing the measurements it was primarily aimed at determining the per- 
formance and scalability of the authentication protocols. A second point of in- 
terest was the impact of security services on the usability of a distributed editor 
such as MultiGraph. In an experiment not to be discussed here, the simple as- 
sumption was proven, that the times required for pure authentication are simply 
added to the nearly constant times for joining an unsecured conference.^ 

In a last experiment investigating usability, the overhead of integrity and 
confidentiality services on conference operations, i.e. on creating objects on the 
canvas, was measured. Before this overhead is analysed, it has to be noted that 
the version of the MTP-2 demon used for the experiments shows a different 
behavior than that used by Krause in [Kra95]. While Krause reports slightly 
increasing times for an increasing number of group members, the new demon 
shows relatively constant times for group sizes greater than two. This seems to 
be an improvement at the expense of groups with one and two members, since 
here the measured delays are considerably greater than those in [Kra95] and 
those here for | G |> 2. 

^ In the discussed testbed, joining a MultiGraph conference with an empty document 
took about 3 s. 
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Fig. 7. Drawing an ellipse with different qualities of protection. 



Despite this, Fig. 7 gives a good indication of the involved overhead for diffe- 
rent security services. It shows that the integrity service is relatively inexpensive 
in terms of time, since a message protected by integrity has only a slightly larger 
latency than an unsecured message - the maximal difference measured is less 
than 0.05 s. This cannot be said for the confidentiality service, since on average 
a message protected with integrity and confidentiality needs almost twice the 
time of an unprotected message. This difference grows for nine and more group 
members, which can be attributed to the increasing number of instances per host 
competing for the CPU when decrypting a message. 

A delay of one second is considered a reasonable upper limit for ‘good res- 
ponsiveness’ of synchronous distributed editors. Even when using integrity and 
confidentiality services, this limit is not nearly reached. The maximal time of 
around 0.25s is reached for | G |= 1 and | G |= 14 and these cases cannot even 
be seen as representative for reasons stated above. In summary, it can be said, 
that the integrity and confidentiality services offered by the DES and MD5 im- 
plementation of DSTC’s CSS- API do not degrade the usability of MultiGraph. 

5 Conclusion 

This paper has presented a comparison between different group authentication 
protocols and reported on the performance of secured versions of the distributed 
graphical editor MultiGraph. 

The origin authentication protocols show an almost constant delay over an 
increasing number of group members for group sizes of up to eight. Beyond 
this point the AS proves to be a bottleneck of these protocols, increasing the 
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delay by several seconds when validating credentials and registering votes. This 
underlines the fact that an AS should solely be responsible for generating keys 
and tickets and that the number of transactions should be kept to a minimum. 

Since the complete authentication protocols approach the AS just once, this 
problem does not arise here. These protocols exhibit a slight linear dependency 
on the group size, but for the tested sizes the delay was moderate. An experi- 
ence gained from examining the closely related minimum and maximum times is 
that the complete authentication protocol is only as fast as the slowest involved 
peer. Excluding ‘slow’ peers from the authentication process would speed up the 
process. The excluded peers could later be dynamically added to the security 
context. 

Employing the authentication protocols in MultiGraph it has been disco- 
vered that the added overhead for both qualities of authentication does not 
make system response times unacceptable. This can especially be said for the 
integrity and confidentiality services used to protect conference operation re- 
quests. Subjective evaluation of the performance has shown that a user can 
hardly distinguish a secured from an unsecured conference. 

Though the measured delays were very moderate it must be kept in mind, 
that the measurements were done in a LAN - it can safely be assumed that 
delays for groups spread over a WAN are considerably greater. A solution to 
this problem could be a distributed authentication server topology, bundling 
local activities and reducing the amount of long-distance communication. 
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Abstract. Java is a programming language that conforms to the concept of 
downloadable, executable content. Java offers a wide range of capabilities to the 
application programmer, the most important being that a program may be 
executed remotely, without any modification, on almost any computer 
regardless of hardware configuration and operating system differences. 
However, this advantage raises a serious concern : security. When one 
downloads and executes code from various Internet sources, he is vulnerable to 
attacks by the code itself. A security scheme must be applied in order to secure 
the operations of Java programs. In this paper, the Java security scheme is 
examined and current implementations are evaluated on the basis of their 
efficiency and flexibility. Finally, proposed enhancements and upcoming 
extensions to the security model are described. 



1. Introduction 

The concept of downloadable executable content is not a new one. The explosion 
in use of the World Wide Web we are currently experiencing coupled with rapid 
evolution of the JAVA programming language has given insights into downloadable 
executable content and at the same time raised some important security issues. 

JAVA is an object-oriented language that has been developed and distributed by 
Sun Microsystems. The main advantage of this language over other object-oriented 
languages is that the JAVA binary code may be executed on a wide variety of systems, 
without any modification. This is achieved through the JAVA Virtual Machine (JVM), 
a software program that simulates an imaginary virtual machine [Sun, 1997a], [Sun, 
1997b]. The virtual machine insulates the application from differences between 
underlying operating systems and hardware and ensures cross platform compatibility 
among all implementations of the JAVA platform. This capability has offered JAVA 
wide acceptance from the community of application programmers, especially those 
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who implement applications to be deployed in the Internet. However, security issues 
arise when a user downloads and executes a piece of code from a (possibly untmsted) 
network source. The user’s system is vulnerable to any kind of attack, deriving from 
the executable content. JAVA has been surrounded by a specific security scheme, 
from the first release. The latter has undergone major alterations with respect to both 
its content (libraries, capabilities, structure) and its security mechanisms, the past few 
years. Now, in the new versions, JAVA promises that through its new designed 
security mechanism, it provides a secure environment for downloadable executable 
content that under specific circumstances can make use of a system’s resources 
without compromising their availability and integrity. 

This paper addresses the security problems associated with the JAVA programming 
language and provides some solutions for them. Section 2 provides a brief overview of 
the problems that would arise when running untrusted programs without providing a 
secure environment are investigated, section 3 takes a closer look at the solution 
provided by the JAVA security model. Current implementations as well as upcoming 
extensions are presented in section 4, where their efficiency and flexibility are 
evaluated, and proposed enhancements are discussed in section 5. Finally in section 6 
concluding remarks are presented. 

2. General Security Issues 

Downloadable, executable content is the idea of downloading data that is actually 
code to be executed. The execution of downloadable content should be surrounded by 
a thorough security and safety scheme because downloadable, executable content (in 
contrast with traditional applications) could derive from untrusted or even unknown 
sources and as such it could misuse system’s resources. The essence of the problem is 
that downloading and running JAVA code without placing any restrictions in 
resources availability, can provide a malicious program with the same ability to 
mischief as a hacker who had gained access to the host machine. 

Hostile applets are a kind of Web-embedded JAVA programs that perform such 
hostile activities against Web users. An important part of creating a secure and safe 
environment for a program to run in is identifying the assets that we are concerned 
about and providing the classes of potential attacks that may occur. Therefore any 
program can do each of the following [Bank, 1995] [Gritzalis, 1991]: 

• attack the Integrity of the system 

• violate the user’s Privacy 

• limit system resources Availability 

• achieve user’s Annoyance 

An extreme solution to the above mentioned problems would be to completely 
confine any downloaded executable content within the Web browser that is running it, 
hence not permitting any usage of the underlying system’s resources. Nevertheless, 
such a solution is not a feasible one since one grants access to system’s resources in 
order to make a program useful. By implication, one has to carefully consider what 
system resources and to what extent may be made available to a downloaded 
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executable content, from within a browser, without endangering the system’s security 
and at the same time guaranteeing the usefulness of the executable content. 

3. JAVA Security 

The Java Development Kit (JDK) is the official JAVA implementation from Sun. In 
JDKl.l the downloaded code is executed in a customisable “sandbox”, in order to 
protect the users from hostile applets. This model restricts the actions of an applet in a 
dedicated area of the web browser. Within its “sandbox” the applet may do anything it 
wants but cannot gain access to the user’s file systems, network connections or other 
resources. The sandbox is made up of several systems that range from the applet 
security manager to the basic features of the JAVA language and JAVA Virtual 
Machine (JVM). 

The JAVA language enhances safety [Sun, 1997c] by eliminating features like 
pointers and runtime casting to prevent illegal access to memory. In addition, security 
is provided by the JAVA simulator (interpreter) during the load and verification of 
JVM code. The JAVA interpreter inside JVM has three main tasks: 

• code loading, performed by the class loader 

• code verification, performed by the bytecode verifier 

• code execution, done by the runtime system. 

Applets are loaded from the network by the applet Class Loader which receives the 
bytecode instmction stream and converts it into internal data structures that represent 
the applet’s classes. It then calls the verifier to check the class files, and creates a 
namespace where places all the applet’s classes. A unique namespace exists for each 
network source, thus preventing untrusted applets from gaining access to more 
privileged, trusted parts of the system. 

The Class Loader invokes the Bytecode Verifier before running a newly imported 
applet. The verifier subjects each applet class to a number of tests: Checks the 
bytecode to ensure that it does not forge pointers, violate access restrictions or access 
objects using incorrect type information and performs any other actions needed to 
prove that the applet will not be allowed to cormpt part of the security mechanism or 
to replace part of the system with its own code. 

The Security Manager is an abstract class that enforces the boundaries around the 
sandbox. Whenever an applet tries to perform an action which could corrupt the local 
machine or access information (like the above mentioned actions), the JVM first asks 
the security manager if this action can be performed safely. If the security manager 
approves the action, the virtual machine will then perform it. Otherwise, the virtual 
machine raises a security exception and writes an error message to the JAVA console. 

JDK1.2 includes a set of new features [Gong, 1997a], [Gong, 1997b] which 
introduce another modus operandi for the JAVA security system. JDK 1.2 will consist 
of the following new protection mechanisms: security policy, access permissions, 
protection domains, access control checking, privileged operation and JAVA class 
loading and resolution. 
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The security policy introduced by JDK 1.2 is instantiated at JVM startup and may 
be altered a posteriori via secure methods. If no policies have been defined, a policy 
that conforms with the original “sandbox” operation is instantiated. Policies may be 
loaded either from the local file system or even from the Web. The policy comprises 
of a mapping between properties of the mnning code (the URL of the code and the 
code signature) and a set of permissions granted to that code. If a piece of code carries 
more than one signatures then the permissions it is entitled to are computed as the sum 
of permission each signature is entitled to. The permissions of an execution thread are 
calculated as an intersection of the permissions of all the callers of that thread. 

There is a complete set of typed and parameterized access permissions contained in 
the JDK1.2 abstract class java. security. Permission. Furthermore, there are two 
abstract classes named java, security. PermissionCollection and 

java.security.Permissions which contain homogeneous and heterogeneous collections 
of permissions, respectively. One of the most important methods in this class is the 
"implies" method. a.implies(b)=true means that if one is granted the permission a then 
it is also granted the permission b. 

JDK1.2 introduces the concept of protection domains [Gong, 1998]. The latter 
form the cornerstone of the new security features included in JDK 1.2. A protection 
domain consists of all the objects that correspond to a principal who has been 
authorised by the system. Permissions may no longer be granted in JDKl .2 to classes 
but to protection domains. 

Every class may belong to one domain only. The JAVA runtime maintains the 
mappings between classes and domains as well as between domains and permissions. 
It is possible to prevent the communication between different domains. When such a 
communication is necessary it may be performed either indirectly through system 
code, or directly if all the participating domains allow it. One of the future adjustments 
pertinent to the protection domains is the inclusion and usage of user authentication 
and delegation information, in order to be able for a piece of code to have different 
permissions when executed by different principals. 

If a thread transverses more than one domain while executing, the permissions it is 
entitled to are computed based on the principle of least privilege. According to the 
latter, when the thread enters a domain which possesses fewer permissions then the 
previous one, it is entitled to these rights, while when it enters a domain which 
possesses more permissions than the previous one, it is entitled to the permissions of 
the previous domain. 

Until JDK 1.1, the code that performed access controls had to know the status of all 
it's callers; these checks had to be performed by the programmer. JDKl. 2 introduces a 
new class called AccessController which simplifies this process. JDKl .2 uses “lazy 
evaluation” of the permissions of an object. When an object requests access to a 
resource, the programmer may call the checkPermisssion method of this class, thus 
having the system itself perform the access control on behalf of the programmer. For 
backward compatibility reasons, the SecurityManager usage is still allowed. 

There are cases when a piece of code wishes to use the permission it is entitled to 
itself, although the status of the code’s callers prohibit it. In such a case, the 
programmer may use the beginPrivileged and endPrivileged methods in the 
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AccessController class and have his code use the aforementioned permissions. If in 
such a case the code calls another piece of code, the latter loses the privilege of the 
former. 

The Classloader class has been replaced by the SecureClassloader. The latter can 
distinguish system classes from others and impose the designed security policy to the 
latter. In JDK1.2 policy restrictions apply both to applets and applications. In order to 
impose the security policy to locally installed applications too, a new class has been 
introduced, called java.security.Main. 

As we have already mentioned, it is the purpose of JavaSoft to include in following 
JDK revisions, user authentication information in the security policy. This will 
provide the means to run the code with different permissions, depending on who’s 
behalf the code is running. User authentication information inclusion and usage has 
already been tested and performed to a certain degree [Balfanz, 1997]. 

JDK1.2 and most of the emerging JAVA security frameworks applications depend 
on the existence of a public key infrastructure. It is an obvious necessity for these 
frameworks to support the widely accepted standards for Public Key Infrastructures 
(PKI) and for the security mechanisms that surround them, such as X.509v3 
certificates. Secure Socket Layer (SSL), HTTP Secure (HTTPS), Secure MIME 
(S/MIME) and Secure Eightweight Directory Access Protocol (LDAPS). 

4. Security Extensions 

The JDK 1 .2 includes support for digital signatures (authentication, integrity) and 
message digests, key management, certificate management and access control. The 
JAVA Cryptography Architecture refers to the framework for accessing and 
developing cryptographic functionality for the JAVA platform. The official JAVA 
implementation by Sun includes an implementation of the NIST DSA algorithm, the 
MD5 and SHA message digest algorithms. 

JDK 1.2 provides a security tool, the javakey, whose primary use is to generate 
digital signatures for archive files (JAR files) which enable the packaging of class 
files. To sign an applet the producer first creates a JAR file and then creates a digital 
signature based on the contents of the JAR. JDK1.2 also provides a tool called 
keytool, which is used to manage the key store. The latter is a database for private and 
public keys and their respective certificates. The keystore may resides at the same 
repository with the policy; it is either stored on a local drive or at a remote repository, 
accessible via the Web. There is also a new tool available in JDK1.2, called 
PolicyTool, which is a graphical user interface that one may use in order to generate, 
import or export a security policy. 

Since the ability to encrypt the data prior to being transferred is very important, 
APIs for data encryption are contained in a JAVA Cryptography Extension, as an add- 
on package to JDK. 

Recently, new policy enforcement methods, secure code distribution and JAVA 
firewall blocking methods have been found and some of them implemented. These are 
presented in the following paragraphs. 
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Policy Enforcement Methods 

Once the code is authenticated to the system, that is associated with a principal, then 
the code is subject to the policy defined for that principal. To enforce this policy, three 
secure methods have been found [Wallach, 1997]; 

• Capabilities: Unforgeable pointers which can be safely given to user code 

• Extended stack introspection: Information about the principals can be included in 
the stack 

• Name space management: Restricting or changing an applet’s namespace 

Capabilities 

Fundamentally, a capability is an unforgeable pointer to a controlled system resource. 
To use a capability, a program must have been first explicitly given that capability, 
either as part of its initialisation or as the result of calling another capability. Every 
top level class of an applet could be given by the system an array of capabilities 
(pointers to objects). Then the applet would be able to use whenever it wishes these 
capabilities. The objects that are referenced by the capabilities may implement and 
enforce their own, internal security policy, by checking the parameters with which 
they are called. The JAVA runtime would have to be modified in order to make 
private all the methods which handle system resources directly or indirectly. It is only 
the capabilities themselves (the referenced objects) that should have access to these 
methods. 

Capabilities are easy to implement in JAVA, because of the underlying 
infrastructure. Systems that support "capabilities" have been researched. One of these 
is the JAVA Electronic Commerce Framework [Goldstein, 1996], which provides a 
security platform, complimentary to the one that JAVA is using right now, able to 
implement complex trust relationships between entities. 

Extended Stack Introspection 

This policy enforcement method has already been implemented in commercial 
browsers, such as Netscape Communicator 4 and Microsoft Internet Explorer 4 and in 
the JDK1.2. There are three primitives that must be implemented for this method: 

• enablePrivilege(target) 

• disablePrivilege(target) 

• checkPrivilege(target). 

Every system resource must be associated with a target. Before the system allows 
the use of a system resource, it should perform a checkPrivilege on the specified 
target. When a thread, associated with a principal, asks for a system resource it should 
perform an enablePrivilege on the specified target. The security policy will then 
decide whether that principal is entitled to use this target and the system will or will 
not grant the privilege to the code. After the thread has finished using this system 
resource it must execute a disablePrivilege. If the programmer omits the latter, the 
privilege should be discarded automatically. This can be done by storing the enabled 
privilege in a hidden and protected field of the method that created it. The 
checkPrivilege primitive should check the stack and judge whether a privilege must be 
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given or not based on the least privilege rule, in order to prevent trusted code from 
calling untrusted code and passing the latter the privileges of the former. 

Name Space Management 

It is a method to enforce a security policy by replacing or hiding the classes that are 
visible by a program. There has to be a mapping between the applets (and their 
respective signers) and the namespaces that each applet will be able to see. Hiding a 
class from the namespace means that the applet may not he able at alto use it, while 
replacing the class with another (possibly a subclass of the latter) provides a means for 
controlling even more the way that the applet will call and use the methods contained 
in the aforementioned class. 

Let’s assume that we created a subclass S of class C and a method M which 
overrides the respective method of class C. Method M of subclass S may be providing 
limited use of the resources that method M of class C provides normally to an applet. 
If we bind the name of S to C, then the applet that will call method M will have at it’s 
disposal a limited, functional set of resources, although it will believe it has gained 
access to the full set of resources it has asked for. 

Secure Code Distribution 

Secure code distribution [Zhang, 1997] is one of the security issues that concern the 
JAVA community. There are various approaches to authentication for secure code 
distribution. One of them is the signed applets. The JAVA class file format is 
extensible. It is possible to add new attributes to the latter, without influencing the 
current structure or workflow of the classloaders. These new attributes can contain 
signatures for the applet which can be verified, provided that the user possesses the 
certificate of the entity who signed the applet. After the verification the security 
manager may grant certain rights to the applet, depending on the trustworthiness of the 
author or of the person who has signed the applet. The level of trust, and therefore the 
amount and species of rights that should be granted to the applet, that each user 
preserves for each applet author or signer can be defined a priori by forming a local 
security policy, accessible from the user through the browser and protected by all 
means available (e.g. filesystem rights) to the Operating System. Secure code 
distribution is already supported by JavaSoft’s JAR specification. A JAR is an archive 
encapsulating, with proprietary methods, signed or unsigned classes and other files 
(e.g. sounds).The signature can be verified by the JDK infrastructure, providing thus a 
secure authentication means for the distribution of applets. 

The success of the JAR secure code distribution scheme heavily depends on the 
existence of a public key infrastructure, based on widely accepted standards. Code 
signing provides a way for securely authenticating the source or even the author of the 
applet to the final user. However, the choice of rights or the choice of "tmsted" signers 
or authors is still a decision that must be taken by the user, prior to executing the 
applet. One should not exclude the possibility of hostile code, deriving from a source 
or being signed by someone that a user considers to be "trusted". Furthermore, code 
signing provides no additional security layer for those applets that are considered to 
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be "untrusted". They are still executed in the limited sandbox environment, and the 
local system’s safety depends on the existing security infrastructure. 

Confining the Use of JAVA in a Network Domain 

An organisation may wish to ban all JAVA incoming traffic from the Internet, but 
wishes also to deploy and use JAVA applets internally, in the domain of the 
organisation. This may be achieved by blocking the JAVA applets at the firewall 
[Martin, 1997]. However it is a complex task and up to now no solution has proven to 
be complete, apart from locking all the browsers' preferences in the organisation’s 
internal domain in such a way so they will not be able to interpret JAVA. However, 
the latter would render the browsers incapable of interpreting JAVA while operating 
in the organisation’s internal domain too. 

Blocking JAVA applets at the firewall can be performed by implementing a 
number of strategies in order to assure that applets do not penetrate the internal 
network, or if they do, they are not executed at all at the local machines. The first 
strategy should be the rewriting of the <applet> tag by a proxy, wherever this is found. 
It could be in an HTTP transmission, or in mail or news messages (HTML enabled 
mail and news clients exist in the market currently). Rewriting the <applet> tag will 
cause the client to ignore the existence of the java applet in the message. It should be 
mentioned though that Javascript may be used in order to create the <applet> tag just 
before the page is viewed in the browser, rendering the above blocking useless. 
Another strategy that must be implemented is the blocking of the CAFEBABE 
signature. Every JAVA class file begins with this 4-byte signature, [Sun, 1997b] so it 
is possible to block all java classes as soon as they reach the proxy. However, if SSE 
or JAR files are used, these countermeasures are rendered useless, since the <applet> 
tag or the CAEEBABE signature will pass undetected, through the proxy. In addition, 
another strategy that has to be implemented is to set the proxy to reject all files which 
have an extension ".class". However, if classes arrive at the firewall archived (JAR, 
Zip) the ".class" extension would not be detected. 

If one decides to implement the aforementioned strategies, he should take under 
consideration the possibility of accidentally blocking useful information, e.g. files 
whose first 4-byte signature is CAFEBABE but are not JAVA classes or files that 
contain the "<applet>" string but do not call any JAVA applets (could possibly be a 
JAVA security paper, in HTML format) or even blocking files that end in ".class" but 
do not consist of JAVA classes. 

5. Proposed Enchancements 

The runtime should provide a configurable audit system which would allow system 
administrators to study the circumstances under which each type of attack has been 
occurred. As a minimum, files read and written from the local file system should be 
logged, along with network usage. 

Limiting system resources (degradation of service) is still an open issue. The JAVA 
community is not so concerned about it, though it is one of the easiest to exploit 
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JAVA security leaks. The JDK should limit the level to which an applet may use 
system resources. 

The security user interfaces we have witnessed so far demand too frequently from 
the user to take security-related decisions, based on security and system resources 
information he is provided with upon asked. The number of questions towards the user 
should be limited as much as possible. This can be achieved by having the site 
administrator define a system-wide policy and leave the user with a few questions to 
be asked. Asking the user too many questions sometimes presents an impact quite 
opposite than the one we wish. The user starts pressing “OK” to any question that 
comes up, either because he is tired of answering (“authorisation fatigue”) to all these 
questions or because he might not understand the nature of a security related question. 
The latter imposes new limits on the way that JAVA security providers have to ask 
questions to end users. These questions should be simple enough for an end user to 
understand, but at the same time they have to encapsulate in these all the security- 
related information that has to be contacted to the user. For instance, instead of asking 
the user whether he wishes to grant the permission to this word processing applet to 
open a system dictionary, use system fonts or grant write permission to the filesystem 
(at least to a directory of the filesystem), the question could be “Grant this application 
with word processing rights?”. Finally, privileges granted or denied to applets 
(signers) should be stored in order to be looked up automatically the next time an 
applet arrives that carries a signature by the same signer. 

Secure code distribution has evolved; one may identify securely the signer of the 
code he downloads. Furthermore, JAVA has the ability to enforce a security policy, by 
using the capabilities model, extended stack introspection and name space 
management. Flowever, the methods and tools needed in order to define a system-wide 
policy have not yet been developed. It is up to the user to define the policy used 
against a certain piece of JAVA code, based on the digital signatures it carries. The 
end-user should be able to see and define only a part of the policy, enforced upon a 
piece of JAVA code. In an organisation, a network-wide policy should be designed by 
the network administrator and the administrators of the local networks. 

A central repository, possibly a Directory or a Web Server, could be used in order 
to store the security policy. The later will be formed by three entities : a system-wide 
policy by the network administrator, a local policy by the administrators of the local 
networks of the organisation and the end-user. The policy each of these entities will 
define will be based on the signer of JAVA code and on the Certificate Authority 
which certifies the signer’s signature. The network administrator must be given the 
right to decide on matters such as whether JAVA code may be downloaded to 
computers inside the organisation’s network and whether it may access computers 
other than the one it is downloaded to. The local network administrators should be 
able to define in which computers JAVA has the right to access the hard disks or other 
magnetic storage devices and also define quotas, when access to hard disks is allowed; 
he should also have the right to define which users should be able to download and 
execute JAVA and to which computers. Finally, the end-user should be left with few 
choices to make on the JAVA-related security policy, because he may not have the 
necessary technological background. Fie should have to answer to questions such as 
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“Grant game-related privileges to this code?”, forming thus the lower layer of the 
security policy. The inclusion of a configurable security policy in JDK1.2 provides 
with the capability of grouping certain permissions. The PolicyTool can be used in 
order to enable the network administrator and the local administrator to store their 
JAVA-related security policy decisions in the central repository. The PolicyTool may 
be used by the end-user too in order to define the lower level of the security policy, for 
his machine. The PolicyTool has to be modified in order to allow to the above three 
individuals to have access to a specific set of permissions only, as described in the 
previous paragraphs. As far as the end-user is concerned, the permissions he must 
select to grant to specific principals should be have a high-level nature, such as 
“Typical game-related privileges”. The latter may be formed by a collection of 
carefully selected low-level permissions. 

6. Conclusions 

Remote execution of code has been an attractive and popular approach. JAVA 
programming language revolutionised the programming world three years ago within 
nine adjectives; the third one was Secure. With the JavaSecurity API, JAVA 1.1 is 
building on the foundation of previous versions and afford us more flexibility to do 
what we want, even though it is widely accepted that security, unfortunately but not 
surprisingly, can never be completely guaranteed. 

Digital signatures have been a major contribution to the development of JAVA 
security. They provide the necessary infrastructure in order to define and enforce a 
JAVA-related security policy, based on the signature carried by a piece of JAVA code 
and on the Certificate Authority that certifies that signature. 

The flexible security policy introduced in JDKl .2 provides an integrated method in 
order to grant specific permissions to applets, based on the signatures carried by the 
latter. 

A fundamental research topic [McGraw, 1996] is a new approach to the way the 
Access Control List model works. The perspective idea is to provide a secure and safe 
way to implement mature Remote Method Invocation (RMI) facility. RMI will be 
possible with a strong ACL system in place. 

The security scheme that surrounds the remote execution of Java code has 
undergone a significant number of modifications and adjustments. However, the 
underlying JAVA architecture has only been altered to a minor degree. This is due to 
the open architecture that characterises the Java programming language. This is 
essential in downloadable, executable content. The security scheme may evolve; it 
may be modified or adjusted according to new findings. The underlying architecture 
and the applications themselves should not be altered. 
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Abstract. With the growing dependency of many technical, commercial, 
administrative and even social processes from computer software, the number of 
mission critical software projects rapidly increases. The rapid integration of 
formerly stand-alone systems into global networks subjects these systems to yet 
unknown threats. Even mission critical systems may be deliberately 
manipulated to let malicious attackers access vital system functions or to take 
over the entire system. Though such systems feature protection mechanism 
during operation, they are rather vulnerable during their software design and 
development process. This paper defines a secure software development process 
to reduce the risk of manipulation and enhance the trustworthiness of critical 
software produced by renowned manufaturers according to high quality 
standards. It also explained how this process may be implemented cost 
efficiently. 



Introduction 

Whenever software is mission critical, e.g. when it controls processes with a high 
potential of danger, designers need to be very careful to avoid design faults in both the 
software and its associated computer system hardware and they have to cope with 
random failures caused by different physical effects. A lot of research has been carried 
out addressing these topics. The widespread use of data communication technologies 
with globally networked systems used both in software development environments as 
well as in situ installations including mission critical systems, introduces a quite knew 
kind of risk - the deliberate modification of systems either to let them fail in critical 
situations or to get in control of the mission, e.g. the dangerous process, through 
undetected backdoors. 

The intention of this behavior may have whatever reason - the fact is that the 
anonymity of the modern communication society supports such kind of dangerous 
activities. Furthermore developers of mission critical systems need to design 
countermeasures against such threats right into their systems. And not only the system 
itself needs to be protected but its whole design process, especially for the software, 
because once a malicious part of code found its way into the system, it could be very 
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difficult to prevent it from jeopardizing important and critical functions. Besides 
clearly structured design processes with unambiguously assigned responsibilities, 
careful configuration management (CM) plays a key role in preventing such hacking 
because configuration management integrates important quality assurance activities, 
e.g. identification, inspection, verification, and validation into the development flow 
and handles corrective actions as well as later adaptations. This paper shows how 
configuration management may be easily enhanced to achieve full traceability of the 
whole design process and easy detection of any manipulations, either within the 
mission critical software itself or its development process. 



Cryptographic Basics 

A secure software development process heavily depends on the application of 
cryptography. Therefore it’s a prerequisite for the following discussion to introduce 
some basic functions, algorithms and protocols used in cryptography. 



One - Way Hash Functions 

This functions are central to cryptography and used in many protocols. Hash functions 
h=H(M) transform a variable length input data string M called pre-image into an 
output value of fixed length, named hash value h. The hash value is typically much 
shorter (typically 100 to 200 bits) than the input data string. Hash values fingerprint 
the pre-image. Changes in the pre-image lead to changes in the hash value, too. One 
way hash functions let one easily compute the hash value from the pre-image, but it’s 
very hard to generate a pre-image that hashes into a given hash value. Hash functions 
useful for cryptography are also collision free, meaning that it is very difficult to 
create two pre-images with the same hash value [1]. 



Asymmetric Encryption Algorithms 

Asymmetric encryption algorithms use two different keys (Kl, K2) for encryption E 
and decryption D and both operations are complementary as follows: 

Dk2(Eki(M)) = M ( 1 ) 



In contrast, symmetric encryption algorithms use the same key for encryption and 
decryption (see Fig. 1). 
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Asymmetric encryption algorithms are also called public key algorithms because one of the 
keys (e.g. the encryption key) can be made public such that only the owner of the 
corresponding decryption key can decrypt a message encrypted with his „public“ key. That 
algorithm works because it’s very hard to calculate one key from knowing the other one. 
Asymmetric encryption algorithms play a key role for implementing digital signatures [1]. 



Symmetric Encryption 




0_uj Q_uj 

K1 K1 



Asymmetric Encryption 
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Fig. l.Encryption Algorithms 



Digital Signatures 

Digital signatures on electronic documents shall fulfill some important requirements 
derived from handwritten signatures. They shall convince the recipient that the sender 
really signed the document and the signature is authentic, the signature shall be 
unforgeable, not reusable and it shall not be repudiated and last but not least the signed 
documents shall not be alterable [4]. There are many algorithms to implement digital 
signatures. All of them are public-key algorithms with secret keys to sign the 
documents and public keys to verify them. An example of such an algorithm is given 
below. 



Signing a Digital Document 

To sign a document M the signer named Alice calculates the hash value H(M) to 
reduce the amount of data for further processing. This may be done since H(M) fully 
represents M to fulfill the above stated requirements for signatures. Alice then 
encrypts the hash value of M with her private key and appends the resulting signature 

SigA=(EA,(H(M))) (2) 

to the message M to form a signed document SM. 

SM = (M, SigA). 



(3) 
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SM also carries basic information about the sender Alice, e.g. the name and the server 
where to obtain the public key of Alice from. 

A document may also carry more than one signature. 

SM=(M,(SigA, Sign ...Sign)) ( 4 ) 

The secret key A^ is usually stored in a tamper-resistant module (e.g. a smartcard) 
which needs to be enabled through additional information (keycode) or biometric 
identification. To avoid the encryption operation he jeopardized, a crypto-chip is 
included in the module. 




Fig. 2.Signing a digital document 



Verification of Signatures 

To verify a signature on a signed document SM, the recipient Bob needs to decrypt the 
Signature on the document Sigj , which he supposes to belong to Alice, with Alice’s 
public key Ap. It is very important that a recipient of a signed document has an 
authentic public key of the sender to avoid cheating with signatures. Because it’s not 
feasible to verify all public keys of one’s communication partners oneself, a Trust 
Center takes over the role of a provider for authentic public keys. Bob requests Alice’s 
public key Ap from a trust center. He gets it with a proof of authenticity and decrypts 
the signature Sig. with it. If the result of this operation equals H(M) which he 
recalculates from the signed document, he verified Alice’s signature and can be sure 
that she signed the document if the following equation is true: 

Dap( Sig. ) = Dap(Eas(H(M))) = H(M) 



( 5 ) 
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In practice, timestamps need to be added to ensure some of the above mentioned 
requirements. 




Fig. 3. Verification of Signatures 



Trust Center 

Trust Centers are trusted third parties that provide users with high quality key pairs for 
public key algorithms. Furthermore the trust center authenticates new users and 
assigns them a unique key pair. The trust center certifies this assignment according to 
a trusted and secure procedure and generates public key certificates for the users, e.g. 
C,^for user Alice, which are stored in a publicly accessible database [2]. The secret 
key is transmitted authentically and secretly to his owner, usually embedded in a 
tamper-resistant chipcard. The trust center ensures that certificates are always up to 
date and authentic. When it delivers public key certificates for signature verification, it 
certifies the authenticity of the delivered certificates by its own signature. Trust 
centers often provide additional services e.g. arbitrator services, timestamp services, 
and directory services with additional certified information. This data then is 
guaranteed to he as authentic than the public key (see Figure 4). 



Timestamps 

Timestamps are required to certify that something happened or existed at a certain 
time. With electronic documents time-stamping is critical since these documents may 
be altered easily without any signs of tampering. A feasible solution to this problem is 
the introduction of arbitrators. Often trust centers act as arbitrators. To get a 
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timestamp TS for a document M the user sends H(M) to the arbitrator, who adds the 
time to the hash value, signs both and returns the result back to the user. 

TS(M) = Stc (H(M),T) (6) 

where S.^^, is the signature of the tmsted arbitrator and T is the time of reception of 
H(M). 

This basic cryptographic functions and algorithms are now used to model a secure 
and traceable software generation process (see Figure 5). 
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Fig. 4. Trast Center 



The Traceable SW Generation Process 

In the sense of this document, a software generation process basically consists of the 
implementation and verification phases of astate-of-the-art software development pro- 
cesses as indicated in the various software life-cycle models. Specification and 
refinement of the design is not considered within the scope of this paper, despite the 
methods of achieving traceability by the help of coding theory and cryptography, may 
as well be applied to this early development phases. 
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Coding 

Starting from an approved detailed functional specification for the software, a 
Development Engineer (DVE) starts coding using a high level language thereby 
generating atomic source code items, in the following referred to as Terminal 
Software Modules (TSM). The further discussion makes no assumptions on language 
type or other language properties. Every TSM consists of source code (TSC) and an 
identification string TSMID = (TSM Name, TSM Version Nr.). In addition to this 
traditionally well-known parts of a TSM each TSM gets assigned an Authenticity 
Certificate (TSMAC). This certificate contains TSMID and the timestamp of the 
source-code TSC which is the hash value of the source code H(TSC) as it existed at 
the time given in the timestamp. The TSMAC is appended to the Source Code and ID 
data and is considered part of the "certified" TSM. 

TSMAC = S’ dve (TSMID, TS (TSC)) (7) 

S^’ (M) designates a modified signature function that requires a Certificate verification 
Key (CVK) for reading and verification of the signature in contrast to the open 
Signature S^(M). 

Sa’(M) = (M, Ecvk(A, SigA)) (8) 

Sa(M) = (M, A, SigA) (9) 

with M being the signed message, A the signer’s name and Sig,^ the actual signature 
code (see Section on Signatures). 



Code Inspection 

According to good practice of software quality management the TSM is subjected to 
code inspection carried out by the Code Inspection Engineer (CIE). He states the 
correct inspection of the TSM by adding an Inspection Certificate (TSMIC). With his 
signature the CIE not only states exactly what code he inspected when, but also 
indicates that he inspected authentic code primarily signed by the DVE. 

TSMIC = S’dve (TSMID, TS(TSC), H(TSMAC)) (10) 

By this way each TSM receives a coding and a code inspection certificate. 



Code Transformation 

Next step in software generation is to transform the TSM into binary modules, called 
Terminal Binary Modules (TBM) through a Code Transformation Tool (CTT). This 
may be either classically a compiler or - as today also common practice - a code 
generation tool as it is for instance used in special process computer software 
development environments (e.g. for PECs etc.). 
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Fig. 5. Secure SW Develiopment Process Modell 
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To identify this transformation exactly, the CTT carries besides an identification 
string (CCTID) also an authenticity certificate (CTTAC). The Tool Verification 
Engineer (TVE) confirms correct functionality of the CTT which he checked during 
Tool Testing and confirms optional Manufacturers’ Authenticity Certificates 
(MFGAC) he could verify to be genuine and trustworthy, e.g. by assessment of the 
manufacturers’ quality systems. 

CTTAC =S’tve (CTTID, TS(CTTC), [H(MFGAC)]) (11) 

The CTT transforms a TSM into a Terminal Binary Module (TBM). It is identified by 
the TBM identification (TBMID) and it contains the target specific machine code 
(TBC). The TBM inherits the authenticity certificates from the corresponding source 
code module TSM (TSMAC, TSMIC) and receives two new certificates, the Code 
Transformation Certificate (CTRAC) and the TBM Authenticity Certificate 
(TBMAC). The CTRAC identifies all CTTs that were involved in code 
transformation, since this process could be based on application of n different tools, 
each with its own CTTAC. 

CTRAC = S’mie (CTTACi, ..., CTTAC^) (12) 

With the TBMAC the Module Integration Engineer (MIE) confirms the correct 
transformation of the Code by signing the timestamped fingerprint of the binary code 
TBC and by inclusion of the CTRAC and TSMIC he first certifies that he applied the 
tools identified in CTRAC to generate the particular TBM and second he states that he 
used an inspected and authentic Source Code Module TSM. 

TBMAC = S’mie (TBMID, TS(TBC), H(CTRAC), H(TSMIC)) (13) 

The Certificates of the TBM all together are referred to as the Configuration 
Certificate of the TBM (TBMCC). It is shown later how the user may verify code 
integrity using this configuration certificate. 



Integration 

At integration several TBMs and optionally Purchased Binary Modules (PBM) are put 
together to form a Integrated Binary Unit (IBU) with its binary code IBC. The PBMs 
are treated like TBMs, but differ from those in terms of certificates applied to them. A 
PBM carries a certificate by which the Purchase Verification Engineer (PVE) 
confirms that he tested the PBM against his test speci fications for third party software 
and optionally it includes manufacturers’ certificates. 

PBMAC = S’pvE (PBMID, TS(PBC), [H(MFGAC)...]) (14) 

The IBU Module Configuration Data (IBUMCD) forms the main part of the 
certificates associated with an IBU. It contains the certificates of n TBMs and m 
PBMs contained in the IBU as follows'; 



* & is the concatenation operator 
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IBUMCD = 



n 

& [tSMAC, , TSMIC, , CTRAC, , TBMAC , ), 

m 

^[PBMAC) 

vt=i y 



(15) 



The Module Integration Certificate of the IBU (IBUMIC) associates the fingerprint of 
the IBU’s binary code IBC with the time and the module certificates in IBUMCD. 
Thus the MIE confirms which modules he integrated at what time. 

IBUMIC = S’mie (IBUID, TS(IBC), H(IBUMCD)) (16) 



Verification 

The final certificate stating the authenticity of the IBU (IBUAC) indicates exactly, 
what the IVE verified during verification tests and when he carried out these tests. 
Furthermore the certificate includes with the timestamp of the Test Report Tag 
(IBUTRT) - the fingerprints of all test reports - an exact and provable bi-directional 
reference between the IBU and the test reports for the IBU (IBUTR). Undetected 
alterations of neither of both are not possible under this scheme. 

IBUAC = SivE (IBUID, TS(IBUMIC), TS(IBUTRT)) (17) 

with 

k 

IBUTRT = & h(iBUTR.^ ) 

1=1 

Again, the certificates of the IBU all together are referred to as IBU Configuration 
Data IBUCC - another basic element of configuration management. 

Dependent on the complexity of the system, this integration process may take place 
on different levels. To keep this example clear and understandable, only one level of 
integration is indicated. Nevertheless integration on more levels may be easily 
accomplished by applying the same scheme recursively. 



System Validation 

At the last step of the software generation process the System Operating Engineer 
(SOE) sets up the system parameters and the System Validation Engineer (SVE) 
evaluates the system under final operation conditions. 

The first section of system level certificates, the System Unit Configuration Data 
(SYSUCD) describes the IBUs the system is built from stating the code fingerprints 
and the configuration data fingerprint of each IBU in the system (IBUMIC) and 
indicating the integrity of the IBUs providing their IBUAC. 

Because many modern software systems are highly configurable, the correct setting 
of system parameters is a prerequisite for correct operation. The Parameter 
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Authenticity Certificate (PARAC) indicates, that all parameters have been approved 
by the SOE. 

PARAC = S SOE (PARID, TS(PAR)) ( 19) 

The result of system validation is documented in System Validation Reports 
(SYSVR). The SVE signs the System Validation Certificate (SYSVC) consisting of 
the SYSVR’s fingerprint tag SYSVT and the fingerprints^ of the system binary code 
SBC and the System Unit Configuration Data (SYSUCD) to state correct validation of 
an unambiguous system configuration. 

SYSVC = S svE (SYSID, TS(SBC), TS(SYSUCD), TS(SYSVT)) (20) 

SYSUCD = & (iBUMiq JBUAC , ) 

/-I 

SYSVT = &H {SYSVR, ) 

i =1 



Software Release 

The final top level certificate of the Software generation process is the System 
Authenticity Certificate (SYSAC) signed by the System Project Leader (SPL). 

SYSAC = SsPL (SYSID, H(SBC), H(PAR),TS(SYSVC, PARAAC)) (23) 

This certificate is signed not before the successful completion of the software 
generation process. Notice that this certificate carries an open signature that is 
readable and verifiable by anyone and that it carries the official release date of the 
System within the time-stamp and the approval of the system Validation and 
Configuration. This master certificate represents all the other certificates of the 
software generation process and stands for all software quality measures undertaken 
throughout the software generation process. 



The Verification of Correct SW Generation 

In contrast to standard software development processes this secure development 
process allows the customer, who ordered the software from the manufacturer, to 
easily verify that the code he is using is the same than that one the manufacturer 
released and it further allows him to trace back the generation process and verify that 
every step of the software generation process has been carried out by trusted persons. 
The customer accomplishes this in the following way; 



^ precisely: timestamped fingerprints 
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Detection of Modifications 

The basic authenticity certificate is SYSAC which the customer gets together with the 
software delivery. He may verify the signature of the System project leader (see 
section about verifying digital signatures) since the signature is open available. From 
the verified SYSAC he retrieves the Hash values of the system code and its 
parameters (H(SBC) and H(PAR)) and may check them against the actual hashes he 
calculates from the system instance he runs. This check can either be done manually 
or it can be integrated into the system startup or into periodic internal system self- 
checks such that this verification is done automatically. Unauthorized modification of 
the software is detected also automatically this way. 



Tracing Software Generation 

For a more in depth verification of the software generation process, the customer 
needs to check the certificates created during the development process. The software 
manufacturer stores all the certificates mentioned above in a certificates database 
(CDB) within configuration management (CM). Note that the certificates may be kept 
separated from the associated code because all of them carry authentic references to 
the software modules they belong to. Furthermore the certificate database does not 
carry any internals about the software and thus is not needed to be kept confidential in 
order to protect intellectual property. In fact the certificate database is handed over to 
the customer together with the code. 

He may use this database to extract fingerprint signatures (hashes) for every 
module or unit to verify the integrity of his code down to code-part level. He also may 
trace back the Quality Management Measures (QMM) and identify when a QMM has 
been carried out with the help of the timestamps. With this information the customer is 
able to pinpoint exactly where his software instance differs from the manufacturers 
master copy without having access to this master copy. This is especially useful if the 
system goes trough several loops of changes. To verify the signatures of the detailed 
certificates in the CDB the customer needs to verify signatures of type S’. 

S’a(M)=(M,Ecvk(A, SigA)) (24) 

Without the Certificate Verification Key CVK this signatures may not be verified. 
Without this key it is not possible to identify the real persons behind their roles in the 
software generation process because neither their name nor their signature is readable. 
Thus the manufacturer may control who is able to trace his software generation 
process back to the responsible people by providing only those people, e.g. third party 
assessors or certification bodies with the CVK key. 

Through the timestamps it is possible to verify that QMM were carried out in their 
correct sequence and that no QMM was left out. The construction of certificates 
guarantees, that for any single part of code in the final system instance it may be 
prooved who designed it, who changed it, who tested it, what the result from testing 
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was and even what tools (compilers etc.) were used to generate it. Especially for tools 
they allow to determine the tool by name, version and code such that one could detect, 
whether non authorized and possibly manipulated tools were applied. The discussion 
of all information that could be derived from the certificates must be left to a more in 
depth discussion of the model. 



Deterrence by Transparency 

Despite the model offers a high degree of transparency and authenticity of software 
generation process it cannot solve the problem of detecting sabotage by staff 
members. However two factors limit the danger of sabotage. First of all sabotage may 
no longer be carried out anonymously and secondly the sabotage must either be 
applied so concealed that the code inspector does not detect it or the code inspector 
must collaborate with the saboteur. It needs a far higher degree of commitment to 
pursue sabotage if, once the sabotage is detected, the saboteur may be unambiguously 
identified through the signature on the certificate he signed. ^ 



Certified Software Repository 

One aspect that was not discussed yet is that code modules or test result that were 
subject to evaluation by a third party assessment (e.g. with type tested systems) could 
also receive a certificate similar to those of the manufacturer. Because this certificate 
is inextricably linked with the code it’s an easy and very efficient way to enhance the 
level of confidence in a pre-developed and probably reused code module. Repositories 
of such certified software would efficiently reduce qualification costs of new software 
designs and increase the trustworthiness of a software with every certificate it 
receives. Thus manufacturers could enhance the reputation of high quality mission 
critical software component repositories through accumulation of provable 
certificates. 



Implementation of the Scheme 

The complexity of the model for secure software generation might give the impression 
that implementation of this scheme is complex and costly. The required basic 
technology however is completely developed and widely available in commercial 
products and because the increasing utilization of public networks demands 
comparable security solutions, this high volume market offers a variety of low cost 
solutions. 



^ The German Signature Law luKDG §3 specifies, under what conditions electronic signatures 
are considered to be secure. 
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Cryptography Software 

Because the whole scheme is based on digital signatures, implementation of it requires 
software to digitally sign documents and verify signatures. Besides commercial 
solutions the very well-known pgp-software package (Pretty good privacy) is available 
including source code at very moderate costs [3]. PGP also allows encryption and is 
available on many system platforms. The source code for different hash algorithms is 
also available in source code and binaries for all major platforms.** 



Database Software 

The certificates are signed accumulations of data items, which could again be 
certificates. The certificates as well as the signatures are encoded in ASCII and are 
standard text items. For the terminal source code modules TSM the certificates could 
be directly appended to the source code as lines for comment. Thus the certificates 
could even be handled by any standard source code management systems. 

For a better solution including the management of all certificates in the process and 
for development environments without ASCII source code like PLC software 
specification systems and binary codes (TBM, IBU, SYS), certificates are kept in a 
database. Because all certificates are standard text items the requirements for the 
database, that should be relational, are low and the handling of certificates and their 
components is easy. 

The entire scheme may be realized for test purposes taking note ** into account 
using a standard database on a PC and freeware or public domain software. 



Conclusion 

The application of proposed model for a secure software generation process is a very 
effective measure to counteract against the threats of viruses, Trojan horses or any 
kind of software sabotage during the software generation process. It is also very cost 



■* The aspect of source-code availability is crucial to ensure that cryptographic software itself is 
correct and doesn’t include malicious code or faked algorithms. It also needs to be mentioned, 
that the selection of software used for cryptography is critical since the use cryptography is 
restricted by law in some countries or cryptographic products include functions for key 
escrow, meaning that there exists a way to decrypt encrypted messages without the original 
keys using a "master key" which is under control of usually the state authorities. Another 
problem is that export versions of some software products featuring strong cryptography are 
restricted to a low maximum key length which makes it much easier to crack them. To avoid 
such flaws in cryptographic software it’s highly recommended to select the software vendor 
carefully and to avoid dependencies from foreign industry and legislation as far as possible. 
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effective, especially when software items are designed to be used in several mission 
critical applications because it drastically reduces evaluation costs. Technology for the 
implementation is fully available at quite moderate costs and the infrastructure 
necessary to achieve legal acceptance for the scheme - accredited trust centers - is just 
built.5 

The enhanced traceability of the process furthermore leads towards a higher 
commitment of staff members to high quality work, since everyone signs with his 
name for the quality of the work he carries out. 

The fact, that the scheme supports automatic code authentication even reduces 
operating costs by reducing security auditing costs. 

Especially in mission critical applications protecting software with such a secure 
generation process will drastically reduce the risk of software sabotage and increase 
the reputation of high quality software manufacturers. 
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Abstract. In the development of security systems the need for reuse, 
maintenance, adaptability and reduction of development time are beco- 
ming highly important in addition to the classical requirements such as 
concurrency, schedulability, high reliability and safety. This paper pro- 
poses a system development model based on object-oriented methods, 
schedulability analysis and validation of software requirements. The ap- 
plication of these methods to a remote receiver unit DEZ-9000 demon- 
strated improvements in software reliability, significant reduction of time- 
to-market and development and maintenance efforts. 



1 Introduction 

The purpose of security systems is to protect property and life from unexpected 
events like burglary, fire. In security systems defects and failures are dangerous. 
These may be due to wrongly computed control signals or non-functioning au- 
tomatic supervision. Hard real-time requirements have to be fulfilled to avoid 
unacceptable loss of material or even life. 

Security systems are often built from non-standard hardware- and software 
components. At the supervisory system level the main effort consists in the 
software construction. The need for the software to respond to a rapidly changing 
environment imposes requirements on reliability and ease of modification. These 
together with the need to conform to stringent safety guidelines impose severe 
constraints on the software development process. 

An effective strategy to fulfil safety-critical requirements consists in syste- 
matic defect avoidance. System developers attempt to discover and repair the 
defects early, before the system is put into operation. Fault-tolerance using re- 
dundancy, e.g. diverse programs, is seldom used because of high costs [1]. 

The object-oriented approach includes concepts to ensure the reliability and 
ease of maintenance of the designed software components. During the design 
process, the structure of requirements can be transformed naturally into soft- 
ware structure. The principles of data abstraction, inheritance and polymor- 
phism through dynamic binding, supports consistent development throughout 
the phases. 
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2 Remote Receiver Unit DEZ-9000 

The remote receiver unit DEZ-9000 is designed for universal reception of indi- 
cations, registration and operation of alarms, troubles and tests from danger 
detection and fault indication systems. It should serve as pre-operator and ser- 
vice concentrator for connected monitoring and remote control stations. If no 
monitoring station is present, the unit operates as a universal receiving compu- 
ter in stand-alone mode. The DEZ-9000 has to analyse and interpret the received 
digital messages, assign them to previously stored objects and show a correspon- 
ding uncoded text message on the display [2]. 



2.1 System Overview 

The System Context Diagram of the remote receiver unit in Figure 1 describes 
the structural overview of the environment. It shows the actors and their relation 
to the system by small arrows [4] . The unit is connected to danger report devices 
over the public telecommunication network or other connections. It has to receive 
messages in the form of many different protocols, store them in history-storage, 
print them out and pass them on to the monitoring and remote control station. 




Fig. 1. System Context Diagram of the remote receiver unit 



The target-hardware of the remote receiver unit consists of a microprocessor, 
some serial and parallel communication ports, I/O-Ports, a keyboard interface, 
a watchdog-subsystem, 2-4 MB static RAM and 2 MB EPROM. This hardware 
is used in other security systems and represents a stable and reliable product 
platform. 
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2.2 System Requirements 

To carry out an effective development, the user needs and requirements have 
to be defined as exactly as possible. The requirements listed in the Require- 
ments Specification Document are expressed as simple, verifiable and quantifia- 
ble items. The requirements list for DEZ-9000 includes functional requirements 
regarding monitoring, communication, memory and user-interface: 

— a menu-driven user-interface 

— status display and command input over front panel 

— several connections to communication networks 

— message output on display and thermo printer 

— integrated monitoring function 

— operation in combination with a monitoring and remote control station or 
as a stand-alone device 

— various interface standards for connected monitoring units 

— configuration by monitoring unit or the directly connected keyboard 

— automatic remote request to danger report devices 

— event tracking for danger report devices 

— possibility to deposit user-defined text macros 

— various statistics collection and diagnostic functions 

Major security requirements for the Remote Receiver Unit are: 

— permanent supervision of all system components and reporting of found 
errors 

— ability to connect danger report devices over various networks with scalable 
control functions to secure the transport media 

— contionous checking of connected monitoring stations for correct function 

— extensive functions to react on failures and errors of the system through 
exception handling 

The system design has to meet the requirements of the standards by VDE 
0833 and by VdS (Verband deutscher Sachversicherer). The integrated emer- 
gency power supply and the permanent function and system control have to fulfil 
the system reliability requirements of the remote monitoring unit. DEZ-9000 was 
designed to meet the Environment Class II of VdS guidelines (VdS-Approval-Nr. 
G 196 801), the protection class IP 30 of DIN 40 050. It has to be CE conformant 
and has got the BZT approval (Nr. A 115 202 E). The communication protocols 
are implementations of the DIN 66 019 and DIN 19 244 (VdS 24 65) standards 
[3]. 

3 System Development Model 

During the system development, risks regarding feasibility, costs and schedules 
can be reduced by means of incremental phase-oriented project management. 
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Fig. 2. System Development Model 



As shown in Figure 2 the whole development is structured into following pha- 
ses: requirements analysis, incremental design and implementation, integration, 
testing and validation of requirements. 

In the requirements analysis the requirements from user’s viewpoint are de- 
scribed. Requirements specification and validation are supported by several me- 
ans. A project independent outline is used to structure the specification. It can be 
adapted to special project needs. System Context Diagram gives a precise over- 
view of the system environment and the actors and their interaction through 
inheritance, association and aggregation. The list of traceable requirements de- 
scribes required properties and capabilities of the product. It is used for requi- 
rements verification and validation. A glossary of the application area supports 
the understandability of the specification [4] [5]. 

Hardware-dependent requirements should be handled separately. They are 
encapsulated by a software layer subsystem called the hardware wrapper, which 
should be analysed, designed and implemented early for several reasons. The 
hardware wrapper simplifies the design of application subsystems. It may capture 
the timing requirements of the hardware interface. It relieves the application 
subsystems by implementing synchronisation requirements. Early testing in real 
situations reveals constraints of the application subsystems. It minimises the risk 
of transforming software design into programs for the given hardware. 

The software architecture represents the decomposition of the whole system 
into subsystems and definition of subsystem interfaces. The decomposition pro- 
cess can be improved by the use of architecture patterns, e.g. Layers, Broker, 
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for given problems [6]. The decomposition supports parallel development, simple 
and flexible assignment of packages to team members and reuse at a higher level 
than classes. 

Further development is performed incrementally. Each increment consists of 
specihcation and design of subsystem classes, design evaluation, implementation 
and testing of the subsystems. In systems with real-time requirements additional 
estimation and/or measurement of task execution times, schedulability analysis 
and class code optimisation is performed. Loop 1 is run through frequently. 
Signihcant changes in time behaviour of the task system require additional ac- 
tivities according to loop 2. After completing the system and functional testing 
the model considers the validation of system requirements as well. 

A vital part of the model is estimation and measurement of task’s execution 
times. Early determination of execution times is important for the calculation 
of the processor utilisation and worst case response times of the tasks. These 
values reveal the needs for optimisation of code and structure of the task system 

[ 7 ]. 

4 Task Components Design 

After the specihcation of application subsystems and their interfaces, the task 
system is designed. One or more tasks realise each subsystem. The task system 
is designed graphically by means of task diagrams. Besides the scheduling in- 
formation it contains synchronisation and communication between tasks. Task 
details are described in tabular form and contain task activities, resources used, 
periods, activity execution times, deadlines, atomicity of activities and priorities. 
In Table 1 several tasks for the remote receiver unit DEZ-9000 are given with 
their details. Interrupt handlers have the highest priority, asynchronous services 
triggered by interrupt handlers come next. Periodic and aperiodic application 
tasks have normal priority and background tasks are assigned low priority. 



Table 1. Example of task details 



Taskname 


Activity 


U sedResources 


Period 
Ti [ms] 


Excecution 
timeATi [ms] 


Deadline 
Di [ms] 


Atom- 

icity 


Prio- 

rity 


p_ibus 


Al.l 


CPU, Interface 


2 


0,05 


2,5 


j 


1 




A1.2 


CPU 




0,13 


hard 


n 






A1.3 


CPU, Message-Queue 




0,1 




j 






A1.4 


CPU 




0,1 




n 




p.display 


A2.1 


CPU, Shared Memory 


100 


0,3 


150 


j 


2 




A2.2 


CPU 




0,1 


weak - hard 


n 






A2.3 


CPU. LCD-Display 




12,6 




j 




tkibus 


A3.1 


CPU, Message-Queue 


70 


0,1 


200 


j 


3 




A3. 2 


CPU 




0,1 


weak 


n 





4.1 Schedulability Analysis 

In security systems with hard real-time requirements like the remote receiver 
unit keeping to deadlines is very important. For that reason it is advisable to 
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determine the time behaviour before detailed task design. It is necessary to 
prove that each task fulfils its timing requirements and the processor utilisation 
is within 30-50% to be able to react to unexpected events. 

Each task is assigned a certain amount of processor utilisation, which should 
not be exceeded. From the estimated task execution times ATi and maximal 
allowed periods T* the total processor utilisation U = '^ATi/Tj, is calculated. 
Aperiodic tasks are treated as equivalent periodic tasks with minimal period. 
Execution times can be estimated from similar projects or by measurements of 
partly coded tasks. If given utilisation bounds are reached or even exceeded task 
code and structure optimisation have to be performed. A simple rule to decrease 
processor utilisation is to increase task periods but still staying below the maxi- 
mum values allowed. A practical set of code optimisation rules can be used very 
effectively to reduce the processor utilisation [8] . During the development of the 
remote receiver unit DEZ-9000 the optimisation gains totalled 15%. 

5 Object-Oriented Design 

After defining tasks the analysis of the object-oriented aspects is performed. It 
consists of task transformation into classes, working out inheritance relations- 
hips between similar classes and client-server relationships between the depen- 
dent classes. Inheritance relationship means that a subclass inherits from the 
superclass all methods responsible for object behaviour and data representing 
the state. Client-server relationship exists when server object offers services to 
the client objects. To model the structure of the subsystems Object Modelling 
Technique (OMT) [9] is used. The relations between the classes can be planned 
in advance, so that the implementation of the class referring to the total sy- 
stem is easy to understand. This approach reveals any design errors at an early 
development stage. 

5.1 Class Relationship Design 

After analysing the objects and classes of the application, the relationships bet- 
ween the classes are defined. Major aims are to maximise code reusability and 
the reliability of the software. 

The inheritance relationship, which is defined at compiling-time is used if (1) 
the classes are in is-relation, e.g. an object of a subclass is as an object of its 
super-class, (2) classes have the same data elements, (3) classes share the same 
algorithm, (4) classes are special cases of a general concept. The common things 
are abstracted in a super-class. Inheritance eliminates code redundancy without 
reducing efficiency . If objects of the subclasses have to behave like objects of the 
super-class, class specification has to be inherited. If the code of the super-class 
should be reused, its implementation has to be inherited. 

The client-server relationship can either be defined at translation-time or at 
runtime. By delegating the function-call to an object at runtime, the above- 
mentioned advantages of inheritance and the flexibility of dynamic linking can 
be combined. 
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// keyboard-task 
void Keyboard : : tkpct ( ) 

{ 

f or ( ; ; ) // infinite loop 

{ 

if (akt_char==NO_CHAR) 

{ 

// read character 

} 

} 

SUSPEND (); // change to other 
task 
} 



Fig. 3. Classes and task of user interface subsystem 



Figure 3 shows the classes of a subsystem and their correlation with the 
tasks. The interface to the user among others consists out of a LCD-Display 
and a Keyboard, which are abstracted by the classes Display and Keyboard. 
The subclass I0_Stream realises the C++-Stream. An object of this class can 
be used to output data on the display and to read data from the keyboard. 
The output of the display is made by the task p_di splay, the reading from the 
keyboard is done by the task tk_pct . These tasks are coded in the form of private 
member- functions of the accompanying class. 



5.2 Class Design 

The access levels of data elements and methods of a class have to be defined. 
Restricted access is recommended. Data elements should usually be private be- 
cause of the advantages of data encapsulation. Besides, the maintenance of access 
on private data over public functions is easier than the direct access to public 
data elements. A change of the data structure can often be accommodated by 
modifying the access functions. 

The necessary class methods have to be identified. Basically they can be di- 
vided into administrative, access and implementation methods. Administrative 
methods consist of constructors to create and initialise objects and a destructor 
to delete the class objects. Further classes contain the copy-constructor and the 
assignment operator. These will be generated automatically by the compiler, if 
they are not specified by the developer. This often leads to problems when data 
elements point to objects. The unintentional use of these should be prevented 
by specifying them as private methods, without implementing them. This will 
prevent the object-assignment. Access methods to return the state of an ob- 
ject should be specified as constant functions. This makes the declaration more 
comprehensible and faulty implementations are recognised at compile-time. 
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5.3 Developer’s Documentation 

Because of the strict quality requirements for the software, the demands for the 
quality of documentation are higher than in non security relevant projects. To 
limit the work of developer’s documentation, a simple but effective technique 
can be used. A class specification is done before its design. This specification 
describes the abilities and functions of the class, without going into the imple- 
mentation details. This description is made in form of a developer’s handbook 
for the class. All characteristics of objects of this class which can be seen from 
outside are documented. This developer’s handbook 

substantially contributes to the reusability of the software. The formal style 
of the handbook can be based on the UNIX-Manuals. 



Class diagram 



Developer’s handbook 



Memory 



f irstBlock 
f irstFreeBlock 
memStat 
memEnd 
sizeFree 



getMem ( ) 
f reeMem ( ) 
getFreeMem ( ) 
getLargestBlock ( ) 
getExactMem ( ) 



NAME: 


Memory 


SYNOPSIS: 




DESCRIPTION: 




CLASS-HIERARCHY: none 




CONSTRUCTORS: 


Memory 0; 


DESTRUCTOR: 


-Memory 0; 


PUBLIC METHODS: 




void* getMem(D_WORD length); 


void freeMem(void* ptr); 


long getFreeMem(void); 


long getLargestBlock(void); 


long getExactMem(void); 


PROTECTED METHODS: 


none 


PROTECTED DATA: 


none 


PURE VIRTUAL METHODS: 


none 



Fig. 4. Forms of class-specification 



Besides the developer’s handbook, the class can be specified through a class 
diagram according to OMT [9] . This represents a general view of the class struc- 
ture. Graphical symbols show explicitly, if the described class is an abstract 
or concrete one. In the class diagram a distinction has to be made between the 
data elements to describing the object state and those defining relations to other 
classes. The methods should be sorted by the level of access. Public methods, 
so-called services, ought to be grouped according to their meaning for the class. 
Figure 4 shows class diagram and developer’s handbook for the class Memory. 

5.4 Class Optimisation for Real-Time Situations 

In real time systems, dynamic but foreseeable creation and destroying of objects 
is required. Even with a constant number of objects, they have to be reorganised 
or regrouped. Efficient memory management becomes very important. Using 
the operators new and delete, an own efficient memory management can be 
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implemented. Normally it doesn’t provide an automatic reorganisation of the 
object-memory. 

Storing and releasing free objects into a pool can increase the efficiency of the 
memory management. When needing objects at runtime, the object management 
chooses already created objects from the pool and initialises them with the 
passed parameters. If the user program does not need an object any more, it 
will be put back in the pool of free objects. The number of free pool-objects at 
starting-time should be defined by the user of the class. 



6 Pattern-Oriented Design 

Elegant solutions to general problems during software design have been described 
recently by software patterns. Object-oriented methods and languages, e.g. OMT, 
C++ are increasingly used to describe patterns in development of real-time and 
security systems. 

The use of patterns during software design offers several benefits in enab- 
ling the developer to: (1) document existing well proven design experience, (2) 
identify and specify abstractions above the level of single classes and instances, 
(3) provide a common vocabulary and understanding of design principles, (4) 
document software architectures, (5) support the construction of software with 
defined properties, (6) help to build complex and heterogeneous software archi- 
tectures and (7) help to manage software complexity [6]. 

Software patterns support the reuse of software designs and components at 
high level and reduce repeated discovery of solutions to known problems. Repor- 
ted patterns contain the knowledge of many developers and therefore represent 
optimal solutions. Existing patterns cover various range of abstraction. Some 
patterns help to structure software systems into subsystems. Other patterns 
support the refinement of subsystems and components. Yet others help in im- 
plementing some design aspects in a specific programming language. 

Architecture patterns are templates for concrete software architectures and 
describe the fundamental structure of software systems. They provide a set of 
predefined subsystems with their responsibilities and include rules to organise the 
relationships between them. Patterns become increasingly important for systems 
with real-time requirements. Pattern Task describes concurrent activities and 
their scheduling [10]. 

Design patterns are used to refine subsystems or components of software sy- 
stems. They describe commonly recurring structures for communication between 
components. They are medium-scale patterns and smaller than architecture pat- 
terns. They are language independent. To describe the communication between 
the tasks of a software system, design pattern Communicator can be used [11]. 
Design pattern Observer is the solution for the state consistency problems of 
co-operating components. This is achieved by notification of changes of indepen- 
dent components to their dependent components. This pattern supports loose 
coupling of components, which increases the reuse of each component. Design 
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pattern Singleton is used when only one instance of a class may exist. It in- 
creases the reliability of a system [12]. 

Idioms are low-level patterns specific to a programming language. They de- 
scribe how to implement some aspects of components and relationships between 
them using the features of a given language. The coding idiom describes how to 
specify a class in C++ to ensure that user-defined types behave in the same way 
as fundamental data types. The handle/body idiom is used to increase software 
reliability, memory and time efficiency [13]. 

7 Software Quality Assurance 

To verify the subsystems, identifiable requirements in the requirements speci- 
fication are used. The traceability matrix assigns identifiable requirements to 
software components classes, tasks and functions and provides means for project 
management. It gives a quick and exact overview of the status of the project. 
This helps to validate the product and simplifies estimating the cost of changes 
and adjustments. 

7.1 Assessment of Real-Time Requirements 

In real time systems it has to be proved that the system will fulfil the hard 
real time demands and that the processor utilisation will lie between 30% and 
50%. For this, an exact measurement of the processor utilisation of every task 
is required. By this method one can confidently assert that the system will fulfil 
the expected demands even under extreme loads. To do this, every task gets 
assigned a maximum processor utilisation in the planing of the project. This 
value must not be exceeded by the later system. If the system reaches the limit, 
steps have to be taken to reduce the execution time of this task. 

7.2 System and Function Testing 

After completing the last development increment, a final function test is carried 
out. In this phase of the project, the software product is tested against the Re- 
quirements Specification. Additionally user-friendliness, system-reliability, etc. 
are also tested. In the system load tests, long term tests and general reliability 
tests are made. 

When possible, tests should be carried out by independent testers, to cover 
a broad range of test cases and practical situations. 

7.3 Defect Recording 

To record the problems at testing, summary forms are used, which form the basis 
of weekly statistics. In these forms, the term of testing, the main emphasis, the 
person and the number and kind of the found defects are noted. Before starting 
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the tests, criteria for completion are defined, which can easily be controlled by 
these statistics. 

An example for such finishing criteria could be: The test will be finished 
if less than 0.2 defects per hour of testing-time were found or the number of 
heavy defects does not exceed 50% of the expected value of 2 errors per 8 hours 
testing-time. 

Every problem found should be documented in a specific form. This form 
describes the defect in detail. To guarantee backward traceability of defects, the 
exact name of the device, the device number and the version of the software 
have to be noted. Besides the description of the defect, things like suppositions, 
suggestions and defect valence are written down by the tester. The defect valence 
is divided up into the following categories: heavy defect, slight defect, question 
/ lack of clarity, information / request for modification. Another point is how to 
react to defects. Possible reactions are: noted (developer has noted the problem), 
corrected (the problem is eliminated), will not be corrected (the problem 
will not be eliminated). 

By evaluating the forms which were completed while testing, a chart was 
constructed of the frequency of defects found in relation to the duration of the 
project was made. Figure 5 summarises testing results. 



Number of found Errors - Number of Tester 




□ Errors 
■ Tester 



Fig. 5. Testing statistics 
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8 Experience and Recommendations 

The system development model described above, was used for the development 
of a remote receiver unit DEZ-9000. The software consists of 16 subsystems: ser- 
vice functions, user interface, printer controller, clock, communication to other 
systems, history-storage administration, exception and error handling, integra- 
ted bus-systems, etc. These subsystems are realised in more than 10 tasks and 
are structured through more than 100 classes. The software development for the 
remote receiver unit up to the first release took less then 15 months - much 
less than similar development projects without object oriented methods. Ba- 
sed on the experience gained during the implementation, the following practical 
recommendations can be made: 

1 . Requirements Specification from the viewpoint of the user should be the basis 
for software design. Usually it is not complete because many requirements 
are identified during the actual use of the product. 

2. The design of the classes and their relationships is the foundation for the 
object oriented software design. It is an important factor for the success of 
the project. 

3. Early and repeated verification of the hard-time requirements and of proces- 
sor utilisation minimises the project risk. Estimation based on inaccurate or 
wrong measurements will not provide the basis for a successful project plan 
and software design. 

4. The effectiveness of function and system testing can be optimised a lot 
through a formalised procedure and the simultaneous work of several test 
persons. 

5. The system development model, and the methods used to increase quality 
and productivity have to take into consideration the training of the developer 
and special demands on the product. 
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Abstract. A Dutch painting "The Quack" helps to clarify from different user 
perspectives the risks involved in the application of today’s medical systems in a 
major hospital. The liability due to unsafe medical equipment and implants not 
only represents the application risks for patients, but also viability threats to 
health care providers and manufacturers of medical devices. Safety and 
credibility of equipment contribute largely to the credibility of modem 
medicine. Legislation and government actions are not sufficient to make dmgs, 
medical devices and medical procedures adequately safe. Lessons from device 
failure constitute the challenge to users and creators of dependable systems to 
combine forces and make things better, or keep the quack alive. 



1 Introduction 

It is not unlikely that we are presently experiencing the Golden Age of our health care. 
Everybody has still access to it, all advanced facilities are available whenever 
necessary, waiting rooms are crowded, and waiting lists are mostly still acceptable. 
Nevertheless, this Golden Age has its dull/shady sides too: damage to patients cannot 
be covered anymore by the usual liability insurance, fraud in medical research has 
become a reality, and who cannot mention some failed implants [1, 2, 3]? Anxiety 
among the general public is a stronger impulse to improve the safety in health care 
than the number of accidents per year, per kilometer, or per number of medical 
treatments. Talking about safety includes talking about the acceptance of risks, the 
reliability of safety measures, and the assistance to victims [4, 5, 6]. For quite some 
time, safety in hospitals or e.g. at airports is not determined anymore by just a single 
surgeon or pilot [7, 8]. The demand for safety is socially and culturally determined, as 
is the transformation of the well-organized solitary medical practice into the practice 
of a multidisciplinary team. 
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2 Medicine as an Industrial Activity 

While medical practice developed into an industrial activity, the warnings of 
dangerous medical treatments evolved slowly. From an historic perspective, I will 
discuss Gerrit Dou’s painting "The Quack" (1652), which is a masterpiece of art of the 
economic Golden Age. 

"The Quack" can be found in the Boymans van Beuningen Museum in Rotterdam. In 
the painting of Gerrit Dou, the decor is formed by the city of Leyden where the oldest 
university of our country is located. A number of similarities with our hospital the 
Academic Medical Center Amsterdam (AMC), the biggest and most quoted university 
hospital of The Netherlands, is obvious. The solitary healer has nestled himself at the 
crossroad of social activities, the equivalent of today’s Amsterdam Southeast business 
quarter. The scenes in the painting by Dou can be experienced in today’s lobby of the 
AMC. In Dou’s painting, the painter participates by surveying the scene with his palette 
in his hand. A colorful public that is served by a wide variety of commercial activities 
surrounds the healer. Oil dumplings are sold, a baking tray and the ingredients for 
sausage rolls are present, fruit and vegetables are available, and a baby has its diapers 
changed, just like in a day-care center. 

In short, not much is changed over the time in health care. The mischiefs are included 
also: a woman, seemingly quite impressed by the healer, is robbed of her wallet. Today, 
this is common event in any hospital. Even the primate that has become the object of 
many a laboratory activity, in terms of animal experimentation for the purpose of 
improving health care, is present in Dou’s painting. It is chained up, but its condition 
seems fairly good. The utensils that can be seen as the precursors of an advanced medical 
laboratory are placed within reach of the healer and are clearly visible for the public. 

When we look at the big and small carafes, Dou’s painting already reflects the 
"illusion" as a management policy for health care, although this is just speculation. 
Therefore, scientism and high-tech medicine as means to convince people are not bound 
to time. They are part of the placebo effect of healing, both in a positive sense and in a 
negative sense, as can be concluded from the contents of an unparalleled series of recent 
publications in the influential medical magazine The Lancet [9]. Faith and trust in 
invisible manipulations are still the basis of recovery. 

The paradox of today’s progress is that the future medical successes will take place in 
the cell molecular field, information technology and imaging manipulation, which is as 
close to fantasy to the patients as the medical progress of the middle ages. High 
expectations among patients and doctors lead to major disappointments and a sense of 
unsafety when recovery does not take place or when complications arise. Because 
medical success and failure can be invisible and inexplicable, health care demands that 
safety in medicine is at least visible, which comes in addition to the basic principle of 
medicine "first do not harm". 



3 Criticism on the Practicing of Medicine 

The quality of medical practice can always be better. In the I7th century, the subject of 
"the quack amidst a fascinated public" was a major theme in drama and comedy plays 
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and provided ample opportunity to display joy, sorrow, and deception, and also sound 
reasons to moralize. At the present time, television programs have taken the place of 
paintings. Last year, major public TV networks showed series such as "The Hospital", 
"Medical Failures", and "Medical Mistakes". These programs were televised on Saturday 
night, at times that are actually reserved for maximal entertainment. Meanwhile, we were 
not spared reruns either. Despite the public’s high expectations in regard to the doctor’s 
fight against diseases, the critical perception of health care has not changed very much. 

Today, we know that improved life expectancy is achieved by raising the standard of 
living and by preventive medicine. The efforts to guarantee quality norms for drugs, 
prosthetic material, and the provision of health care by means of government interference 
or self-regulation, are not new either. Evaluation procedures, which are now called 
"accreditation" or "certification", were already common in the 17* century. Dou already 
shows this. An excerpt of the register of the "College of Physicians and Surgeons" of 
those days is placed on the healer’s table such that it catches the eye: it is a real certificate 
including an impressive seal. The rationale of this depiction of the 17* century is that the 
general public must guard against fake by healers and certificates. Also in those days, it 
was necessary to point out that injudicious "healing" is damaging. The scene of baby’s 
diapers being changed refers to a similar picture entitled "This body - what else is it but 
stench and manure?". At that time, it was quite popular, putting the care for the human 
body in the basic perspective. 



4 The Liability Due to Unsafe Medical Equipment and Implants 

The damaging effects of the sleeping drug Thalidomide or the Softenon represent one of 
the biggest dramas in modem health care. The potential dangers of dmgs made 
governments take on the task of strict supervision, starting with drugs. 

However, legislation and government action are not sufficient to make drugs, medical 
devices and medical procedures adequately safe, in spite of an appeal for more regulation 
after each new failed device affair [10]. 

For quite some time, the US Food and Drug Administration (FDA) is charged with 
monitoring the quality of medical devices, such as pacemakers, mechanical heart valves, 
and silicon breast prostheses. The FDA’s functioning strongly influences the process of 
quality assurance of medical devices in The Netherlands. The FDA’s organizational 
structure and responsibilities are held up as shining examples. 

However, dominant government supervision does not guarantee safety. It can even be 
counterproductive. By attempting to conceal the lack of supervision of it’s part the FDA 
merely facilitated the drama that can be considered the equivalent of the Softenon-drama 
for medical devices, i.e. the case of the fractured Bjork-Shiley convexo-concave heart 
valve, the FDA, if anything, contributed to this problem. 

The BScc heart valve had been implanted in approximately 80,000 patients all over 
the world. In more than 500 patients, however, it fractured, in most cases causing death 
or serious disability. The real number of victims is thought to be considerably higher 
[11]. In 1990, the US Congress held a hearing on this developing problem. Also the role 
of the FDA was critically reviewed. The findings were summarized in the report "Earn as 
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you learn. Shiley Inc.’s breach of the honor system and FDA’s failure in medical device 
regulation" [14]. Thanks to the relentless efforts of the American lawyer John T. Johnson 
from Houston, Texas, the general public became aware of the misconduct of the 
multinational Pfizer Inc., although this was not until November of 1991 [13]. A Dutch 
publication in The Lancet in January of 1994, concluded that flaws in the welding 
technique were to be kept responsible for strut fractures of the BScc valves. 

The threat of criminal prosecution became ominous. As is customary in the US, 
however, the manufacturer managed to reach a settlement with the Department of 
Justice, which made the consumer organization "Public Health Citizen" speak of a 
"travesty of justice". Such developments contribute to an undermining and devastating 
prejudice among the general public: in health care, one sticks to the slogan "earn as you 
learn", even if this is at the expense of the patient’s safety. Meanwhile, the US Congress 
reacted adequately by introducing the Safe Medical Device Act, while the FDA now 
demands test procedures that are even stricter than before. Because of the numerous new 
products and the extensive bureaucracy of the FDA, more and more US manufacturers of 
medical devices take refuge to Europe and Asia to carry out their experiments. There, 
pioneers and entrepreneurs find co-operative governments and co-operative medical 
professionals. 

Another current example of counterproductive distant regulation involves the silicon 
breast prostheses. After more than 25 years of breast implantations, the FDA stated that 
proper research on the interaction of silicon and the human body was never performed 
and that adequate postmarketing surveillance had not been carried out either. The 
implantation of silicon prostheses was subsequently prohibited [14]. 

The US Law on Product Liability stipulates that also the suppliers of raw materials 
and components can be held responsible for the damage suffered by the end-user, in this 
case the patient. As a consequence, enormous insurance claims were submitted to the 
supplier of the raw material for the silicon breast prosthesis, who subsequently withdrew 
from the market. Today, hardly any silicon breast implant is manufactured in the USA. 
As a result of the enormous financial consequences that were brought on by producing a 
simple material such as silicon, suppliers of other basic materials, such as micro- 
electronics and ceramic materials, followed this example and withdrew from the market 
as well [15]. In contrast to the large quantities of raw materials supplied for use in the 
industry, the quantities supplied for medical use were only small. Nevertheless, due to 
the insurance claims following the simple use of silicon in breast prostheses, product 
liability represents too big a risk, even tens of years later. 

An article in the Dutch newspaper "De Volkskrant" of November 12, 1993, with the 
appealing heading "Du Pont does not dare to continue the manufacturing of artificial 
legs", informed us about this problem [16]. On further reading, it became clear that the 
US-based company Du Pont de Nemours had supplied polytetrafluorethene to another 
company, which had used it to manufacture a (not very successful) jaw implant. This 
transaction had only the value of a few Dollar-cent pieces, whereas the legal costs to 
neutralize the insurance claims amounted to tens of millions of US dollars. 
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5 About Electronic Devices and Information Technology 

These examples demonstrate that disregarding obvious safety requirements can lead to a 
victim crisis (the Shiley case), a compensation crisis (the breast prostheses), and a 
biomaterials crisis, which can severely damage an entire branch of industry. There is no 
reason to believe that risks of liability differ from other industries. In contrast, health care 
is used to failures as the phenomenon is unstable and adverse outcome often is seen as a 
complication or bad luck additional to the disease. 

Smart devices such as pacemakers may give problems. For instance, the FDA’s 
Medical Device Reporting System contains examples of an implantable pacemaker 
that was designed switch functional modes from ’monitor + therapy’ to ’monitor only’ 
and visa versa by exposure to a magnetic field. In the ’monitor only’ mode, the 
pacemaker will not generate pulses to activate that heart when needed. Thus, the 
patient may carry a device that functions correctly according to design specifications. 
The neat feature of the functional mode switch activated by a magnetic field, though, 
may become killing when the pacemaker is switched to ’monitoring only’ mode 
unnoticed. The reports show that system failure can occur while passing through an 
airport metal detector, while playing with an electrical toy at home, or while carrying 
a magnet to pick up nails. The physician’s manual does not guide the patient after he 
leaves the doctor’s office. It states that an active pulse generator is deactivated when 
place in a magnet field for 30 seconds... and that patients should avoid equipment or 
situations where their device would be exposed to strong (>10 gauss) magnetic fields. 

This example demonstrates again that the context of the operational phase of this 
medical device was not taken into account adequately during the design and 
development of the dependable system. Flowever, failure awareness amongst patients 
and cardiologists is not high. Sudden death is a consequence of the disease, and a post- 
mortem examination rarely takes place. Removal of the device for a check-up is even 
more rare. Serial accidents with radiation equipment have been documented. Bugs in 
software determining intensity of the radiation or the location were found to be the cause 
of serious radiation damage. Anecdotal reports of data representation on anesthesia 
monitors may be found on Internet. Flowever, no big cases so far in terms of numerous 
victims or stupidities. Medical equipment and smart devices seem to do pretty well, and 
failure is either well accepted or acceptably dealt with. 

Nevertheless, public outrage should never be underestimated as a cause for a hard 
business interruption. According to Sandman, public outrage will increase when 
accidents are associated with a) a poor physical outcome such as death or serious 
disability; b) a large scale-occurrence; c) the fact that the risk was not self-chosen (like in 
sports or traffic), but imposed by a doctor who used his equipment; d) the observation 
that the risk affects the poor and weak, or just women and may be experienced as unfair 
[17]. 



6 Medical Technology in the Hospital 

Safety measures reduce the fear of risks and are effective as such when they are logic 
and clear to the public. However, when this is not the case while the risk can be seen or 
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heard, as is caused in the Amsterdam district "Bijlmermeer" by low-flying planes 
approaching Amsterdam airport, a lot of energy has to be invested in credibility. Without 
credibility, safety measures do not improve the risk acceptance. When undergoing a risky 
procedure, the patient is usually anaesthetized, whereas the risk of a heart valve that may 
fracture was imperceptible until the first media reports. It also applies to health care that 
risk acceptance is enhanced by the credibility of the safety measures and correct claim 
settlement in case of damage. 

Hospitals have the habit to show just their hardware during guided tours or in TV 
programs. When visiting a "safe" plant, like a nuclear or chemical process industry, the 
visitor first of all notices the special clothing, helmets, the flashing lights on the control 
panels and the safety instructions. The doctor’s white coat, which has lost its sacred aura 
by now, cannot stand the comparison. Safety in hospitals will therefore have to be 
demonstrated to patients in a different manner. 

This is especially important when a new technique is introduced. An example of such 
a technical improvement was the use of minimally invasive surgery or "key hole 
surgery". Although the number of complications is not much higher than in conventional 
surgery, or, which is more likely, may even be lower, very serious complications can 
occur, leading to disability and death, which could have been avoided in case of a better 
control of the technique. The profession has recognized this safety problem, but at that 
time this had become overdue. This gave cause for discussions on the learning curve, the 
distribution of new technology and training programs [18]. Of course, it will always 
remain a shame that there were unnecessary victims. 

Some knowledge of safety principles within the companies that had pushed the 
devices on the market, among the doctors, and in the hospitals where this technology was 
so rapidly and passionately embraced, could have prevented the damage to patients. The 
most difficult aspect is controlled distribution, well-trained doctors, and a minimal 
number of victims during the learning period. The principle "profit by safety for 
everybody" should be the guideline when treating patients with new technologies. 



7 Doctors and Engineers: Let’s Make Things Safer 

Safety and reliability of equipment and implants contribute largely to the credibility of 
modem medicine. The exposure of failures may result in outrage, blame and claims. So, 
one has to encourage reporting on unsafe practices for the sake of a higher principle than 
business: damage control and improvement. This process asks for protection, which 
ought to be given by regulations and tmst with the profession and patients. Learning from 
failures and improving shortfalls becomes even more difficult, when it is not even clear 
that an equipment flaw causes an adverse event. Too often users blame equipment for 
personal and/or organisational failure. In contrast, this same attitude prevents early 
detection of precursors of equipment failure. Therefore, equipment failure only becomes 
apparent in case of unexpected outcome, huge damage or a complete breakdown. The 
latter is the "safest way" of device failure, as for that situation back-up scenario’s or 
replacement are available. The millennium-bug threat is creating awareness for large- 
scale one-time failure. But what about these slowly progressive deviations of what are 
believed to be a tme representation of reality? 
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Therefore, in order to make things safer, users have to be educated to look for 
potential failures and to remain critical towards what is considered acceptable and safe 
output. As Leveson and Turner [19] conclude from the Therac-25 case study, "it is clear 
that users need to be involved". Users found the problem with the Therac-25, forced the 
manufacturer to respond, and organised the Therac-25 user group meetings that were 
important to the resolution of the problem. 

A second approach relates to increased awareness where software is vital to processes 
and what such a dependency means. This attitude prevents surprises, learns users to 
accept failures, and stimulates to maintain back-up scenarios. In all health care systems 
doctors are responsible and liable for equipment and implant failure occurring during the 
course of treatment. Of course, they may transfer this burden to another party such as the 
manufacturer or the maintenance service provider. Therefore, depending on the 
complexity and vital status of equipment or infrastmcture the practitioner is a key role 
player as buyer, operator and controller. This implicates that medical professions will 
change from more gendy touching (which is called minimal invasive) to smarter and 
more distant sensing (which is called intelligent monitoring). The efficacy and safety of 
this approach depends largely on engineers with a touch of medicine and doctors with a 
touch of information technology. 



Epilogue 

Will programmable electrical or electronic medical devices ever be safe and reliable 
enough? The metaphor of the butcher’s, doctor’s and murderer’s knife comes into mind. It 
depends on the user. However, equipment is more complex and often more powerful. 
Information technology is considered feasible and controllable. It therefore, generates 
high expectations of performance. The comparison of software with the genetic control 
of life processes emerges. Embedded software flaws determine, similar to embedded 
errors of genetics primary success, early failure (cancer), and durability (ageing). Putting 
software reliability in the perspective of other life cycles, we may conclude that - 
fortunately - it well never be safe enough. 

In contrast to this philosophical approach we must be aware of the fact that 
information technology is business, ruled by the laws of profit making, cost 
effectiveness, minimal standards of expected performance and risks of litigation. Within 
that framework we must observe that commercial interests are dominant and that health 
care is a business world like others. Users are relying heavily on what them is promised, 
although their good faith is betrayed so now and then. Therefore, the ultimate 
consequence of software transfer to doctors and patients is to make it even softer. This 
means that products must be experienced as reliable enough, useful enough and as an 
enrichment of daily medical practice. At that stage, Quackery is not that bad in the 
ongoing battle to prolong a happy life. 
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Towards Automated Proof of Fail-Safe Behavior 
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Abstract. Formal risk analysis (FRA) is a means for automatic generation of 
fault trees for failures of sensors, actuators, and other input and output devices. 
FRA can be used to automate significant parts of the manual fault tree analysis 
work, and hence automate the proof of fail-safe behavior. Because FRA is based 
on information that is already used for formal verification, no additional effort is 
necessary for the automatic generation of fault trees with FRA. While formal 
verification focuses on the functional aspects, in particular safety functions, the 
fault tree analysis with FRA focuses on the system integrity. FRA significantly 
reduces the effort for the generation of fault trees. This paper describes Formal 
Risk Analysis and its application for the proof of fail-safe behavior. 



1 Introduction 

One of the most laborious tasks related to safety-related control systems such as 
controllers for chemical or nuclear plants, interlocking systems, or - increasingly - in 
the automotive industry is the prove of the fail-safe behavior of a system. One of the 
methods used for this proof is fault tree analysis (FTA). 

By means of Boolean logic, fault trees represent the relationship between causes 
and undesired or hazardous events. Fault trees are usually generated manually. Highly 
skilled, experienced engineers analyze the system based on existing documents that 
describe the system. Considerable knowledge, system insight, and overview are 
necessary to consider many failure modes and their consequences at a time. This ma- 
nual work is error-prone, costly, and usually incomplete. FTA can be started early in 
the design process. Typical questions are: Does the chosen design meet the reliability 
and safety requirements? What are the most critical components? Design options can 
be judged reasonably. Expensive design errors can be detected early. FTA is proven 
and accepted in reliability and safety engineering. 

In safety-related systems, both the safety function and the safety integrity of the 
system have to be demonstrated. 

Functional safety can be proven using formal verification techniques. One of these 
techniques is the model checking approach. Our approach extends this process of 
formal verification by the analysis of the effect of failures. Formal models used for 
verification are reused for FRA. 
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This paper describes a possible application of Formal Risk Analysis (FRA), namely 
its use for the proof of fail-safe behavior. First we describe principles and an imple- 
mentation of FRA. This also includes important underlying concepts like finite state 
machines, symbolic model checking and ordered binary decision diagrams. Then we 
discuss a case study: An elevating rotary table of a production cell for which a com- 
plete fault tree for sensor failures has been generated automatically. We conclude with 
a description of how FRA can be used in the proof of fail-safe behavior. 



2 Formal Risk Analysis 

Formal risk analysis is a particular way to automate FTA. Some approaches for the 
automated generation of fault trees already exist. For example, Allen’s approach ([2], 
pp. 22) requires a second description that is sufficiently formalized for the generation 
of fault trees. This description is generated manually which causes additional effort 
and is error-prone itself 

Besides information on the system’s behavior during normal operation, design do- 
cuments also comprise implicit information on the system’s behavior in case of 
failures. With the FRA approach, we make use of such existing documents and 
specifications. No additional, manual modeling is necessary. 

The system comprises a controller and the controlled process. Controller and 
process communicate via sensors and actuators. Both, controller and process are repre- 
sented formally. The formal specifications consist of the Technical Process Descrip- 
tion, the Controller Specification, the Failure Model, and the Safety and Liveness Re- 
quirements (Figure 1). The controller specification is used both to generate the execu- 
table code for the controller and for the verification. In FRA, the technical process de- 
scription is used for the formal verification of safety and liveness requirements of the 
system. The failure model specifies which types of failures of actuators or sensors 
shall be assumed: 

• Intermittent or persistent 

• Single failures or multiple failures 

A failure of an actuator or sensor means that the respective device may show any 
value that the controller recognizes or is able to generate, namely all declared values 
for the device. The above-mentioned specifications are now used to automatically ge- 
nerate a set of all failures of sensors and actuators of a system that might lead to an 
undesired event. 

Relationships between possible causes (failures) and the undesired event are 
generated in form of a fault tree. This fault tree is complete, i.e. all simulated failures 
of sensors and actuators that might cause a violation of the safety and liveness 
requirements are identified and shown in the fault tree. 




Towards Automated Proof of Fail-Safe Behavior 171 



Technical Process Description Controller Specification 




Fig. 1. Generation of cause effect graphs based on formal specifications 



3 Finite State Machines as System Models 

To represent the system comprising controller and the technical process, finite state 
machines are used. They are often used to specify systems with a discrete state space. 
Finite state machines are appropriate representations in, for instance, digital circuit 
design or telecommunication applications. 

Finite state machines represent the controller and the environment in an 
intermediate format called FSM (short for finite state machine). 

The controller is represented by a deterministic state machine. The model is written 
in CSL (Control Specification Language). Together with the process model, this is 
translated into the intermediate FSM format which in turn is used for both verification 
(by model checking) and generation of executable code. 

In general, the process is non-deterministic, and so is the corresponding model. 
Initially, the verification assumes that the process may produce any arbitrary input for 
the controller (that is, the process specification is empty). This will in most cases yield 
unreasonable inputs to the controller. By means of assumptions in the process specifi- 
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cation, transitions of the process are restricted to those that are physically reasonable. 
Reasonable means: The process observes certain physical laws. For instance, if the 
(failure-free) actuator for a motor commands stop, the related physical entity (e.g., the 
table) will not move. 

Usually the process specification needs not be very detailed since its only purpose 
is to restrict the state space of the controller to reasonable transitions. Typically these 
restrictions are generated as the need arises during the verification process. From a 
verification point of view it is even desired not to make more restricting assumptions 
on the process than necessary. Writing these restrictions, i.e. the process specification, 
is a critical task: Too restrictive a process specification may cause both verification 
and FRA to prove properties that are not valid for the real system. Flowever, once 
there is a suitable system specification, it is reused for formal risk analysis. 



4 Symbolic Model Checking 

For FRA we use the same symbolic model checker [10] as it is used for system 
verification. The model checker is based on ordered binary decision diagrams. These 
represent both finite state machines, and safety and functional requirements. 

Deterministic finite state machines can be characterized by a set of recognized 
input symbols, a set of output symbols, a state space, an initial state, a transition 
function, and an output function. For non-deterministic machines, the transition func- 
tion and the output function are replaced by a transition relation that describes transi- 
tions together with related outputs. 

Both, functions like the transition and output function, as well as the transition 
relation can be represented by characteristic functions. Ordered binary decision 
diagrams are used to efficiently represent the characteristic function. Ordered binary 
decision diagrams (BDDs) were introduced by Bryant [6] based on binary decision 
diagrams ([11], [1]). BDDs can be analyzed and manipulated easily. For Boolean 
functions and the systems they represent, many operations are available. For example, 
tests (e.g., for functional equivalence, or satisfiability), application of algebraic 
operations, composition, and logic operations (a, v, — i, 3, V). 

Functional requirements for a system including those for safety functions can be 
expressed using temporal logic [8]. Conditions or changes in time can be expressed. It 
can be expressed, that there will never be a deadlock (liveness requirements) or that an 
unsafe state of the system will never be reached. The following temporal operators can 
be used to express these requirements: 

Xf is true in the present iff (short for if and only //)/will hold in the next state. 

F f is true iff/ will hold for some state in the future. 

Gf is true iff/ will hold at any moment in the future. 

EFf is true iff/is possible in the future. 

A safety function requirement may be that a state unsafe is never reached, in 
temporal logic: NOT (EF unsafe). 
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Symbolic model checking is used to check temporal logic specifications for a given 
finite state machine. Basically, a reachability analysis is performed on the finite state 
machine starting from the initial state. 



5 Fault Tree Generation 

For fault tree generation, we have to consider two aspects which are discussed below: 

• Which kinds of faults are to be modeled? 

• How shall we model them? 

5.1 Types of Faults 



Single Faults. Only one fault is considered. In many applications, particularly in fail- 
safe systems, it is the goal to prove that any single fault is dealt with appropriately 
(e.g., shut-down in sufficiently short time). If this can be proven it is not required to 
consider multiple faults. 

Multiple Faults. It is considered possible that the system exhibits more than one fault 
at a time. Even faults that are not critical as single faults might, in combination with 
others, be critical now. 

There is another distinction: A fault can be intermittent or permanent. Intermittent 
means: During model checking we follow both paths, the path(s) for the correct sensor 
value and the path(s) for the faulty sensor value. Permanent means that we follow the 
path for the faulty value only. 

The choice of the appropriate fault model is not trivial. The worst case fault model, 
namely the model that identifies all critical paths, is to be chosen. In our case study, 
the intermittent fault is worst case with respect to the given safety requirement. For 
liveness requirements this modeling approach may not yield all deadlocks, i.e. the 
intermittent fault is not worst case. However, the permanent fault is not worst case 
either. In case of intermittent faults, the system may follow transitions that are 
possible due to the fault only but avoid a deadlock. For instance, one could imagine 
systems with intermittent faults leading to potential deadlock situations. Once the 
system is in that area of potential deadlock situations, it would not get out of deadlocks 
in the presence of permanent faults. Violation of liveness requirements may also 
impact safety functions. For example, the emergency shutdown of a system might be 
prevented by a deadlock. Essentially, the maximum number of steps between two 
states is of interest here. Approaches like [9] are applicable. In general, how to appro- 
priately model faults for the verification of liveness is an area for future work. 
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5.2 Fault Injection 

There are different ways to model the effect of failures: explicit modification of sensor 
and actuator images, or the implicit behavioral failure modeling. In the following, 
these alternatives are described for intermittent sensor faults (Figure 2). This is similar 
for permanent faults. The principle is the same for actuators. 

Figure 2a shows a simple example that contains a controller’s finite state machine 
and a finite state description of the controlled process, both without failure. It is 
assumed that these finite state machines asynchronously trigger state changes. The 
sensor X and the actuator Y are the interface. Sensor X provides values x. as inputs to 
the controller. Actuator Y transforms software outputs into process inputs. The initial 
state of the system is (x^, y^). This is the combination of the initial states of the 
controller and the process. Due to the logic of the system, only a few combinations of 
controller states and process states are reachable. 

Assume there is an intermittent failure of a sensor X such that sensor X sometimes 
signals x, instead of Xg. The following may happen: 

• The system performs all correct state changes, if the sensor works correctly, or 

• the system may perform state changes that are associated with the value Xj of state 
variable X in those situations where X is Xg. 



5.3 Modeling with Explicit Sensor Images 

Figure 2b shows an explicit failure model of the failure Sensor X sometimes signals x, 
instead ofXg. The explicit modification of the model makes use of an image of the sen- 
sor and actuator values (primed state variables in Figure 2b). This image represents 
what the controller „thinks“ to be the status of the process as opposed to the real sta- 
tus. Explicit modeling injects the failure into the controller’s image of inputs. If neces- 
sary, the image has to be generated. Since all sensors are known, this generation is au- 
tomatic. 



5.4 Implicit Behavioral Sensor Failure Modeling 

As an alternative, failures can be represented by appropriate modifications of the 
software’s finite state machine. The above mentioned failure can be represented by 
adding the bold, dashed transition (Figure 2c). 

Formally speaking: If R is the characteristic function of the system’s finite state 
machine then R ’ is the characteristic function of the system with the above mentioned 
intermittent failure: R’ = RV (R\g,^^iAX=xO). 
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5.5 Implicit vs. Explicit Modeling - The Pros and Cons 

The explicit approach is at first sight the more elegant and clearer way. This is due to 
the fact that it distinguishes between what the state of the process really is and what 
the controller assumes to be the state of the process. This clear distinction is very use- 
ful in the analysis of critical failures because it eases the comprehension. The counter 
examples for the violation of the specified safety or liveness condition generated by 
the model checker are hard to read with the implicit modeling approach. 

But the explicit approach introduces new state variables for the image of inputs and 
outputs, which in turn increases the state space of the system. This may be critical 
since the state explosion problem cannot always be avoided with an BDD-based 
approach. For the case study described below, the size of the models increased by 
about 30%. The increase for other systems will be a concern of future work. 



5.6 The Actual Fault Tree Generation 

The generated model is used to check whether and how states that violate system 
requirements, for instance, safety function requirements, can be reached. One model 
for each failure is generated. Since all necessary information is contained in the 
system’s finite state model, the modifications that represent particular failures can be 
introduced automatically. Each model is subjected to the model checker. Failures, that 
may cause safety violations, are reported in the generated fault tree. If there are no 
such failures the fault tree is empty. 



5.7 Complexity 

When applying finite state machines to discrete systems, computational complexity 
often is a problem since the number of states of a finite state machine increases expo- 
nentially in the number of state variables. Efficient representations are essential for 
real systems. 

The variable order of BDD variables is critical for efficient representation [7]. For 
some variable orders, the computational complexity of BDDs is exponential. The 
identification of an optimal variable order is an NP-complete problem [4]. However, 
for many real applications good variable orderings are known, and BDDs are efficient 
representations for the corresponding Boolean functions. Large hardware designs have 
been verified using finite state machines represented by BDDs ([8], e.g.). 

Besides the complexity that is inherent to the system models and model checking, 
FRA has its own complexity. That is, for m sensors where the ith sensor may indicate 

values, the current FRA approach requires the generation of A models: 

N = ( 1 ) 

i=i 

For a more detailed description of the FRA algorithm see [13]. The can be reduced 
by using failure catalogues that represent only those failure modes that are really 
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possible for a device. For fail-safe components, for instance, this would considerably 
reduce the number of models since fail-safe components typically exhibit only one 
failure mode. 



6 A Case Study: Elevating Rotary Table of a Production Cell 

The example (Figure 3) is taken from [12] to illustrate FRA: The production cell 
processes metal blanks which are conveyed to a press by a feed belt. A robot takes 
each blank from the feed belt and places it into the press. (..) The task of the elevating 
rotary table is to rotate the blanks (..) and to lift them to a level where they can be 
picked up by the first robot arm. 



Production Cell 




Fig. 3. The production cell 



The actuators and sensors of the rotary table are: 



Actuator 


Name 


Values 


Vertical Movement 


vmov 


plus, minus, stop 


Horizontal Movement 


hmov 


plus, minus, stop 


Sensor 


Name 


Values 


Vertical Position 


vpos 


yO, yl, y2 


Horizontal Position 


hpos 


xO, xl, x2 


Part on Table 


part_on_table 


yes, no 



The initial position (Figure 4) is hpos=xO, vpos=yO, there is no movement 
{hmov=stop, vmov=stop). The vertical movement (vmov=plus) of the rotary table 
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commences as soon as there is a part on the table (part_on_table=yes). When vpos=yl 
is reached the table starts to turn {hmov=plus). After a while the table arrives at the 
target position (hpos=x2, vpos=y2) so that the robot can take the blank from the table 
(part_on_table=no). Then the table begins to return to the start position: First it rotates 
horizontally only (hmov= minus). When it reaches the position hpos=xO, the vertical 
movement begins (vmov=minus) and the horizontal movement is stopped 
(hmov=stop). As soon as vpos=yO, the vertical movement stops, too (ymov=stop). 




Fig. 4. Movement of the rotary table 

The controller has been programmed using the state-machine language CSL (Con- 
trol Specification Language) (Figure 5). CSL ([3]) is similar to commercial program- 
mable controller languages, e.g., HiGraph. The software contains declarations of 
variables and transition rules. Variables that are declared as inputs are connected to 
sensors. Output variables provide data that is propagated to actuators. These type 
declarations are used by FRA to determine the sensors connected to the controller and 
their possible values. The variables’ default values define the system’s initial state. 
The transitions are specified as rules. Their left hand side define preconditions. If 
these are fulfilled, the transition rule causes modifications of variable values in the 
next state. This is denoted by the next state operator * * in the right hand side of the 
rule. Rules use logical operators (e.g., /\,\/). 



StateVariables 

input vpos : [yO, yl , y2] default yO ; 

input hpos : [xO, xl , x2] default xO; 

input part_on_table : [no, yes] default no; 

output vmov: [stop, plus, minus] default stop; 

output hmov: [stop, plus, minus] default stop; 
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Transitions 



start up : = 


(part on 


table = yes 


/\ 


vpos 


= yO) 


= = > 


( * * vmov 


= plus) ; 








rotate : = 


(part on 


table = yes 










/\ vpos ; 


= yl /\ hpos 


< 


x2 ) 




= = > 


( * * hmov 


= plus) ; 








stophigh : = 


(part on 


table = yes 


/\ 


vpos 


= y2 


= = > 


( * * vmov 


= stop) ; 








stop rot : = 


(part on 


table = yes 


/\ 


hpos 


= x2 ) 


= = > 


( * * hmov 


= stop) ; 








rot back:= 


(part on 


table = no 










/\ vpos ; 


= y2 /\ hpos 


= 


x2 ) 




= = > 


( * * hmov 


= minus) ; 









start_down:= (part_on_table = no 

/\ hpos = xO /\ vpos = y2) 

==> (** hmov = stop /\ ** vmov = minus) ; 
stoplow:= (part_on_table = no /\ vpos = yO) 

==> (** vmov = stop) ; 



Fig. 5. The controller specification 

In Figure 1, this software is depicted as Controller Specification. The behavior of 
the process {Technical Process Description in Figure 1) as well as the Safety and Live- 
ness Requirements have been described using a temporal logic language that is used in 
the model checker environment. 

There is a safety condition for the rotary table; The table must not move to the 
Forbidden Area (Figure 4). Figure 6 shows the safety part of the safety and liveness 
requirements: There should never (~(ef(...)) be a collision, which will occur if the table 
is not elevated but moves to a horizontal position different from hpos=xO. 



collision := vpos=yO/\ (hpos=xl\/hpos=x2 ) . 
safety := ~ (ef (collision) ) . 



Fig. 6. Safety specification 

FRA for the elevating rotary table is performed as described above. The table uses 
three sensors. Two of them distinguish three values. The third sensor signals Boolean 
data. This causes 14 possible failure situations that translate into 14 different finite 
state machines. 
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Fig. 7. The fault tree generated for sensor failures 

FRA produces the fault tree in Figure 7. The predicate of the top event describes 
the violation of the safety requirement. The analysis reveals four states that fulfill this 
predicate, i.e., violate the safety requirement. These states are reachable if the sensor 
failures associated with the leafs of the fault tree occur. Some of the failures can 
obviously cause the effect. These are failures of the sensors that indicate positions. 
When the sensor for the vertical position signals yl at position yO, the control software 
starts the horizontal movement. This may lead to a violation of the safety requirement. 
A similar situation is caused by failures of the sensor for the horizontal position if the 
table is moving back to its initial position. On the one hand, these effects are obvious. 
Formal analysis is probably not necessary to demonstrate them. On the other hand, the 
formal analysis revealed failures of the sensor part_on_table as potential causes of 
safety requirement violations. These are not obvious. A manual analysis of the 
software robustness would probably not reveal them. 
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The fault tree is shown in our CEG-Tool. The CEG-Tool can be used to modify 
fault trees: Probabilities for initiating events can be provided. This tool can also be 
used to attach component cause effect graphs, a special type of fault trees, in order to 
model component failure events. 



7 Proving Fail-Safe Behavior 

Besides other applications such as reliability analysis or cost-optimized designs, FRA 
can be used to automate important parts of the proof of fail-safe behavior. A system 
like the one shown in Figure 8 is susceptible to failures in different areas. The human 
operator is prone to errors and mistakes. Besides that, the input and output devices that 
the operator uses to control the system may exhibit failures. The controller itself and 
the sensors and actuators are subject to failures. The process may show a behavior that 
is unknown or unexpected. 

The model used for FRA covers failures of input devices, output devices, actuators, 
and sensors since input and output devices are similar to sensors and actuators. 

Typically failures of the controller are too complicated to be modeled with FRA. 
Here design approaches such as dual- or three-channel architectures or vital mono- 
processors may be reasonable. 

Assumptions on the process or human operator can be represented in the so-called 
process description of FRA (see Figure 1). If there are no such assumptions on the be- 
havior of the human operator in the process description, even the operator’s errors are 
taken into account. Similarly, if the system model has no assumptions on the technical 
process, all possible reactions of the technical process are taken into account during 
FRA. In this case unexpected behavior of the technical process is covered by FRA. 

If assumptions on the process or the human operator have to be made, these should 
be regarded safety-critical and validated with appropriate care. But, as opposed to 
other approaches, FRA clearly states which assumptions are critical for the proof. 



8 The Design Process for Fail-Safe Systems 

While formal verification (the Verification bubble in Figure 1) focuses on the functio- 
nal aspects, in particular safety functions, the fault tree analysis with FRA focuses on 
the system integrity. Below we discuss the application of FRA for a fail-safe design. 
Many systems are required to be fail-safe, i.e. in case of a failure the system remains 
in a safe state. But it is unacceptable if the system would be unavailable due to fre- 
quent failures. The design process for a reliable fail-safe system may look like this 
with FRA (Figure 9): 
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First, the system (without failures) is verified against operational requirements and 
safety requirements. The assessment of results may show that the system satisfies both 
operational and safety requirements. If it is not, the system design is changed 
accordingly and re-verified. 




Fig. 8. A system susceptible to faults and failures 

Next FRA is used to show that the system is safe even in the presence of failures. 
This takes into account safety requirements and all failure modes modeled with FRA. 
If FRA produces an empty safety fault tree, we have a functionally correct fail-safe 
system design. If not, appropriate redesign is initiated. 

The fail-safe system design is then analyzed regarding functional and liveness 
requirements in the presence of failures. FRA will produce a fault tree that represents 
the relationship between failures and possible violations of the functional and liveness 
requirements. Failure rates of sensors and actuators are taken into account to calculate 
the system’s failure rate. If acceptable, the system design is reliable and fail-safe; if 
not, appropriate redesign starts. 
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Fig. 9. Design of reliable fail-safe systems 



9 Summary 



FRA automatically generates complete fault trees for sensor and actuator failures. 
There is almost no additional effort to generate the fault trees because this generation 
makes use of existing documents. FRA is a means to automate significant parts of the 
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proof of fail-safe behavior. Fault modeling and computational complexity require 
further investigations. FRA is expected to 

• significantly reduce costs associated with manual FTA, 

• provide dependable reliability and safety figures, 

• and enhance the completeness, and accuracy of FTA. 
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Abstract. The multi-language environment Synchronie supports the 
design and formal verification of synchronous reactive systems. Presently, 
Synchronie integrates three synchronous languages, Esterel, Lustre, 
and Argos. In the synchronous approach, not only the system but also 
its properties can be specified using a synchronous language. In Syn- 
chronie properties can be formalised textuaJly as Esterel or Lustre 
programs, or graphically as Argos programs. Moreover, properties may 
also be specified as temporal logic formulas with past or future opera- 
tors. It is shown how to specify and automatically prove properties of a 
time-triggered protocol taking advantage of this environment. 



1 Introduction 

This paper demonstrates how the multi-language environment Synchronie [13] 
can ease the formal verification of reactive systems. Reactive systems continously 
react to stimuli from their environment. They are often embedded in electronic 
products, mass transportation systems, and industrial plants. Since malfunction 
of such systems may well impose economic penalties or introduce unacceptable 
risks of personal or environmental damage, rigorous validation is important. 

The synchronous paradigm is considered as particulary well suited for devel- 
oping such systems, since properties such as reactivity (i.e. the system always 
reacts to an input and the unique reaction terminates within a fixed amount of 
time) and satisfaction of timing constraints can be guaranteed. The synchronous 
paradigm views a system run as a sequence of events which individually consist 
of a computation step and the exchange of signals (possibly with data) between 
system and environment. Synchronous languages are based on the synchrony 
hypothesis [1] which stipulates that calculations are carried quickly enough so 
that, for the environment, output signals appear to be synchronous with the 
inputs. Thus, time is divided into non-overlapping instants where reactions take 
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place. Note, that a synchronous system is deterministic, in spite of the fact that 
it can be made of several parallel components. 

Several synchronous languages have been developed [5] . They look quite dif- 
ferent: Argos, for instance, a Statechart variant, is graphical in style, Esterel 
is imperative, and Lustre is data flow oriented. Integrating these languages, 
Synchronie enables multi-style design: the designer is free to adopt the lan- 
guage most appropriate for different aspects of the same design. The integration 
of the languages is achieved via a common semantic model, called Synchronous 
Components [8]. A Sijnchronous Component consists of a control and a data 
part. The control part, called Boolean Automaton, is basically a kind of finite 
state machine encoded by a set of Boolean equations. It is used to represent the 
control part of a synchronous program which calculates the instantenous reac- 
tion: given a set of input signals provided by the environment, the set of output 
signals to be fed back to the environment is calculated. The data part, triggered 
by the control part, calculates the values, if any, of the emitted signals. This 
paper concentrates on the verification of the control part, since the properties 
one is interested in mainly concern the emission of the right signals at the right 
instant. 

It turns out that Boolean Automata can easily be tranformed into the input 
format of the existing model checkers SMV [10] and VIS [4]. Hence, properties 
to be checked can be formalized in CTL (Computation Tree Logic) [3], the 
specification language used by the tools, and a logic widely accepted in the 
hardware community. However, specifying properties in CTL may be awkward. 
The synchronous approach provides a simpler way of specification: the same 
language which is used for modeling the system may also be used to formally 
specify safety properties. In addition, Synchronie supports PTL, a logic with 
past temporal operators [9,2]. Hence, in Synchronie properties to be checked 
may be specified in either logic or in any of the synchronous languages. This 
multi-language aspect is a unique feature of Synchronie. 

The flexibility of such an environment for formal verification is demonstrated 
using the example of the time-triggered communication protocol PROSA (Pro- 
tocol for Safety-Critical Applications) [14]. 

The paper is structured as follows. The next section. Section 2, introduces 
the multi-language environment provided by Synchronie and its use for formal 
verification. Sections 3 and 4 present a simplified model of the protocol, explain- 
ing those parts which are needed for understanding the verification. Section 5 
is devoted to the formal specification and verification of protocol properties. 
Finally, Section 6 concludes the paper. 

2 The multi-language environment Synchronie 

The multi-language environment is provided by Synchronie, a (prototype) 
workbench for constructing and validating reactive systems. The workbench 
supports synchronous and object-oriented design from the system’s specifica- 
tion to the generation of efficient software or hardware. In addition to the syn- 
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chronous languages Argos, Esterel, and Lustre, an inhouse object-oriented 
synchronous language called synchronousEiEEL is provided which integrates syn- 
chronous languages (currently Esterel and Argos) with the object-oriented 
language Eieeel. The workbench provides tools for editing, compilation, simu- 
lation, test, verification, debugging, and code generation. 

A unique feature of Synchronie is the semantical integration of the sup- 
ported synchronous languages. The rational for this integration is that the differ- 
ent styles of the synchronous languages reflect different application areas: while 
a declarative dataflow language like Lustre is well suited for signal oriented 
applications (continuous behaviour) as in navigation systems (sampling with 
different related frequencies), Esterel and Argos are adequate for modelling 
control oriented spontaneous behaviour with interrupts. Since complex reactive 
systems often consist of components with different characteristics, it is desirable 
to formulate each component in the most appropriate style. 



2.1 Language integration: the role of Boolean Automata 

Within Synchronie, language integration is understood at a much deeper level 
than if it were limited to some external call mechanism. The workbench is 
founded on a common semantical model of synchronous programs called Syn- 
chronous Components. All the synchronous languages can be (and the supported 
ones in Synchronie are) compiled into this format. All other tools, for instance, 
linker, reactivity checker, verifiers and code generators, are working on this for- 
mat and therefore source code independent. The control part of a Synchronous 
Component, being a Boolean Automaton (BA for short), may be translated into 
any programming language and also into hardware (netlists). Since Boolean ex- 
pressions are part of any language, their translation is simple. 

A BA contains two kinds of objects: signals and registers. If the Boolean 
equation of a signal evaluates to true, then the signal is emitted. A state of 
the BA is characterised by all the registers whose Boolean equations evaluate 
to true. The signals appearing on the right hand side of an equation refer to 
the present instant while the registers refer to the values in the previous instant. 
For registers, the Boolean equations are to be solved in parallel. For signals, the 
Boolean equations must be solved in an order that has to be found. If such an 
order cannot be found, there is a causality problem [1]. 

2.2 Verification in Synchronie 

Automatic verification in Synchronie is based on BA. They allow various ways 
to specify and verify properties. 

Since a BA can easily be transformed into the input formats of the model 
checkers SMV and VIS, those model checkers can be tied to Synchronie al- 
lowing to use CTL for specifying properties. CTL is a branching time temporal 
logic with future operators. The model checker automatically checks whether 
the property is verified by the program. This is a well-known way to specify and 
verify (temporal) properties. 
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On the other hand, a BA is an automaton, and an automaton is a language 
generator as well as a language acceptor. Taking this second interpretation of an 
automaton, a BA can be used to represent the property working as an acceptor 
for the computations of the program. For any instant, if the property is true for 
the computation, the associated BA emits the special signal ok. To check that 
the program verifies the property, it is sufficient to compose in parallel the BA 
of the program with the BA associated to the property and to feed the resulting 
BA to some model checker. The model checker can check whether ok is in the 
label of every state of the reachability space, i.e. it is emitted constantly. If yes, 
the program verifies the property expressed in the BA. This approach has been 
taken in [15] and specialised to the synchronous context in [6] where a property 
written as a synchronous program is called an observer. 

Presently there are two ways to specify BA acceptors in Synchronie: a 
property may be specified either as a formula in the logic PTL which can be 
translated into a BA [2], or as a program in a synchronous language which is 
translated into a BA by the same compilers that translate programs. 

To sum up, Synchronie supports three main ways to specify and automati- 
cally verify properties: using the logic with future operators CTL, using the logic 
with past operators PTL, and using any of the synchronous languages. Note that 
in any case, the original programs themselves, via their compilation into BA, are 
proved, hence no extra models need to be drawn for verification purposes. 

3 Informal description of the protocol 

The protocol for automotive applications presented in [14] is a time-triggered 
protocol [7] which allows a fixed number of stations to communicate via a shared 
bus. Messages are broadcasted to all stations via the bus. Each station that 
participates in the communication sends a message when it is the right time to 
do so. Therefore, access to the bus is determined by a time division multiple 
access (TDMA) schema controlled by the global time generated by the protocol. 
A TDMA cycle is divided into tim,e sUees. The stations are ordered and time 
slices are allocated to the stations according to their order. During its time 
slice, a station has exclusive message sending rights. Focusing on control, we 
consider a time slice as being composed of two parts: a frame, which includes 
the identification of the station, and an aeknowledgement window. A TDMA 
cycle for three stations looks like in Figure 1. 

The protocol is fault-tolerant. If a message is not properly received, the sta- 
tion(s) that notice(s) the transmission error send(s) a veto in the acknowledge- 
ment window and all the stations change from normal mode to error mode. If 
the faulty sending station is not able to recover it will be excluded. For the 
fault-tolerance algorithm to work properly, each station maintains a membership 
serviee, which indicates which stations are in normal mode. 

To participate in the communication, a station starts in the initialization 
mode. It enters the normal mode as soon as it succeeds synchronizing with other 
stations. 
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One TDMA Cycle 



station 1 



Station 2 



Station 3 



Station 1 



I id I frame | Ack . 

-<=3 

time slice 



Fig. 1. A TDMA cycle for 3 stations. 



Suppose statioui wants to participate in the communication. It has to find out 
when it is its time to access the bus. Therefore, it goes first in the initialization 
mode. Upon entering the initialization mode, it sets its timer to a time Tl. 
During this time, it listens to the traffic on the bus. As soon as it recognizes 
a valid frame, i.e., a frame whose acknowledgement window does not have any 
veto, it knows which station is sending. Consequently, it can deduce when it will 
have to send, since time slices are statically allocated. It synchronizes and enters 
the normal mode, updating its membership service for any valid frame. 

If statioUi is the first to require a communication, it won’t hear any valid 
frame during Tl. When time Tl elapses, it sends a frame and sets its timer 
to T2j, a time proper to statioUi and different from any T2j for any statiouj 
with i / j. Communication needs at least two partners, therefore statioUi will 
continue listening to the traffic during time T2j, sending a message when T2j 
elapses and resetting its timer to T2j. If a second station, say station j, needs 
also to communicate, it enters the initialization mode too. Because T2j and T2j 
are different, eventually one of the two stations will recognize a valid frame and 
synchronize, thus switching to the normal mode. It sends a message in its own 
time slice, allowing the second station to synchronize as well. Notice that during 
the set up of the protocol, collisions may occur, for instance if two stations start 
in the same instant, since Tl is the same for everybody. 

Besides its time-triggered aspect, a relevant feature of the protocol is to allow 
a quick change of mode and a membership service with minimal overhead both 
in message length and in the number of messages. 

4 Formal description of the protocol 

We illustrate briefly the overall structure and some parts of the realization of the 
protocol. Using the synchronous approach to formally specify the time-triggered 
protocol gives the global clock for free. A time unit for the protocol is the reaction 
time of its synchronous realization. 

The protocol is modeled by a number of stations running in parallel, presently 
three. The bus is modeled implicitly as the set of global messages, i.e. those 
messages that are not local to any station. A frame (sent by statioUi) is modeled 
by two signals, bframe-i and eframe-i: the first signal represents that the 
station begins to send a frame, and the second one represents the end of this 
operation. In the actual implementation they come in two consecutive instants 
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(this can be easily extended to cope with larger frame windows). A time slice 
has a length of three time units: the first two are for the frame (bframe^i and 
eframe^i) and the third one is for the acknowledgement window. 

Taking advantage of the graphical style of Argos and of its refinement oper- 
ator for states, the current top level of the protocol consists of four parallel single 
state automata: three for the three stations and one for the collisions controller. 
All four states are further refined. 

The controller of collisions checks whether signals on the bus collide. It emits 
the signal rframe^i every time the frame sent by statiorii does not collide with 
any other frame and does not have veto in its acknowledgement window. This 
state is refined by a Lustre program. 

A station is refined by an Argos automaton which essential parts are shown 
in Figure 2 for statiorii. It consists of three parallel components: application, 
engine and timer. Each component is again an Argos automaton. Their initial 
states are marked by bold frames. The components share some local signals which 
are listed at the bottom of the rectangle representing the station: start^i, 
off^i, . . .. 





Stationl 

I start_l, of f_l , synchro_12 , synchro_13 , set_l_tl , set_l_t2, f ail_l, f atal_l, timeoul 



Fig. 2. Argos automaton for .station, i 



The automaton application models the status of the station which is either 
idle or a^on. The automaton engine represents the station’s protocol engine, 
which is either off or working. The state working is refined by the Argos 
automaton shown partly in Figure 3. The automaton timer is responsible for 
counting the instants in the initialization mode. It has three states, an initial 
one, tOl, and two others, til to count time T1 and t21 to count time T2. They 
are refined by the same Lustre program realizing a counter. 
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Starting an automaton with parallel components, all parallel initial states 
are entered, hence starting the automaton in Figure 2, the three parallel initial 
states idle, off, tOl are entered. Further, because of the synchrony hypothesis 
and broadcasting of signals, the following happens when statiorii needs its pro- 
tocol engine. Upon a request from the environment (issued via the input signal 
need^i), the automaton application emits the signal start^i and enters the 
state a_on. Signal start^i is immediately received by engine which changes 
to state working, emitting set^i^tl which is in turn received by the timer 
causing it to change to state til for counting the first time. As soon as timer 
receives synchro^fj (representing the success in synchronization), it goes back 
in its initial state. If the station does not succeed in synchronization within time 
T1 the counter issues the signal timeout^i at the end of the counting. This 
causes the sending of the frame in the initialization mode and the resetting of 
the counter to T2. The timer changes to state t21 where it stays until it receives 
signal synchro^fj. The counter is periodically reset to T2. 

The working state of engine is refined by three automata running in parallel: 
StationlsOn, StateVector, and SliceDistributor (see Fig. 3). We present 
briefly StationlsOn and StateVector. 




StationsIsOn 



working 











(not shown) 




stv 






























o. 



node statev (includef , excludef , includes , excludes : bool) 
returns (includedf , lncludeds:bool) 
var auxl , aux2 :bool ; 

let 

auxl = false -> pre (includedf) ; 

includedf = ((includef or auxl) and not excludef); 
aux2 = false -> pre (includeds) ; 

includeds = ((includes or auxl) and not excludes); 

tel I I I I I 



stat, exit, incl 



Fig. 3. Argos automaton for protocol engine (detail) 



The automaton StationlsOn models the status of the protocol engine: it 
is either in the initialization mode or in the operating mode, where operating 
mode covers normal and error mode. Hence the automaton StationlsOn con- 
sists of the two states, initializing and operating. Both states are further 
refined by Argos automata, not explained here. The automaton switches from 
initializing to operating when it receives rf rame^j. Changing the state, the 
signals synchro^fj and include^*/ are emitted. 

The automaton StateVector models the membership service. It consists 
of just one node which is refined by the Lustre program shown in Figure 3. 
The body (between let and tel) is a set of equations which are evaluated in 
parallel. There is one equation for each output parameter and each local variable. 
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An equation defines the value of a signal by the expression on the right hand 
side of the symbol ‘=’. The expressions use two special Lustre operators, ->, 
for initialization, and pre for giving access to a signal’s value in the previous 
instant. Variable auxl, for instance, has the value false in the first instant, 
and in all further instants it has the value that includedf had in the previous 
instant. The state vector represents the state of the system as it is perceived 
by the station: each station knows which stations are participating to the game, 
i.e. which are included. This is important for the error mode. For a station 
which is not included, the acknowledgement window should be ignored. For 
an included station, if the acknowledgement window contains veto, the station 
may need to be excluded (depending on the signal exclude emitted by the 
sliceDistributor). 



5 Specification and verification of protocol properties 

As stated in Section 2, Synchronie supports three main ways to formally spec- 
ify and automatically prove properties: using any of the synchronous languages, 
using the logic with future operators CTL or using the logic with past opera- 
tors PTL. The most important properties we proved regarded synchronisation 
and collision avoidance. To cut down complexity, properties have been verified 
modularly [11]. 



5.1 Properties as CTL formulae 

The property a station will synchronize refers to something good that will happen 
in the future (liveness property). A station will synchronize if (1) it is able to send 
a frame and (2) if there is another station that wants to synchonize as well or 
has already synchronized. The formalisation has to describe what should happen 
sometime in the future, hence the use of CTL formulae. We proved this property 
in two parts. If stationi is in the state idle and need^l is present, then it 
will always send its frame. For the second part, it will synchronize, rframe_2 (or 
rf rame_3) must be emitted sufficiently often. This will be the case if station -2 and 
station^ are not both idle. For both parts it is assumed that off^l remains 
absent, which is safe, as off^l is emitted only in the error mode, not in the 
initialization. The CTL formulae are: 

AC((idle and need_l) AF bframe_l) 

AG((idle and need_l) =► AF (synchro_12 or synchro_13)) 

The temporal operator AF stands for always in the future. The first formula, 
for instance, says that bframe_l will always be emitted some instants after idle 
and need_l. 

Putting these properties together, we conclude that stationi will synchronise. 
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5.2 Properties as synchronous automata 

There is no eoUision if two stations never send a frame in the same instant, 
i.e., if their slice distributors do not emit state_slice in the same instant. This 
is quite easy to formalise as a Lustre observer, for instance, for statimii and 
station-z: 

ok = not (state_l_slice and state^_slice). 

The property AG ok was proved as true. To carry up the proof for more than 
three stations, we had to use some reasoning. This involved checking that the 
collisions controller never emits rframe^i and rframe^j at the same time. This 
is also formalised as a Lustre observer and checked as true: 
ok = not (rframe^i and rframe^j). 

These properties, because they are simple exclusion, would have been equally 
easy to formalise either with CTL or PTL. However, many properties, particu- 
larly if they involve intricate sequences of signals, are much easier to formalise 
using automata rather than temporal formulae. An example is the property 
start_l and off_l alternate and start.l begins. To formulate it in CTL re- 
quires to reformulate the property saying that if startj. occurs, then, at the 
next instant, it does not occur anymore until off _1 occurs. And the symmetrical 
has to be formulated as well, if off_l occurs, then it does not occur anymore 
until start_l occurs. Aloreover, in CTL, the until is strong, i.e., off_l has to 
occur after start_l, and start_l has to occur after of f_l, which is not required 
by the simple alternate. To formulate that start.l begins brings even more 
complications. By contrast, such a property is easely formulated as an Argos 
automaton as shown in Figure 4 where - means not and Sc means and. 




Fig. 4. The automaton for start.l and off_l alternate. 



5.3 Properties as PTL formulae 

Additional properties have been proved. In particular it was shown that the Lus- 
tre node for StateVector maintains the membership service correctly. First, 
if stationj is included in the state vector of station^, then it has always been 








194 



A. Merceron, M Muellerburg, and G.M. Pinna 



included since the signal include^ij has been emitted. The property is best 
formalised using a logic with past operators. For station 2 included in the mem- 
bership service of statiorii this is written as follows: 

AG (included_12 (included_12 Since include_12)) 

Further, if a station is not included, then either it has never been included or 
it has not been included since an exclude has been emitted. Again, it is best 
formalised by a PTL formula: 

AG (not included_12 

(P not included_12) or (not included_12 Since exclude_12)) 
where P should be red as always in the Past. Proving this last property led to 
discover an erroneous initial reaction in the original Lustre program. 

These properties for the membership service could have been formulated with 
Lustre. However it would have been lenghty to do so as pre, the past operator 
of Lustre, refers to the previous instant solely. It would have been necessary to 
define several variables to remember whether some signal has always occured in 
the past or always occured since the occurrence of some other signal. 

6 Conclusions 

The development of the time-triggered protocol takes advantage of the multi- 
language facilities of Synchronie. The multi-language aspect is used both to 
describe formally the system and to specify properties concerning the proto- 
col’s reactive behaviour. Properties have been proved automatically. Automatic 
verification is achieved through a simple analysis of the state space. For bet- 
ter efficiency or to handle bigger systems, verification can be done modularly 
[11]. Focusing on control, this paper emphasizes automatic verification of prop- 
erties. However, particularly when data are involved, automatic verification is 
not always possible and a deductive approach has to be used in addition. 

The fact that the same languages used for modeling the system may also be 
used for specifying properties, at least safety properties, is very advantageous 
from an engineer’s point of view: no additional specification language is needed. 
Further, critical system properties often are safety properties. The graphical 
language Argos takes a particular place, since it allows to specify properties as 
automata, as demonstrated by the automaton for start_l and off_l alternate 
in section 5. Further, automata can formalize safety properties that cannot be 
formalized with PTL or CTL [16]. 

The relevance of temporal logics for verifying concurrent systems is well es- 
tablished. Synchronie provides support to specify and automatically verify 
properties written as temporal logic formulae. Though it would be possible to 
write any safety formula with past temporal operators using a Lustre program, 
the use of the logic PTL is quite valuable in practice as illustrated in Section 5. In 
principle many properties can be formalized by a CTL formula: not only safety 
properties but also liveness properties. The support of CTL has been necessary 
to prove that a station will synchronize. However, verification based on this logic 
has a disadvantage from an engineer’s point of view: the specification may be 
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difficult if the property is somewhat intricate and does not refer naturally to 
future operators as illustrated with the property start_l and off_l alternate. 
When liveness properties are not critical, a practical approach to effective and 
efficient validation could be to test liveness properties and formally verify safety 
properties [12]. 
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Abstract. Programs employed for purposes of safety critical control 
must be verified rigorously, i.e. , subjected to formal safety licensing, 
which constitutes a very difficult and hitherto not satisfactorily solved 
problem. The essential issues and fundamental principles of safety rela- 
ted programs and computer applications are elaborated, and the impor- 
tance of the human element in their development process is pointed out. 
At any time, utmost simplicity should be strived for, and self-discipline 
should be exercised. To each of the four safety integrity levels as defined 
by lEC SC 65A is assigned, respectively, a set of static and inherently 
safe language constructs, as well as a typical programming language or 
method, whose syntax enforces observation of the prevailing restrictions 
and rules. This is done in accordance with simplicity and comprehensi- 
bility of the verification methods available for the selected programming 
paradigms to meet the requirements of the individual safety integrity 
levels and, thus, the trustworthiness of the corresponding results. The 
programming methods cause/effect tables and function block diagrams 
on the basis of verified libraries assigned to the two upper safety integrity 
levels SIL 4 and SIL 3 are the only ones so far allowing, at the present 
state of the art, to verify automation software, which has to meet high 
safety requirements, in easy and economic ways. For the lower safety in- 
tegrity levels, textual languages are introduced, viz., for SIL 2 a partial 
language enabling formal program verification, and for SIL 1 a static lan- 
guage with safe constructs for asynchronous multitasking. To formulate 
sequential function charts, an inherently safe language is defined. 
Keywords: Safety controllers. Real time systems. Programming langua- 
ges, Safe language subsets. Cause/effect tables. Function block diagrams. 
Safety integrity levels. 



1 Introduction 

The significance of programmable electronic systems with safety related appli- 
cations in daily life is increasing rapidly. The wide spectrum covered by these 
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systems is to be characterised here by some examples: control units of anti- 
blocking systems, computer tomographs, structurally unstable aircrafts, magne- 
tic railways, power stations and power distribution systems, air traffic monito- 
ring, as well as satellites and space stations. In the interest of human well-being 
substantial efforts are necessary to master them safely. With just a few facts the 
following citation points out the importance of the problem: 

“We are now faced with a society in which the amount of software is 
doubling about every 18 months in consumer electronic devices, and in 
which software defect density is more or less unchanged in the last 20 
years.” [4]. 

Highly dependable programmable electronic systems for safety critical control 
and regulation applications form a completely new held, that stands at the very 
beginning of its scientihc treatment. Its signihcance arises from the growing 
awareness for safety in our society on the one hand, and from the technological 
trend towards more hexible, i.e., program controlled, automation devices on the 
other hand. It is the aim to reach the state that computer based systems can 
be constructed with a sufficient degree of conhdence in their dependability that 
enables their licensing for safety critical control and regulation tasks by the 
pertaining authorities on the basis of formal approvals. 

More and more, also the general public realises the intrinsic safety problems 
associated with computer software. Although there is already a number of esta- 
blished methods and guidelines for software development and licensing, accor- 
ding to the current state of the art, however, these measures cannot guarantee 
the correctness of larger programs with mathematical rigour. Therefore, the li- 
censing authorities are still very reluctant to approve safety related automation 
systems, whose behaviour is exclusively program controlled. However, since it 
appears unrealistic to relinquish the utilisation of computers in safety related 
automation applications — quite on the contrary, there is no doubt that for 
economical reasons their employment will increase rapidly and signihcantly — , 
the problem of software dependability will exacerbate severely. 

Since the programming practice prevailing in developing process control sy- 
stems is characterised by the use of inadequate means, in this paper for each of 
the four safety integrity levels language constructs really necessary to formulate 
all relevant control problems will be identihed giving rise to corresponding, inhe- 
rently safe language subsets. Thereby the expressive power is restricted in order 
to make computer based automation systems more manageable and, thus, take a 
step forward towards enabling their formal safety licensing. To this end, particu- 
larly methods oriented at the engineers, i.e., graphical programming paradigms, 
are emphasised. 

The safety aspect is the central subject of our considerations. A safe control 
system has to fulhll its specihed automation functionality, as long as no hazard 
is provoked or tolerated, respectively. Otherwise, a safety reaction has to be 
initiated, which may consist of transferring the controlled system into a safe 
state or taking any other appropriate provisions. 
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This paper summarises the results of a research project on programming 
language subsets for safety related control applications. Owing to severe size 
restrictions, many of the results obtained can only be reported here. For the 
complete arguments leading to them, we refer to the project report which was 
published as a book [3]. 

2 Fundamental Considerations 

Software has an entirely different quality than hardware. Thus, it is not subject 
to wear but, on the other hand, it is inherently error-prone and contains only 
systematic errors, i.e., design errors, which are always being present. Further- 
more, software is not continuous, i.e., the effect of small errors is not necessarily 
small as well, and may not even be bounded. For safety related applications, in 
principle software must be valid and correct. This necessitates two verification 
steps, which constitute serious problems: 

1. Demonstrating that a software fulfills its problem specification, establishes 
its correctness. Such proofs need to be carried through with mathematical 
rigour, since tests cannot prove the absence of errors due to the too large a 
number of cases to be taken into consideration. It is well known that with 
tests only the presence of errors can be detected. 

2. Actually, it also needed to be shown that given specifications indeed meet 
the specifier’s more or less vaguely formulated requests, or even his or her 
unexpressed thoughts or ideas. 

Although there is still no satisfactory solution to the first one of the two above 
mentioned problems, in principle it appears to be solvable by scientific and tech- 
nical means, whereas the second one will never be completely solved, because 
human factors are involved. 

Safety related computer based automation systems operate in the real time 
mode, i.e., the processing of programs must be temporally synchronised with 
events occurring in external technical processes, and must keep pace with these 
processes. Thereby, not processing speed is the decisive factor, but the time- 
liness of reactions within predefined time bounds oriented at worst case load 
requirements. All system reactions must be precisely planned and predictable. 
Only fully deterministic system behaviour will ultimately enable the safety li- 
censing of programmable electronic systems for safety critical applications. In 
principle, the problem of temporal overloads of real time systems can be solved 
by adequate planning, dimensioning, restriction and operation. Overloading of 
computer systems is only caused by exaggerated and unrealistic requirements, 
one does not dare to impose on other — better understood — technical systems. 

To prove the correctness of software with a maximum of trustworthiness and 
a minimum of effort, the utilisation of programming concepts and architectural 
features appears to be mandatory, which support the process of verification as 
far as possible. Verification, and thus the assertion that a program is apparently 
error free, is indeed the main pre-condition for granting a safety certificate. 
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The requirements and objectives to be fulfilled by safety related automation 
systems can only be achieved if simplicity is selected as the fundamental design 
principle, and if the (mainly artificial) complexity is fought. At the present state 
of the art, simplicity is a key pre-requisite to enable the licensing authorities to 
formally approve the utilisation of computer based systems for purposes of safety 
related control, since a simple system is easy to understand and its behaviour is 
easy follow up. This is the essential step towards the verification of its correct 
behaviour in the sense of Descartes: [1]: 

“verum est quod valde clare et distincte percipio” . 

Descartes’ notion of clear and distinct comprehension is also the key to under- 
stand the nature of verification, which is neither a scientific nor a technical, but 
a social process. This holds for mathematical proofs as well, whose correctness 
is based on consensus of members of the mathematical community that certain 
chains of reasoning lead to given conclusions. Applied to safety related compute- 
rised systems, and considering their importance to human lifes and health, but 
also to the environment and capital investments, this consensus ought to be as 
wide as possible. Hence, systems must be simple, and appropriate software veri- 
fication methods must also be easily understandable for non-experts — however 
without compromising rigour. 

3 Programming Language Constructs Appropriate at the 
Different Safety Integrity Levels 

The development of techniques for the safety licensing of computer programs is 
still in a very early stage, and the state reached so far is still totally insufficient. 
Hitherto, formal correctness proofs are feasible for relatively small programs only 
— fortunately covering a large amount of safety critical functions. Additional 
methods often employed in this area and having comparable rigour are symbolic 
program execution or even complete tests. To verify that a large program fulfills 
all requirements of a safety related control system, until now only the technique 
of diverse back translation [8] is available. 

In Table 1 a set of language constructs, and in Table 2 a corresponding 
typical programming language or method, respectively, is assigned to each of 
the four safety integrity levels as defined in lEC SC 65A [6] according to the 
simplicity and understandability of the verification methods — and, thus, the 
trustworthiness of the results achieved — available for the different programming 
paradigms. 

Based on a comparison of the sets of language constructs given in Table 1 
with a variety of programming languages. Table 3 contains an evaluation of their 
suitability for use in the different safety integrity levels according to lEC SC 65 A. 
The selection of the programming languages is based on Table D-5 of the Draft 
International Standard lEC SC 65A, but was slightly modified with respect to 
the versions considered for reasons of actuality. 
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Table 1. Assignment of language constructs and verification methods to the safety 
integrity levels according to lEC SC 65A 



Safety Integrity Level 


Verification Methods 


Language Constructs 


SIL 4 


Social consensus 


Marking table entries 


SIL 3 


Diverse back translation 


Procedure call 


SIL 2 


Symbolic execution 
Formal correctness proofs 


Procedure call 
Assignment 
Case selection 
Repetition restricted 
loop 


SIL 1 


All 


Inherently safe ones 
Application oriented ones 



Table 2. Association of typical programming methods or languages with the safety 
integrity levels according to lEC SC 65A 



Safety Integrity Level 


Typical Programming method 


SIL 4 


Cause/effect tables 


SIL 3 


Function block diagrams with verihed libraries 


SIL 2 


Language subset enabling formal verihcation 


SIL 1 


Static language with safe constructs 



4 Cause/Effect Tables 



A programming paradigm that is already well established for a long time as a 
means for the construction of protection systems and which appears to be ap- 
propriate to meet the highest safety requirements is constituted by cause/effect 
tables. Despite its exact and unambiguous nature, software formulated in form 
of cause/effect tables is simple, clear, and straight-forward to such an extent, 
that this concept leads to programs most easily verihable by widest possible so- 
cial consensus. Software for protection systems is represented in form of hlled-in 
decision tables called cause/effect tables (cp. Figure 1), whose rows are associa- 
ted with events, the occurrence of which gives rise to Boolean pre-conditions. 
By marking helds that belong to certain columns in such a table, and which 
are associated with specihc actions, respectively, the user selects pre-conditions 
and specihes, that these actions shall be performed, if all corresponding pre- 
conditions become true in the sense of logical conjunctions. 

The contents of cause/effect tables does not yield programs executable on the 
classical von Neumann computer architecture, but instead, is to be understood 
as a parameterisation conhguring a multipurpose controller to perform a specihc 
function. Since specihcations are formulated in a commonly understandable, 
but nevertheless formal manner, which can be easily checked and verihed by 
(social) consensus, and since specihed operations can be directly interpreted 
and executed by machines without requiring complicated transformations and 
corresponding verihcation of correct implementation, cause/effect tables are the 
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Table 3. Evaluation of the suitability of programming languages for safety related 
programming according to the requirements of the safety integrity levels dehned in 
lEC SC 65A 



Programming Language 


SIL 1 


SIL 2 


SIL 3 


SIL 4 


Ada 95 


— 


— 


— 


— 


Ada 95 subset 


* 


* 


— 


— 


Modula 2/3 


— 


— 


— 


— 


Modula 2/3 subset 


* 


* 


— 


— 


Pascal 


— 


— 


— 


— 


Pascal subset 


* 


* 


— 


— 


FORTRAN 77 


— 


— 


— 


— 


FORTRAN 77 subset 


* 


— 


— 


— 


C 

C subset 


— 


— 


— 


— 


C-I-+ without C 


* 


— 


— 


— 


PLM 


— 


— 


— 


— 


PLM subset 


— 


— 


— 


— 


Assembly languages 


— 


— 


— 


— 


Assembly language subsets 


— 


— 


— 


— 


Ladder Diagram (LD) 


— 


— 


— 


— 


Ladder Diagram subset 


* 


— 


— 


— 


Function Block Diagram (FBD) 


— 


— 


— 


— 


Function Block Diagram subset 


* 


* 


* 


— 


Structured Text (ST) 


— 


— 


— 


— 


Structured Text subset 


* 


* 


* 


— 


Instruction List (IL) 


— 


— 


— 


— 


Instruction List subset 


— 


— 


— 


— 


Sequential Function Chart (SFC) 


— 


— 


— 


— 


Sequential Function Chart subset 


* 


* 


* 


— 


BASIC 


— 


— 


— 


— 


BASIC subset 


— 


— 


— 


— 



— not recommendable, * recommendable with reservations 



ideal form to program computer based control systems meeting highest safety 
requirements. 

5 Function Block Diagrams with Verified Libraries 

A programming paradigm allowing for software to be easy to grasp and to verify 
with respect to both source and object code is available in form of the graphical 
language Function Block Diagram (FBD) defined within the standard lEC 1131- 
3 [5]. With its long tradition in control engineering, graphical programming in 
form of function block diagrams as depicted in Figure 2 is already well established 
in automation technology. 

The function block diagram language consists of four different structural 
elements, only: 
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Fig. 1. A typical cause/effect table 



1. instances of functions and function blocks, i.e., rectangular symbols, 

2. dataflow lines, i.e., connection lines, 

3. names, i.e., identifiers, and 

4. (external) connection points. 

Functions and function blocks are highly application dependent and re-usable 
elementary units of application programming on a higher abstraction level. In 
principle, they are subroutines having inputs and outputs of arbitrary data types, 
and are able to perform arbitrary processing functions. Functions do not have 
any internal states. After being executed they yield exactly one data element as 
a result, which may be multivalued. Multiple named instances, i.e., copies, can 
be created of function blocks. Each instance possesses an associated designator 
and a data structure, which contains its output and internal variables as well as 
possibly its input variables. All values of the output variables and the internal 
variables in such a data structure persist from one execution of a function block 
instance to the next. Therefore, invocation of a function block with the same 
arguments does not necessarily yield the same output values. This is necessary to 
be able to express feedback and internal storage behaviour. Only the input and 
output values are accessible outside a function block instance, i.e., a function 
block’s internal variables are hidden from the outside and are, thus, strictly 
protected. By the connection lines within a function block diagram a data flow 
is represented. 

Graphical, system independent program development in form of function 
block diagrams is very easy, and takes place in two steps: 

1. only once building a library of functions and function blocks, and 

2. application specific interconnection of functions and function block instances. 
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Fig. 2. Function block diagram of a program for pressure regulation and supervision 



Corresponding to this development procedure, likewise the verification of pro- 
grams constructed in the form of function block diagrams is carried out in two 
steps: 

f. Before being released, first all functions and function blocks contained in a 
library are verified employing appropriate, usually formal methods. Such a 
rather expensive safety licensing needs to be carried through only once for 
a certain application area after a suitable set of function blocks has been 
identified. The licensing costs justified by the safety requirements can the- 
refore be spread over many implementations, leading to relatively low costs 
for each single automation project. In general, rather few library elements 
are sufhcient to formulate all programs in a particular area of process auto- 
mation. 

2. Then, for any given application program, only the correct implementation 
of the corresponding interconnection pattern of invoked functions and fun- 
ction block instances (i.e., a certain dataflow) needs to be verified. For this 
purpose the commonly understandable method of diverse back translation 
introduced in [8] can be employed in an easy and economical manner by 
automation engineers and official licensors on the interconnection level of 
programs composed of already verified function blocks, and having the qua- 
lity and abstraction level of application oriented specifications. Owing to the 
nature of this development method, the verification effort always remains 
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small. In order to keep object code mapping function block diagrams as 
simple as possible, this programming paradigm may be supported by a cor- 
responding architecture, which could be implemented in software, hrmware, 
or directly in hardware, respectively. 

6 Sequential Function Charts 

A special class of control applications are sequence controls, in which control 
algorithms are dehned as sequences of steps, to be elaborated in a sequential 
manner or — sometimes — concurrently. To describe such sequence controls, 
the standard lEC 1131-3 [5] dehnes the special language Sequential Function 
Chart (SFC), which is unique among programming languages. Its functionality 
can be characterised as partitioning of program organisation units into steps and 
transitions, which are linked by directed connections. With each step a set of 
actions, and with each transition a Boolean transition condition is associated. 

The language Sequential Function Chart according to lEC 1131-3 [5] is, ho- 
wever, inadequate for safety related control applications, since its syntax permits 
the programming of deadlocks and to violate a number of safety rules sequential 
function charts are subjected to. To overcome these shortcomings with a mini- 
mum of additional language constructs, every sequential function chart must be 
enclosed in syntactical brackets in its entirety. The structure of sequential func- 
tion charts is reflected by nesting special, new language elements, and becomes 
evident by explicit use of some constructs for the selection of control flow alter- 
natives and the formulation of concurrency, respectively. Actions are expressed 
in form of sequential code and procedure calls directly within the bodies of steps 
and are, thus, associated with them. Hence, action qualihers become superfluous. 
Finally, only one single form of branching into alternatively selectable sequences 
is provided. 

To avoid inconsistent behaviour it can be syntactically enforced, that se- 
quence controls always end with a step, and that the single branches of a parallel 
construct always commence and terminate with a step each. Within the bran- 
ches of an alternative construct, however, besides steps even parallel constructs 
are permitted after the initial transition and before the terminating one. Owing 
to safety reasons and since the semantics of sequential function charts provide 
for the cyclic execution of the single steps, anyway, the possibility to program 
cycles in the control flow is deliberately relinquished. Actually, sequence controls 
are, however, frequently processed repeatedly in their entirety. This can be easily 
realised by embedding a sequential function chart into a loop construct. 

7 A Language Subset Enabling Formal Verification 

Only in very rare cases all features of high level programming languages are 
necessary to formulate the functionalities of the functions and function blocks 
required in control engineering. Therefore, we dehne an inherently safe langu- 
age subset restricted to those constructs which are really necessary and, thus. 
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indispensable. The correctness of programs formulated with this subset can be 
proven with adequate tool support by higher order logic (HOL), a typihed vari- 
ant of Church’s higher predicate logic [7]. For the formal dehnition of the subset 
given in Table 4 we use an extension of the classical Backus Naur form (EBNF), 
and brackets [ ] to denote optional syntactical expressions as well as the symbols 
* and + to denote repetition of the corresponding marked expression at least 
zero times or once, respectively. By the attribute READ within the declaration 
of an interface variable it is ensured, that other modules are only permitted to 
read the declared variable, but not to write it. Variables, procedures and types 
are just names within this language. Expressions contain the usual Boolean and 
arithmetical operations. 



Table 4. Formal syntax of a verifiable language subset 



{module) :: = 


MODULE [{{name))] [{mod-ext)]; ]{intf-spec)]* ]{decls)]-\- MQDEND; 


(mod-ext) :.= 


EXTEND {{name) [,{name)]+) 


(intf-spec) :: = 


INTEREACE {{name)) {intf-dect)* ; 


{intf-dect} :: = 


{intf-var-dect) ] {intf-proc-dect) 


(intf-var-dect) :: = 


SPC {name) : {type) READ; 


{intf-proc-dect) — 


SPC {name) : PROG {Ist-of-par) {return-type); 


(decls) = 


{var-decl) ] {proc-dect) 


(var-decl) :: = 


DCL {name) : {type); 


{proc-dect) :: = 


{name) : PROG {Ist-of-par) {return- type); {body) END; 


(Ist-of-par) :: = 


( {par-dect) [, {par-dect)]* ) 


(par-decl) :.= 


{name) : {type) 


(body) :: = 


]{var-dect)]+ ]{stmt-se(fj] 


(stmt-seq) :: = 


]{stmt)-{\* 


{stmt) :: = 


{{stmt-seq)) | {assign-stmt) ] {cond-stmt) ] {while-stmt) 


{assign-stmt) :: = 


{variable) := {expr) 


{cond-stmt) :: = 


IF {Bool-expr) THEN {stmt-seq) [ELSE {stmt-seq)] FIN 


{while-stmt) :: = 


WHILE {Bool-expr) REPEAT {stmt-seq) END 



8 Safety Related Real Time Programming Languages 

Comparing the requirements for real time languages and systems with the capa- 
bilities of available languages, it becomes obvious, that the latter still do not, 
or only in rather rudimentary form, provide various elements being especially 
important for the development of dependable software. Without any doubt the 
language PEARL [2] can be considered as the most powerful high level pro- 
gramming language for the formulation of real time and process automation 
applications. With its clear concepts and its unmatched, application adequate 
expressive means it clearly stands out among all other real time programming 
languages, which is the reason why it is so well suited for industrial applications 
and is increasingly being used for teaching purposes. On the other hand, the 
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language was not specially developed with safety related control applications in 
mind. To fulfill the requirements of safety related real time programming on the 
safety integrity level SIL 1, in addition to the functionalities already provided 
by the present version of PEARL the language constructs, operating system and 
runtime system services as well as the verihcation tools as mentioned in Table 5 
are needed. 



Table 5. Real time functionalities enhancing safety 



Additional language constructs enhancing safety 

— Application oriented synchronisation constructs 

— Supervision of the occurrence of events within time windows 

— Supervision of sequences of event occurrences 

— Temporal supervision of synchronisation operations 

— Temporal supervision of resource claims 

— Ability to bound the execution times of all statements 

— Structured handling of exceptional situations 

— Availability of current states of tasks and resources 

— Restriction to static features, if necessary 
Operating system services enhancing safety 

— Inherent prevention of deadlocks 

— Guaranteeing system schedulability 

— Feasible scheduling algorithms 

— Early detection and handling of transient overload situations 

— Determination of overall and residual task execution times 

— Predictable run time behaviour - also and particularly in exceptional situations 

— Precise time information 

— Precise timing of operations 

— Dynamic reconfiguration of distributed systems upon error occurrence 

— Support of software diversity 
Tools for program, verification 

— Extension of every program unit with semiformal 
pre/post-conditions and invariants 

— Application oriented simulation accounting for the operating system overhead 

— Interrupt simulation 

— Interrupt and event monitoring 

— State tracing 



Complexity and costs of the realisation of larger projects in the area of real 
time application programming require to design systems very systematically and 
with continuous consideration for their further development. Employing a par- 
allel object model resembles the development process of larger real time systems 
and, hence, constitutes a very promising approach to overcome the problems 
of software safety by introducing inherently safely applicable and, thus, safety 
related statements. Building on PEARL and the functionalities mentioned in 
Table 5, to use the paradigm of object orientation essentially the concept of 
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multiple access interfaces to a module is required, only. This allows to improve 
the readability and maintainability of the resulting code, since a module im- 
plementation structure can be defined without special regard to the possible 
applications of a module, and the module’s interfaces can be individually desi- 
gned for a specific use each, thus completely documenting the module’s intended 
purpose. This way, a module is no longer just a simple conglomerate of data, its 
state, and its methods, but a processing unit with documented purpose. 

9 Safety Related Real Time Programming 

Safety related process automation must guarantee, that the occurrence of ar- 
bitrary failures does not lead to inadmissable and hazardous states of the de- 
vices controlled. The safety relevant part of an application is to be reduced to 
a minimum, with the safety critical functions to be clearly separated from all 
other ones, and from each other as well. Constructive exclusion of faults is the 
most effective provision to meet safety requirements. With respect to software, 
fault prevention by perfection should be aimed for and, additionally, for safety 
related control applications at least two diverse channels are required. According 
to the principle 



“ifeep li 5mall and 5’imple” 

one has to restrict oneself to the really necessary and discipline one’s wishes. 
In any case utmost simplicity is to be strived for. Since the definition of the 
tolerable maximum risk determining the safety of an application also depends 
on socio-cultural considerations, software safety licensing should always be ba- 
sed on methods allowing to be applied with widest possible social consensus. 
Indeed, verification methods have to be rigorous, but not necessarily formal: the 
more commonly understandable a method is, the more suitable it is. The more 
safety critical a system is, the more restrictive design guidelines are to be set 
and observed, and the more restrictive methods must be employed. Always the 
human cognitive capabilities have to be accounted for. 

10 Outlook 

This paper addresses a serious and pressing problem. It does not present soluti- 
ons to all questions still open in software safety licensing, but a beginning is made 
which is practically feasible and applicable to a wide class of safety related con- 
trol problems. We especially pointed out the influence of human aspects on the 
process of program development. Actually, these human factors are so far being 
neglected in many — or virtually all? — programming concepts. The majority 
of these methods refer to formalised approaches and computer support, with 
the mathematical and technical aspects of tools always playing the main role. 
In contrast to this, our approach is particularly oriented at ergonomic criteria. 
It is a step forward towards a software engineering paradigm featuring simple. 
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inherently safe programming — and as a consequence, better specification — 
and design integrated verification, not only having the quality of mathematical 
rigour but also being oriented at non-experts ’ capabilities of comprehension. This 
paradigm should replace empirical a posteriori validation (testing), and facilitate 
safety licensing. Regarded as a social process of reaching a consensus, program 
verification is facilitated by features such as graphical programming, re-use of 
pre-engineered and already certified components, specification level program- 
ming by filling in decision tables and, generally, by striving for utmost simplicity 
in all relevant aspects. To keep everything as small and simple as possible, one 
should always discipline one’s wishes. 

Further work should focus on the facilitation of re-using software compo- 
nents once they have been proven correct, and on the correctness proof of pro- 
gram packages constructed on the basis of such components employing as simple 
and easily understandable methods as possible. Future developments must aim 
to create system environments which, in the framework of distributed process 
control systems and programmable logic controllers, are suitable to carry out 
safety related functions, and whose architectures inherently support ergonomic 
software verification based of mathematically founded proving techniques. This 
requirement is radically new: whereas the development of computers during the 
last half century was solely dominated by aspects such as processing speed, ca- 
pacity, and performance, it is now the time to address the increasingly pressing 
problem of software safety, and to orient computer architectures at the human 
needs as well as to optimise them with respect to human capabilities. 
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Abstract. The Institute for Safety Technology (ISTec) has been involved in 
software reliability research and assessment for more than 25 years. The 
emphasis has been placed on applications in nuclear power plants, especially on 
software based instrumentation and control (I&C) systems important to safety. 
In this context potential sources of weakness in ANSI C programs, which may 
be error prone have been investigated from a practical point of view. The paper 
describes essential results of this study; it gives not a complete list of weakness 
points, but essential examples are shown. From the potential sources of 
weakness recommendations are derived to improve the C code also in view of 
software modification and maintenance, which is important because of the long 
life-time of I&C systems in nuclear power plants. 



1 INTRODUCTION 

The Institute for Safety Technology (ISTec), formerly part of the Gesellschaft fiir 
Anlagen- und Reaktorsicherheit (GRS) has been involved in software reliability 
research and assessment for more then 25 years. ISTec has gained extensive 
experience in this field 121 - 151 . Besides general tasks of software reliability the 
interest has been focused on applications in nuclear power plants, especially on 
software based instrumentation and control (I&C) systems important to safety. 
However, also applications in other fields like transportation, aviation, etc. have been 
dealt with. 

The paper describes the experience that ISTec gathered in the evaluation of safety 
critical software in the nuclear field manually written by programmers in ANSI-C. 
From this experience and additional knowledge about the use of C in other fields of 
industry recommendations for the use of ANSI-C in safety critical applications will be 
outlined. 
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2 Programming Guidelines 

The programming language C is frequently used in non-safety industrial applications. 
Compilers, linkers and locators for C code are available and often used during several 
years. Therefore, it is certainly true that many well educated C programmers with 
long-term experience are available. Both facts are important in view of design and 
implementation of high quality software. For that reason vendors of software based 
l&C systems use C also in safety critical applications. 

To avoid a wide spread of different idioms the American National Standards 
Institute set up a standard for C (ANSl-C) in the years 1983 to 1989. The ANSl-C 
standard became a de-facto international standard. The standard should support many 
kinds of applications and should not be restricted the programming language C. For 
this reason a set of features is included in the ANSI-C that must be kept apart from 
safety critical applications or which require special evaluation. The vendors of safety 
critical software therefore design special programming guidelines for safety critical C 
programs. 

In the field of l&C systems important to safety in nuclear power plants the software 
will be in operation for about 10 to 20 years. Therefore the aspects of software 
modification and maintenance must be considered very carefully. Program 
constructions which can be error prone in the case of software modification must be 
avoided. 

Programming guidelines are necessary to reduce the degrees of freedom in the 
language C. In the nuclear field there is an explicit requirement in lEC 880 /!/ to use 
detailed programming guidelines for each programming language, but also in other 
fields like transport such guidelines are used 111 . Comparing several programming 
guidelines one can find different even contrasting requirements. The following table 
gives an example. 



Table 1. Example of different requirements of programming guidelines 







Substitution of reserved words, 
operators, and special characters is not 
allowed. 


Some operator characters (e.g., “&&”, 
“&”, “!”, “1”, etc.) must be substituted 
by macros (e.g., “&&” by “AND”, “&” 
by “BITAND”, “!” by “NOT”, “1” by 
“BITOR”, etc.) 



Both recommendations are well founded. The substitution of operators will enhance 
readability of the source code (e.g., “NOT” and “BITOR” can be distinguished easier 
as “!” and “I”). Non substitution of operators will maintain clear C syntax. It is 
important to strictly fulfill this requirement in a project. 

In programming guidelines only the degrees of freedom of the programming 
language are reduced by forbidding several programming constructs. In the case of C 
it is necessary also to extend the language by several requirements. 
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It is an obvious fact that some features of the language C as dynamic memory 
allocation or pointer arithmetic’s are banned from safety critical applications. 
Therefore, such features are not dealt with. 



3 DATA TYPE TEST 



3.1 Problem 

An ANSI-C compiler does not check the types of unstmctured data. The following 
construction will be compiled without any remark, warning or error message and 
transformed to computable machine code. 



unsigned char a; 
float b; 



a 



= b; 



An implicit type transformation is performed. This type transformation may be 
associated with loss of accuracy or loss of data. Therefore the programmer must use 
unstructured data types very carefully. This must he observed especially using logical 
variables, which will be dealt with later on. 

In contrast to the fact mentioned above at the highest diagnosis level some 
compilers generate for function calls with constant parameters (declared with #define 
pre-processor statements) remarks like 

. . . AT LINE n OF xxxx.c: argument #1 does not match 
with prototype 

The consequence is, that for practical reasons programmers choose a lower diagnosis 
level which suppress remarks. The result is that also important and helpful remarks are 
suppressed like remarks that give hints to errors in the use of comments. 



3.2 Recommendations 

1. Carefully use of data types. 

2. Type transformations should be done explicit and should be commented in detail. 

3. Source code check with compiler switches or external code checkers that support 
type test also for unstructured data types. 
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4 LOGICAL VARIABLES AND LOGICAL EXPRESSIONS 



4.1 Problem 

The ANSI-C standard bears inconsequences regarding logical variables and logical 
expressions. On the one hand it defines logical operators (&&, II, !), on the other hand 
there is no data type defined for logical data. In addition, there are operators (&, I, ~) 
defined for bit by bit logical operations which work in a totally different way. 

For both kinds of logical operators the same standard data types are used. This 
circumstance gives potential for severe programming errors, which are hard to 
identify. 

The main differences between the bit by bit logical operators and the Boolean 
logical operators are shown in the following table. 



Table 2. Differences between bit by bit logical operators and Boolean logical operators 





bit by bit "logical" operators 


logical operators 


result 


bit by bit combination 


"0" or'T" 




examples: 


examples: 




4 & 5 result in 4 


4 && 5 result in 1 




4 1 5 result in 5 


4 II 5 result in 1 




~4 result in -5 


!4 result in 0 


computatio 


complete computation 


computation is done strictly from 


n 




left expressions to right ones; if 
the result is non-ambiguous, the 
computation of the expressions 
is stopped (incomplete 
computation) 




example: 


example: 




a = 0; 


a = 0; 




b= 1; 


b= 1; 




c = (a & b) & ++a; 


c = (a && b) && ++a; 




result: a and c are 1 (the result of 


result: a and c are 0, ++a will not 




++a. It must be considered, that at 
first the expression ++a is carried 
out. Therefore the “a” left in the 
whole expression is really a+1 !) 


be carried out 



Because of the possible incomplete computation of logical expressions programming 
guidelines often ban the use of increment and decrement operators on the right hand 
side of the logical operators “&&” and “II”. 












ANSI-C in Safety Critical Applications 213 



The ANSI-C standard defines the value which is interpreted as “false” by 0 and the 
value which is interpreted as “true” by 1. Nevertheless each value unequal to 0 is 
interpreted as true. Therefore a comparison of two logical variables where each is 
interpreted as true can yield the value false. The following example shows the problem 



#define true Oxff; 

typedef unsigned char BOOL; 

BOOL function do_anyting() 

{ 

a = b + 1 ; 
return a > b; 



if ( do_anything ( ) == true) 
statement_l ; 
else 

statement_2 ; 
if ( do_anything ( ) ) 

statement_l ; 
else 

statement_2 ; 



In the first “if-statement” the “statement_2” is carried out. In the second “if- 
statement” the “statement_l” is carried out. 



4.2 Recommendations 

1. Define a unique data type for logical data. 

2. Use additional tools to check the source code (strong data type check) 

3. Use logical operators (&&, II, !) only with logical data. 

4. Do not compare logical data with “==“. (That means, if someone needs an 
equivalence relation for “a” and “b” he should implement “(a &.& b) II (!a && !b)” 
not “a == b”). 
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5 if-Statements 



5.1 Problem 

This problem must be seen close to the problem of logical expressions. Especially in 
the implementation of software which is close to the hardware (e.g., operation 
systems, device drivers, interrupt handlers, etc.) the feature that an if-statement can be 
controlled by any unstructured data type is often used to compact the code and/or to 
increase computation speed. This may lead to errors in the case of code modification, 
even if the original code is working correctly. 

Another problem is also close to the above chapter. Lets assume “true” and “false” 
are defined as values for the logical variables. Often one can find expressions like 

if ( a == true ) ... 

where a is a logical variable, even in programming tutorials. Nobody will write code 
like 

if ( a && true ) ... or if ( a | | false ) . . 

because everybody knows “a && true” and “a II false” are equivalent to “a”. But in the 

same way “a == true” is equivalent to “a” (assuming “==“ is intended to be the 

equivalence relation for the logical variables). 



5.2 Recommendations 

1. The control expression of an if-statement should always be a logical variable or a 
logical expression. 

2. Avoid over-engineering by implementing unnecessary expressions like “a == true” 
for a logical variable “a”. 



6 Increment and Decrement Operators 



6.1 Problem 

Increment and decrement operators are often forbidden on the right hand side of 
logical expressions. That is why the expression may be calculated incompletely. 

From the example in chapter 4.1 it can be seen, that increment and decrement 
operators may be a source of errors in any expression and not only in logical 
expressions. The variable “a” in the sub-expression “(a & b)” is already incremented 
by “-H-a”. That means “(a & b) & -H-a)” is equivalent to “((a H- 1) & b) cfe (a-tl)” but if 
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the increment operator is used in the postfix notation “a++” then the expression “(a + 
& h) & a++)” is equivalent to “(a & b) & (a+1)”. 

The use of increment and decrement can be very error prone especially in view of 
code modification and maintenance. 



6.2 Recommendations 

1. Increment and decrement operators should not be used in any expression. They 
should be allowed only as single statement. 



7 Integral Promotions 



7.1 Problem 

The problems resulting from Integral Promotion are clearly described in /6/. The 
following example from /6/ should illustrate the problem 

#define START_OPERATION 0x5A 

unsigned char c; 

void test (void) 

{ 

if (c == ~START_OPERATION) 
anything_to_do ( ) ; 

} 

The function anything_to_do() will not be executed at any time. That means, with all 
possible values for the variable “c” the comparison 

(c == ~START_OPERATION) 

will result to false. The operator (bit by bit negation) requires integral promotion. 
Therefore the value of START_OPERATION will be extended to two bytes. 
~START_OPERATION results in ~0x005A, that is OxFFAS. Since the variable “c” 
can only reach a value of OxOOFF the high byte of the extended variable “c” is always 
zero, because of the type of “c”. The comparison is than 

if (OxOOSA == -OxOOSA) 

equivalent to 

if (OxOOSA == OxFFAS) . 



This is never true. 
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The problem can only be solved by explicit casting. 

if (c == (unsigned char) ~START_OPERATION) 

The same error will occur in the statement 
if (c == ~d) 

where “c” and “d” are of the same type “unsigned char”. Even in this case explicit 
casting is necessary. That means, the type of “d” will be changed although “d” is of 
the same type like “c” and it is combined only with “c”. 

Similar effects can occur in arithmetic expressions 161 . In 161 it is recommended to 
check the particular compiler with examples. 



7.2 Recommendations 

1. The recommendation of 161 ("...check your compiler with ... examples.") is not a 
good recommendation, because code is generated that depends on the compiler. 

2. Use variables and constants very carefully, especially if they are one-byte types. 
Use explicit casting if necessary. 

3. If it is not completely clear in which way the compiler works explicit casting 
should be used. 



8 Summary 

The paper describes from a practical point of view potential sources of weakness in C 
programs, which may be errors or can lead to errors during software modification and 
maintenance. It is not a complete list, but essential examples are shown. From the 
potential sources of weakness recommendations are derived to improve the C code 
bearing in mind also the software modification and maintenance necessities, which are 
of particular interest due to the long life-time of I&C systems in nuclear power plants. 
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Abstract. Safety-critical systems are often designed using development 
support tools which perform translations of high-level specifications into 
lower-level counterparts. The correctness of the translation is critical to 
the safety of the resulting systems. However, using non failure-safe com- 
ponents to implement translators is desirable because of the extremely 
high cost of certified components. In order to ensure the correct behavior 
of development tools, we adopt a solution based on the idea of verify- 
ing each of their executions. In order to perform the verification in an 
automatic and efficient way, we follow an innovative approach, by distin- 
guishing an off-line and an on-line verification phases. Each proof in the 
two phases is guaranteed correct by designing the certifying tools accor- 
ding to a logging- and-checking architecture. We describe the off-line and 
on-line logging-and-checking methodology, its application in the frame of 
an industrial project, and the ongoing logging-and-checking redesign of 
a state-of-the-art prover which we intend to use in future applications. 

1 Introduction 

Safety critical software is often developed using support which allow users to 
write specifications or to implement programs at a suitable high level of ab- 
straction, and to generate automatically the concrete system which runs on 
hardware platforms. For instance, machine loadable software implementing on- 
board Automatic Train Protection functions might be implemented through a 
tool providing a high level special purpose visual programming language. We call 
the tools which support the development and implementation of safety critical 
systems, (safety- critical) computer aided development tools. Such development 
tools are indeed critical themselves. If they introduce errors, the final system is 
not guaranteed to behave safely, regardless of its design. 

* Financial support for part of the work described in this paper was provided by 
an Ansaldo - irsT project. Contract Number 158/242140 (NA). Paolo Pecchiari 
has provided unvaluable contribution to this project. We thank all the people of 
Ansaldo and Union Switch & Signal we have been working with in the project: 
Bruno Pietra, Joe Profeta, Dario Romano and Bing Yu. 
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Several computer aided development tools are equipped with components 
which translate the designer input - e.g. high level specifications, programs in 
high level languages - into data suitable for the actual run-time system - e.g. 
actual machine loadable code (see figure 1). Such translations are often complex, 
and their safety is sometimes harder to be guaranteed than the safety of the user- 
provided input. Consider for instance, the compilation of a program written in 
a high level programming language into binary code. 




Designer 




' > 

Automatic 








Run time 
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' target 




System 





Embedded 






Verifier 





Fig. 1. Computer Aided Development Tools 



The goal of our work is to provide a structured approach to the problem of 
guaranteeing the safety of the translation steps performed by computer aided 
development tools. Our approach bases on the design of a verifier embedded into 
the computer aided development tool, called Em,hedded Verifier (see figure 1). 
For each run of the translator, the Embedded Verifier takes as input the source 
and the target of the translation and verifies formally (by generating a formal 
proof) that the translation has been performed correctly. Thus we formally verify 
the correctness of the result of each translation, rather than proving the correc- 
tness of the translation algorithm or code; this is a shift w.r.t. standard practice 
in formal verification. There are some main motivations for this choice. First, 
given the input and the output of the translation, it is often simpler and faster 
to verify whether the output is a correct translation of the input than verifying 
the translator itself. Second, most computer aided development tools are imple- 
mented on top of commercial, off-the-shelf hard ware /software platforms (cOTS), 
which are not guaranteed to be fail-safe. For instance, the tool might run on 
a Pentium, with Windows-NT as operating system. This allows companies to 
enlarge the usability of such tools and to contain their cost, by avoiding the use 
of expensive certified hardware and software platforms [12]. In these cases, the 
formal verification of the translation algorithm or even of its code is not suffi- 
cient, because of the possible occurrence of platform-induced runtime errors. It 
is instead still possible for the Embedded Verifier to detect a wrong result of the 
translation due to some of the possible run time errors. 
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Since the Embedded Verifier is part of the safety critical computer aided 
development tool, it has to satisfy the following requirements. 

Requirement 1. Since development tools are operated by users which are 
not experts in formal verification, the Embedded Verifier must perform the proof 
automatically. Moreover, the proof must be easily understood and validated by 
end-users. Finally, since in most cases users need to interact with the develop- 
ment tool, the verification process is subject to time constraints. 

Requirement 2. In order to guarantee that the verification is performed 
correctly, any tool used to achieve it must be itself certified, i.e. there must be a 
way to guarantee that the Embedded Verifier is itself correct. 

In order to achieve such requirements, our approach is based on two main steps: 

Step 1. The full formal verification of the correctness of each translation 
is in general a difficult theorem proving problem. An Embedded Verifier which 
performs this task automatically and efficiently (Requirement 1) appears to be 
unfeasible. We decompose this task in two parts: the task of the Embedded 
Verifier is to prove that the result of each translation satisfies some simple con- 
ditions, which are designed to be sufficient to guarantee the correctness of the 
translation. The task of the Embedded Verifier can be performed automatically 
and efficiently. The second task is to actually prove that the simplified conditions 
guarantee the correctness of the translation. This task is performed off-line and 
once for all, using a prover which is different from the Embedded Verifier and can 
be operated interactively by experts in formal verification. This decomposition 
of the proof of correctness of the translation into an on-line and an off-line proof 
allows us to achieve Requirement 1. 

Step 2. According to Requirement 2, both tools used to perform the formal 
verification (the Embedded Verifier for the on-line proof, and a different prover 
for the off-line proof) must be certified. We decompose both provers into two 
independent programs, a Logger and a Checker. The (complex) Logger performs 
the hard task of finding a proof; the (simple) Checker the easy task of checking 
that the proof is correct. If the Logger generates a wrong proof, and the Checker 
is correct, the Checker will not accept it. Thus only the Checker is critical; but 
its correctness can be trusted, since it is extremely simple. This allows us to 
achieve Requirement 2 in practice: the correct execution of verification tools 
(which might be very complex, e.g. megabytes of code) is guaranteed by that of 
a very small and simple kernel, e.g. few lines of code. 

The paper is structured as follows. Section 2 and 3 describe step 1 and 2, 
respectively. Section 4 describes a successful application of the approach in the 
framework an industrial project. The final sections of the papers describe related 
work and draw some conclusions. 

2 Step 1: Off-Line/On-Line Verification Decomposition 

Intuitively, verifying a translation means to verify that a given notion of equi- 
valence holds between the source and the target of the translation. Given a 
formal semantics to the source and the target, it is possible to define a formal 
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notion of semantic equivalence which corresponds to the intuitive one of “equi- 
valent behavior” . In general, we address the problem of proving the correctness 
of a translation from an expression of a language C to an expression of another 
language CJ\ we will refer to it as the translation verification problem,: 

Let T be a translator from a source language £ to a target language 
Cf Let ^^=aem' be a formally dehned notion of semantic equivalence. 

Let P be an expression in C. Let P' be the expression produced by the 
execution of T on P. Prove the correctness of the execution of T by 
showing the semantic equivalence between P and P': 

P ^sem P' (1) 



In general, proving the semantic equivalence of two expressions of two different 
languages is too difficult to be dealt with in an automatic and efficient way by 
the Embedded Veriher. Our divide-and-conquer style solution consists in decom- 
posing the problem of verifying the correctness of the translation (by proving 
(1)) into two problems. We identify some “simplihed” verihcation conditions 
“=simp \ which both imply the semantic equivalence, and are amenable to an 
automatic and efficient on-line verihcation. The proof of semantic equivalence 
can therefore be split in a proof of the “simplihed” verihcation conditions (2), 
and a proof of the fact that they imply semantic equivalence (3): 



P = P' 

— Simp ^ 



VP, P' : (P P') 3 (P =se^ P') 



(2) 

(3) 



(2) and (3) are a correct rehnement of the formal specihcation of the translation 
verihcation problem, since they imply (1). The proof of (2) is simple “by design”, 
both because it involves concrete expressions (the particular input P and output 
P' of one translation), and because of the way “=simp” has been dehned. This 
allows for the development of the Embedded Veriher as a custom, automatic and 
ehfcient on-line prover, “tailored” over the particular equivalence theorem to be 
proved. The proof of (3) guarantees that the simplihed notion of equivalence (2) 
entails the given notion of semantic equivalence (1), i.e. that the design of the 
Embedded Veriher is correct. This proof can be performed off-line, once-for-all, 
a priori. In general, this proof is rather complex, both because of the universal 
quantihcation (it is done for all possible inputs and outputs of the translation), 
and because of the gap between the arbitrarily complex “=seni’ dehnition and 
the “easy to check” alternative “=aimp” ■ Therefore, it is practically necessary 
to use a generic, full blown state-of-the art prover to perform the proof. This 
will be operated interactively by theorem proving experts, and the resulting 
proof is delivered as a part of the system. Notice that it is not required that the 
(once-for-all) proof is performed ehfciently or automatically. 

To resume: our approach envisages two provers: the Embedded Veriher which 
is delivered as part of the computer aided development tool and runs automati- 
cally after each translation, proving the one theorem it hardcodes; and a generic 
prover which is used only once, to guarantee that the design of the Embedded 
Veriher is correct. 
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Fig. 2. The logging-and-checking approach. 



3 Step 2: Tool Certification via Logging-and-Checking 

According with Requirement 2, each of the two provers used for the on-line and 
off-line proofs must be certified. We adopt the logging-and-checking architec- 
ture, shown in Figure 2, as a solution to this problem for both provers. In the 
logging-and-checking architecture, a proving component is specified in terms of 
two independent programs, a Logger and a Checker. Intuitively, the approach 
relies on decoupling a small, compact and trustable critical section (the Checker) 
from the overall system, making the remaining part (the Logger) non critical. 
This is achieved as follows. The Logger generates a Log, containing (a descrip- 
tion of) the proof of the conjecture. The Checker certifies the correctness of the 
proof by checking that the Log actually represents a proof of the conjecture. 
Since the Checker only needs to check that the Log is compliant to a set of given 
rules (the rules of the logic used by the prover, e.g. first order logic), its imple- 
mentation is in general much simpler than that of the Logger, and its validation 
is often feasible by simple code inspection. Thus, the Checker can be assumed 
to be correct. The representation in the figure is conceptual; when instantiating 
the logging-and-checking architecture to the on-line prover, the input theorem is 
represented, in the concrete, by the two expressions P and P' . Critical software 
components are shadowed in the figure. The Logger is not critical, since every 
error it introduces is caught by the Checker, which causes the Logger’s execution 
to be rejected. 

Of course, in case the Checker is run on a hardware/software platform which 
is not guaranteed to be fail-safe (e.g. a platform composed of COTS), an incorrect 
execution of the Checker is possible due to a platform-induced runtime failure, 
leading to an unsafe behavior of the overall system: no absolute guarantee of 
safety can ever be achieved. Our achievement is nevertheless very significant, 
even in the case of unsafe platforms: by making the correctness of the overall 
system dependent only on a selected, trusted section of code, we improve its 
safety. Intuitively, the probability of an error occurring in the execution of the 
(independent and trusted) Checker such that it annihilates a correspondent error 
occurred in the corresponding execution of the Logger is much lower than that of 
an error occurring in the (untrusted) Logger itself, or in the untrusted Translator. 
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Computer aided development tool 




Fig. 3. The computer aided development tool for the reactive run-time system 



4 An industrial Case Study 

The methodology presented so far was applied in a technology transfer pro- 
ject [2], aiming at the on-line certification of a translator of a safety critical 
computer aided development tool which is part of one of Union Switch & 
Signal’s next-generation products [12]. The tool is used to develop safety criti- 
cal reactive systems, such as Automatic Train Protection systems (atps), which 
cyclically read the train speed and position from sensors, checks whether the 
speed is consistent with a “safety speed curve”, and drives the train breaking 
devices accordingly. 

Figure 3 depicts the architecture instantiated on a safety critical railways 
application. Two subsystems can be identified: the on-board subsystem (below 
the dotted line), and the Computer Aided Development tool (above). On bo- 
ard, the “Run-Time Execution Environment” is a platform for the execution 
of reactive programs in rtm format (which is a binary, loadable machine lan- 
guage). The “Run-Time Execution Environment” is based on COTS technology. 
The correctness of the run-time execution is guaranteed by a fail-safe, very sim- 
ple (and thus cheap) Hardware Checker. This Checker compares information on 
the status of each rtm execution with a set of criteria which must be satisfied 
for the execution to be correct (SIG in figure).^ Data from sensors and to ac- 
tuators are encoded/decoded (with Cyclic Redundant Checksums and Residue 
Number Systems) to protect from data corruption by means of simple, fail-safe 
components. 

^ The details of the HW Checker cannot be disclosed in this paper since they involve 
proprietary information. However, the details are not necessary to the goal of this 
paper. 
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At development time, the user interacts with the Computer Aided Develop- 
ment tool, by specifying an application program on the graphical interface. The 
program is stored in GEM (Generic Entity Model) format, a simple high level lan- 
guage. The Computer Aided Development Tool is responsible for the translation 
of the application program into rtm format, which can then be safely executed. 
The Computer Aided Development tool is also based on COTS technology. It is a 
complex software package, written in a high level language, including graphical 
libraries, compiled on a conventional compiler, running on a portable PC, and 
intended to be operated on the held by design engineers. The project addressed 
the on-line verihcation of the (safety critical) GEm2rtm Translator (in hgure 3), 
generating rtm programs from gem programs. 

The resulting on-line prover (gem2rtm Embedded Veriher in hgure 3) was 
developed according to the methodology described in this paper. 

GEM and RTM programs can be thought of as cyclically acquiring data from 
sensors, executing the corresponding instructions, and delivering outputs to ac- 
tuators. GEM and RTM programs are given semantics as functions mapping hnite 
sequences of inputs into sequences of outputs. Intuitively, a gem program G 
and an RTM program R are semantically equivalent if they feature the same 
input/output behavior for all possible sequences of inputs. The formal dehnition 
of this notion relies over a state-based semantics dehnition of GEM and RTM 
instructions, and can be found in [2] . 

The dehnition of the simplihed equivalence “=sjmp”, exploited in the on-line 
proof phase, relies on the dehnition of a mapping T between GEM instructions 
and (sequences of) rtm instructions, and on the existence of a mapping M 
between the variables of G and those of R. The T mapping must be semanti- 
cally preserving: corresponding instructions exhibit corresponding state trans- 
formations. A sequence TZm of instances of translation rules, representing the 
translator’s behavior, is used to witness this property. The simplihed conditi- 
ons are described as a set of structural conditions over G, R, M, TZm and T; 
they are formally dehned in [2]. If two particular programs R and G are such 
that G =simp R, we say that they satisfy the Syntactic Verihcation Conditions. 
The reduction given by the off-line/on-line decomposition is that the Syntactic 
Verihcation Conditions are much simpler to prove than semantic equivalence. 

The correctness of the off-line/on-line decomposition is guaranteed by proving 
Theorem 3: 



VG, R : (G —simp R zy G =sem R) (4) 

where the corresponding dehnitions for ^^=simp” and ^^=sem” are used. The proof 
is performed by induction on the length of input sequences and on the structure 
of programs. The off-line verihcation was carried out manually. Nevertheless, 
a bug was found in the design of the translator during the off-line phase. In 
particular, one of the translation rules TZm was not semantics preserving. Since 
TZm is derived from the informal specihcation of the translator, it turned out that 
the translator itself implemented a non semantically preserving transformation. 
In the future we plan to mechanically verify the off-line proofs. 
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The Logging and Checking approach to the certification problem for the 
on-line phase was very valuable in this particular problem. Indeed, proving the 
Syntactic Verification Conditions requires to identify witnesses for the mappings 
(namely M, T and TZm), and may require a lot of search. Since the Logger is 
not critical, it was possible to exploit the custom nature of the problem and use 
the data structure provided by the translator (e.g. the symbol table) in order to 
drive the search (e.g. the correspondence M from gem to rtm variables). 

The project required the design of an efficient Checker which could be under- 
stood and validated by the user. This deeply influenced its design, resulting in 
a custom program, containing a number of special purpose decision procedures, 
whose code can be directly mapped to the formal specifications of the Syntactic 
Verification Conditions. The developed Checker is a few hundred lines of C code, 
with an extremely simple control structure. The developed Verifier is extremely 
efficient. It is able to verify the translation of thousands of instructions in a few 
seconds. 

In parallel to this application, we have undertaken a project whose goal is 
that of obtaining a general purpose prover adhering to the logging-and-checking 
architecture. We chose to undergo a redesign of ACl2 [6], one of the existing 
state-of-the-art provers according to the logging-and-checking architecture, al- 
ready successfully used in several large scale verification projects (see [7] for a 
comprehensive review). ACl2 is especially suited to formalize software systems 
such as those we consider, and verify their properties. Unfortunately, ACl2’s 
proof reports solely consist of an informal commentary which describes the proof 
construction. Therefore, in order to fulfill our requirements, ACl2 needs to be 
reconfigured as a Logger, and a Checker must be built for it^. In order to achieve 
our aim, we adopted the Open Mechanized Reasoning Systems (omrs) techno- 
logy [3] as the methodology to proceed to the ACl2 logging-and-checking rede- 
sign. 

Relevantly to our purposes, as a result of a proof of a conjecture, an OMRS 
produces a structured proof account called a Reasoning Structure. A Reasoning 
Structure is basically a graph describing the proof construction, and from which 
a proof Log can automatically be extracted. 

Currently, OMRS has been used to specify, and reimplement, the top-level 
proof search algorithm of ACl2. As a result, the OMRS-revised prototype is able 
to build proof logs which describe the proof by considering ACl2’s high-level 
heuristics as basic inference steps. More details can be found in [1]. 

5 Related Work 

As far as we know, no previous work has proposed the idea of decomposing the 
verification task into two distinct phases, the off-line proof done “once for all” 
and the on-line proof for each individual translation. 

^ Actually, a limited Emacs-based proof tree facility is available, together with a com- 
panion checker named Acl2-Pc. Neither tools are satisfactory w.r.t. our aims, both 
because of the Checker’s size, and because it is strictly integrated with the Logger, 
rather than being an independent piece of code. 
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In the off-line phase, we adopt a logging- and-checking mechanism to address 
the problem of the certification of the ACl2 proof. To this extent, the closest 
work to ours is that on the EVES prover [8]. Even if similar in spirit, our work 
is in practice rather different: we aim at logging and checking a complex and 
powerful prover such as ACl2 in a principled way by using the OMRS technique. 
According to the OMRS approach, the theorem proving strategies are expressed 
as tactics. This resembles the idea underlying tactic-based theorem provers (e.g. 
HOL [4]). In fact, an alternative approach to the certification of the off-line proof 
is the use of a tactic-based theorem prover. Indeed, in principle, proofs generated 
by means of tactics are guaranteed to be sound given the correctness of primitive 
tactics. Nevertheless, state-of-the-art tactic based provers, when used to verify 
complex systems, e.g. in hardware verification, have required a rather onerous 
development of several special purpose tactics which would be hardly applicable 
in our application domain. 

The idea of coupling a translator with an on-line prover which compares for 
individual translator runs inputs and outputs is a major shift w.r.t. standard 
practice in formal verification. This idea has been independently promoted by 
Pnueli, Siegel, and Singerman [11], where a syntactic simulation- based proof 
method is used to verify automatically the correctness of a compilation from the 
language SIGNAL to C-code. In their approach, no off-line proof is devised. 

To this extent, some similarities exist with the work on Proof Carrying Code 
(PCC) [10,9]. The PCC technology has been devised for application domains 
which are very different from ours, namely the problem for a fail-safe host plat- 
form to execute code provided by an untrusted code producer. The producer 
must couple each program with a proof which is then proof checked by the host. 
The checker must check the proof against the actual untrusted code. This idea is 
similar to our idea of an on-line logging-and-checking of the proof log against the 
actual inputs and outputs of the translator (see Section 4 for a discussion about 
this problem in the industrial case study). In PCC, the checker is general, for 
instance based on simple extensions of Natural Deduction encoded in LF. Our 
on-line checker is based on special purpose decision procedures in order to check 
efficiently the proof log, to keep the log size reasonable, and to have both the 
checker and the log which can be understood and validated by end-users with 
no experience in logic. Finally, the current PCC framework does not seem to 
address the problem of the generation, the logging and the checking of complex 
proofs, even if some extensions in this sense are currently planned. 

6 Conclusions and Future Work 

In this paper, we have described a methodology for the automatic verification of 
safety-critical translators, run on top of non-failure-safe platforms. The methodo- 
logy involves the reduction of the on-line verification phase through an off-line 
phase, and the design of proving tools following the logging-and-checking ap- 
proach. We have showed the application of the methodology in the frame of an 
industrial project; in such case, off-line proofs were conducted by hand rather 
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than exploiting an automated tool. In order to be able to fully exploit the tech- 
nology in other projects, we pursue the aim of obtaining a logging-and-checking 
version of a state-of-the-art prover, ACl2, by re-engineering it through OMRS. 
We have already designed a coarse ACl2 specification, and obtained an ACl2 
Logger prototype. This was performed in few man-months of work, inclusive of 
a startup time needed to design a number of re-engineering support tools. 

As a part of our ongoing ACl2 redesign project, we intend to refine the OMRS 
specification, in order to build a finer grained Logger; to design and implement 
the correspondent Checker, and to test them in proving conjectures such as that 
defined in the off-line phase of the project shown in section 4. Moreover, we 
intend to test our methodology by verifying other translators, possibly more 
complex than the GEm2rtm we showed, where identifying automatizable verifi- 
cation conditions is likely to become a major issue. 
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Abstract. The use of formal methods in real project is still a challenge. 
The paper reports the results of a Trial Project, partially funded by the 
European Communities, with the goal to measure difficulties and bene- 
fits associated with the use of integrated graphical and textual formal 
specification languages. The reference application used for the trial pro- 
ject was the development of a platform door control function of a more 
complex system in the field of railway applications. 



1 Introduction 

The purpose of UseGat^ (Use of Integrated Graphical & Textual Formal Speci- 
fication Languages in Industry) project was to demonstrate the suitability and 
viability of combining structured and formal methods to develop real large-scale 
applications. UseGat focused on measuring the initial investment needed to in- 
corporate such a technology in an industrial environment and its effect on the 
product quality and costs, especially in the development and validation of safety 
critical systems. 

The baseline project used within the project was a component of an interlocking 
system of a driverless metropolitan light railway that has been installed on the 
test track ring in Ansaldo Trasporti, Naples. 

This paper describes the results of the project in the light of the original objec- 
tives. 

2 Project Objectives 

The use of Formal Methods in Industry is controversial in several aspects: 

^ UseGat is partially funded by the European Communities under the ESPRIT pro- 
gramme, project no. EP20237. 
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— Difficulty to use. 

— Impact on the production process. 

— Impact on the product quality. 

The original UseGat project objectives were to investigate all three aspects 
throughout a well-defined experiment, suitable for the working environment and 
the application domain of Ansaldo Segnalamento Ferroviario (ASF). In particu- 
lar: 

— To complement the technology already in use (StP)[l] with a formal notation 
(VDM-SL)[2] to support the software development life cycle, in particular 
specification analysis through animation, limiting as much as possible the 
necessary effort to move from StP technology to UseGat. 

— To investigate the possibilities to customize the notations to the application 
domain, in order to provide a notation as user friendly as possible. 

— To assess the impact of the UseGat technology and method on the produc- 
tion process and the product quality, throughout a well-defined and realistic 
experiment incorporating typical functional and safety requirements, as well 
as time constraints, of the application domain. 

3 The UseGat Experiment 

3.1 Identification of Trial Application 

The baseline project adopted as the reference application for the project, was 
the development of the platform door control function of the Automatic Train 
Gontrol System (ATGM) for the Automatic Metropolitan Light Railway Pro- 
ject (called the MLl project). In the MLl project a fully automated driverless 
train system is developed. The model of the platform door control function de- 
veloped with the UseGat technology focused on describing the logical behavior 
of the function. Some real-time constraints have also been addressed, as the 
Metropolitan Light Railway System has to interact with the real world. A func- 
tional real-time requirement is that the doors must be opened and closed while 
a train is positioned in the right position on the rail-track at a platform; a safety 
real-time requirement is that the doors must be re-opened immediately if an 
obstruction is detected. To match such real-time requirements, synchronization 
and control of different tasks composing the function have been specified in a 
way that deadlocking will be avoided and the service given by this module more 
dependable. 

3.2 The UseGat Technology 

The UseGat environment is made of: 

— A methodology combining structured analysis (the SA/RT notation propo- 
sed by Hatley&Pirbhai [3]) and formal methods (the formal specification 
language VDM-SL). 
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— A methodology that can be customized such that it satisfies specific requi- 
rement of particular users. 

— Tools supporting the methodology (StP/SE, the IFAD VDM Toolbox, and 
the Specification Animator). 

The UseGat technology aims at improving the software development by put- 
ting emphasis on the early development phases. The idea is to build abstract 
executable models. Building abstract models has the advantages that one can 
focus on the essential properties, abstract away details that are not relevant, 
and raising early queries to the requirements. Building executable models has 
the advantage that validation can be performed also in the early development 
phases. In the combined notation the process specifications of the SA/RT data 
flow diagrams are written in VDM-SL. Furthermore VDM-SL values are flowing 
on data and control flows, and are stored in stores. The combination has defi- 
ned an unambiguous semantics for all elements of graphical notation and their 
combinations, and the well-defined semantics of VDM-SL provides a precise se- 
mantics of the process specifications. The combined notation hereby provides a 
graphical formal method. The customisability enables adaptation of combined 
graphical and textual notation to comply with development processes and requi- 
rements of individual companies. For example the scheduling of the execution 
process order, when more than one process is ready for execution, can be custo- 
mized according individual requirements. Examples of different scheduling are 
depth-first and breath-first scheduling. 

In the UseGat environment three tools support the combined notation: 

— StP/SF, giving support to editing and static checks of graphical models. 

— The VDM-SL Toolbox, giving support to static checks, interpretation and 
debugging of VDM- SL specifications. 

These two tools have been combined to provide execution and graphical ani- 
mation of combined graphical and textual models. The two tools in combination 
is called the Specification Animator. 

3.3 Rationale for Choosing the UseGat Technology 

The GFNELFG FN 50128 [4] standard for railway prescribes the use of formal 
methods as Highly Recommended for safety related software. The UseGat tech- 
nology aims at overcoming a number of barriers to the introduction of formal 
methods in industry: 

— The combination of a graphical and a textual notation provides a graphical 
approach to formal methods. StP was already used within ASF before the 
UseGat project and therefore the introduction of the combined graphical 
and textual formal methods was regarded as more easy to learn, as it only 
required minor changes of the existing development process. 

— Formal methods are often regarded as very academic and difficult to master, 
and in particular performing formal proofs is very time consuming and re- 
quires special skills. The UseGat technology allows gradual introduction of 
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formal methods by building abstract models and performing testing which is 
a well-known engineering validation technique. Later more advanced aspects 
of formal method can be introduced. 



3.4 The Reference Process Model 

The end-user reference development process, based on ISO/IEC 1207 [5], con- 
tains the following phases (Figure 1): 

1. Requirement Specification 

2. Design Analysis 

3. Functional Analysis 

4. Detailed Design 

5. Coding 

6. System Integration 

To each phase a verification and validation (V&V) activity is associated. 
The UseGat technology was introduced into the development process in the 
following three phases: 

— Analyzing the design from the requirements specification. 

— Analyzing the functionality of the design. 

— Producing the detailed design. 




Fig. 1. The end-user development life-cycle. The shadowed area illustrates the phases, 
where the usegat technology was introduced. 



The introduction of the UseGat technology was performed such that to di- 
sturb the existing process as little as possible, but at the same time to provide the 
advanced analysis features of the technology. The end-user development process 
includes tools for generating test cases and code and for simulating specific in- 
stallations [6,7]. The UseGat technology was incorporated such that it extended 
the development process by interoperating with the existing tools, not replacing 
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them. The V&V activities follow the development plan, that is they do not ent- 
ail a posterior intervention, but rather a more composite activity, wherein to 
each stage in the product development corresponds an appropriate verification 
and validation activity (something like a step by step verification), but which 
can come back to processes in previous phases if it needs. The V&V activities 
during the UseGat project regarded the definition of functional test-cases on the 
basis of the requirement specification using proprietary tools (Decision Table 
Tool and Test-case Specification Tool) [6, 7], the production of refined test-cases 
translated into a formalism compatible with the UseGat technology, the execu- 
tion of the test-cases on the detailed specification with the VDM-SL Toolbox 
and with the Specification Animator and the comparison of the obtained results 
with the expected ones. Even if the duration of analysis phase was longer than 
the standard one (without the UseGat methodology) the results obtained per- 
mitted to check the model before the coding activity, that is in a earlier phase 
of the development process. 

3.5 Size of Experiment 

In the development of the platform door control function and in the evaluation 
of the new technology, three persons were directly involved for development and 
evaluation, simultaneously one person was involved in preparation of the as- 
sessment framework. Moreover the Quality Department participated in defining 
of quality plan. And along the project a variable number of persons within the 
end-user assisted the UseGat staff with their expertise. This was in order to 
better define the technology and methodology requirements, to assess the risks 
of introducing the UseGat technology, and to solve the technical problems on 
the platform. 

The size of the model developed was: 

— 7 StP data flow diagrams on three levels of hierarchy, and 

— 2500 lines of VDM-SL specification. 

The project had a duration of 18 months, and the collaboration between the 
three partners (ASF, ENEA, IFAD) permitted to work in the different sites, but 
the most part of the activities was at the final user in order to better integrate 
the technology results. 

Prior to this experiment the project team involved in the development of UseGat 
model had some experience in formal methods, but none in the formal method 
VDM-SL. Previous experiences with formal methods where gained from atten- 
ding seminars and conference only. At the beginning of the project one other 
department within ASF had a deep knowledge of the StP tools, whereas the 
project team had only theoretical knowledge but no practical experiences. 
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3.6 Modeling the Application 





Fig. 2. Flow Diagram Example 



In the example of figure 2 the scheduling mechanism model is depicted with a 
control specification enabling the different processes {ManageManual, Manage- 
ProcvessStatus and ManageAuto) in a specified order and avoiding the multiple 
access to the shared data {gioulStatus data store). VDM-SL specifications are 
associated to each single process. In the specification example below, the pro- 
cess ManageManual manages the manual commands received. Such messages are 
sent in cases where problems are arisen, e.g. to force a door to open. The pro- 
cess ManageProcessStatus manages the switching the states that the control of 
the platform door can be in. The process ManageAuto manages automatic com- 
mands received, e.g. automatic opening of doors. The order of execution of the 
three processes is important such that ManageManual is executed before Mana- 
geProcessStatus, which again is executed before ManageAuto. This is controlled 
by the control specification of the diagram. 
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Data Dictionary Example 



types 

Present Absent = <Present> I <Absent>; 

FreeBusy = <Free> I <Busy>; 

EnableDisable = <Enable> I <Disable>; 

AutoManual = <Auto> I <Manual>; 

RemoteLocal = <Remote> I <Local>; 

QpeningPredispositionStatus = <DoorA> I <DoorB> I <DoorAB> I <Absent>; 
ProcessStatus = <OpeningPredispositionRequest> I <PredisposedOpening> I 
<OpeningEnablingRequest> I <EnabledOpening> I . . . ; 
GioulStatus : : — READ / WRITE 

processStatus : ProcessStatus autoOpeningStatus : Present Absent 
autoClosingStatus : PresentAbsent doorStatus: FreeBusy 
GpStatus : : — Read only 

doorAOpeningControl : bool doorBOpeningControl : bool 
obstructionDetected: bool doorAlarm: bool 
ManualComm = 

<0pen> I <Close> I <EnableA> I <EnableB> I <DisableA> I <DisableB> I . . ; 

Minispec Example 

ManageManual (manualComm: ManualComm, gioulStatus : GioulStatus , 
gpStatus : GpStatus) gioulStatus’ : GioulStatus, gpComms : GpComms , 
manualComm’ :ManualComms, exception: [Exception], startMPS: int , 
manualLog : [ManualLog] == 

if manualComm = [] then return mk_(giolStatus ,[],[], nil , 1 ,nil) 
else 

cases (hd manualComm) 

<Qpen> -> RequestManualOpening (gioulStatus , gpStatus , manualComm) , 
<Close> -> RequestManualClosingCgioulStatus , gpStatus , manualComm) , 
<EnableA> -> RequestEnableOpeningA(gioulStatus , gpStatus , manualComm) , 
<EnableB> -> RequestEnableOpeningB (gioulStatus , gpStatus , manualComm) , 
<DisableA> -> RequestDisableOpeningA(gioulStatus, gpStatus, manualComm) , 
<DisableB> -> RequestDisableOpeningB (gioulStatus, gpStatus, manualComm) , 
others -> return mk_ (gioulStatus, [] ,tl manualComm, nil, 0, nil) 
end; 

RequestManualOpening (manualComm: ManualComm, gioulStatus : GioulStatus , 
gpStatus : GpStatus) gioulStatus’ : GioulStatus, gpComms : GpComms , 
manualComm’ :ManualComms, exception: [Exception], startMPS: int, 
manualLog : [ManualLog] == ... 

Ver if iedRMO (gpStatus : GpStatus , gioulStatus : GioulStatus) 
exception!: Exception! == ... 
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4 Evaluation and Results 

The main goal of the project was to evaluate how and under which terms it 
could be possible to introduce the UseGat technology into the ASF development 
process, and how it could be adapted to existing practices and standards used 
at ASF. 

4.1 Evaluation 

The evaluation was divided into two parts. The first part was performed after 
the specification and design phases (referring to the phases in Figure 1 these are 
the Design Analysis, the Functional Analysis and the Detailed Design boxes) 
and was called the specification and design assessment. The second part was 
performed after the implementation phase and was called the implementation 
assessment. The specification and design assessment evaluate the ’’Methodo- 
logy and Language” and the ’’Software and Toolset”. It assessed the graphical 
notation annotated with textual VDM-SL process specifications, the VDM-SL 
textual notation stand-alone, and the supporting tools. Questionnaires based on 
the ISO/IEC 9126 standard [8] and adapted for the ASF’s development model 
were used for the development in term of consistency analysis. This assessment 
was performed comparing the development results to a process having similar 
complexity , as well as considering the evaluation of the testing activity and the 
production of documentation. 

4.2 Results 

The future international standard for developing high integrity software CEN- 
ELEC EN 50128 [4] describe the use of formal methods as ’’Highly Recommen- 
ded”. The principles in applying this are: 

1. top-down design methods 

2. modularity 

3. verification of each phase of the development life cycle 

4. verified modules and module libraries 

5. clear documentation 

6. auditing documents 

7. validation testing 

It was shown how the use of StP data flow diagrams in the UseGat technology 
offered support for a top-down design method and for modularity (items 1. and 
2.) The concepts of incremental prototyping and dynamic execution of models 
improved the verification at each phase of the development life cycle (items 3. 
and 4.) The technology improved the quality of the documentation (item 5.) 
Testing could start at an earlier stage of the development life cycle (item 7.) 
This led to an overall positive result within the assessment. The conclusion was 
also based on the detailed assessment of the methodology and language and on 
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the impact of the standard development life cycle. 

The results were not likewise good for what concerns the maturity of the tools, 
since too many problems related to user-friendliness of the interface and perfor- 
mance were found. At the end of the assessment it was possible though to affirm 
that the UseGat technology has good potentialities that could increase the effi- 
ciency of the development life cycle, but at the moment the depicted problems 
do not permit its complete introduction in the production process. More details 
are given below. 

The introduction of the UseGat validation activities in the design phases helped 
and guided the parallel verification and validation activities. The combination of 
structured and formal notations offered a more complete definition and design 
of the life cycle activities, from the analysis to the detailed design. 

Evaluation of the combination of the graphical and textual notations was posi- 
tive, although some problems were faced in the expressiveness of the graphical 
parts. The evaluation of the toolset reached a fair level. A number of improve- 
ments that would increase the level of the toolset are listed in the next section. 
Analysis regarding changes and improvements linked to the introduction of the 
UseGat technology into the ASF product life cycle showed that the technology 
could easily be integrated into the existing development cycle. Furthermore, the 
introduction added more value to the detailed analysis and corresponding veri- 
fication activity: 

— It was possible to test the abstract model. 

— Increased test coverage was obtained. 

The technology is not directly suitable for real-time logic analysis. However it 
was shown that it could support analysis of hierarchies of processes, regarding 
issues as concurrent activation and priorities. 

The V&V task was complemented by the animation of data flow diagrams, 
testing at the analysis level, and the combination of topological coverage infor- 
mation with functional coverage. 

The application chosen for the trial project analyzed a process that interacts with 
a complete system, integrating the functionality of the platform door control. 
The technology also gave sufficient support for documentation of this aspect. 



4.3 Tools and Technology Improvements 

In order to improve the Specification Animator’s debugging facilities it is recom- 
mended to add a facility for adding and modifying values during a debugging 
session. This would in particular facilitate analysis of particular subparts of a 
model. 

The error messages should be clarified and the on-line help should be improved 
to better impact the reliability, the usability and the analysability. This would 
further increase the fault tolerance and the recoverability of the animation part 
of the technology. 

Constraints on the graphical notation imposed both by the tool supporting it 
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and by the integration with the formal textual notation have to be considered if 
the technology should offer efficient support to the design process. The installa- 
tion procedure could benefit from being refined. 

Moreover, it should be studied whether and how the introduction of a temporal 
variable and a dynamic delay in the methodology could increase the efficiency 
and the capability of the UseGat technology to deal with the real-time con- 
straints. 

5 Key Lessons Learnt 

5.1 Technical Issues 

The UseGat technology supports execution of abstract models, i.e. validation of 
designs using early testing. This eases the introduction of the technology because 
testing is a well-known software engineering technique. 

The combination of structured and formal notations (SA/RT and VDM-SL) is 
really powerful and offers a more complete definition and design in all phases 
from analysis to detailed design. In addition the coding activity becomes clearer 
and better documented. 

Having reached a sufficiently detailed design interpretation of models becomes 
fundamental. As a first step the testing activity can work on the detailed design, 
identifying the problems of the specification at an earlier stage. For this reason, 
even though currently the final code can only be produced manually from the 
UseGat specifications, the UseGat technology can also affect the testing of the 
code. Many analysis and design errors can be detected in the early development 
phases, and thereby their propagation through to the code is avoided. 

Future automatic translation from the UseGat specifications to the final code 
would be very beneficial. In this sense the quality of the whole development 
process can be increased with the introduction of the UseGat technology for 
design of safety critical systems. 

Test coverage of the functional behavior is important for testing a system, but the 
topological test coverage also offered by the UseGat technology is very beneficial 
to increase the confidence in the model developed. The general architecture, 
which was defined for the design of the platform door control process, can be 
easily re-used for the modeling of another logic process. The validation and 
verification activities in the project are related to the design of a specific railway 
logic process, but it can be generalized to any other logic process, not necessarily 
restricted to the railway field. 

5.2 Technology Transfer 

The UseGat technology was new to the ASF team: the VDM-SL notation was 
completely new, only a limited knowledge of StP was present, and no experience 
at all of the combination of StP with VDM-SL was present. This is a typical 
situation within a trial project. A tight coordination and intensive consultancy 
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was essential to ensure that the end-user could reach a high level of mastering the 
technology, otherwise the real benehts and restrictions of the technology could 
not be fully understood. That was reached through a number of seminars. 



5.3 Business Point of View 

A very important aspect of this experiment of using formal methods was its use 
in a real project. A clear function was isolated to be developed and inserted into 
a well-known system and on clear conditions, demonstrating the possibility of 
integrating the conventional and the new technologies. So a clear and realistic 
picture of the potentialities and the weaknesses of the new technology was drawn. 
It was also a good starting point for studying the risks of introducing the new 
technology into a real development environment. However, the new methodology 
was not applied to an entire large-scale system within this project. This would 
have been too high as goal to reach and there would have been too many risks. 
The UseGat experience has paved the way for new projects and activities of this 
type. 

Another result of this experiment is that new skills on a formal method have been 
introduced into ASF. The ATOM application is a good starting point for future 
applications using the UseGat technology. Furthermore, ASF could supports the 
technology provider with input about the strengths and the weaknesses of the 
technology. 



6 Conclusions 

The introduction of formal languages into the existing ASF development pro- 
cess was one of the objectives that the UseGat project fulhlled, since the new 
technology was integrated into the traditional ASF procedures. 

The other objective of the UseGat project was to study the suitability and via- 
bility of combining structured and formal methods to develop real applications. 
The new methodology was applied in the modeling of functional and safety re- 
quirements, and was efficiently integrated into the developed context with the 
standard methodology. This limited perhaps the complete evaluation of the me- 
thodology, but gave an overview of its potentialities. 

Moreover the work done for the notation customization to met the application 
domain produced a technology which could be integrated into the StP environ- 
ment. 

The assessment analyzed the impact of the technology on the internal life cycle in 
terms of the hnal quality of the product. The UseGat project offered to ASF the 
possibility of identifying the potentialities of a formal method, but the suppor- 
ting tools are considered immature at the moment for a complete introduction 
into the product life cycle. 
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Abstract. By-wire systems have been established for several years in the area of 
aircraft construction and there are now approaches to utilize this technology in 
vehicles. The required electronic systems must evidently be available and safe. 
In the same time the requirements of mass production have to be reached (long 
life time, long maintainability intervals, low costs, fulfillment of standards). 
This paper addresses a new automotive architecture approach - based on a time 
triggered architecture - and a framework for the application design of future by- 
wire systems in vehicles. 



Introduction 

The driving forces transforming our world towards the information society are also 
dramatically changing the mechanical engineering market domains. There is a clear 
trend to substitute mechanical, hydraulic, or pneumatic systems by computerized by- 
wire components in automotive systems. The aircraft domain has been the technology 
driver till today. A well-known example is the flight control system of the Airbus 
A320. However, it is estimated that the automotive industry with its huge market for 
components will take this role in future. It is estimated that in 2006, 25% of the total 
cost of a passenger car will be accounted for electronic parts. This also includes 
electronic brake and steering systems, which are supposed to offer a better 
functionality than conventional systems and therefore have the potential to increase 
overall traffic safety significantly. Further advantages but not less important are 
reduced costs for assembly during line production (reduction of packaging problems. 
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no brake fluid, no bleeding, simple maintenance) and easier adapting of assistance 
systems like anti braking system (ABS), electronic stability program (ESP), etc., since 
they could be realized only by software and sensors without additional mechanical or 
hydraulic components. To be affordable for mass production, the electronic systems 
have to offer the same availability and simultaneously safety of their 
mechanical/hydraulic counterparts, so that no mechanical/hydraulic backup solutions 
are needed. This means in the last consequence that the safety critical system must 
provide an electronic backup system which is realized by electronic redundancy. 



The Time-Triggered Approach 

A system architecture that suits best for the described application domain is based on 
the Time-Triggered (TT) approach. In a TT architecture all system activities are 
initiated by the progression of a globally synchronized time. It is assumed that all 
clocks are synchronized and every observation of the controlled object is timestamped 
with the synchronized time. 

This paper addresses a new automotive architecture approach using the fault-tolerant 
Time-Triggered Protocol TTP [Kope97] that has been designed due to the class C 
SAE classification [SAE93a] for safety critical control applications, like brake-by- 
wire or steer-by-wire. Time-triggered systems based on TTP can provide the required 
high level of dependability, which has been clearly demonstrated in the ongoing EC- 
funded projects X-By-Wire [Dilg97a, Dilg97b] and TTA [HeTh98, Sche97]. The 
intention of the TTP architecture is to tolerate one arbitrary fault within electronic 
systems without any effects to the system behavior. 



Time-Triggered Protocol (TTP) 

For the realization of a distributed time-triggered architecture a communication 
network is necessary that provides the features mentioned above. None of the 
commonly used in- vehicles communication systems (CAN, A-BUS, VAN, J1850- 
DLC, J1850-HBCC[SAE93b]) meets the requirements for safety related by-wire 
systems since they were not designed for this case [KrSc97]. They are all lacking in 
being deterministic, in synchronization and fault tolerance characteristics. These 
missing properties are the motivation for developing new approaches for in-vehicle 
communication systems. As a new start we examine the Time-Triggered Protocol 
developed by the University of Vienna and Daimler-Benz Research. TTP is especially 
designed for safety related applications and fulfills these requirements. TTP is an 
integrated time-triggered protocol that provides; 

• a membership service, i.e., every single node knows about the actual state of any 
other node of the distributed system 

• a fault-tolerant clock synchronization service (global time-base). 
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• mode change support, 

• error detection with short latency, 

• distributed redundancy management. 

All these issues are supported implicitly by the protocol itself. A comprehensive 
description of the TTP protocol is given in [KoGr94, Kope97a, Kope97b]. The TTP 
protocol has been designed to tolerate any single physical fault in any one of its 
constituent parts (node, bus) without an impact on the operation of a properly 
configured cluster [KoGr94]. 

The overall TTP hardware architecture is characterized by both the TTP system 
architecture and the TTP node architecture as shown in Fig. 1. A TTP real-time 
system consists of a host subsystem, which executes the real-time application and the 
communication subsystem providing reliable real-time message transmission. The 
interface between these subsystems is realized by a dual ported RAM (DPRAM) 
called Communication Network Interface (CNI) [KrKo95, Kriig97]. The assembly of 
host and TTP-controller is called Fail Silent Unit (FSU). Two FSUs form a single 
redundant Fault -Tolerant Unit (FTUj. The physical layer consists of two independent 
transmission channels. 




Fig. 1.: Architecture of a TTP-Based Fault-Tolerant Real-Time System 



The communication network topology is a broadcast bus. Bus access is granted to the 
nodes under the control of a static TDMA scheme. In accordance to the time-triggered 
concept, the timeslots in which a node may send and receive frames on the bus are 
pre-allocated at the design time of the system. This TDMA message schedule is stored 
locally within each node. To achieve an orderly access to the bus, the nodes maintain a 
globally synchronized time base. This operation is an integral part of TTP. For fault- 
tolerance reasons a dual channel system has to be used. 
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Brake-by-Wire Case Study 

As an example we are currently evaluating this approach within a brake-by-wire 
research car [HeBe98] (case study) without mechanical backup (see Fig. 2). The 
intention of this architecture is to tolerate one arbitrary fault without any effects of the 
system’s performance. For this purpose, we use hot redundancy in hardware 
(electronic computing units - ECU) as well as redundancy in communication (TTP). 
Nevertheless the electric components like sensors, actuators and power supply are also 
designed redundantly. 




Fig. 2.: Brake-by-Wire Case Study 



Our fault tolerant architecture consists of a set of two redundant ECU’s (electronic 
control unit) for both the Brake-by-Wire-Manager (BBW-Manager, BBWM) and the 
Power-Manager (PM), and 4 single ECU’s, one for each brake (see Eig. 2). The 
ECU’s are connected by two replicated busses. In this case study the brake ECU’s are 
not designed redundant, in order to reduce costs, since the failure of a single brake is 
not considered to be as severe as the failure of the BBW-Manager, or the Power- 
Manager. 

The function of the BBW-Manager is to read the sensor values of the brake pedal, the 
revolution counters of the wheels, the yaw-sensor, the acceleration sensors, and to 
calculate from these signals the brake force set points for the four brake actuators. The 
BBW-Manager should also manage higher assistance functions like ABS, traction and 
driving dynamic control. The Power-Manager controls the charge of the batteries, 
proceeds active power management and monitors the status of the power supply. If the 
generator or one of the redundant power circuits fails or the charge of the batteries is 
going low the Power-Manager generates a warning signal. Each of the four brake 
actuators have one brake electronic to control the electric motor of the brake actuator. 
The brake electronics get the brake force set points from the BBW-Manager. 

In contrast to event triggered systems a TTP system is built up by defining first the 
static message schedule. Pig. 3 depicts the result of this phase, namely the 
communication matrix of the above example on a brake-by-wire network. The Pig. 3 
shows the static synchronous TDMA schedule and its constraint that each subsystem 
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has to send exactly once in a TDMA cycle. The messages marked with T’ are called I- 
Frames, used for reintegration of lost members and do not transmit information for the 
application layer. 




Cluster Cycle 



^ Send Message Q Send 1-Frame 

Fig. 3: Communication Matrix of the Brake-by-wire Case Study 



The FSU’s of the BBWM and the PM send their messages in vice versa time slots. In 
this way short burst errors can be recovered. A FSU slot has a length of about 1.2 
msec. New brake force set points could be sent every 10 msec, which is needed for an 
ABS control loop. The brake control ECU’s send their status and the current brake 
force. These messages are not as time critical as the transmission of the brake force set 
points. The brake ECU’s send their messages only once in a cluster cycle, each 16 
ESU slots. In the leaving ESU slots the brake ECU’s send I-Erames for the network 
management. 



Application Design Approach 

In our brake-by-wire case study, a software fault, the exact same software running on 
redundant ECU, will lead to the same faulty reaction. This could be prevented by 
diverse software design, possibly developed by different teams. It would take more 
than double the effort and studies show that diverse software design does not 
automatically increase the reliability of the system [Bril90]. We think a more useful 
approach is to invest in the additional expenditure of reusable software components. 
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Software Components 

Unlike the development of todays software, which is generally directly based on 
command lines, a comparable procedure in hardware development is inconceivable. In 
an analogous manner, no-one would think to achieve the functionality of an integrated 
circuit (IC) by using individual diodes, resistors and transistors. With the introduction 
of integrated hardware components the work of hardware engineers has changed from 
dealing with the detailed problems of circuit development to the integration of 
standard hardware components (e.g., IC). To achieve a corresponding method for 
software development, software components are needed in order to build an 
application from a design level. Therefore, the application designer does not need to 
deal with details at the code level. 

The advantages for utilizing software components within the whole application system 
are simple maintainability and expandability, system quality improvement and 
increasing system safety with the use of sufficiently tested components. There are also 
predictable time and cost factors for project planning. 

The development of software components requires an initial large investment, which 
is only worthwhile if the components are reusable to a high degree. The problem of 
specific software components is that their functionality is pre-defined and fixed. If the 
available components do not fulfill the desired requirements, a new component must 
be found or developed in order to fulfill these special requirements. This inflexibility 
reduces the reusability of software components. A promising solution for solving the 
problem of specific software components is to use generic components. We define a 
generic component as a reusable system element which has a closed functional unit 
that represents a specific problem area. However, unlike a specific software 
component, a generic component has flexible characteristics. By configuring certain 
system characteristics and setting certain parameters, a generic component can be 
adapted to the specific requirements of an application to be developed. 



Operating Systems 

We are convinced that deterministic system behavior is basically needed for safety 
critical applications. Determinism can only be reached, if the application software is 
also time triggered. In the case of TTP, the application software system is strongly 
interconnected with the time division multiple access (TDMA) bus access scheme. In 
contrast to event-triggered networks, the global time triggered network rules over the 
application. The TTP communication subsystem has predefined, static binding points 
in time, when the host subsystem has to interact with the communication subsystem 
and, therefore, the operating system has to take care that the static time bounds are 
guaranteed. If the host subsystem does not interact as defined, the communication 
subsystem assumes a host error and becomes passive, due to the claimed fail-silent 
behavior. This cannot be managed by tasks themselves, sometimes developed by 
different subcontractors. A fail tolerant operating system (FTOS) is necessary. 
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Prime-Level Scheduler (PLS) 

As a prototype, an operating system called Prime-Level Scheduler (PLS) has been 
developed [Krug98]. The PLS is a time driven scheduler, which is based on an off-line 
task schedule. Tasks, which are scheduled by the PLS, are called fault-tolerant tasks 
(FT-tasks). The FT-tasks are only activated by the progression of time, they are non- 
preemptive and repeated periodically. The PLS is responsible that the time constraints 
of the FT-tasks are met. This concept was extended by features and services especially 
relating to the synchronization with TTP. In the following list the main characteristics 
of the PLS are summarized; 

• The FT-tasks are executed cyclically by a given start time. The cycle time is based 
on the duration of one TTP-cluster-cycle. If the task exceeds the deadline, the task 
will be suspended (see Fig. 4). 

• The time management is synchronized with the global time of TTP. 

• The reintegration of a suspended task for the next cycle is optional. 

• The PLS terminates itself in a predefined way if certain tasks are suspended. 

• In the case of a failure of the communication network (reset, short-circuit, 
interruption), the PLS detects this and goes into an exception mode. In this mode, 
the FT-tasks are still executed in accordance with the tasks timetable. 

• During run time, the PLS sends additional messages for diagnosis via CAN 
(Controller Area Network). 



Deadline Violation 




Fig. 4: PLS call (the dotted lines illustrate the faulty case) 

For the deadline value of a task, its worst-case execution time has to be known. Since 
the execution time varies, the available CPU time isn’t completely used. For that 
reason, a Multi-Level Scheduler has been developed. 

Multi Level Scheduler (MLS) 

In order to use the CPU time in a more efficient way, a second task level for non fault- 
tolerant tasks (NFT-tasks) was introduced with the MLS [Fisc98]. This results in a 
two level system consisting of a primary and secondary level. The primary level has 
the functionality of the described PLS. In contrast to the primary level, the secondary 
level is to perform non safety related tasks without time constraints. The non safety 
related tasks are only executed, if the MLS detects enough free time at the primary 
level. 
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Examples of task classification: 

Primary Level 

• tasks dependent on the TTP communication 

• tasks operating with quantitative variables (e.g., the loss of these variables would 
lead to a damage of vehicle and person) 

Secondary Level 

• tasks delivering diagnostic information (e.g., diagnostic information for automobile 
workshop) 

More than two task levels are not practical, because the more levels exist, the more 
time has to be invested by the CPU for organizing the task levels. 

Generally, to generate the required predefined schedule, the worst-case execution 
times of all tasks has to be known. Possible methods are described in the following 
chapter. 



Worst-Case Execution Time (WCET) Analysis 

The above mentioned PLS and MLS have to be supplied with the worst-case execution 
times which have to fulfill two requirements, they have to be safe, means they must 
not under-estimate the worst case and they have to be tight, to avoid the waste of 
resources. 

Real-Time Software in Automotive Applications 

The software structure of automotive applications is characterized by a cyclic 
execution: Reading in physical values, execution of algorithms and giving out the 
computed values. Assembler has been the standard programming language, which has 
been optimized manually due to the high pressure on costs of the used hardware. But 
there is a visible trend to use higher level languages especially C and code, generated 
by tools, which have been improved in respect to code efficiency. 

There have only used processor with simple architecture and flat memory in 
automobiles. But the increasing functionality, which will be realized in future by 
software, leads to usage of hardware platforms with higher performance. The decision, 
if platforms with caches and pipelines will be used in time triggered architectures 
depends on the powerfulness of WCET-analysis and the possibilities in making them 
deterministic enough by deterministic cacheing strategies for example. 

Known Approaches 

The estimation of the worst-case execution time of a real-time software is a complex 
task. The influences of all participating parts - application software, compiler and used 
hardware platforms have to be taken into consideration. There are described two 
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general approaches for estimating the worst-case execution time in literature 
[Kope97c]: The pragmatic approach by on-line measurement and the analytical 
approach by modeling all participating parts. Their characteristics are discussed 
below: 

Analytical Approach - Modeling 

An analytical model has to be built for each part (software, compiler and hardware 
platform). Because of the strong influence of the underlying hardware and used the 
compiler, the analysis has to be done at source code and machine code level. By this 
model-based method, it is generally possible to compute safe worst-case times, and 
there could be reached successes for simple hardware architectures [PuSc97], but it is 
still a big challenge for modern hardware architectures with parallel units and 
hierarchical memory organization. There are known many approaches focusing sub- 
problems, but there is still a lack of a general method. And because of the complexity 
there is no professional tool available [Pusch97] . 

Pragmatic Approach - Measurement 

This approach is based on measuring the execution times on-line during runtime 
without costly modeling, only with few additional lines of code and external 
equipment like logic analyzer or oscilloscope. But there is no guarantee to find the 
path through the code with the maximum execution time. 



We are convinced, that for practical usage of the WCET-analysis a mixture between 
the presented approaches is required, which allows fast configuration for other 
hardware platforms and gives a maximum of safe bounds of predicted WCET (but no 
guarantee). So we have focused our researches to a method, based on intelligent 
measurement including model-based components: The source-code is included with 
additional functions, which are recording timing information during runtime, in an 
early state of system evaluation. After runtime, timing information is analyzed by a 
timing tool, computing the worst-case path. 



Developing Tools 

Every part of the developing process should be supported by tools in order to handle 
the complexity of the system, accelerate the design process and increase the reliability. 
A tool environment for realizing time triggered architectures has to support the design 
of the task and message schedule, the realization of the application, the system 
integration and the test of the availability and safety requirements. We need several 
kinds of tools: 

• For definition of the static message and task schedule a tool has to be available. 
This tool has to allow a graphical definition of the time and message constraints 
and generates a valid message and task schedule. A first prototype realization was 
developed by the University of Vienna [Noss97]. 
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• For realization of applications in the automotive environment typically tools like 
Matlab/Simulink and Statemate are used, to develop control loops and simulate the 
system behavior. These tools have to adapted to the constraints of time triggered 
architectures. Also the possibilities to integrate software components and worst- 
case execution times have to be supported. 

• For system integration a tool for monitoring the messages on the communication 
channels and for simulation of non-available nodes is required. During 
development the complete system is usually not available or subsystems are 
developed by other departments or outhouse partners. For testing and evaluating 
issues the simulation of the non-available nodes are required [Flei97]. 

• For testing the availability and safety requirements we need the possibilities for 
fault injection in software and hardware and reliability modeling. For fault injection 
on the communication bus a fault injection device called TTP-stress is available 
[HeSc98]. 



Conclusion 

In this paper we present a new architecture approach for future automotive by-wire 
systems without mechanical or hydraulic backup based on a time triggered 
architecture. In the first part of the paper we introduce the time triggered architecture 
and the time triggered protocol. We showed that time triggered architectures are well 
suited for safety critical by-wire applications. In the second part we describe demands 
for the application design. This part contains demands for reusable software 
components, for the operating systems and tools for the developing process. 
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Abstract. In this paper concepts for fault-tolerant communication sys- 
tems in large-scale manipulators for heavy weights are introduced. This 
class of robots makes high demands on safety and real-time behaviour of 
data transmission, which cannot be fulfilled by conventional communi- 
cation systems. According to different types of data the communication 
system has to cope with, two fault-tolerant architectures, based on the 
GAN-protocol and on the ATM system, are exposed. 



1 Introduction 

Large-scale manipulators build a special class in the area of big robots. They 
cover a wide range of applications. Examples are the employment in the building 
industry, the cleaning and restauration of buildings, the inspection of freeway 
bridges, the employment in the mining industry and as evacuation equipment in 
disaster control operations. 

As an example. Fig. 1 demonstrates a scenario of the mining industry. It 
shows a tunnel drilling robot like it is applicated nowadays. A specialist handles 
the robot locally. In the future the operator will work over-meet and remotely ob- 
serve and control the robot. A head-mounted-display, a data-cage or a data-glove 
can be employed. All versions of heavy load handling systems have a very com- 
plex data processing system, which is clarified on the basis of a further configura- 
tion in Fig. 2. It covers a multiplicity of sensors, on the one hand for environment 
recording, on the other hand for the positioning of the joints with consideration 
of the elasticity. Further units fulfill those functions: drive, trajectory planning, 
collision avoidance, man-machine interface (MMI) and monitoring. As a result, 
various data flow between the components, which require a suitable communi- 
cation system. Due to the multiplicity of the components, the spatial expansion 
and the safety and reliability requirements a distributed system structure on 
the basis of serial bus systems is aimed at. The communication system does not 
only have to meet high temporal requirements for the fulfilment of the control 
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Fig. 1. Application from the mining industry 



functions, but is also subject to very high safety and reliability request. These 
result from the dynamics and size of the device as well as the possible stay of 
humans in the work area. Data flows cover data with different characteristics. 
Therefore different communication protocols and architectures are to use. In the 
following two fault-tolerant architectures are introduced, which can be used for 
the data communication in different levels of the data processing hierarchy of a 
large-scale manipulator. 



2 Data Processing in Large-Scale Manipulators 

In order to specify the requirements in detail a view of the most important 
processes is necessary, which run on a distributed computer system and are 
linked together. The operator only moves the endeffector of the robot arm, all 
further arm segments align themselves independently. Since the manipulator arm 
has several degrees of freedom in the motion, it can move in such a way around 
obstacles. This requires a complex calculation of all joint angles [8]. Besides, 
mechanical components must be held on the debit position by an intelligent 
controller. On the basis of a layer model the necessary processes are structured 
from the point of view of the communication system. 



2.1 Hierarchial Model of Data Processing 

In the automation engineering communication units are roughly classified [3] by 
a hierarchial model. Fig. 3 shows the model of the data processing in large-scale 
manipulator systems, which makes a classification according to the control tasks 
of a layer and the data processing components. 
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Fig. 2. Prototype of a large-scale manipulator 




Fig. 3. Hierarchial model of the data processing 
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- Operator’s layer 

The operator controls and observes the working process of the large-scale 
manipulator. The core function is the movement of the endeffector. If the 
control station is far away, it is called telerobotics. A possible scenario was 
already described in chapter one. The user needs a very large quantity of 
data to control the system (video, sound, sensor and control data). 

- Inverse kinematics 

Processes of this layer receive the coordinates of the endeffector and deter- 
mine the appropriate joint angles of all arm segments. Also information of the 
sensor layer is transfered to this point. Major task is the on-line trajectory 
planning including the collision avoidance. 

- Inverse dynamics 

This layer executes processes, which have been invoked by the inverse kine- 
matics. Major tasks are calculations for the inverse dynamics. The torque 
is calculated in order to transfer the joint into the desired angle position. 
Therefore data of all layers are necessary. 

- Datafusion, controllers 

In this layer the controlling of hardware components takes place. Joints are 
driven into certain positions by force control. The control processes obtain 
their reference input from the inverse dynamics and are linked over field 
busses. 

- Sensor/actuator layer 

Here, the collection and preprocessing of sensor information as well as the 
controlling of the actuators takes place. 



2.2 Communication Requirements 

Regarding the data processing requirements, the communication system has to 
provide: 

- Real-time behaviour (sufficient bandwidth, determinism of data transfer, i.e. 
worst case delays have to be guaranteed); 

- High safety (fail-safe behaviour); 

- High reliability. 

According to the different layers of data processing there is a great number 
of data types, distinguishing from the following characteristics: 

- Data length; 

- Frequency of data occurence; 

- Kind of data occurence: event-driven (spontanous) time-driven (cyclic, peri- 
odic); Performance requirements; 

- Determinism requirements (e.g. maximum jitter); 

- Safety-related; 

- Kind of addressing: uni-, multi- or broadcast. 

Regarding data lengths and real-time requirements, there are two major cate- 
gories of data: 
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1. Large Quantities of data, comprising large message lengths, to be transfered 
under medium real-time constraints. These kind of data arise in high layers 
of data processing (e.g. telerobotics). 

2. Short messages occurring with high frequency, to be transfered with high 
determinism. Data of the sensor/actuator layer belong to this category. 

In general, communication systems like Ethernet (TCP/IP), FDDI and ATM 
are utilized for the transfer of data of the first category. But, regarding the high 
safety and reliability requirements of large-scale manipulators, these protocols 
are not suitable without fault tolerance enhancements. Standardized communi- 
cation systems belonging to the fieldbus or sensor/actuator domain may meet 
the real-time constraints of the low level data transfer of the second category, 
but suffer from limited fault tolerance capabilities, too. In the following, fault- 
tolerant communication architectures, on one hand suitable for sensor/actuator 
communication and on the other hand adapted for telerobotics, are introduced. 
As far as possible, standardized protocols and components are used, enhanced 
by software (protocol) and hardware features in order to improve the safety and 
reliability of data transfer. 

3 Sensor /Actuator Communication 

On the lowest level of the control hierarchy, the sensor/actuator level, data is 
characterized by information occuring predominantly cyclically. The transfer of 
these periodic values, controlling the process, are subject to high real-time con- 
straints i.e. defaulted time limits must be kept with high accuracy. By the pre- 
determination of cyclical data occurence, both the communication protocol and 
the application software can use fixed processing schedules which guarantee a 
high determinism. In addition to information occuring periodically, a bus system 
must provide transmission capacity for acyclic event-oriented data. These mes- 
sages, such as emergency signals of the process, error messages concerning the 
communication system components or acyclic control instructions, are subject to 
high temporal constraints, too. For example, an error message has to be trans- 
mitted very rapidly in order to start fault tolerance measures without effecting 
the process seriously. Overcoming both periodic and event-oriented data transfer 
under high realtime, safety and reliability constraints, depends on the kind of the 
chosen communication protocol, in particular the bus access strategy. Cyclical 
bus access mechanisms like token-, polling- or time slice mechanisms are tailored 
to the deterministic transfer of cyclically occurring data. The transfer of event- 
oriented data requires reserving bus capacity which remains unused in the case 
of not occurring events. As a result, the bus load increases leading to an increase 
in the medium bus access delay, especially regarding networks, which comprise a 
high number of nodes. In contrast, event-oriented (multi master, CSMA) strate- 
gies provide a high efficiency, i.e. low bus access delays, transfering event-driven 
data. Using a multi master protocol, each node is allowed to start the transmis- 
sion of a message at any point of time, unless the bus is occupied by another 
transmission activated before. Due to collisions, i.e. the concurrent bus access 
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of two or more nodes, determinism of data transfer is worse compared to time- 
driven mechanisms. The complex nature of data in a large-scale manipulator, 
comprising event-triggered as well as time driven data, requires the combination 
of different protocol strategies. 

In order to achieve high safety and reliability, it has to be guaranteed that 
data transfer continues even in the case of a component fault. Mainly, there are 
two types of faults: 

- Global faults lead to a breakdown of the system- wide communication. This 
causes the crash of the overall system function. Sample global faults are: 
short failures of the transmission line, open failures of the transmission line 
(interruption of a bus wire), short failures at a bus-side output of a network 
node, bubbling idiot failures, i.e. a deadlock of the bus due to a permanently 
transmitting node. 

- Local faults are limited to malfunctions of node components, leading 

- to a separation of the erroneous node, but do not influence overall 

- system communication seriously. 

Moreover, faults can be classified as 

- temporary faults, which disturb the system operation for a limited amount 
of time; 

- permanent faults, which are not reversible. 

Global faults such as a total breakdown of a transmission line only can be tol- 
erated by the use of hardware redundancy, for example the duplication of bus 
lines. Redundancy has to be managed in an efficient way, comprising several 
stages: 

1. Fault detection 

2. Fault separation (to avoid impairment of the system operation by an erro- 
neous component) 

3. Fault notification (to all of the network nodes) 

4. Redundancy switch-over (i.e. replacement of an erroneous component by an 
operational replica) 

5. Recovery of a consistent system state 

The primary goal of fault-tolerant system design is that in case of a fault re- 
dundancy handling takes place without any loss, corruption, and duplication of 
messages. In other words, data consistency has to be maintained even in the case 
of component faults without exceeding the timing constraints. With respect to 
real-time requirements, the delays of the fault handling stages have to be mini- 
mized. A very important aspect of fault-tolerant system design is fault detection. 
Faults have to be detected with a high probability, i.e. with a high error cov- 
erage, and within a minimal amount of time, i.e. with a minimal error latency. 
In the following, a concept for a fault-tolerant system is introduced, comprising 
enhanced fault tolerance features and redundant system structures. The system 
is based on the event-triggered standardized communication protocol CAN. 




260 



H.-D. Kochs et al. 



3.1 A Fault-Tolerant System Concept based on CAN 

3.2 The Fault-tolerant System Architecture 




S/A S/A S/A S/A S/A 



CB: Communication Board 
S/A: Sensor-ZActuator Board 

Fig. 4. Sample sensor/actuator communication system 



As to be seen in Fig. 4, a distributed communication system of a manipulator 
using the proposed fault tolerance concept [5] includes several functional units 
such as process control, MMI (Man Machine Interface), monitoring and data ac- 
quisition, as well as sensor and actuator components. Each unit is attached to a 
dual CAN bus by the use of a communication board or a sensor/actuator board, 
respectively. A board, also known as node, provides two fully redundant bus 
links, each link comprising a micro-controller, a CAN communication controller, 
and a transceiver, as is illustrated in Fig. 5. The micro-controller initiates trans- 
missions of data, selects received messages and passes them on for processing. 
In addition, the enhanced mechanisms for redundancy management and fault 
control are executed by the micro-controller. The CAN controller controls all of 
the mechanisms specified in the CAN protocol [1]. Finally, the transceiver carries 
out the physical connection of the node to the transmission medium. 



Basics of the CAN Protocol. CAN, which was originally developed for use 
as a sensor/actuator bus in a motor vehicle, is suitable for wide areas of au- 
tomation technology. Above all, the realization of a highly reliable and effective 
atomic multicast transmission principle and the mechanisms for fault detection 



Fault-Tolerant Communication in Large-Scale Manipulators 



261 



Communication Board Sensor-ZActuator Board 




MC: Microcontroller 
TC: CAN Transceiver 



Fig. 6. Redundant communication nodes 



make CAN a basis for highly reliable real-time systems. CAN networks are multi- 
master systems, i.e. bus access for every node is allowed if the bus is idle, also 
referred to as CSMA/CR or Carrier Sense, Multiple Access, with Collision Res- 
olution. In the case of a collision, the message of highest priority prevails and 
may continue transmission. Therefore, a priority is assigned to every message. 

Thus, worst case access times for all messages can be calculated during sys- 
tem design. The maximum data rate for a CAN system is specified at 1 Mbit/s. 
The transfer of data in a CAN network takes place as follows. A node broad- 
casts a message to all other nodes. If any node discovers a transmission fault, it 
destroys the message while the transmission is still taking place by overwriting 
the bus level with an error frame. As a result, all of the nodes discard the erro- 
neous message and the transmitter starts a new transmission. This corresponds 
to the principle of atomic multicast. A negative confirmation mechanism is real- 
ized, i.e. in a fault-free case, a transaction requires the transmission of only one 
message. CAN has built-in mechanisms for error detection and localization. De- 
fective nodes are switched off the bus, implementing a fail-safe behavior. For this 
purpose, each node maintains an internal error counter, which is incremented af- 
ter a transmission fault has been detected and decremented after each fault-free 
transmission. If an error counter reaches the value 127, the node automatically 
goes from the error active into the error passive state, i.e. it may continue to 
transmit and receive messages but cannot destroy any faulty message by trans- 
mitting an error frame. A CAN controller having an error counter which reaches 
the value 256 switches into the bus off state, i.e. it no longer participates in the 
bus traffic in any way. That means, a faulty node disrupts the bus traffic by 
transmitting error frames until it goes into the passive state. 
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Enhanced Fault Tolerance Management. Since CAN is designed for use 
in single bus systems it has a number of disadvantages with respect to the 
requirements explained relating to fault tolerance. The limitations of CAN are: 

- The management of redundancy is not provided for in the CAN protocol. 

- Concerning node component faults, high error latencies may occur. 

The redundant realization of system components, in particular of the bus line, 
requires additional mechanisms for the consistent switch-over to the replicated 
components in the case of a fault without exceeding real-time constraints. In 
addition, the negative confirmation mechanism of CAN causes high error laten- 
cies: the transmitter of a message does not detect the failure of another network 
node but rather assumes that if error frames do not occur all of the receivers 
have received its message without faults. Thus, node losses cannot be detected, 
especially in a sufficient period of time. The proposed protocol enhancements 
eliminate this through the use of a fault-active mechanism comprising system 
monitoring and error notification methods. The fault-active mechanism allows 
each communication link to be monitored by the other link of its node. For this 
purpose each micro-controller serves as a watchdog processor for the other link. 
In addition, in case of a component fault a node is able to become active au- 
tonomously, i.e. it informs all network nodes about the failure by transmitting 
an error notification message through the operational link and communication 
channel. Thus, the second bus system fulfills the function of a watchdog bus. 
During normal operation the entire process data traffic is executed through one 
communication channel. A sample fault reaction process started after the oc- 
curence of a failure of CAN controller al (Fig. 5), takes place as follows: CAN 
controller al disrupts all network traffic on bus 1 until its error counter reaches 
128; reaching the error counter value 96 CAN controller al transmits an error 
interrupt to micro-controller al; micro-controller al informs micro-controller a2 
of the loss of the CAN controller; micro-controller a2 starts the transmission of 
an error notification message through bus 2; all of the network nodes receive the 
error message through the links 2; all nodes switch off bus 1 and continue the 
transmission of process data through bus 2. The advantage of this method lies 
in the fact that the fault tolerance process is executed while the faulty CAN 
controller is in the active error state (error counter 127). This controller there- 
fore continuously destroys the message which is detected as being faulty up to 
the switch-over process. As a result, no message is lost and no faulty message 
is processed until the bus switch-over has finished. Concerning the recovery of 
a consistent system state after the occurence of faults, an important aspect is 
the maximum number of messages, which are lost while the fault tolerance mea- 
sures take place. Message losses may occur because the faulty node is not able 
to receive any message until it is replaced by its redundant component. Lost 
messages have to be retransmitted through the use of time-consuming recovery 
processes. Regarding the proposed concept, in case of a CAN controller fault 
no message loss occurs. Regarding specific malfunctions of a micro-controller, it 
may not be possible to entirely exclude a message loss. This situation can occur, 
for example, if the fault latency is greater than the duration of the transmission 
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of a message. Nevertheless, only a few messages are to be retransmitted causing a 
minimal recovery effort. Thus, the preconditions of maintaining the consistency 
of data in the case of a fault are fulfilled. 

4 Fault- Tolerant Data Transmission in the Telerobotics 

For a better understanding the following exposition is based on the mining sce- 
nario introduced in chapter two. Main topic is the communication link between 
the control station over-meet and the large-scale manipulator working down in 
the tunnel. To fulfil the requirements for safety and reliability a redundant reali- 
sation is necessary. The communication links don’t only have to be implemented 
dual, but they must also run on spatial separate paths. Otherwise a collapse in 
a single part of the tunnel could lead to a complete damage of both links. A 
possibility to communicate via an ATM network enhanced concerning safety is 
presented. 

4.1 The Model of an ATM Communication 

ATM connects the following components: 

- the man-machine-interface, 

- the video cameras, 

- the sensors for the acquisition of environment data e.g. ultra-sonic sensors 
and 

- the distributed computer system. Parallel bus systems like VME or 

- PCI are not appropriate because such a tight coupling does not avoid 

- error propagation. 

4.2 Reasons for the Implementation of ATM 

ATM is known to be a high performance communication system for telecommu- 
nication and multi-media. The following reasons show why ATM is suggestive 
in this case. 

- In the telerobotics mainly multi-media information is present. Most impor- 
tant sensors are the video cameras, which have to transfer a realistic picture 
of the robot environment in real-time. 

- ATM is not only implemented in wide area networks (WAN). The employ- 
ment as a computer-computer communication system has been proved. The 
Washington University in St. Louis has formed the term DAN (desk area net- 
work) and has developed a micro chip which supports the communication 
in the local computer environment (APIC, ATM Port Interconnect Con- 
troller) [2]. 

- ATM is a real-time system. The quality-of-service-protocols guaranty prop- 
erties of the transmission (maximum cell transfer delay - CTD, cell delay 
variation - CDV). 

Yet ATM cannot fulfil the high safety requirements. Therfore enhancements for 
redundant communication paths are introduced. 




264 



H.-D. Kochs et al. 



4.3 Safety Enhancements 

Figure 6 shows two ATM nodes which are linked via an ATM network. The layer 
model of ATM is not derived from the ISO/OSI model ([4], [6], [7]). The ATM 
network consists of many ATM switches. As an example the figure shows the 
functional structure of one. Which enhancements have to be made to improve 
ATM concerning safety requirements? 

- The signaling protocol has to be extended. On demand two redundant, dis- 
junctive routes have to be found. The maximum difference of the transmis- 
sion delay has to be transfered to the ATM layer. 

- The ATM layer has to evaluate two streams of data. It has to buffer the in- 
coming cells until the redundant cells have been received in order to compare 
them. The sender also has to handle a buffer in order to enable a backward 
recovery. 




Fig. 6. Enhancements of ATM concerning the safety 



4.4 Fault Detection and Handling 

The process of error handling is roughly shown in Fig. 7. The upper boxes present 
four important possibilties of faults. The lower ones show four ways to handle 
the faulty state. 

If two incoming ATM cells are different, the error handling depends on the 
priority of the information they carry. For this reason the cell loss priority flag 
(CLP) in the ATM-header is used. If CLP equals 1 the information has low 
priority e.g. video or audio data. The faulty information can be interpolated 
by the system (forward recovery). In the case of high priority data a backward 
recovery has to be made. The receiver rejects all incoming cells beginning from 
this point of time and demands a repetition. Therefore the sender copies all 
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Fig. 7. Fault detection and handling in the ATM layer 



outgoing cells into a ringbulfer. If the backward recovery fails, the operation has 
to be stopped and the system must be transfered into a safe state. If a running 
cell exceeds the maximum difference of the transmission delay, it is lost. Again 
the priority determines the way to handle this error. In the case of low priority 
information the system assumes the remaining cell to be correct (masking). Even 
if the data is faulty, it has no negative effect on the operation. If the cell has high 
priority, the way to handle this state depends on the consideration whether safety 
or reliability dominates. If on the one hand reliability is more important, you 
can mask the fault because the occurance of two faulty cells is very improbable. 
On the other hand a safe system has to invoke the backward recovery to avoid 
any risk of a faulty state. The case of two lost cells is very unlikely, but has the 
most dangerous effects. It is very difficult to detect this kind of fault. If the cells 
have high priority only higher layers can avoid catastrophic consequences. It has 
to be analysed, if a single-error assumption is maintainable or if employments 
have to be implemented to detect it. In all error cases a counter is incremented. 
If this counter exceeds a defined number in a period of time, the system has to 
be transfered into a safe state. It must run an exact diagnostic programm. 



5 Conclusion and Future Work 

Conventional communication systems do not meet the high requirements con- 
cerning safety/reliability and real-time of large-scale redundant manipulators. 
Therefore standardized protocols have been enhanced by extensive fault toler- 
ance measures. The proposed CAN-based system is suitable for data transfer 
in the sensor/actuator layer. The requirements of higher communication layers 
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can be satisfied by the extended ATM system. Within the scope of the research 
project SFB 291 these concepts will be applicated to real prototypes. In addition 
an ATM simulator is being developed. A virtual ATM network can be built, in 
which different connections are simulated and errors injected. It is based on a 
distributed system concept. 
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Abstract. For various reasons complex safety related functions in future 
automotive systems will be based on electronics without relying on mechanical 
or hydraulic back-up. Benefits of these so-called „X-By-Wire"-systems are 
simplified packaging, an increase of active and passive safety, the easy 
integration of driver assistance systems and the absence of hydraulic fluids. The 
objective of the Brite EuRam 111 Project „Safety Related Fault Tolerant Systems 
in Vehicles (X-By-Wire)" is to develop a framework for an electric/electronic 
architecture for X-By-Wire systems. For safety reasons these systems must be 
distributed, fault-tolerant and connected by a fault-tolerant real time 
communication medium. The time triggered protocol TTP/C satisfies the 
communication requirements. This protocol operates on a duplicated bus, it 
sends actively replicated messages and provides error detection in the domains 
of time and value as well as a globally synchronized time base. Within the X- 
By-Wire project a prototype of a steer-by-wire system is assembled. This 
prototype will demonstrate the application of the general ideas, the principles, 
and the mechanisms developed by the X-By-Wire partners. 



1. Introduction 

Complex safety related functions in future automotive systems will be more and more 
based on electronic components. They will no longer rely on mechanical or hydraulic 
back-up. The general tendency towards dry systems, the constructive advantages 
resulting from the simplified packaging of non-mechanical components, the big 
potential of increasing passive and active safety and the easy integration of driver 
assistance systems are some of the benefits of these so-called „X-By-Wire"-systems. 
Thus, to be competitive the European automotive and supplier industry has to realize 
these systems. 

Automotive systems are embedded systems and figure 1 shows a possible scenario 
of an in-vehicle network today (resp. tomorrow). 
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In-Vehicle 

Network 




Fig. 1. In-Vehicle Network 

The requirements for this network are quite various. In the field of consumer 
electronics (mobile phone, navigation, digital audio broadcast, access to world wide 
web, ...) we need high bandwidth and availability. Body electronics (alarm, door, light, 
air condition, ...) has to meet soft real time communication requirements, system 
electronics (antilock braking system, vehicle dynamics control, engine control, ...) 
needs (very fast) hard real time communication and steer and brake by wire systems 
without mechanical/hydraulic back-up must be highly dependable and fault-tolerant. 

Clearly no single in-vehicle network will fulfill these requirements, therefore, two, 
three, or four networks connected by gateways, separated by firewalls will exist. 

It is the objective of the Brite-EuRam Ill-project "Safety Related Fault Tolerant 
Systems in Vehicles" to define a framework for the introduction of safety related fault 
tolerant electronic systems without mechanical back-up in vehicles (so-called "X-By- 
Wire systems"). The "X" in "X-By-Wire" represents any safety related application 
such as steering, braking, powertrain or suspension control. These applications will 
greatly increase overall vehicle safety by liberating the driver from routine tasks and 
assisting the driver to cope with critical situations. 

Due to the required level of safety an X-By-Wire system must be distributed and 
consisting of fault tolerant units connected by a reliable real time communication 
medium. Therefore, for the communication system, the time-triggered TTP/C real- 
time communication protocol was selected. TTP/C provides fault-tolerance message 
transfer, state synchronization, reliable detection of node failures, a global time base, 
and a distributed membership service. 

The consortium of the Brite-Euram III Project "Safety Related Fault Tolerant 
Systems in Vehicles" consists of the following partners: Daimler-Benz Research, Fiat 
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Research Center, Ford Europe, Volvo, Bosch, Magneti Marelli, Mecel, University of 
Chalmers, and the Vienna University of Technology. 

The objective of this project is the development of an architecture for future X-By- 
Wire systems in vehicles which allows to avoid conventional mechanical or hydraulic 
back-up solutions. This architecture should be archetypical for future standardization 
activities. It comprises 

• Overall design (e.g. time triggered design) 

• Fault tolerance strategy 

• Layout of electronics and electric energy supply 

• Communication protocol (e.g. time triggered communication) 

• Software concept 

• Selection and coupling of actuators and sensors 

• Development process. 



Motivation 

Due to enormous development and research costs no vehicle manufacturer has until 
now brought to market fault-tolerant safety-relevant X-By-Wire systems without 
conventional back-up. Today’s systems must detect failures and switch off reliably; the 
available back-up level is sufficient in order to achieve a safe state. X-By-Wire 
systems must fulfill however even in the case of an otherwise fatal failure their 
specified functionality in any case. From the point of view of vehicle electronics new 
concepts are necessary. 

For the European industry an efficient and coordinated basic development must be 
activated. In addition a prerequisite for economical mass production is a uniform 
specification, and in order to come to a European standard, the course must be set by 
the automotive industry. A common first beginning as in the project X-By-Wire can 
prevent expensive and unnecessary parallel developments and divergent 
methodologies in the area of X-By-Wire. 



2. Substantial Items of The X-by-Wire Architecture 

In principle an X-By-Wire system is designed as a distributed fault-tolerant system. 
It must be assumed that it consists of components which have been developed at 
different companies and which are integrated in varying configurations. However it 
must be possible to guarantee the reliability of the required total functionality at any 
time in any stage of the development of the system. 

This target can only be achieved by a methodology, which consistently and 
systematically considers this demand for reliability in each development step from the 
design phase to the implementation. This means that during design of these X-By- 
Wire systems nothing should be left to chance. Hereunder applies the rule that 
complex relations must generally be reduced to simple and visible mechanisms as far 
as possible. Parallel to this at no point in time ambiguity should be given to the 
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system, i.e. the system has maximum pre-knowledge on the possible system states and 
their causal order. An architecture must contain these rules implicitly. 

In the following some substantial features of the X-By-Wire architecture are 
described. The emphasis is on the safety-relevant communication system connecting 
the parts of the distributed systems. 



Timing 

An electronic system is called a real time system, if it does not only calculate a 
correct output value from defined input values, but does this also at the correct (given) 
point in time. A correct result at a wrong point in time is just as worthless in a real 
time system as a falsely calculated value at the correct point in time. 

Therefore, the reliable delivery of a correct result at the correct point in time is of 
vital importance for safety-relevant X-By-Wire (real time -) systems. The safety 
demand for simple and visible concepts in the time domain can most easily be fulfilled 
by a systematically time-controlled architecture. This means that all pro-cesses for 
reading in, processing and outputting values only are permitted at given points in time 
and thus run under a strict temporal control. Thus as the maximum bandwidth 
necessary for the dynamic processes within the system is a priori known, with correct 
and careful sizing the system can never be overloaded. 



Fail Silent Principle 

The demand for the correct result at the correct point in time is valid only for the 
error free operational case. What however, if errors intrude and either values are 
calculated falsely or are delivered at the wrong point in time? In this case the 
following "fail silent strategy" applies: All components or subsystems check 
continuously their timing and results themselves. If deviations from the given 
operational sequence are detected, the component or the subsystem must behave 
immediately quiet, i.e. it must switch into a state regarded as uncritical for the external 
world. This can be realized for example via spontaneous self-disconnection of the 
component or the subsystem. A prerequisite for this is that power-off shifts the 
attached peripheral device into a non- safety-critical passive state. 

This concept has the advantage that all errors which can occur within a component 
are converted into only one visible error, i.e. into power-off of the component. This 
single "error case" is however well-known system-wide and can be intercepted if 
necessary by active replication (e.g. hot redundancy) of the component. Thus any error 
is localized and encapsulated at the place of origin. The propagation of an error via 
several components is not possible any longer. Originally complex error handling 
strategies on the global system level can be simplified drastically. In the following a 
fail-silent unit (FSU) is a computing node exhibiting fail-silence behavior. A fault- 
tolerant unit (FTU) can be a combination of FSUs. 
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Distributed System 

The design of an X-By-Wire system as a distributed fault-tolerant system allows an 
ideal vehicle-module-oriented adjustment of the system to the vehicle. On the other 
hand the availability of the total system can be increased by local fault encapsulation 
of the components due to the "fail silent" principle. If active redundancies are 
involved, the system itself is a distributed system per se. 



3. Communication Subsystem 

In a distributed system the information flow plays a key role. If the applied 
communication protocol and -medium offers reliable access, all members of the 
distributed system benefit from the advantages of a multicast communication 
connection. This has already been discovered by the SAE Vehicle Network for 
Multiplexing and Data Communications Standard Committee, where prerequisites and 
requirements for distributed systems are analyzed. In [10] requirements for safety 
sensitive control loops in motor vehicles are created. There in particular vehicle 
communication protocols applicable for distributed real time systems are dealt with. In 
this document topics are treated such as temporal performance, dependability and 
implementation constraints of safety sensitive networks and a typical benchmark 
problem is pointed out. In [1 1] the result of the benchmark test was published: none of 
the tested typical vehicle communication protocols (J1850, CAN, VAN, AUTOLAN, 
etc..) complies with the requirements of distributed, safety critical applications in 
motor vehicles. 



Requirements 

Regular communication: In most safety critical applications processes read 
periodically data or sensor values, process these and finally forward the calculated 
values to other processes or appropriate actuators. This periodic data exchange 
(repetitive data elements) differs from unexpectedly occurring events (chance events) 
by its calculable bandwidth requirement. If for example an error occurs, which cannot 
be treated within the sphere of influence of a normal process cycle, this error can 
result in an unexpected communication expenditure for proclamation and handling. 

If there is a minimum repeating period between two similar, successive chance 
events, then this event can be regarded as a quasi-periodic event and thus regular 
communication can be guaranteed [6]. 

Minimum message latency: The latency of a message is defined as the interval 
between the point in time of the production of the data element at the sender and the 
earliest point in time of the complete receipt. The maximum latency is always 
determined by the requirements from the application and can be in the ms area. 
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The obtained latency of a communication system essentially depends on the 
following factors: Bandwidth of the communication medium, protocol logic and the 
access method to the medium. From the user point of view the communication system 
should always keep the latency jitter, the difference between maximum and minimum 
message latency, minimal. 

Error detection: In a distributed system, where actively replicated nodes are 
combined into a functional unit, besides local error detection the recognition of an 
incorrect partner is particularly important. This information (membership information) 
should be integrated in the protocol services of the communication system. 

Fault tolerance: Pure error detection in sensitive applications is not sufficient in 
order to maintain the required functionality, but the recognition of errors and the 
uniform and correct handling of them in real time (fail operational behavior). Fault 
tolerance must be achieved up to a specified number of failures. 

Replica Determinism: In most cases the fault-tolerance requirements can only be 
fulfilled by active redundancy. However, redundant systems require replica 
determinism to synchronize the internal states of the partners [7]. The replicas must 
make the same decisions at the same point in time. The communication protocol must 
support this process with reliable communication and minimum latency jitter. 

Robustness: In the automotive area in particular the wiring is exposed to different 
disturbances. Therefore, when applying a communication system in vehicles, the used 
types of cable, of connectors and the EMV robustness of these parts are essential. The 
communication controller itself should show minimum latency to reintegrate a 
component into the running system after a transient failure. 

Acknowledgment and atomic transfer: In many applications the information 
about the status of the transmission of messages must be available. An 
acknowledgment of the transmitted message by the recipient may cause additional 
communication, thus under peak load the system can become unstable (trashing under 
peak load). The situation is still more critical, if in multicast operation an atomic 
message transfer is required. 

Testability: A real time system should grant constructive testing, where each 
subsystem is tested independently. After the integration into the global system, the 
additional communication must not induce unforeseen interactions and must not 
require repeated testing of local functionality. 



4. Consequences from The X-by-Wire Architecture 

In addition to the substantial items of the X-By-Wire architecture, like fault 
tolerance, distribution aspects and appropriate selection of the communication system, 
real time ability, reliability and composability play an important role. 

Real time ability is fulfilled to a large extent by the requirement of regular 
communication and the demand for minimum message latency. Also the aspect of 
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reliability is essentially covered by the demands for error detection, fault tolerance (by 
active redundancy), and in addition, by the demand for robustness. In the following the 
requirements concerning composability in X-By-Wire systems have to he examined in 
more detail. 

Composability: In many engineering disciplines complex systems are structured 
by assembling well-specified and validated subsystems. In fact it is substantial that the 
characteristics validated on subsystem level are not violated by system integration. 
This constructive concept of the system design is called composability. 

Accordingly an architecture is composable with respect to a characteristic which 
was validated on subsystem level already if the characteristic does not become invalid 
by system integration. 

Typical examples of such a characteristic are correct behavior in time or testability. 
So the temporal correctness of the total system can be derived from the temporal 
correctness of the subsystems in a composable system. This integration to a distributed 
global system can be obtained only by the use of a communication system. 

In real time systems, as they are considered in X-By-Wire, composability must be 
achieved both in the domain of time, and in the domain of value. 

Special interests of the automotive industry: From the roles and responsibilities 
within the automobile industry in the case of product development there results a clear 
demand for composability. The car manufacturer has the job of the system integrator 
and is responsible for the entire system. The suppliers have the roles of the subsystem 
manufacturers and are responsible for the subsystems created by them. 

In co-operation between the partners involved composability plays an important 
role. If it is given, clear interfaces and responsibilities can be defined. If composability 
is not given, a smearing of the responsibilities as well as interface problems result: 
The subsystem supplier has validated his subsystem and supplies it to the system 
manufacturer, but the complete system does not operate properly, since the individual 
subsystem in interaction shows an incorrect behavior, which is not manifested in 
isolation. Thus the interfaces of the subsystems are specified de-facto incompletely 
and hidden mutual influences result, which cause incorrect behavior. This influence 
mechanism is often called hidden interface. 

Composability in central computer systems: The mutual influence via hidden 
interfaces is within a central network architecture much more present than within a 
distributed network architecture. Because all resources are centrally administered, the 
individual subsystems are in competition for these resources, e.g. CPU time or storage 
space. If the number or the behavior of the competitors for common resources 
changes, this effects availability of resources for the individual subsystems. In a 
distributed computer system it is possible to minimize hidden inter-faces i.e. 
commonly used resources. The only common resource, which still exists in a 
distributed system corresponding to the demands shown, is the communication system. 

Composability and temporal encapsulation: In order to guarantee composability 
in a distributed real time system, it must be ensured that the individual subsystems are 
temporally decoupled and cannot mutually influence each other via a hidden interface. 
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This requirement for an interface can be implemented by the concept of the temporal 
firewall, a mechanism for the achievement of temporal encapsulation [4] : 

The temporal firewall is a 

• unidirectional data interface with state semantics, 

• where at least one subsystem exclusively accesses the interface at a priori 
admitted points in time 

• and for which at each point in time it holds that all available information 
within the temporal firewall is valid at least for a determined interval of time in 
the future. 



5. The Time Triggered Protocol TTP/C 

Communication protocols can be divided into event-triggered and time-triggered 
protocols. The difference is mainly based on how the transmission of a message is 
initiated. An event-triggered protocol transmits a message as soon as the data which 
shall be transmitted is available and the send routine of the communication protocol is 
activated. Considering the global system the problem arises that using this 
methodology the local control flow influences the control flow of the other 
communication users via the communication medium, e.g. as a result of the collision 
of two transmissions at the same time. Thus there is a mutual influence in the temporal 
performance of the subsystems [2]. A procedure for the access regulation on the 
communication medium becomes necessary and the associated expenditure of time 
directly influences the latency jitter of the messages. 

Despite usual procedures for the access regulation the demand for temporal 
encapsulation cannot be fulfilled in a distributed event-triggered real time system. 
Even with periodic processing the control flow can be shifted temporally due to 
collisions on the bus. This can lead even to missing deadlines or disturbing the order 
of events. Even by writing and reading of the messages in the controller network 
interface (CNl) of a communication controller, thus by data buffering, this problem 
can not be solved in sensitive real time applications. 

Time division multiple access (TDMA): This access method is based on the idea 
that within a period one time interval in which a bus user possesses exclusive 
broadcasting rights is given to each member of the distributed system. Each user 
knows the intervals of the other bus users, so a collision is impossible. The big 
advantage consists of the fact that each user possesses the same priority, the message 
latency is calculable and almost constant and the required temporal encapsulation is 
guaranteed. 

The disadvantage of this access procedure is that shifts of the individual access 
intervals must be avoided. Therefore, a globally synchronized time base (global time) 
is necessary. Each user of a communication network with TDMA must refer its 
activities to this global time and a procedure for clock synchronization without 
additional protocol overhead must be available. 
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For safety critical applications, the communication network interface (CNl) 
between a node and the bus must have an additional feature preventing a faulty node 
or bus controller from sending messages on the bus at the wrong time. This can be 
done by a bus guardian, an independent component which gives the node access to the 
bus only at legal times. This bus guardian ensures fail silence in the time domain. 

A communication protocol, which offers these possibilities, is the Time Triggered 
Protocol for Class C applications (TTP/C), which has been developed at the Technical 
University of Vienna, Institute for Technical Computer Science [1, 3, 5]. It offers 
among other things the following services: 

• temporal encapsulation 

• error detection at sender and receiver 

• implicit message acknowledgment 

• support for fault tolerance 

• clock synchronization. 



6. System Software 

There are various requirements to the system software. Besides doing its job and 
being economic in the use of hardware resources, it should provide systematic 
mechanisms for error detection, robustness, and fault tolerance and support 
comparability, reusability and testability. 

Bosch's DFR model [8, 9] which has been chosen for detailed design of the 
prototype software is a meta object model and comprises three separate, orthogonal 
domains: the value domain, the time domain, and the distribution domain. The value 
domain is concerned with the functional behavior of objects only, without any 
consideration of synchronization, temporal aspects, or distribution issues. The time 
domain is concerned with the temporal behavior of the objects of a concurrent 
software system located on a single processor node like the dynamic interaction of 
objects and the events triggering changes in the system state. Finally, the distribution 
domain looks at the assignment of software components to processor nodes and the 
temporal pattern of communication between the nodes 

As objects in different domains are independent from each other (as far as possible) 
the application developer can design and test for instance objects of the value domain 
without considering the specific temporal and distributional setting. 



Systematic Mechanisms for Error-Detection and Fault-Tolerance 

The DFR model supports systematic mechanisms for node-level error detection and 
system-level fault-tolerance allowing to decouple the application software as far as 
possible from the fault-tolerance considerations [8, 9]. For instance, the 
implementation of a process should not be concerned with the degree of replication. 
The node-level error detection strategies (double execution, double execution with 
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reference check, validity checks, and signature checks) were designed to provide high 

coverage for the fail-silence assumption. In the DPR model, software components are 
replicated at the granularity level of subsystems (for a more detailed discussion of 
DPR object types, see [8]). 

Thus, replicated and non-replicated subsystems may reside on the same PSU. This 
allows the application designer to select the necessary level of redundancy. 

If replicated subsystems are present, they must show identical - replica determi- 
nistic [7] - behavior in the value domain as well as in the time domain. Non- 
determinism in the value domain arises for instance due to slightly different sensor 
readings while non-determinism in the time domain can arise due to slight variations 
in the processing speed of nodes. As this may have severe consequences agreement on 
the diverging values resp. times must be supported by a fault tolerance layer in the 
system software. The DPR model supports enforcement of replica determinism in both 
domains. 

The DPR meta object model was the basis for the development of the xERCOS [8] 
operating system for embedded real-time control applications and the accompanying 
off-line tool xOLT. This operating system has been chosen for the prototype. In 
addition, the OLT generates the complete code for the interface between the processor 
node and the TTP communication controller. 

Generally it can be said, that the combination of the TTP/C protocol and 
xERCOS/xOLT satisfies the above requirements concerning system software and 
communication subsystem and thus provides a suitable framework for the prototype 
implementation. 



7. Prototype 

The partners of the X-By-Wire project agreed upon building a non-mobile 
prototype, intended to demonstrate the general ideas for a steering system. 



Fault-Tolerance Characteristics 

The table below summarizes the required fault tolerance characteristics of the most 
important subsystems and gives an example of a prototypical realization of them. 
These requirements have been derived from the system requirements specification, a 
document which has been constructed as a part of the X-By-Wire project. Although 
not all of these requirements necessarily will be those of a future series steering 
system (this certainly will depend on the manufacturer) the table represents the fault 
tolerance requirements agreed on by the X-By-Wire partners. 
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Failure sources 


Situation 


Functional 

Degradation 


Prototypical 

Realisation 


Permanent failures (not recoverable within 100 ms) I 


Power supply 
(alternator) 


all 


FrS 


1 alternator 


Power supply 
(battery) 


engine 
running 
engine not 
running 


FO/FrS 

FrS 


2 batteries 


Road wheel 
steering actuators 


all 


FO/FrS 


3 actuators 


Road wheel 
steering angle 
sensors 


all 


FO/FrS 


3 sensors 


Tactile feedback 
actuators 


all 


FO/FrS 


2 actuators 


Steering wheel 
angle sensors 


all 


FO/FrS 


3 sensors 


FTU 


all 


FoS 


2FSU 


Communication 


all 


FO/FrS 


2 busses 


Transient failures | 


Transient failures 


all 


no functional degradation 
(recovery within 100 ms) 



In this theoretical framework, „actuators" are devices able to independently 
generate force or torque. Moreover, actuators and sensors are considered fail-silent. 
Here „0" means fully operational, „o" means fully operational for a predefined time 
interval, „R" means operational, but functionally reduced, „r" means operational, but 
functionally reduced for a predefined time interval and „S" means „Safe State", i.e. 
vehicle stands. Note, that for the tactile feedback, only two actuators are needed to 
give a two-level fault-tolerance characteristic because it is possible to drive without 
feedback. Additionally, tactile feedback may not be necessary everywhere (for 
instance the American market). For the communication only two busses are needed to 
give the FO/FrS characteristic because each bus itself is intrinsically fault-tolerant. 
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General Architecture of the Prototype 

Fig. 2 is a scheme of the steering-prototype without mechanical backup. The TTP/C 
communication bus is the backbone of the demonstrator as it connects the three 
electronic main parts; steering-wheel actuator, steering control unit and steering 
actuator. Details can be found in [12]. 

Two replicated nodes form the fault-tolerant steering-wheel actuator. They get the 
commands from the driver by angle and torque measurement and send these values to 
the bus. Additionally, they receive the feedback commands from the steering control 
unit, which gets the appropriate values from the road wheel unit. 

The steering control unit also consists of two nodes. They receive the commands 
from the driver (provided by the steering-wheel actuator) and the feedback from the 
road-wheels. Furthermore, the steering control unit performs the overall control- and 
comfort functionality. This function is intended to assist the driver in critical 
situations, e.g., the car is starting to drift and it also helps the driver during parking 
maneuvers. Additional information from other systems, e.g., ABS can be taken into 
account as well. The output is sent by means of the TTP/C-bus to the steering actuator 
as well as to the steering-wheel actuator. 

At the front of the prototype, three micro-controllers form the steering actuator. 
They are performing a simple control-loop by driving the electro-motors to reach the 
desired angle of the road wheels. They also control current, angle, and torque by 
reading their angle and torque sensors. The angle and the torque are communicated to 
the rest of the system to give the driver a feedback from the road-wheels. 




Fig. 2. X-By-Wire Prototype 
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8. Detailed Description of the Steering Actuator 

We now concentrate on the Bosch part of the prototype which is the steering 
actuator. As it was not the goal of this project to develop a steering actuator from 
scratch but to show that it is possible to construct a fault-tolerant steering actuator out 
of off the shelf components, we used Bosch ABS-motors/power electronics as 
actuating components. In the present context to fulfill the FO/FrS requirement at least 
three motors are necessary, because an actuator consisting of two motors will not 
leave the system operational if both motors have failed. Although one might think that 
triple redundancy is wasteful in an automotive application, this triple redundancy can 
have economic and constructive advantages. In a triplicated system each motor has to 
provide 50% of the necessary torque in order to fulfill the FO/FrS-requirement. In a 
duplicated system where at least one failure is to be tolerated fully operational, each 
motor has to provide 100% of the necessary torque. In practice, as a rule of thumb, 
doubling the power of a motor means triplicating its volume, weight and price. Thus 
the three motor solution probably can even be more economic than the duplicated 
system. 

In principle it is possible to connect three motors with two FSUs, using intelligent 
motor interfaces and a bus solution. However, in this project this has not been an 
option as the necessary off the shelf components have not been available. Thus the 
complete system is triplicated. 

There are different reasons for adding a current sensor into the system. First of all 
the torque provided by one motor is roughly proportional to its current. Thus the 
current measurement allows a torque estimation, and the torque is available for tactile 
feedback. A second reason is to guarantee the fail silent assumption of the motors. 

A motor can be assumed fail silent if none of its failure modes results in a blocking 
of the system or in a reversing of direction. Any failure mode which only implies, that 
the motor does not supply actively torque any more but does not need (significant) 
torque to be driven, is a fail silent failure mode. If the motor itself blocks, a non-fail- 
silent failure mode is present. And if the gear to which the motor is coupled is 
blocking, when the motor does not actively drive it, again a non-fail-silent failure 
mode is present. Reversing of direction can be made improbable by design and off- 
line testing, and can be detected on line by a current measurement. The design of the 
gear (and the motors) should be done in such a way that a blocking of the system is 
avoided for instance if a motor is cut off from power. This is indeed possible and has 
been done in the prototype. Finally most of the motor failures that result in a blocking 
(for instance melting or loosening of parts by strong magnetic fields) can be avoided if 
too high currents can be avoided. Thus by adding a current sensor the coverage of the 
fail silence assumption can strongly be improved. 

The general layout of the prototype steering actuator is detailed in the subsequent 
figure. 
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TTP/C Bus 




Fail Silent Angle Sensors 



Fig. 3. General layout of steering actuator 

Three FSUs are connected to the TTP/C bus. Each FSU controls one motor via a 
PWM signal and gets the current signal of the motor. Moreover each FSU is 
connected to an angle sensor. 

If each FSU independently tries to move the controlled object into a certain position 
it cannot be avoided, that, at least in some positions, one motor works against another 
one. This is due to slight differences in the angle sensor readings, which always is 
possible when converting an analogue value into a digital one. This typical replica 
determinism problem can only be solved, if it is ensured, that all the three FSUs use 
the same angle value. Thus agreement of the FSUs has to be done via the TTP/C bus 
and the fault tolerance layer of the system software. It has to provide an agreed value 
even in the presence of faults. An „inner control loop" using the non-agreed position 
value must be avoided. 

A more detailed look on the sphere of control of one FSU gives the following 
picture. 
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PS 



PS 



PS 

PS 




This is a CAN message, as the LWS3 
sensor has a CAN interface. 



The power electronics needs an Enable 
signal (two pins), an R/L-pin and a PWM- 
signal. The PWM signal has a frequency 
of 10 kHz. 



The current sensor signal is measured 
using a (fast) standard sensor and an 
active (time delaying) RC component. 
Cut frequency will be 2 kHz, time delay 
is less than 200 ps. 



PS: Power Supply 
PE: Power Electronics 
AS: Angle Sensor 
CS: Current Sensor 



Fig. 4. Objects controlled by one FSU 



Description of the Components 

The motor is an ABS motor, the Bosch motor ABS 5.3 L. This motor has all the 
advantages of a series product including availability and low cost. The maximum 
torque it can supply at 12 V is about 200 Ncm which is well enough for the 
demonstration (a transmission ratio of 160 is given by the mechanical construction). In 
this case the motor will need a current of about 80 A. 

The power electronics originally has been developed to be part of an intelligent 
actuation component of a tmck clutch, thus is a series part as well. It has been chosen 
because it is able to handle the high currents needed by the motor. To control it the 
FSU must send a PWM signal (at 10 kHz), to enabling bits and a left/right signal. 

The current sensor is a combination of a standard fast sensor (LEM) and an active 
RC component. The time resolution of the LEM sensor is so small that the output of 
the sensor still has the PWM signal form. As for current and torque measurement the 
smoothed value is relevant, an active, time-delaying RC-component with cut 
frequency 2kHz was added. The time delay in this case is less than 200 ms, thus will 
not significantly decrease the performance. 

The angle sensor is the fail silent LWS 3.1 sensor. The fail silence property is 
derived from the fact, that internally two magnetic sensor elements are present. Each 
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of them produces a relative angle and both informations together allow to determine 
the absolute angle within a certain range. Moreover, each of the relative angles is 
sufficient to detect almost any of the failures of the other relative angle, thus the 
sensor can be considered as fail silent with high coverage. The LWS 3.1 sends the 
angle value as CAN message which implies that the FSU needs a CAN interface. 

As can be seen in the above picture, the FSU needs an interface to the bus (a TTP/C 
controller) as well as an interface to each of the controlled components. As these 
components have completely different interfaces an IP module has been designed 
which is able to handle all the different in- and outputs, i.e. A/D and D/A converters, a 
PWM-generator, and a CAN controller. At the moment the TTP/C controller is an IP 
module as well and was provided by TU Vienna. In the parallel European project TTA 
(Time-Triggered Architecture) a VLSI version is developed. 



9. Conclusion 

This paper has presented some of the ideas and solutions developed by the partners 
of the Brite-EuRam Ill-project "Safety Related Fault Tolerant Systems in Vehicles" 
(X-By-Wire) for future automotive systems without mechanical or hydraulic back-up. 
The solution presented as a prototype is based on four paradigms: These are 

• distributed composable architecture, 

• time triggered communication, 

• replica determinism, 

• fail-silent property. 

By the construction of the prototype it has been shown that these theoretical 
concepts can be realized in practice. We feel that using such an approach results in 
„simple" system architectures with 

• predictable and 

• reproducible behavior. 

These are well suited for dependable applications where there is a high demand for 
trust- worthiness of a system such that reliance can justifiably be placed on the service 
it delivers. 
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Abstract. This paper describes an industrial application in formal verifica- 
tion. The analyzed system is the Safety Logic of an interlocking system for 
the control of railway stations developed by Ansaldo. The Safety Logic is a 
process-based software architecture, which can be configured to implement 
different functions and control stations of different topology. 

The applied technique, model checking, allows for the representation of the 
analyzed system as a finite state machines. Specialized algorithms allow 
for the automatic and efficient verification of requirements by means of an 
exhaustive exploration of the state space. 

In this paper we describe how a formal model of the Safety Logic has been 
develped in the language of the spin model checker. This model retains the 
configurability features of the Safety Logic. Furthermore, we discuss how 
the automated verification of several significant process configurations was 
carried out without incurring into the state explosion problem. 



1 Introduction 

This paper describes a joint project between Ansaldo and IRST. The goal of the 
project was the evaluation of the possibility to integrate formal methods technology 
within the development cycle of a safety critical application. Particularly relevant 
was the assessment of formal methods techniques as an advanced debugging tool 
for the design. 

The project focuses on a complex real-world safety critical application devel- 
oped by Ansaldo, called ACC (“Apparato Centrale a Calcolatore”), a highly pro- 
grammable and scalable computer interlocking system for the control of railway 
stations, implemented as a vital architecture based on redundancy [4]. The system 
is composed of a central nucleus connected to peripheral posts for the control of 
physical devices (e.g. level crossings, track circuits, signals and switches). The nu- 
cleus of the system is based on three independent computers, connected in parallel 
to create a “2-out-of-3” majority logic. Each of these sections runs (independently 
developed versions of) the same application program. When one of the sections dis- 
agrees, it is automatically excluded by vital hardware. The peripheral posts are also 
based on a redundancy architecture, with a “2-out-of-2” configuration of processors. 

The “Safety Logic” of the ACC implements the logical functions requested by 
an external operator (e.g. preparing a path for moving a train from track to track). 
The distinguishing feature of the Safety Logic is that it is highly programmable and 
scalable. First, it is possible to program the modalities under which the commanded 
logical functions are performed. Furthermore, it is possible to program different 
configurations of physical devices, i.e. control for different stations. This is achieved 
by means of a logical architecture composed of a Scheduler controlling the activation 
of application-dependent processes. The Safety Logic is designed by specifying the 
processes controlled by the scheduler, which are then converted into executable 
code. 

W. Ehrenberger (Ed.): SAEECOMP’98, LNCS 1516, pp. 284-293, 1998. 
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Fig. 1. The architecture of the SL and its environment 



Specifying processes for this architecture is not a trivial task, due to two intrinsic 
sources of complexity. The first is the size of the controlled physical plants. Rail- 
way stations can contain a high number of physical devices, and processes of many 
different kinds can be required, to take into account the relations and interconnec- 
tions among physical devices. The second source of complexity is nondeterminism, 
although the software is completely deterministic, and the possible external events 
(e.g. task requests, response and even faults of peripheral devices) have been ex- 
haustively classified. The system can not know if and when external events will 
happen. For instance, tasks can be requested at any time. Furthermore, the periph- 
eral devices will typically react to controls with (unpredictable) delays, and may 
even manifest (classified forms of) faulty behaviours. 

Currently, the specification is validated by means of traditional techniques, such 
as simulation. The project aimed at the assessment of the possibility to integrate 
formal methods as a powerful debugging technique for the development cycle of 
the Safety Logic. Different formal methods techniques and tools, including theorem 
provers, CASE tools based on formal methods, and model checkers, have been pre- 
liminarly evaluated with respect to the particular features of the problem. Model 
Checking was preferred to other techniques, being completely automatic and there- 
fore easier to integrate within the development cycle. Among different model check- 
ers, SPIN [3] was selected for its robustness and quality as a software product, the 
adequacy of its input language promela for the specification of the Safety Logic, 
and the graphical interface which greatly eases the interaction with the user. 

The structure of the Safety Logic imposed several precise requirements on the 
solution. First, it should be possible for the project engineers to manipulate the 
formal model, and understand its relations with the Safety Logic. Second, it should 
be possible to obtain a large part of the model in a mechanical (and therefore 
automatizable) way from the specification. Finally, the model should retain the 
property of the Safety Logic that different configurations share the same Scheduler. 
From the computational side, the problem to be avoided, at least for significant 
configurations of the Safety Logic, is the so-called “state explosion problem”, i.e. 
the fact that large amounts of memory can be needed to complete the exhaustive 
exploration of the model. 

In the rest of this paper we show how these goals have been achieved using spin. 
In section 2 an overview of the application is presented. In section 3 we discuss the 
PROMELA model of the Safety Logic, its modularity with respect to the configura- 
tion, and its scalability. In section 4 we discuss how several significant configurations 
were successfully verified, and we report the results of the analysis. In section 5 we 
draw some conclusions and present future work. 
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*** LOGICAL STATE VARIABLES *** 

PROCESS-STATE: ¥AITING-FOR-TIMER, REQUESTED-CLOSING, REQUESTED-OPENING , 
ACTIVATED-OPENING, COMPLETED-OPENING, RESTING (I.V.) 
COMMAND-STATE: AUTOMATIC (I.V.), MANUAL, RECLOSED 
MANUAL-OPENING-STATE: TRUE, FALSE (I.V.) 

*** CONTROL STATE VARIABLES *** 

P-COMBINATOR-STATE: NORMAL, REVERSE, UNDEFINED (I.V.) 

A-COMBINATOR-STATE: RESTING, WORKING, UNDEFINED (I.V.) 
CONTROL-POSITION-STATE: CLOSED, OPEN, UNDEFINED (I.V.) 



*** PD CONTROLS *** 

P-COMBINATOR-NORMAL, P-COMBINATOR-REVERSE , A-COMBINATOR-WORKING 

*** MANUAL COMMANDS *** 

CLOSE, OPEN, RESTORE-AUTOMATIC-MODE 

*** AUTOMATIC COMMANDS *** 

CLOSE, OPEN (from process SHUNT) 

*** ACTIVATION TABLE *** 

* MANUAL COMMAND -> MANUAL OPERATION 

CLOSE -> LC -MAN-OP-CLOSE 

OPEN -> LC -MAN-OP-OPEN 

RESTORE-AUTOMATIC-MODE -> LC -MAN-OP-RESTORE-AUTOMATIC-MODE 

* STATE -> STATE OPERATION 

WAITING-FOR-TIMER -> LC-STATE-OP-ACTIVATE-CLOSING 
REQUESTED-CLOSING -> LC-STATE-OP-CHECK-CLOSING 
REQUESTED-OPENING -> LC-STATE-OP-ACTIVATE-OPENING 
ACTIVATED-OPENING -> LC-STATE-OP-COMPLETE-OPENING 
COMPLETED-OPENING -> LC-STATE-OP-FINISH-OPENING 

* AUTOMATIC COMMAND -> AUTOMATIC OPERATION 

CLOSE -> LC-AUTO-OP-REQUEST-CLOSING 

OPEN -> LC-AUTO-OP-REQUEST-OPENING 



Fig. 2. The Specification for the signature of Level Crossing Process 



2 The Safety Logic 

A high level picture of the Safety Logic of the ACC, together with its environment, 
is reported in figure 1. The Safety Logic (SL) is connected to the Peripheral Devices 
(PD) of the station and to the external operator (OP). The SL can be thought of 
as a deterministic reactive controller embedded in a nondeterministic environment. 
The SL repeats a cycle which consists of reading its inputs and determining the 
corresponding outputs according to its internal state. The SL takes as input the 
commands issued by OP (also called Manual Commands) and the status of PD. 
Manual Commands specify the tasks to be performed by the SL. Some examples 
are “Set route from track 2 to track 5” , and “Open level crossing 3” . The status of 
the peripheral devices (also called PD Status) represents information as conveyed 
from connected sensors. Examples might be “Position of Switch 12 is normal” and 
“Level crossing 3 is open”. The output of the SL are Peripheral Controls, i.e. the 
controls (also called PD Controls) issued to PD. Examples of PD controls are “Move 
Switch 12 to normal position”, and “Close level crossing 3”. 
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3.3.4 LC-STATE-OP-COMPLETE-OPENING 

(Activated when PROCESS-STATE has value ACTIVATED-OPENING) . 

I - VERIFY: 

a. P-COMBINATOR-STATE with value REVERSE; 

b. MANUAL-OPENING-STATE with value FALSE. 

II - SEND: 

a. to PD the control A-COMBINATOR-NORKING; 

if: 

1. A-COMBINATOR-STATE has value other than WORKING. 

III - ASSIGN: 

a. to PROCESS-STATE the value 
COMPLETED-OPENING . 

IV - AFTER THE OPERATION THE PROCESS 

a. does not terminate; 

b. does not continue. 

EXCEPTIONS 

[a] 

WAIT 

ACTIONS : — 

[b] 

ERROR 
ACTIONS : 

I - ASSIGN: 

a. to MANUAL-OPENING-STATE the value FALSE. 



Fig. 3. Specification of an Operation for the LC process 



The architecture of the SL is based on a general Scheduler controlling a number 
of Processes. Intuitively, the Scheduler can be thought of as an operating system’s 
scheduler, i.e. a general program controlling the activation, suspension and termina- 
tion of Processes according to their execution status and activities. (Further details 
on the behaviour of the Scheduler are proprietary information and can not be dis- 
closed in this paper.) The processes controlled by the Scheduler can have different 
functionalities. For example, a process can be devoted to the control of a PD (e.g. 
a level crossing, a switch), or be responsible for a logical function (e.g. shunting, 
that is setting a route through the station). Processes are (often) organized in a 
hierarchical way, so that a “routing” process can control the activities of a “device” 
process. Therefore, Processes are able to issue commands, called Automatic Com- 
mands, to each other. During its activation, a process can issue PD controls and 
automatic commands, and can terminate its computation with different modalities. 
Processes implement the functionalities to be guaranteed by SL. Intuitively, a pro- 
cess can be thought of as a procedure with a persistent state. It is associated with 
a set of (state) variables, defining its configurations, and with certain operations, 
defining its behaviour. 

Processes are designed by means of structured specifications written in a struc- 
tured semi-natural language. The specifications define the signature and the be- 
haviour of processes. Figure 2 shows the specification^ defining the signature for the 
Level Crossing (LC) process. State variables are distinguished in Logical Variables 
and Control Variables. Logical Variables represent the status of the process com- 

® In this paper they have been translated from Italian and slightly edited for sake of 
readability. 
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proctype Ic (chan from_sched, to_sched) 

{ 

/* Initialization */ 

lc_prc = resting; lc_cmd = automatic; lc_man_open = false; 
do 

: : from_sched?transition -> /* Read the activation event */ 

if 

: : (transition == lc_manual_open) -> goto manual_open 

: : (transition == lc_state) -> goto state 
: : (transition == lc_auto_close) -> goto auto_close 

fi; 

/* Manual Operations */ 

manual_open: <operation_body> goto test_end_transition 

manual_close : <operation_body> goto test_end_transition 
restore_automatic_mode : <operation_body> goto test_end_transition 

/* Automatic Operations */ 

auto_close: <operation_body> goto test_end_transition 
auto_open: <operation_body> goto test_end_transition 

/* State Operations */ 
state : 

if : : (lc_prc == waiting_for_timer) -> 

<operation_body> goto test_end_transition 
: : (lc_prc == requested_closing) -> 

<operation_body> goto test_end_transition 

: : else -> assert (0) 
fi; 

/* Check termination of transition */ 
test_end_transition : 
if 

: : (terminates) -> goto lc_return 

:: (! terminates && ! continues) -> add_next_cycle_processes(lc_name) ; 

goto lc_return 

:: (Iterminates && continues) -> goto state 

fi; 

/* Return control to Scheduler */ 
lc_return: to_sched!lc_done 
od 
} 



Fig. 4. The PROMELA model for Process Structure 
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putation. Each process is associated with a special variable called PROCESS-STATE, 
which, in this case, can assume the six specified values. The value RESTING is tagged 
as initial (I.V.), and is assigned to the variable at the system startup. The other 
variables are specified similarly. A process can modify the values of its logical vari- 
ables during the execution of the operations associated with it. Control Variables 
represent the status of the peripheral devices of interest to the process (as perceived 
by the sensors). The values of control variables can not be modified by the process. 
They are set at the begin of the cycle of the SL by the sensing operation, and do 
not change until the next cycle. Then, the controls that the process can send to 
PD are specified. An Activation Table is specified which associates an operation to 
each event determining the activation of the process. For instance, the LC process 
will execute the operation LC-STATE-OP-COMPLETE-OPENING when its execution is 
resumed and the value of its state variable PROCESS-STATE is ACTIVATED-OPENING. 

Each operation referenced in the activation table is fully defined by a specifica- 
tion. Operations are described in a semi-natural language, and follow a fixed pattern. 
Figure 3 shows the specification for the operation LC-STATE-OP-COMPLETE-OPENING. 
Operations are collections of basic actions to be performed by the process. Basic 
actions include testing the value of variables, assigning values to logical (state) 
variables, sending PD controls to peripherals and automatic commands to other 
processes. These actions can be conditioned to tests. 

Statements in operations are interpreted sequentially. The VERIFY tests are ex- 
ecuted first. If one of the tests is not satisfied (e.g. test b.), then the corresponding 
EXCEPTION action (e.g. exception [b]) is executed and the execution of the oper- 
ation ends. If the preliminary tests are satisfied, then commands may be issued 
during the SEND part, and then variables may be set during the ASSIGN part. After 
the execution of an operation, a process can act under different modalities according 
to what specified in part IV. 



3 A scalable model of the Safety Logic 

We discuss now how the SL described in previous section was formalized in promela, 
the input language of the spin model checker, promela (Process Meta Language) 
is a non-deterministic language, loosely based on Dijkstra’s guarded command lan- 
guage notation and Hoare’s language CSP, extended with some powerful new con- 
structs. It contains the primitives for specifying asynchronous (buffered) message 
passing via channels, with arbitrary numbers of message parameters. It also allows 
for the specification of synchronous message passing systems (rendez-vous). Mixed 
systems, using both synchronous and asynchronous communications, are also sup- 
ported. Concurrent entities can be modelled as different promela processes and 
communicating through channels. 

The formalization of the Safety Logic in promela is depicted in figure 1 (the 
figure describing the SL itself). Boxes are interpreted as promela processes, and 
arrows are interpreted as promela channels. Each process of the Safety Logic is 
modeled as a promela process with a fixed structure, taking two channels in input, 
and implementing the general activation table described in previous section. This 
structure is presented in figure 4 for the case of the LC process. The definition and 
initialization of logical variables can be determined according to the specification 
(control variables are set by the Scheduler upon the receipt of sensed data). Then, 
a loop begins where the process waits for the Scheduler to pass control. Waiting 
is represented by means of handshacking on the synchronous channel from_sched. 
Reading from a channel is specified with the operator ?. The activation event, which 
is specified by the scheduler through a message sent on the channel from_sched, 
is stored in the variable transition, which is then tested to devise the operation 
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: : (lc_prc == activated_opening) -> 
if 

: : (lc_p_cmb == reverse) -> /* Verify a. */ 

if 

: : (lc_man_opeii == false) -> /* Verify b. */ 

if 

: : (lc_a_cmb != working) -> /* Send PD controls */ 

cur_pd_ctrl . a_cmb_working = true 
: : else -> skip 
fi; 

lc_prc = completed_opening; /* Assign */ 

terminates = false; /* After the operation */ 

continues = false 

: : else -> /* Exception b. */ 

lc_man_open = false; 
terminates = false; 
continues = false 



fi 

: : else -> /* Exception a. */ 

terminates = false; 
continues = false 



fi 



Fig. 6. The PROMELA model of the operation specified in figure 3 



to be executed. The activation table is implemented as a set of conditioned jumps. 
<operation_body> stands for the set of promela statements which model each op- 
eration. After each operation there is a jump to the test_end_transition location, 
where the boolean variables terminates and continues are tested to check whether 
control can be returned to the Scheduler (for instance, requesting a further activa- 
tion at next cycle), or another operation must be executed. lc_return returns the 
control to the Scheduler by sending a lc_done message on the synchronous chan- 
nel to_sched. Notice that the information exchanged between modeled SL process 
(e.g. LC) and the Scheduler can be determined direclty from the process signature, 
and does not depend on the actual functionality of the operations. 

Given this general structure, the promela model for a process can be completed 
by filling the slots corresponding to the local variables and the operations. The 
model of the operations of the process can be obtained directly and mechanically 
from the specifications described in previous section. The fully automatization of 
this translation, upon which the integration of the model checker as a debugging 
tool in the process of designing the specifications is based, in under investigation. 
In figure 5 we report the promela model for the operation specified in figure 3 (i.e. 
one instance of <operation_body> in figure 4). It is easy to see that for each action 
specified there is a corresponding promela statement. Exceptions are modeled 
depending on the kind of operations. An exception during a state operation is 
modeled as “Does not terminate and does not continue”, which usually amounts 
to waiting for the conditions to become ready and trying again next cycle. An 
exception during a manual or automatic operation is interpreted as “Terminates”, 
as the process should reject a command if the preconditions for executing it are 
not satisfied. This similarity made it possible for the development engineers to 
understand and validate the promela model of operations. 

Modeling the Scheduler required a strict integration between irsT and Ansaldo, 
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in order to clarify and understand the relevant features of the SL. Although the de- 
tails can not be disclosed in this paper, the final promela model of the Scheduler 
represents in detail the different computation phases of the cycle of the Safety Logic. 
Furthermore, just like the Safety Logic, the model of the Scheduler is largely inde- 
pendent of the structure and number of processes of the configuration. Therefore, 
it retains the reusability and scalability properties of the Safety Logic. 



4 Experimental Results 

In this section we discuss the exhaustive analysis with spin of models of the SL dis- 
cussed in previous section. Given a promela model, spin can be used as a simulator, 
allowing for rapid prototyping with a random, guided, or interactive simulations to 
gain confidence in the behaviour of the model with respect to the modelled system. 
SPIN can be used as an exhaustive state space analyzer, in which case it is capable of 
rigorously proving the validity of user specified correctness requirements. The idea 
is that the initial configurations of the model are recursively generated and stored, 
until states can no longer be expanded (i.e. exploration is completed), or a viola- 
tion of some form (e.g. a deadlock, a behaviour which does not obeys the specified 
requirements) is detected. SPIN tackles the state explosion problem with different 
techniques (e.g. state space compression, partial order reduction) to optimize the 
search (see [3]). 

The first configuration of the SL to be validated, which was specified in [2], was 
composed of a physical level crossing, together with two processes in the Safety 
Logic, namely a Shunting and a Level Crossing. This configuration was considered 
to be of rather complex nature. Previous attempts by other research teams to the 
verification of such a configuration had lead to the state explosion problem, and 
had not been completed. The performance obtained analyzing this configuration 
were very good. It was possible to complete a full verification of state properties 
in less than ten seconds on a Sun-Sparcstation 10. Rather than being a sign of 
simplicity of the problem, we believe that this shows that the model was carefully 
designed to exploit all the constraints. 

Other more complex configurations were attempted. In the following we discuss 
the results of the analysis of a more complex configuration, modeling the control 
of a physical railway track divided in three parts and containing a level crossing. 
The SL contains four processes, and was obtained by extending the model for the 
first configuration (Shunting-Level Crossing) by adding the model of two additional 
processes of different type (Liberation). Intuitively, the Shunting process is in charge 
of preparing the conditions for the train to pass, for instance book the parts of 
railway track and command the level crossings to close. When the conditions are 
ready, it signals the free way to the train. When the train has passed, the Liberation 
processes are activated to free the track components which had been booked and 
open the level crossing. 

Several requirements were modelled on this model. The first requirement is “the 
process Shunt does not signal free way to the train if the Level Crossing is not 
closed”. This is an obvious safety requirement, which was represented as an assertion 
(i.e. a predicate which must be verified of the states corresponding to a given control 
point) relating the controls to be delivered to PD and the status of peripheral 
devices. Other requirements such as “the SL never issues contradictory PD controls 
during a cycle” were represented in a similar way. 

The formalization of the following requirement was more complex: “if the free 
way was signaled to the train, and the Level Crossing was closed with a manual 
command, then the manual command RESTORE-AUTOMATIC-MODE must leave the 
Level Crossing closed” . This criterion is a liveness property. It relates a generic state 
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in which the premises must hold, a following state in which the manual command 
RESTORE-AUTOMATIC-MODE is issued, and then a sequence of future states where 
no further manual commands are issued to the SL. This criterion was modeled by 
means of a temporal logic formula, in order to express the relation between the 
previous and future behaviours of the system. Such temporal logic formulae can be 
analyzed by spin by extending the model of the SL with a translation into observing 
automata. 

Another relevant issue was testing for the termination of the cycle of the SL 
(a nontermination in the model would result in a deadlock in the actual SL). Non 
termination can in principle occur in two different situations. First, a process can 
have a non terminating transition, depending on the termination value returned by 
the operations. Second, the automatic phase may not terminate, depending on the 
nature of the command flow among processes (e.g. if two processes keep to send 
automatic commands to each other). This was expressed requiring that the begin- 
ning of cycle of the SL to be a point of progress (this property can be automatically 
analyzed by a particular modality of the exhaustive analysis). 

These properties, together with a number of assertions to make sure that the 
data flow was correctly modeled, were all analyzed with spin. Analyses were per- 
formed checking state properties, acceptance cycles and non-progress cycles. Again, 
the resource required to analyze such a complex configuration were rather limited. 
The complete analysis of the liveness property discussed above took less than two 
minutes, while the non-progress cycles check required less than 6 minutes. 

During the analysis, SPIN was able to detect an anomalous behaviour. One of 
the processes was activated while being in a resting state, i.e. a state having no 
associated operations in the activation table. The significance of this behaviour is 
that it was present in a prototype version of the Safety Logic. This was solved by 
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associating by default every resting state with a fictitious operation which simply 
returns control to the Scheduler. Pinning out this behaviour was very valuable to 
highlight the power of exhaustive verification. Such a behaviour is extremely hard 
to point out via testing. 

After the anomalous behaviour was found, the spin mechanism for finding the 
shortest counterexample was very useful to reduce the length of the trace. The 
“shortest” trace we could come up with is generated by a particular sequence of 
four manual commands issued during seven cycles of the Safety Logic, and amounts 
to several hundred steps of simulation. In figure 6 part of the trace shown by the 
SPIN interface is reported, in form of a Message Sequence Chart, covering just a 
little more than one cycle of the SL. The vertical traces represent (from left to 
right), OP, Sched, LC, Shunt, the two Liberations and PD. 

5 Future Work and Conclusions 

In this paper we have described an industrial application of formal methods, model 
checking in particular, to the verification of a safety critical railway interlocking 
system. The system has been modeled and analyzed with the spin tool, which uses 
efficient algorithms for the verification of complex systems, spin uses a language 
especially designed to allow a natural representation of software systems. It also 
combines model checking and reduction techniques to determine system correctness 
and to provide useful information about its behavior. 

This project has been a successful experience in formal methods applied to 
the design of safety-critical systems. Although the configurations analyzed in this 
project are simpler than the ones needed to control a large-size railway station, it 
is possible to deal with configurations of significant size and complexity, which can 
help the designer to gain confidence in the system being specified. This is a great 
advantage with respect to traditional methods such as testing, as very often the 
exhaustive analysis of a scaled down configuration can reveal problems which are 
present also in larger configurations. 

Future activity will try to scale up the size of configurations which can be ex- 
haustively and automatically analyzed. Preliminary experiments show that there is 
room for improvement by using different representations of the system, and different 
(e.g. symbolic) model checking techniques [1]. 
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Abstract. Safety systems for railways have shifted from electronic re- 
lays to more computer-oriented approaches. This article highlights the 
language EURIS from NS Railinfrabeheer, which champions an object- 
oriented method for the specification of interlocking logics. 



1 Introduction 

The control and management of a railway system consists of three separate tasks. 
First, control instructions for the railway yard have to be devised in the logistic 
layer. Second, control instructions have to be passed on to the infrastructure, 
which consists of points, signals, sections, level crossings, et cetera. This task 
is almost always fully automated. Third, it has to be guaranteed that the exe- 
cution of control instructions does not jeopardise safety; that is, collisions and 
derailments have to be avoided. This is done by means of an interlocking, which 
is a medium between the infrastructure and the logistic layer together with its 
interfaces. An interlocking logic is the embodiment of safety principles and basic 
rules, according to which a train moves through a railway yard. 

Traditionally, an interlocking logic served as a local solution for a specific 
railway yard, whereby the logic could be designed to cope with the peculiarities 
of the railway yard. Modern computer-based railway systems demand a uniform 
specification method which can be used to formulate interlocking logics for all 
railway yards. The safety restrictions that are imposed on different railway yards 
are reasonably consistent, depending mostly on the parameters of autonomous 
elements such as signals and points. Based on this observation, Middelraad cum 
suis from NS Railinfrabeheer evolved a modular specification method EURIS 
(European Railway Interlocking Specification) [3], to describe fully automated 
interlocking logics. EURIS assumes an object-oriented architecture, which con- 
sists of a collection of generic building blocks, representing the elements in the 
infrastructure such as signals and points, and of two clearly separated entit- 
ies in the outside world, representing the logistic layer and the infrastructure. 
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The building blocks, which together make up the interlocking logic, communic- 
ate with each other by means of data-structures called telegrams. The building 
blocks can also exchange telegrams with the logistic layer and the infrastructure. 

EURIS not only denotes a specification method, it is also the name for 
a graphically oriented imperative specification language that is based on this 
method. A Logic and Sequence Chart (LSC) specifies a building block. Each 
LSC consists of the graphical representation of procedures, which can adapt and 
test the values of variables, and which can ultimately trigger the transmission 
of a telegram. Such telegrams can be received by neighbouring building blocks, 
by the logistic layer, and by the infrastructure. Reversely, each building block 
can also receive telegrams from neighbouring building blocks, from the logistic 
layer, and from the infrastructure. The graphical format for LSCs evolved as a 
compact notation when the Nassi Schneidermann diagrams, which were origin- 
ally used to express EURIS specifications, became unclear due to deep nestings 
of if-then-else statements. 

A strong advantage of an object-oriented architecture is the possibility to 
reuse components of a specification. In EURIS, the heart of a specification defines 
the way that building blocks handle incoming telegrams. When all types of 
building blocks have been specified in full detail, the specification of a particular 
railway yard is constructed by simply connecting its separate building blocks in 
the appropriate manner. A second advantage of the distributed approach is that 
if the behaviour of say a signal is changed, then this can be taken into account on 
the level of EURIS by adapting the specification of the corresponding building 
block. A disadvantage can be that in EURIS applications a procedure such as 
claiming a route is specified implicitly in the designs of several building blocks, 
so that adapting such a procedure can become non-trivial. 

UniSpec [3,11] is a particular instance of the EURIS method, which has 
been developed by NS Railinfrabeheer as a complete set of generic elements to 
compose interlocking logics for the Dutch railway system. Holland Railconsult 
has implemented a simulator for UniSpec [9,10], which enables to animate the 
behaviour of a UniSpec specification. The simulator is part of a toolset named 
GUIDE, which is currently used by NS Railinfrabeheer to support both the 
design and validation of UniSpec specifications. After designing a set of LSCs, 
the user can join instantiations of these LSCs according to the topology of a 
railway yard. The result is checked for design rule errors and compiled, after 
which situations at the railway yard can be simulated via a graphical interface. 
The simulator enables to locate flaws in an interlocking specification at an early 
stage of the system engineering process. Furthermore, a simulation session gives 
a detailed insight of the behaviour of the specification, which can be useful in 
the communication with customers. 

This article presents a description of the the EURIS method and its specifica- 
tion language. We describe the features that are present in [3, 7, 9-11], and which 
have been singled out as being essential by railway experts. There are several 
interpretations of the semantics of EURIS around, such as the founding art- 
icle [3], and the implementation of the simulator. We formulate a semantics for 
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EURIS that, following the simulator, is based on a discrete time model. Bergstra, 
Fokkink, Mennen, and van Vlijmen [4] presented a more detailed semantics for 
EURIS in discrete time process algebra [1]. 
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Jan Eriso Groote, Marco Hollenberg and Wendi Mennen from Utrecht University, 
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2 Overview of EURIS 

EURIS is a graphically oriented, parallel, event-driven, weakly typed, imperative 
specification language. A EURIS specification consists of the graphical descrip- 
tion of elements in the form of LSCs (see Section 2.3), which are connected by 
ports (see Section 2.2). Each element consists of procedures with an imperat- 
ive character, called flows (see Section 2.1). Elements can send data-structures 
called telegrams (see Section 2.2) to each other via their ports. Reception of a 
telegram by a element causes the execution of a flow, which is determined by the 
telegram and the channel via which the element received the telegram. Changing 
the value of a variable can also cause the execution of a flow (see Section 2.2). 

EURIS assumes the two standard data types of Booleans and integers. The 
Booleans consist of 1, representing true, and 0, representing false. Three standard 
functions are defined on the integers: addition, subtraction, and multiplication. 



2.1 Flows 

We consider a certain element, with a unique element name. A flow for this 
element is a procedure that is built from the following five basic constructs: 

- An exeeution eondition formulates under which circumstances the flow is 
executed. There are two possibilities. 

If the execution condition is of the form T ► p, then the flow is executed if 
telegram T is received at port p of the element; see Section 2.2. 

If the execution condition consists of a variable name X, then the flow is 
executed depending on the (change of) value of X; see Section 2.2. 

- A ease tests the value of a variable; the returned value influences the sub- 
sequent execution of the flow. 

- An assignment adapts the value of a variable. 

- A termination statement marks the end of the execution of the flow. 

- A send action p ► T instructs that telegram T is sent out via port p of the 
element. A send action is always followed by termination of the flow. 

An element is specified by its flows, where the execution conditions of the flows 
cover all telegrams that can be received by the ports of the element. 

Flows are represented graphically, whereby the tests and assignments of the 
flow are connected with each other by continuous lines. A test whether variable 
X equals value v is denoted either by placing v in the flow below variable X, 
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or by placing the expression {X = v) in the flow. An assignment of value v to 
variable X is denoted either by placing >v in the flow below variable X, or 
by placing the expression {X : v) in the flow. The graphical layout of flows is 
important for the interpretation of tests and assignments; see the picture below. 



Ti ►a 



X Y 




iz : yy 

->i 



b^T2 



The execution condition at the left of this flow expresses that it is executed if 
telegram Tl is received via port a. First, the flow tests the value of the variable 
X. If this value is 0, then the flow assigns the value 1 to variable Y, after which 
it terminates. If the value of X is 1, then the flow assigns the value of Y to Z, 
after which it sends out telegram T2 via port b. Z is a telegram held; if this held 
does not yet exist then it is created, and otherwise its value is changed. 



2.2 Ports, Telegrams, and Variables 

A EURIS specification assumes a logistic layer and an infrastructure, and spe- 
cifies the behaviour of a number of elements. In particular, it is described how 
these separate entities send messages called telegrams to each other, and how the 
elements react when they receive a certain telegram from a certain entity. The 
elements and the logistic layer and the infrastructure can send telegrams to each 
other via communication channels, which are constructed by the combination of 
ports. EURIS recognises the following two kinds of ports. 

- An element has one or more route ports. Each route port p of an element e 
is linked with exactly one route port p' of another element e', establishing a 
communication channel between e and e'. If element e sends a telegram into 
port p, then this is received by element e' through port p', and vice versa. 

- An element may have a port that connects it with the logistic layer, and a 
port that connects it with the infrastructure. Telegrams can travel from the 
element to the logistic layer and to the infrastructure via these ports. Vice 
versa, for each element, the logistic layer and the infrastructure may have a 
port via which they can send telegrams to this element. 

A telegram has a unique name and carries a telegram table, which assigns Boolean 
and integer values to telegram variables. A telegram may be passed on between 
a number of elements, which all update the information in the table of the 
telegram. If a flow terminates by sending out a telegram, then it attaches the 
telegram table that was created, or adapted, during the execution of the flow. 
Telegram variables are only meaningful for an element as long as the flow that 
belongs to the telegram in the element is being executed. 

A route telegram is sent from one entity to another entity, whereby entities 
can be elements, the logistic layer, or the infrastructure. It consists of a telegram 
name, a telegram table, and a port name from which it is sent out. An internal 
telegram is generated inside an element by special types of variables, depending 
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on the (change of) value of such a variable. An internal telegram consists of 
a telegram name together with the name of the variable that produced this 
telegram, and of an empty telegram table. 

EURIS distinguishes several types of internal variables. The initial values 
of input variables, which carry the version symbol ‘!’, are latched. The values 
of internal variables without a version symbol can be adapted without giving 
rise to the execution of a flow. Finally, variables with a version symbol from 
{a,&,$, #,?#,»#} may trigger the execution of a corresponding flow, depend- 
ing on the (change of) value of such a variable. A detailed description of the 
behaviour of these variables is given in the full version of this article [6]. 

Time plays an important role in the specification of an interlocking logic. It 
enables to model delays; for example, if a train has passed a section, then for 
safety reasons this section has to be unoccupied for a certain period of time. 
We assume a discrete time model, in which time progresses in distinct steps 
called time steps. Methods such as VPI [5, 8] from the General Railway Signal 
Company and EBS [2] from Siemens, which are used for the implementation of 
real-life interlockings, and the simulator of EURIS, are based on a discrete time 
domain. Furthermore, it has been shown in practice that it is technically feasible 
to synchronise the parallel processes of a EURIS specification on time slices. 

2.3 Logic and Sequence Charts 

An ESC consists of a number of graphical representations of flows. An LSC takes 
as basis a list of internal variables, whereby variables carry their version symbols. 
Figure 1 presents an example of an LSC. X±, X 2 and X$ are internal variables. 
Xi is an input variable, which is denoted by the version symbol ‘!’. X 2 is a 
one-shot variable, which is denoted by the version symbol X^ does not carry 
a version symbol. The graphical representations of the flows that make up the 
LSC are drawn below this list. Thus, we obtain the picture that is displayed in 
Figure 1. Below each variable name we have drawn an imaginary vertical dashed 
line. Each test and assignment in a flow is placed on such a dashed line, in order 
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Fig. 1. An LSC Example. 
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to relate it to the variable of which the value is tested or adapted. Some of the 
flows share the same tail, which means that from some point onwards they have 
the same functionality. However, flows are independent entities. We explain the 
meaning of each flow. 



T1 ►a 




->1 



T2 



The flow above is executed if the telegram with name T1 is received via port a. 
If the input variable Xi is 0, then this flow assigns the value 1 to the one-shot 
variable X- 2 , after which it terminates. If Xi is 1, then this flow sends out the 
telegram with name T2, and with the unaltered telegram table, via port a. 
^>1 

T1 ► b -|(Xi = 0)—' 

= 1 ) 1 

▼ 

T5 

The flow above is executed if the telegram with name T1 is received via port b. 
If the input variable Xi is 0, then this flow assigns the value 1 to the one-shot 
variable X 2 , after which it terminates. If Xi is 1, then this flow sends out the 
telegram with name T5 to the infrastructure. 

& > (Be : X 3 ) — c ► t3 

The flow above, generated by one-shot variable X 2 , assigns the value of variable 
X 3 to variable Be. Next, the telegram with name T3 is sent out via port c. 



3 UniSpec 

UniSpec [3,11] is a particular instance of the EURIS method that is under de- 
velopment, with the aim to obtain a complete set of generic elements to compose 
interlocking logics for the Dutch railway system. It transforms the layout of a 
railway yard into LSCs in three subsequent steps. The topology of the railway 
yard, and the types of its elements, such as signals and points, are described in 
a track layout. The elements are provided with ports, which are combined to 
obtain communication channels between the elements, based on the topology of 
the track layout. Thus, we obtain the element connection layout. Elements are 
provided with ports to and from the logistic layer and the infrastructure, and 
the parameters of the elements and the communication channels are refined, to 
obtain the logical element connection layout. Einally, this representation is used 
to obtain the LSCs of the separate elements. These transformation steps have 
been automated in the simulator [9, 10]. 

3.1 Track Layout 

A track layout of a railway yard is constructed from its separate elements; we 
distinguish signals, sections, points, crosses, level crossings, and approach mon- 
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itoring devices for level crossings. Each element in the track layout has a unique 
name, based on standard (Dutch) railway conventions. We proceed to present 
the graphical representations of the elements. 

1. A section with name Nis represented by 

I N 1 



2. A signal with name N is represented by 

N I O 

3. Points and crosses with name N are represented by 









N 



4. A level crossing with name N on a section with name N' is represented by 



-N' 



Each path in a railway yard that leads to a level crossing should encounter 

M" 

an approach monitoring device, which is represented by ► . The name N" 
always starts with AS, which abbreviates Approach Starting point. An ap- 
proach monitoring device serves for only one direction, which is determined 
by the orientation of its graphical representation. 

Eigure 2 presents an example of a track layout, which is constructed by linking 
instances of the elements mentioned above. 
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Fig. 2. Example of a Track Layout. 



3.2 Element Connection Layout 

Eor each element in a given track layout we generate a graphical element, with a 
unique name, and with a maximum of four ports called a, b, c en d. We discuss 
these graphical elements. 
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1. A signal iVthat is directed from left to right is represented by 





1 


a — 


1 CJ 

N 



2. Sections, points, and crosses of name N me represented by 




3. A level crossings is captured implicitly by its monitoring devices: AS (Ap- 
proach Starting) signals that a train is approaching, while SCD (Signal Clear- 
ance Delay) signals that a train has passed the level crossing. AS as well as 
SCD pass on their information to an element AM (Approach Monitoring). 
These elements can monitor trains in only one direction, so a level cross- 
ing needs two AM elements to monitor approaching trains from opposite 
directions. The information of the two AM elements is passed on to a cent- 
ral element AMC. Element AMC is represented by a box without ports. 
Elements AM and AS and SCD of name N are represented by 




In order to transform a track layout into an element connection layout, all ele- 
ments are replaced by their boxes. The ports of these boxes are connected to 
each other, based on the topology of the track layout. Eigure 3 depicts how the 
track layout in Eigure 2 is transformed into an element connection layout. 
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Fig. 3. Example of an Element Connection Layout. 



3.3 Logical Element Connection Layout 

An element connection layout is transformed into a logical element connection 
layout as follows. Each pair of linked ports produces one or two directed channels 
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Fig. 4. Example of a Logical Element Connection Layout. 



between the elements of the ports. The entry and exit side of a channel are 
marked ‘N’ and ‘X’, respectively. If both ports belong to a bi-directional element 
(signal, section, points, cross), then two channels are produced, one for each 
direction. If a port belongs to a uni-directional element (AM, SCD, AS), then 
one channel is produced in the same direction as this element. An AMC element 
is connected to each of its AM elements by two channels, one for each direction. 

Every element is provided with channels to and from the logistic layer and the 
infrastructure. Boxes for signals and points are provided with all four channels. 
Channels from logistic layer to element and from element to infrastructure carry 
instructions to the signal or points. Channels in the opposite direction carry 
information on the status of the signal or points. Boxes for sections and crosses 
are provided with three channels; the channel from logistic layer to element is 
missing. The channel from element to infrastructure serves to carry instructions 
on automatic train protection, which automatically halts trains that do not 
respect the speed limit. AS, SCD, and AM boxes have no channels. AMC boxes 
have the same three channels as boxes for sections and crosses. The channel from 
element to infrastructure serves to carry instructions to the level crossing. 

An element connection layout is transformed into a logical element connec- 
tion layout by replacing each element by its corresponding box, and producing 
directed channels as described above. Furthermore, each box has a private set of 
internal variables, which are initialised. Figure 4 depicts how part of the element 
connection layout in Figure 3 is transformed into a logical element connection 
layout. The initialisation of internal variables is omitted from the picture. Finally, 
the logical element connection layout is used to produce an EURIS specification. 
Each type of box is specified by an ESC, which contains the flows that are pro- 
duced by the box when it receives telegrams. Such specifications are far from 
trivial; see [3]. Information on channels and the initialisation of variables is not 
taken into account in LSCs. If a box can be presented in two symmetric ways 
(as is the case for the box of a signal), then two symmetric LSCs are specified, 
whereby each flow from left to right in the one ESC occurs as a flow from right 
to left in the other LSC, and vice versa. 
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4 Conclusion 

EURIS is a specification method for interlocking logics. The object-oriented ap- 
proach of EURIS is a strong point in its favour, and its graphical format allows 
for compact specifications. However, this compactness can obstruct the clarity 
of EURIS specifications, especially because in practice EURIS is often treated 
more like a programming language than as a specification language. LARIS [7], 
a symbolic variant of EURIS, is a first attempt to remedy this imperfection. 

UniSpec exemplifies the practical use of EURIS for the specification of inter- 
locking logics. Currently, UniSpec contains special operators to cope with specific 
situations in Dutch railway yards, which hampers the clarity of its semantics. 
In future, UniSpec should be polished and reduced to a core set of essential 
operators with sufficient expressive power, and ideally it should be shown to 
be a correct implementation of the desired interlocking logic. It is yet unclear 
how functional requirements such as ”if points are occupied then their position 
should be fixed” can be verified for UniSpec. In future interlocking systems, the 
topology of railway yards may become more dynamic; e.g., positions of signals 
may become variable. It remains to be seen whether EURIS can cope with such 
a shift; the specification of elements in UniSpec is based on a fixed topology of 
railway yards. 

References 

1. J.C.M. Baeten en J.A. Bergstra. Discrete time process algebra. Formal Aspects of 
Computing., 8(2):188-208, 1996. 

2. J.W.F.M. Beljaars. Prozefi Ablauf Plane: introduction to a specification method. 
Report 1992/JBe/3, IB ETS-T&K, 1992. In Dutch. 

3. J. Berger, P. Middelraad, and A.J. Smith. EURIS, European railway interlocking 
specification. UIC, Commission 7A/16, May 1992. 

4. J.A. Bergstra, W.J. Fokkink, W.M.T. Mennen, and S.F.M. van Vlijmen. Railway 
Logic via EURIS. Quaestiones Infinitae XXII, Zeno Institute of Philosophy, 1997. 

5. W.J. Fokkink. Safety criteria for the vital processor interlocking at Hoorn- 
Kersenboogerd. In Proceedings 5th Conference on Computers in Railways ( COMP- 
RAIL’96), Berlin, pp. 101-110. Computational Mechanics Publications, 1996. 

6. F.J. van Dijk, W.J. Fokkink, G.P. Kolk, P.H.J. van de Ven, and S.F.M. van Vlijmen. 
EURIS, a specification method for distributed interlockings. Technical Report, 
Department of Computer Science, University of Wales Swansea, 1998. 

7. J.F. Groote, M. Hollenberg, and S.F.M. van Vlijmen. LARIS 1.0: language for 
railway interlocking specification. Report, CWI, Amsterdam, 1998, To appear. 

8. J.F. Groote, J.W.C. Koorn, and S.F.M. van Vlijmen. The safety guaranteeing 
system at station Hoorn-Kersenboogerd. In Proeecdings 10th IEEE Conferenee on 
Computer Assurance (COMPASS’95), Gaithersburg, pp. 131-150. IEEE, 1995. 

9. F. Makkinga. IDEAL, interlocking design and application language guide and ref- 
erence. Holland Railconsult, 1994. 

10. F. Makkinga and F.J. van Dijk. EURIS-simulation tutorial reference. Holland Rail- 
consult, 1995. 

11. D. van der Meij and P. Middelraad. UniSpec. NS Railinfrabeheer, 1996. 




Object Oriented Safety Analysis 
of an Extra High Voltage Substation Bay 



Bartosz Nowicki and Janusz Gorski 
Department of Applied Informatics, Technical University of Gdansk 
Narutowicza 1 1/12, 80-952 Gdansk, Poland 
e-mail: (baron, jango}@pg.gda.pl 



Abstract. Experiences of application of the object oriented approach to safety 
analysis of an extra high voltage substation bay are presented. As the first step 
the object model of the whole application is developed. Then the model is 
subjected to three safety analysis methods. The analyses are supported by an 
existing tool. The paper illustrates the application of the proposed methods and 
also gives some observations on the performance of the tool. 



1 Introduction 

Object Modelling Technique (OMT) [13] is one of widely accepted object oriented 
approaches to system modelling and analysis. Basically, it comprises three different 
models which represent three different views of the system under consideration: the 
Object Model, the Dynamic Model and the Functional Model. The Object Model 
concentrates on the structural aspect and represents the system as a collection of 
object classes and their interdependencies. The Dynamic Model concentrates on the 
behavioural aspect and, for each class, describes its behaviour in terms of statecharts 
[6] . The Functional Model is given in terms of data flow diagrams and concentrates 
on the data processing aspect of the system. Although all three views of OMT are 
equally important to fully elaborate different aspects of the system, it is the 
behavioural view which plays the primary role in control dominated applications. 
Therefore, the behavioural model deserves a special attention during safety analysis. 

Industrial applications are often of non trivial complexity and the processes of 
their modelling and analysis have to be supported by tools. We used Paradigm Plus 
[1] to support development of Object Models and Stalemate 6.11 [7] to support 
modelling and analysis of dynamic aspects. 

The paper consists of five parts. First, an informal description of the extra high 
voltage substation bay is given. Then the methods applied during safety analysis are 
briefly presented. Afterwards, selected object oriented models developed during 
application of those methods are given. Then the results of safety analysis are 
presented and in conclusion we give an overview of the experiences gathered during 
our case study. 

Due to the space limitations the paper does not include a full description of the 
safety analysis methods which have been applied. More thorough documentation of 
the bay case study can be found in [9,10,11,12,14]. 

W. Ehrenberger (Ed.): SAFECOMP’gS, LNCS 1516, pp. 306-315, 1998. 
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2 Extra High Voltage Substation Bay 

Object oriented safety analysis was carried out with respect to a line bay of the 
Mosciska 400/110 kV substation. The substation is situated near Warsaw and is an 
important node supplying energy to the capital city. Its main objective is 
reconfiguration of the power grid. The substation consists of two busbar systems and 
eight bays. Our case study focused on the bay number 1 through which the 
substation is connected to the Milosna substation. 

The aim of the bay is to carry out sequences of switching operations. As the result 
other objects (e.g. transformers, lines) can be connected to the busbar systems. For 
instance, the bay number 1 can perform the following operations: 

• disconnecting the line from a busbar system, 

• connecting the line to a busbar system, 

• switching over the line from one busbar system to another . 

Switching sequences are carried out by means of: 

• circuit breaker - a switching device which is able to switch on, switch off and 
conduct current, 

• disconnector - a switching device which aims at assuring a safe isolating gap 
in electrical circuit, 

• earthing switch - a switching device, used for grounding elements in order to 
ensure safety during maintenance. 

While performing switching sequences the order of operations on switches must 
be strictly preserved. E.g. disconnecting the line must be performed according to the 
following sequence: 

• breaking off current flow using a circuit-breaker, 

• opening the line disconnector to achieve isolation between the disconnected 
line and the circuit breaker, 

• opening the busbar disconnector to achieve the isolation between the circuit 
breaker and busbars. 

If the order is violated and e.g. a disconnector is opened while the line is loaded, 
the consequences are severe: an electric arc arises between contacts of the 
disconnector. It is accompanied by high rate optic and acustic phenomena and spray 
of melted metal. It looks like an explosion and results in destruction of the 
disconnector. Next, the arc travels to neighbouring phases, resulting in inter-phase 
short circuits. This can give rise to further consequences, e.g. collapse of a part of 
the electric power system or personal injury. 

The line bay is exposed to the following hazards: 

• switching off a line by a disconnector, 

• switching on a line by a disconnector, 

• closing an earthing switch when a line or busbar system are under voltage. 

The substation is planned to be unmanned and the control will be carried out by a 

computer system. Therefore, safety analysis of the computer based control system 
must be performed to ensure that its software neither causes nor contributes to any of 
the above hazards. 
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3 Object Oriented Safety Analysis Framework 



Object models provide a good communication platform between the designers and 
the application domain specialists and are convenient means for expressing ideas of 
developers. Object oriented approach is often used for system mission modelling. 
We postulate that it is worth to investigate suitability of the object oriented to the 
safety analysis of such systems. 

In this section we present three methods of object oriented safety analysis. Each 
of them addresses a separate safety aspect. The methods are not independent. They 
co-operate by mutual use of their results. The starting point is the mission oriented 
model resulting from the OMT analysis stage [13]. We have deliberately extended 
the existing method of modelling instead of proposing a new one because in our 
opinion this increases the chances that our approach will be used by practitioners 
(those who are already familiar with OMT). Instead of proposing a completely new 
approach we concentrated the effort on extending and strengthening the existing 
method to adopt it to new problems. 

To model developed according the OMT analysis stage represents the system 
mission. This model can be validated and verified in order to check whether it 
adequately represents the application and fulfils its requirements. It answers the 
question „what is the system intended to do?”. From the safety standpoint, however, 
the relevant question is „what is the system prohibited do?”. To answer this 
question the model has to be modified and extended. 



Methodl: Safety analysis of system mission 



The main objective is to reveal design faults of a control system. On this stage the 
random failures of plant objects are not taken into account. 

To enrich the model with the safety aspect we develop what we call the hazard 
model. It explicitly distinguishes between the safe and hazardous states (Fig. 1). 

In order to apply this generic model to a specific application we identify critical 
objects (objects the hazard refers to) in the model of the system mission. For a given 
hazard, the aggregation of critical objects forms the critical subsystem. The dynamic 
model of the critical subsystem and the hazard model shown in Fig. 1 are merged to 
one model which explicitly distinguishes between safe and unsafe states. This model 
is used to analyse the consistency between the system safety and its mission; the 
reachability analysis is performed to check whether the hazardous state is reachable 
within the mission constraints. The detected hazard scenarios provide hints on how 
to reconstruct the system to ensure safety. More details on the method can be found 
in [3]. 






safe states 



hazardous states 



Fig. 1 . The generic hazard model. 



Method2: Analysis of impact of errors 

Methodl assumes that the objects of the plant and the environment are reliable in a 
sense that they behave as specified. This assumption is not always valid as the plant 
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objects are exposed to random failures and the objects of the environment can 
violate assumptions concerning their behaviour. Therefore, the system should be 
systematically examined with the aim of identification of possible faults and 
checking their impact on safety. The method provides a set of templates of faulty 
behaviours that are defined as deviations from the normal behaviour. Within the 
context of a specific application, those templates are validated against possibility of 
their instantiation in the actual system. Those which are considered significant are 
then introduced to the model as alternative behaviours. Then we again use the 
reachability analysis to check whether these faulty behaviours have any impact on 
safety. If the faults are dangerous the method gives some ideas on how to restore 
safety either by modifications of the control system or by reconstruction of the plant. 
More details on this method can be found in [2]. 

Methods : Safety monitoring 

Methods 1 and 2 concentrate on verifying that the system achieves its mission goals 
within the safety constraints. To strengthen safety guarantees the system can be 
additionally enriched with a device called safety monitor. Its only concern is safety. 
We have developed a method of systematic synthesis of such safety monitor for a 
given application. The idea of monitoring [4] is simple: if a potentially hazardous 
sequence of events is developing in the system, inform the operator or another 
control system by raising an alarm. A corrective action aiming at safety restoration 
can be then executed before the hazardous behaviour converts into an accident. The 
practical approach [5] to safety monitoring is based on the following observation: if 
the critical subsystem model were stimulated with exactly the same events as the 
actual system then reaching the hazardous state by the model would mean the hazard 
in the actual system. Consequently, the model of the critical subsystem constitutes 
the first version of the safety monitor. The method transforms the critical subsystem 
model in the following steps: 

• Reduction : removing all safety irrelevant details from the monitor, 

• Implantation: ensuring that the monitor is stimulated by only those events 
that are measurable i.e. there are technical means to detect their occurrence, 

• Tuning: achieving appropriate sensitivity of the monitor: no overlooked 
hazards, false alarms avoidance and early warning. 

4 Object Oriented Model Of the Substation Bay 

This section presents some results of modelling of the extra high voltage line bay. 
More compete presentation can be found in [9,11]. 

The Object Model 

Fig. 2 presents the Object Model of the bay. 
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Fig. 2. The class model of the bay. 



The meaning of the model is explained in the frame of Fig. 3. 

The whole Substation consists of 8 Bays and the Control System. Each 
Bay consists of 3 Circuits - one for each phase. The Circuit consists of 
Busbar Fragments of two types. The Circuit consists of 4 Simple 
Busbars and a Star Busbar. The primary aim of Busbar Fragment is to 
pass voltages to the consecutive Busbar Fragments what can cause a flow of 
current. Voltages can be passed in two directions; towards the centre of the 
Circuit and towards external objects. Voltages are passed between Busbar 
Fragments when at least one of them is under voltage and the Busbar 
Fragments are connected by a closed Switch. An Environment can change 
the voltage of those Simple Busbars which come outside the Bay. A Switch 
connects 2 Busbar Fragments or a Busbar Fragment with earth. Other 
parts of the Circuit are 4 Earthing Switches, 3 Disconnectors and a 
Circuit Breaker. Each of these devices is basically a Switch. The 
Earthing Switch earths the Busbar Fragment. Switches are controlled 
by either the Control System or an Operator. Both the Control System 
and Operator observe Switches to learn about their actual states. 



Fig. 3. Explanation of the object model of the bay. 
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The Dynamic Model 

For each class of the Object Model the corresponding Dynamic Model is developed. 
Fig. 4 presents the dynamic model of a disconnector and Fig. 5 gives the 
corresponding explanation (dotted arrows represent faults and are explained in a 
subsequent part of the paper). 




A disconnector can be in either of two states; open or closed. Initially it is in the 
state closed. stable. The value of the global variable q which is read by busbar 
fragments and the control system is set to closed. When k3 event comes it moves 
the disconnector to the state opening. If k4 appears while the disconnector is in 
the opening state the disconnector returns to the closed. stable state. If 
however k4 does not appear, then 5 time units after entering opening it moves to 
the state open, stable (tm(en (opening) , 5) and not k4) and changes 
the value of q to open. 

When k4 appears while the disconnector is in open, stable it moves to the 
closing state. If k3 appears while the disconnector is in the closing state the 
disconnector returns to open, stable state. If however k3 does not appear, then 
5 time units after entering opening it moves to the state closed. stable 
(tm(en (closing) , 5) and not k3) and changes the value of q to closed. 



Fig. 5. Explanation of the dynamic model of a disconnector. 

A problem which was encountered during modelling was how to represent the 
flow of electric current in terms of statecharts. We have developed a protocol which 
propagates the state , 41 ow of electric current” to all connected busbar fragment 
objects, as soon as the last and the first in the chain of connected busbar fragments 
have different voltage potentials. 

Dynamic models were developed for the classes shown in Fig.l. It was then 
verified whether the models meet the mission requirements given in the system 
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specification, e.g. if the state of switches is appropriate after applying the switching 
sequence of connecting a bushar system to the line. The Statemate tool has been 
applied during those verifications. 

5 Object oriented safety analysis of the substation bay 

In this section some selected results of safety analysis are presented. The only hazard 
considered is the situation of switching off the line under a load by a disconnector. 

Method 1: Safety analysis of system mission 

The hazard model of switching off the line by a disconnector is shown in the Fig. 6. 



(\ 


tm(en(opening), 5) and not k4 
I [in(vol_ext) and in(vol_cen)] 






safe 


J hazard ] 








►V }J 



Fig. 6. The hazard model for switching off the line by a disconnector. 



The transition from the safe state to the hazard state takes place when there is 
a flow of current in a busbar fragment ( [in ( VO l_ext) and in (vol_cen) ] ) 
and the disconnector is opening (tm(en (opening) , 5) and not k4). There 
are two critical objects associated with this hazard. Their aggregation forms the 
critical subsystem (Fig. 7). 




Fig. 7. The class model of the critical subsystem. 

Composition of the dynamic models of the simple busbar and disconnector and 
the hazard model of Fig.6 results in the model consisting of two high-level states: 
hazardous and safe. The safe state consists of three concurrent states (two of them 
describe the busbar fragments and the third is related to the disconnector). 

Having the hazardous state and transitions leading to this state explicitly modelled 
provided for performing the reachability analysis. The analysis revealed a design 
fault in the control system (this fault was then traced back to the incompleteness in 
the requirements). The fault allowed to connect the line to both busbar systems at the 
same time. Disconnecting the line from a busbar system results in breaking a current 
flow between the line and the busbar systems (as the circuit breaker is off) but there 
is still a flow of equalising current between busbar systems. Opening a disconnector 
in such a situation led to the hazard. To eliminate the hazard an alternate connection 
of busbar systems to the line had to be guaranteed. More details can be found in [1 1]. 
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Method 2: Analysis of impact of errors 

The disconnector model presented in Fig. 4 includes transitions represented by 
dotted lines. They represent faulty behaviours. Labels of these transitions include 
events with the _err suffix. They represent the random nature of errors (during 
analysis we assume that the events enabling those transitions are generated by the 
environment in a random manner). The requirements specification provides 
information concerning errors of a disconnector: 

• it does not open on command (dis_open_err), 

• it does not close on command (dis_close_err), 

• it opens spontaneously without command (dis_spon_open_err). 

The model with faulty transitions replaces the original model and reachability 
analysis of hazardous states is performed again. The impact of spontaneous opening 
of a disconnector is straightforward: if it opens while current flows through it the 
hazard occurrs. Hewever, we were able to uncover also more complicated hazardous 
situation which iresulted from two errors of a circuit breaker. More details on the 
results can be found in [11]. 

Method 3: Safety monitoring 

The details on safety monitor synthesis for the Moseiska line bay ean be found in 
[12]. The monitor synthesis involved a series of transformations of the critical 
subsystem. The monitor model (Fig. 8) was derived from the model of the critical 
subsystem in the following way: 

• it uses concrete instead of generic events and data as it concerns the concrete 
hazard, 

• only measurable events and data are used to observe changes in the actual 
system, 

• it is passive i.e. it does not generate events and modify variables, 

• the transition to the alarm state initiates from the closed. stable state 
when k73 3 appears; it allows to generate the alarm signal before the hazard 
occurs. 

6 Conclusion 

In our approach we have exploited two features: object oriented decomposition and 
behaviour modelling by statecharts. The Object Model concentrates on static 
structural properties (classes their relationships) and the Dynamic Model defines (in 
terms of statecharts) the behaviour of the classes. Statecharts appeared to be an 
adequate formalism to support system safety analysis. During analyses we identified 
a number of complex situations that potentially could cause hazards. On the other 
hand any formalism can not ensure safety by itself unless it is used with the defined 
purpose and in the proper context. In our case the purpose and the context were 
given by the three methods presented in this paper. 

We profited very much from object oriented decomposition. Having a good 
understanding of what are the boundaries and interfaces of the system under 
modelling was very important. Obviously the development of individual dynamic 
models of classes and then assuring proper communication among them is easier 
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then development of a global dynamic model. Some steps of the proposed safety 
analysis methods work on the level of individual classes rather than on the level of 
the whole system. 




Fig. 8. The dynamic model of the safety monitor. 



The proposed methods employ reachability analysis. This way we could identify 
some highly complicated scenarios of events leading to a hazardous state. Achieving 
the same result with other techniques (e.g. inspections) seems to be very unlikely. 
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Although the tool, Statemate, was very useful supporting our work it still has some 
deficiencies: 

• a bug in the tool was revealed (the bug reference number is 15489), 

• the metric of model complexity is of little use (time of analysis of different 
models with the same metric differs from seconds to days), 

• the time of analysis grows very fast with the size of models (complexity 
problem). 

To provide for unambiguity of model specifications we have worked out a formal 
semantics of statecharts using the Z method. This formalisation effort opened a room 
for exploiting the existing tools supporting Z for performing analyses for those case 
studies where reachability analysis is inefficient. 

Our further plans include carrying out experiments related to application of our 
methods to safety analysis of a railway signalling system. 
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Abstract. This article aims at emphasising the importance of integrating logical 
and physical aspects in order to validate requirements and high-level design of 
safety-related embedded systems. After some introductory remarks motivating 
the inclusion of continuous process properties into early requirements analysis, 
it offers a brief sm'vey on some of the existing alternatives. For the purpose of 
exemplification this contribution focuses on Time Petri Nets, which are 
extendible beyond binary logic to include physics in terms of real-valued time 
intervals. The analysis of a real-world example illustrates the applicability of 
this approach to support the proof or disproof of safety properties, allowing to 
identify weak assumptions at early design stages. 



1 Introduction 



1.1 Models and Formal Systems 
Embedded systems are conceived 

• to observe a technical process by sensoring physical variables in order to extract 
information on the internal process state, and 

• to control the technical process by acting on physical variables in order to (re-) 
establish an acceptable process state. 

As the process to be observed and controlled is subject to physical laws governing 
reality, the requirements to be defined for a controlled system - including process and 
embedded computer systems - depend on the human activity of modelling physical 
reality. In other words, the concepts defining embedded systems are expressed in 
terms of symbols representing human perception of the objective world. Due to 
reasons of perception and complexity, modelling has to rely on abstraction: only 
aspects considered as relevant for the technical process to be controlled are taken into 
account in the real world representation; this may restrict modelling accuracy. The 
modelling goals are two-fold: 

• to reproduce a real entity (the physical process) in a symbolic language, and 

• to anticipate the pattern of a planned entity (the system to be implemented). 
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1.2 Verification versus Validation 



A formal model is a representation with a well-defined semantics for all of its 
elements. A formal system is a formal model provided with a calculus, i. e. a set of 
deductive rules operating on its representation by means of mechanistic inference. 
Under the assumption of modelling correctness, a formal system provides a rigorous 
framework for the 

• verification of logical statements, i. e. for the mathematical derivation of theorems 
under the hypothesis of predefined axioms. 

Being dependent on human perception and experience, however, modelling 
correctness itself cannot be verified in the framework of a deductive system. It can 
only be inductively confirmed in the context of the real entity modelled by 

• validation, i. e. by comparing samples of modelling conclusions with their 
interpretations in reality. 

For this reason, licensing procedures have to distinguish between the following 
activities of different nature, as illustrated in Figure 1. 

Physical Modelling of the Technical Process. This activity lies completely within 
the domain of physics; it has to be validated (or falsified) by empirical observations 
based on statistical samples. 

Requirements Analysis for the Controlled System. This activity lies at the interface 
of physics and logic, thus motivating the use of hybrid modelling techniques as those 
analysed in this article. 

Implementation of the Embedded Controller. This activity lies within the logical 
domain; it can be supported by use of formal methods to provide mathematical proofs 
of specific properties, e. g. consistency, completeness and model checking at 
specification level, formal refinement and verification during design and coding 
phase. 



1.3 Further Dualities 



Apart from the aspects just considered, the distinction discussed above gives also 
raise to further considerations on the inherent duality of V&V procedures. 

Deterministic versus Probabilistic Dependability Concept. Verification activities 
are based on a qualitative dependability concept in the sense of “capability of service 
provision”; validation procedures, on the other hand, relate to a quantitative 
dependability concept defined as “probability of service provision”. Both concepts 
refer to predefined operational conditions. 

Logical versus Physical Domaiu. Verification techniques mainly rely on Boolean 
discreteness within predicate logic frameworks, whereas validation techniques must 
include continuous physical variables in real-valued domains. 
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Axiomatic versus Operational Approach. Verification procedures rely on checking 
particular features in a static way, namely by deduction (regardless of operational 
options). On the other hand, validation focuses on observations of individual 
executions meant to reflect particular operational scenarios. Due to their nature, 
modelling inaccuracies must be dynamically detected by testing or tolerated by 
functional diversity. 




Fig. 1. V&V entities (logical entities in rectangular, physical entities in elliptical margins) 



2 Modelling Languages Integrating Logic and Physics 

2.1 Need for an Intermediate Modelling Level 

Thanks to the flexibility provided by software-based components, the diffusion of 
embedded controllers in safety-relevant applications is continuously expanding; for 
similar reasons, also the complexity of safety-critical functionalities is increasing. 

The considerable progress achieved during the last decade in the area of formal 
methods has reduced one main source of faults, namely those caused by erroneous 
implementation (e. g. see [11]); the growing responsibility of software controllers for 
complex tasks tends, however, to shift the major source of problems from the actual 
development phases up towards the earlier phases of requirements analysis. 

Some of the main software -related accidents of the last years were related to 
incomplete or erroneous requirements. The causes were later identified as being partly 
enforced by inconsistencies between reality and implicit model assumptions, like the 
following ones. 

Causal Assumptions. The braking mechanism of the Airbus aircraft A320 (see [9]) 
relied on a requirement (“reverse thrust only when touching the ground”) modelled by 
a condition (“reverse tlirust only in case of predefined weight on both wheels”), which 
revealed as non-fulfilling the demands, when only one wheel touches the ground. 
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Temporal Assumptions. One of the design faults of the radiation machine Therac-25 
(see [6], [12] and chapter 4) was activated under particular operating speed conditions 
(fast re-editing of radiation parameters), unlikely to be reproduced by test cases. 

Spatial Assumptions. The definition of the inertial reference system of the Ariane 5 
(see [3]) relied on the trajectory values of a previous model (Ariane 4), which differed 
from the new one with respect to its early horizontal velocity values. 

In most cases the problems are not due to actual lack of knowledge of the system to 
be controlled, but ratlier to tacit assumptions. In the context of natural language the 
explicit and repeated formulation of more or less obvious and known details may be 
tedious and distracting. On the other hand, omitting to mention explicit indications on 
physical conditions (like the causal, temporal and spatial assumptions mentioned 
above) may result in the unjustified acceptance of erroneous conclusions. A rigorous 
notation allowing to take account of such aspects in symbolic form can help to 
overcome this problem. 



2.2 Decidability versus Expressiveness 



Depending on their capability of integrating physical and logical properties in a 
balanced way, hybrid modelling and analysis techniques may differ in terms of their 
richness or of their formal deductive power, giving raise to a fundamental trade-off 
between the following features. 

Decidability. Exclusively binary, discrete properties allow to be directly translated 
into Boolean logic. This may include physical conditions, though simplified by a 
discrete framework. For example, classical fault tree analy.sis describes the cause of 
predefined events as conjunction or disjunction of sub-events. Underlying statements 
are considered as absolute, not allowing for uncertainty degrees. Consequently, 
language expressiveness is quite poor; on the other hand, the determination of 
minimal cut sets is decidable (though numerically hard). 

Expressiveness. By refining modelling granularity, physical continuity tends to 
introduce growing sources of uncertainty, for instance due to time, space or causal 
dependencies. Statements are not considered within an absolute framework anymore, 
but rather in relation to varying conditions, e. g. in terms of an appropriate modal 
logic. Extending the notation beyond discreteness to include real-valued intervals (e. 
g. for expressing time delay) contributes to enrich language expressiveness. 
Obviously, this may severely limit deductive power resulting in undecidable features. 



2.3 Examples 



Qualitative Physics. Qualitative expressions may help to represent the 
characteristic behaviour of entities in a physical environment without requiring an 
ovcrly-dcscriptivc physical modelling. Quantified relationships among process 
variables may reveal as impractical, e. g. if absolute figures depend upon a design not 
yet definitively fixed. A form of abstraction based on causal operators was suggested 
in [2] and [9]. 
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Dynamic Flowgraph Methodology. DFM (see [4]) is based on multi-state 
representations of cause-effect and time-varying relationships among system and 
software parameters. The model is automatically backtracked to produce time fault 
trees and prime implicants for predefined top events. It supports both the qualitative 
validation of system design (by early detection of specification faults), and software 
testing (by systematic selection of critical functional test cases). 

Timed & Hybrid Automata. The timed automaton model (see [8]) is a labelled 
transition system model for components in real-time systems developed for modelling 
and verifying timing-based computer communication systems. It was extended to a 
hybrid I/O automaton (see [7]), capable of describing continuous behaviour of real 
world components in addition to discrete behaviour of computer components. 



3 Time Petri Nets 

Classical Petri nets provide a well-known, powerful technique to model and analyse: 

• co-operation of parallel processes sharing common tasks, and 

• concurrency of parallel processes requiring common resources. 

The correct implementation of concurrency has implications on task ordering. In 
addition, each process may be subjected to absolute time demands (see [10]), like 

• minimum time delay - action can start at time Xj at earliest”; 

• maximum execution time - action must be concluded by time l at latest”. 

3.1 Static Properties of TPNs 

Like for conventional Petri Nets (PNs), also the static structure of Time Petri Nets 
(TPNs) consists of a marked bipartite graphs ((P,T), M), where 

• P denotes a finite set of places p representing states, 

• T denotes a finite set of transitions t representing actions, and 

• M: P ^ N„ represents a place marking describing momentary states. 

TPNs are further characterised by associating to each transition t e T a static time 
interval S(t) := [Sj(t), s^ft)], where Sj(t), s^ft) e Q are time indicators for delay and 
action duration. Their role is clarified by defining the dynamic behaviour of TPNs. 
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3.2 Dynamic Properties of TPNs 

To reflect the dynamic behaviour of TPNs (slightly simplified from [1]), at any time a 
variable firing interval D(t) = [d,(t), d^Ct)] is associated with each transition t. 
Therefore, the momentary state S of a TPN is given by a pair S = (M, D), where 

• M denotes the present place marking, and 

• D denotes a vector of updated /irmg intervals (D(t,),...,D(t„)), where T = {tj,...,tJ. 

Classical PN-Firing Rule. Transition t e T is PN-firable w. r. t. marking M iff: 

each input place of t is marked: M(p) > 0 V p e input(t). 

Assuming input(t) noutput(t) = 0, PN-firing of transition t yields marking 
M’:P^N„: 

M’(p) := M(p) - 1 V p e input(t); M’(p) := M(p) + 1 V p e output(t). 

TPN-firability of transition t at time + t. Let denote a starting time of PN- 
firability of transition t e T, i.e.: 

1 . at time all input states of t are marked: at time M(p) > 0 V p s input(t), but 

2. not all input states of t are marked shortly before time x^,^ : 

3 e > 0: — 1 [ 3 marking M during [x^ - e, x^[ : M(p) > 0 V p g input(t)) } 

Then t is TPN-firable at time x,,,, + X iff: 

1 . t is continuously PN-firable in [x^^ , X^,^ + x] with respect to any new marking, i.e.: 
M(p) > 0 V p e input(t), V marking M during [x,^, , Xj„, + x], and 

2. the relative time x since PN-firability start is in D(t): x e [d,(t), d^Ct)]. 

Effects of TPN-Firing of Transition t e T at time x,^ + x. The effects are multiple: 

1 . a new marking M’: P— as for PN-firing of transition t; 

2. a new firing interval D(t.) for f e T, according to the following 3 cases i e { 1,2,3}: 

• if tj is not PN-firable w.r.t. the new marking M’ then D(t|) := 0; 

• If L was PN-firable at firing time, without conflict with t, 

and tj is still PN-firable after firing t, then D(tj) := [max (0, dilk) - x); d^lQ - x]; 

• If tj was not PN-firable before and is now PN-firable again, 

or if t, is still PN-firable, in spite of conflicts with t, then D (t,) := [s, (t^); s^lt,)]. 

In other words: starting with time x^^, when a transition t starts being PN-firable, and 
assuming no other conflicting transition t’ firing in the meantime, t may fire at 
earliest after its lower static bound s,(t) elapses, i. e. at time x^^ + s,(t), and at latest 
before its upper static bound Sj(t) elapses, i. e. at time x^, + s^Ct). 
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3.3 Reachability and Boundedness of TPNs 



Classical PNs result as restrictions of TPNs in case [s,(t), s^Ct)] = [0,°°[ V t e T. The 
extended TPN-structure is more powerful in terms of modelling expressiveness; this 
benefit, however, is tightly coupled with its higher structural complexity. In other 
words, the gain in representable information is achieved at the price of a loss in 
analysability. Fundamental properties supporting net analysis are: 

• TPN-reachahility, concerning the question whether or not a predefined marking is 
reachable from an initial marking in a finite number of TPN-firing steps, and 

• TPN-boimdedness, concerning the question whether or not a bounded number of 
tokens is sufficient to represent any reachable marking. 

Other than for classical PNs, for TPNs both problems were shown to be undecidable 
in general (see [5]). Moreover, in case only rational time intervals are considered (i. e. 
for dj(t), dj(t) e Q V t e T), both problems can be shown to be equivalent. 



4 Application of Time Petri Nets 

The aim of this chapter is to demonstrate by means of a real-world example the 
applicability of Time Petri Nets to model multitasking and to integrate physical - in 
tlris case temporal - process parameters to identify critical race conditions. The 
demonstration will proceed by developing first a graphical specification of the 
behaviour of the system, by formalising then a safety property for this specification, 
and finally by attempting at formally proving or disproving that this property holds. 



4.1 System Description 

The application chosen for demonstration is the computer-controlled radiation therapy 
machine Therac-25 (see [6]), conceived to allow two different therapeutic modes: 

• in electron mode the patient is irradiated directly, using bending magnets to spread 
a beam of moderate energy to a safe concentration; whereas 

• in photon mode a high rate beam is flattened by an attenuator to produce a uniform 
treatment. 

A major hazard evidently concerns the combination of a high intensity beam with the 
flattener not being properly placed. The control system relies on several processes 
(subroutines / human actions), among them the following ones. 

Subroutine Datent. Datent checks whether the keyboard handler has set mode and 
energy; it can communicate with the keyboard handling task via a shared variable, 
which is changed hy the keyboard handler to denote completion of data entry. Datent 
calls subroutine Magnet for setting bending magnets. 
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Subroutine Magnet, Magnet takes about 8 seconds to set the bending magnets, it 
calls the subroutine Ptime to introduce a time delay during the magnet setting 
procedures. 

Subroutine Ptime. Ptime is entered and exited several times during magnet setting. It 
has to check the presence of editing requests, interrupting the bending process in case 
of any request (see Figure 2). 

The operator. The operator enters mode and energy, and can later edit them 
separately. The operator can complete editing in less than 8 seconds. 

Ptiice: 

1 r^ieat 

2 if iendirig magnet flag is set t±en 

3 if editing taking place then 

4 if mode/enengy changed then exit 

5 until h/steresis delay has expired 

6 clear balding magnet flag 

7 return 



Fig. 2. Routine Ptime (from [6]) 

As reported in [6], one of the problems which were responsible for dangerous 
operation was due to the flag cleared by Ptime upon its first execution; changes of 
mode/energy performed during later passes through Ptime could not be recognised. If 
editing was performed particularly fast (in less than 8 seconds), it could be completed 
before returning to Datent, which could not sense its occurrence. 



4.2 Modelling by Time Petri Nets 

The concurrent execution of Ptime and the operator’s actions is modelled by the 
(slightly simplified) TPN shown in Figure 3. It is enriched by inhibiting arcs negating 
the validity of their input places (see Table I). Transitions without explicit temporal 
indications are assumed to occur instantaneously; the only transitions with explicit 
firing times are: 

• t3(A) modelling elapsing of an average hysteresis delay A; 

• t7(A’) modelling editing time, assuming a conservative estimate A’ = [min;max]. 



4.3 Safety Analysis by TPNs 

The essential safety property considered here concerns concurrency of editing and 
magnet bending. Consistency of these tasks can only be ensured if manual parameter 
changes arc always identifiable by the machine controller before beam firing, in 
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particular if Ptime is able to identify any parameter change completed during its 
execution. In order to check this property, backtracking is applied to the Time Petri 
Net shown in Figure 1, starting with the critical event “change not detected”. 

This state is true if PIO {change detected) is not reachable, under the condition that 
any change occurred, i. e. once P9 {change completed) is reached. This yields initial 
condition P9 a — iP 6 for the following backtracking: 

[P9 A -,P6] ^ [P8 A (P2 A P5)] ^ [P8 A ^ P2] ^ 

[P7 A ^ (PI A PO A ^ P4)] ^ [P7 A PI V PO V P4)] ^ [P7 a P4] 



The estimation 8 e A’ supports the conclusion that within the physical constraints of 
the application analysed (execution time = 8 s) non-identification of editing changes 
can indeed occur. 




Fig. 3. TPN for routine Ptime and operator in Therac-25 



Places and their meaning 






PO 


flag cleared 


Transitions and their meaning 


PI 


line 2 of Ptime 






P2 


line 3 of Ptime 


tO: P4 ^ PO 


clear flag at Ai, i>2 


P3 


clock ticks Ai left, i>2 


tl: [PIa-,P0a-,P4]^P2 


goto line 3 of Ptime 


P4 


alarm set at Ai, i > 2 


t2: [P2 A-.P5] ^P1 


restart Ptime 


P5 


editing occurred 


t3(A): P3 ^ P4 


set alarm at Ai, 1>2 


P6 


line 4 of Ptime 


t4: [P2 A P5] P6 


goto line 4 of Ptime 


P7 


editing wishes (>0) 


t5: [P6 A-.P9] ^P1 


restart Ptime 


P8 


editing started 


t6:P7 ^[P5 aP8] 


start change 


P9 


change completed 


t7(A’): P8^ P9 


conclude change 


PIO 


change detected 


t8: [P6 aP9] ^PIO 


exit 



Table 1. Explanations to TPN places and transitions shown in Figure 3 
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5 Conclusion 



This contribution aims at encouraging a more diffused use of hybrid (logical and 
physical) modelling techniques (see Table 2) in the early specification phase of 
embedded systems, thus supporting integrated V&V activities before implementation. 





Domain 


Applicable Techniques 


technical process 


physical (validation) 


informal, e.g. testing, functional diversity 


controlled system 


physical and logical 


both. e.g. qualitative physics, DFM, TPNs 


embedded software 


logical (verification) 


formal, e.g. theorem proving 



Table 2. Classification of entities, domains and applicable techniques 
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Abstract. A method is described for the analysis and the verihcation 
of safety in software systems. The method offers a formal notation for 
describing the software structure, the means for dehning safe and un- 
safe states of the system and a technique for the software simulation and 
analysis. The modeling process is based on an extension to Petri nets, 
which enables the modeler to represent control as well as data processing 
aspects of the software. The Petri net-based model can be analyzed using 
the concept of a modihed reachability tree or can be used as a framework 
for a simulated execution. The model can be build in an early phase of 
the software development process, thus creating the potential for early 
verihcation and validation of safety. 



1 Introduction 

The problem of safety has always played a pivotal role in the development of 
control systems in such application areas as railway transport, process industry, 
power plants, etc. The technological shift from traditional hardwired systems 
towards software-based systems issued a new challenge — it has been recognized 
that safety analysis should also be incorporated into the software development 
process and embedded somehow into the software lifecycle. However, the problem 
of selecting the appropriate methods for safety analysis in software domain has 
not been solved as yet. 

lEC 1508 (draft) standard [1] defines safety in terms of probabilistic mea- 
sures (the notion of risk). Such a definition encourages two general methods of 
increasing system safety: 

— employing redundant architectures, 

— increasing the reliability of components. 

The drawback of such an approach within the software domain is, that there 
are neither the means to measure the software reliability nor even a satisfactory 
definition. Hence, there are not many methods which can be practically applied 
to ensure the desired level of software reliability. A short survey of practices and 
methods which are applied within the software lifecycle in order to enable and 
to conduct safety analysis for software can be found in [2]. 

Nevertheless a number of factors have been identified which influence the 
software reliability. Among them are the following: 
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— Exact and unambiguous requirement specification. 

— Early validation of safety of the specification. 

— Credible verification of the design and the implementation against the re- 
quirements specification by means of: 

— proof of correctness, 

— testing. 

At the current level of the software technology testing cannot guarantee pro- 
gram correctness, while full proofs of correctness are not feasible, as yet. The- 
refore it seems practical to develop an approach of partial proofs of correctness, 
i.e. proofs related to selected features which are particularly resistive to testing. 
Those features correspond to all aspects of interprocess synchronization and 
communication. The reasoning is such, that a sequential program can effectively 
be tested. Testing a set of parallel processes is much more difficult. 

The goal of this paper is to describe a formal method for the software speci- 
fication and prototyping which addresses all of the above mentioned problems. 
The method — called Transnet — offers the potential of formal specification 
combined with an efficient technique of rapid prototyping and safety analysis. 
The paper is organized as follows. Section 2 provides the reader with an overview 
of the method which is based on an extension to Petri nets. Section 3 presents 
an illustrative example. A description of techniques used for analysis and proto- 
typing is given in Section 4. Timing aspects are considered and formally defined 
in Section 5. Tools supporting the use of the method and plans for future work 
are discussed in Conclusions. 

2 Overview of the Method 

Many methods and techniques have been developed for specifying real-time con- 
trol systems in a formal way. Formal methods are based on mathematical theo- 
ries, such as: algebra, temporal logic, finite-state machines, functional program- 
ming or Petri nets. Transnet is a method which adopts a modified model of Petri 
nets. 

A classical Petri net [3] can be viewed as a bipartite directed graph consisting 
of nodes which are places and transitions, and oriented arcs. Places are repre- 
sented graphically by circles, and transitions by bars (or rectangles). The arcs 
join places to transitions and transitions to places in such a way that neither 
two places nor two transitions are linked directly. Places of a net can be marked 
with tokens, drawn as dots. Tokens can move between places as result of tran- 
sition firings. A transition is enabled, i.e. ready to fire, if all places that input 
the transition have a token. Firing a transition removes a token from each of its 
input places and deposits a token in each of its output places. The current dis- 
tribution of tokens among places which is called a marking, defines the current 
state of the net. 

Petri net is usually interpreted as a control flow graph of a modeled system. 
Places correspond to conditions within the system, while transitions correspond 
to actions. A condition can be fulfilled, i.e. marked with a token in the current 
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system state, or not. An action, i.e. a transition firing, can move tokens between 
places, thus reflecting a change to the system state. 

Classical Petri nets are focused entirely on representing the flow of control 
and provide no opportunity for representing data and time-dependent aspects 
of the system operation. Hence, various extensions to the basic model have been 
invented and described in the literature [4, 5, 6, 7, 8]. 

The net model adopted by Transnet [9] restricts the net structure to a com- 
position of three basic building blocks: 

— sequential composition, 

— alternative selection, 

— parallel branching. 

This restriction complies with the basic control structures used in program 
design and implementation. Moreover, it helps in maintaining readability of the 
specification. 

On the other hand, Transnet extends the definition of Petri net by associating 
(Fig. 1): 

— places with variables, 

— transitions with data processing functions, 

— arcs which lead from places to transitions with Boolean expressions. 

The semantics of the extensions to Petri nets is as follows. A transition is 
enabled if all places that input the transition have a token (classics) and all 
Boolean expressions associated with the input arcs to the transition evaluate 
to true (extension). Firing a transition removes and deposits tokens as usually, 
but additionally the function associated with the transition is evaluated and the 
results are substituted to variables associated with output places. This way, an 
execution of a net can model the flow of control within the modeled system as 
well as data values evaluated during the system operation. 

A specification of a control system is build as a set of concurrent processes, 
each of which is modeled by an extended Petri net. A process can be a repre- 
sentation of a system object, such as task or data buffer, or an environmental 
object, such as discrete model of a physical process. Processes in a specifica- 
tion can cooperate with each other, exchanging messages during a symmetric 
and synchronous rendezvous, modeled by an exchange transition i.e. a tran- 
sition with input and output arcs belonging to both cooperating processes. A 
complete specification is formal and executable and therefore can be used as a 
system prototype. 

The introduction of variables and arc expressions changes dramatically the 
semantics of the model, as the net marking can no longer be used to characterize 
the state of the model. The real results of the modeled computation are stored 
as values of variables, while the current marking describes only an internal state 
of the computation. A more elaborate treatment of this problem is given below. 

All processes of a specification are cyclic and run forever. Each process has a 
distinguished place, referred to as the terminal place, which is marked in the 
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inactive state of the process, just between two consecutive cycles of execution. 
The terminal place holds a token in the initial net marking. The variables asso- 
ciated with the terminal place which are called terminal variables, store the 
results of the computation and retain the process history between the consecu- 
tive process cycles. The values of terminal variables are changed at the end of the 
current process cycle and are stable throughout the next cycle. Other variables 
do not retain the process history. They comply with the single assignment rule 
— the idea borrowed from functional languages — and are used only as value- 
holders which are invalidated when the terminal place of the process receives a 
token. 

The specification state is dehned as a vector of values of all terminal va- 
riables. A sequence of states produced during the net execution, called a trace, 
determines the behavior of the specihcation. This can be observed from the out- 
side and interpreted by people or devices. The execution of a specihcation net is 
indeterministic due to indeterministic scheduling. This implies that a specihca- 
tion net has many traces and the meaning of a specihcation is characterized by 
a trace set, including all traces that may be produced during the specihcation 
net execution. The trace set of a specihcation can be subject to analysis and 
validation against the user requirements. This includes also the requirement for 
system safety. 

The method for the specihcation analysis is based on the construction of the 
reachability graph — a standard analysis technique developed for various kinds 
of Petri nets. The initial marking of the net contains a single token in the terminal 
place of each process. Due to the restrictions imposed on the net structure, the 
entire net is conservative, hence bounded. Therefore, the reachability graph of 
the net itself, i.e. without regarding variables, is hnite. 

Reachability graph of the specihcation can be analyzed in order to verify 
the structural correctness of the interprocess communication. This involves ex- 
amination of the reachability of selected net markings and verihcation against 
deadlock. The Boolean expressions associated with arcs can inhuence the reach- 
ability graph in such a way, that the arcs related to conditions which evaluate 
to false become ineffective and can be removed. This enables the modeler to si- 
mulate various scenarios of the specihcation net execution by assuming different 
values of particular expressions. 

3 Example: Railroad Crossing 

Consider a railroad crossing equipped with a semaphore (green — red) which 
controls the movement of trains, and a gate (up — down) which controls the 
road trafhc. Both devices are controlled by a computer system which receives 
and processes the information related to the train position. The semaphore is 
red and the gate is up in the initial state of the crossing. 

A specihcation of the railroad crossing control system can be split into four 
parallel activities which can be modeled by a set of four parallel processes 
(Fig. 1): 
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— keeping track of the current train position (places pi . . -Ps), 

— deciding: red or green, and up or down (places Ci . . . Cg), 

— operating the semaphore (places Si,S2)j 

— operating the gate (places 31,52)- 

All processes are cyclic and run forever. The processes communicate with 
each other to maintain the required state of the railway devices. By convention, 
arc expressions not shown explicitly in the figure are all equal to true. 




Fig. 1. Transnet model of the railroad crossing control system (terminal variables ca- 
pitalized, arc expressions in italics, comments in parenthesis) 



The first process (p places) models the computation of the current train 
position. The function compute -position can be viewed as a simulator of the train 
movement or as a procedure which receives the information from the railway 
track system and maintains the real train position. When the computation is 
finished, i.e. the place p2 is marked, the train position is offered to the next 
process which decides on the necessary action. The communication between both 
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processes is organized in such a way that it cannot block the process which keeps 
track of the train position — a token can always be moved from the place p2 to 
P3, even if the place ci is not marked at the moment. 

The decision process (c places) starts with taking the new train position and 
storing it as a value of the local variable x. Next, when the place C2 is marked, 
the process evaluates Boolean expression train_approaches, to check whether the 
train is just approaching the crossing. If this is the case ( train_approaches=true) , 
two consecutive commands for closing the gate and displaying the green signal 
on the semaphore are issued and passed to the device controllers. Otherwise 
{train_approaches= false) , the token is moved to the place C4 and nothing other 
is done. Thus, in both cases the token appears in the place C4. Afterwards, the 
process evaluates Boolean expression trainJeaves, to check whether the train is 
just leaving the crossing. If this is the case, two commands for displaying the red 
signal on the semaphore and opening the gate are issued. Otherwise, the token 
is moved to the place cq. In the last step the current train position is stored as 
a value of the terminal variable X. 



G is still up 






(Initially: G=up, S=red) 



v=compute_position 




Fig. 2. Part of the reachability graph of the railroad control system 



The remaining two processes are device controllers: of the gate and of the se- 
maphore. The gate controller (g places) waits for a command (place gi marked), 
and after receiving the command and storing it as a value of the local variable 
g (place 32 marked) it operates the gate accordingly (G=g). Thus, the value of 
the terminal variable G reflects the current state of the gate. The semaphore 
controller (s places) is nearly identical. 
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—false 



train.leaves (x) —false 




Fig. 3. Part of the modified Transnet model of the railroad crossing control system 



It can be noted that the model preserves the parallelism inherent to the pro- 
blem: the train, the semaphore and the gate are separate devices which operate 
concurrently, and concurrently with the decision process. A similar problem of 
modeling a railroad crossing control system by means of Petri nets was consi- 
dered in [10]. Comparing both models one can note, that Transnet model closer 
relates to a real design of the control software than to an abstract description of 
the requirements. 

The requirement for safe operation of the railroad crossing devices can be 
formulated in such a way, that no valuations of terminal variables in which 
G=up and S=green should appear in any trace of the specihcation. At the hrst 
glance it could seem that this requirement is fulhlled by the specihcation in 
Fig. 1, as the commands for moving the gate down and for displaying the signal 
green are issued by the decision process consecutively and in the right order. 
However, a look at the reachability graph (Fig. 2) shows, that a scenario of the 
net execution is possible which leads directly to the dangerous valuation. The 
un-safe behavior of the specihcation results from the possibility of internal delay 
in both device controller processes. 
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Two solutions can be suggested to eliminate the possibility of reaching the 
dangerous state, both of which result in a change to the process structure. The 
hrst one requires that the gate and the semaphore processes are combined to form 
a single and sequential control process which can guarantee proper sequencing 
of the device operation. The other solution is based on a feedback from the gate 
— the device should be able to signal that the state down has been reached. 
This can be modeled (Fig. 3) by extending the specihcation net and adding 
new transitions which synchronize the decision process with the gate controller 
(synchronization by transition ack which can hre only if is-down=true). 

The dangerous valuation can be reached in the specihcation in Fig. 1 also in 
case when the train leaves the crossing. The nature of the problem is similar to 
the previous one so the solution is also similar — the semaphore should be able 
to signal the red state, and the decision process should postpone opening the 
gate until the moment in which displaying the red light has been acknowledged. 

When the modihcations to the model are hnished, the correctness of the h- 
nal specihcation can formally be proved. Part of the reachability graph shown 
in Fig. 2 which has been modihed in order to rehect changes made to the speci- 
hcation, is depicted in Fig. 4. The un-safe valuation of terminal variables G and 
S can never be reached. 



was set to( x=train_position 




Fig. 4. Part of the modified reachability graph of the railroad control system of Fig. 3 
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4 Analysis Techniques 

The analysis of Transnet specification is based on the analysis of a modified 
reachability graph of the net. The graph consists of nodes which correspond to 
the markings of places, and arcs which correspond to transition firings. Boolean 
arc expressions can influence the shape of the reachability graph in that they 
can control the firing of transitions which have a common input place. To reflect 
this influence, each arc of the modified graph is labeled with a name of the firing 
transition and a name of the Boolean expression which must have evaluated to 
true in order to enable the firing transition. 

It can be noted that the modified graph with all Boolean expressions evalua- 
ted to true is identical to the classical reachability graph, i.e. the graph with no 
arc expressions at all. Such a graph represents an indeterministic net in which 
all conditions in all alternative branches can eventually be fulfilled. The analysis 
of this graph can help in detecting deadlock conditions due to improper process 
communication and synchronization. Deadlock can involve the entire specifica- 
tion net or a group of processes (live lock). 

The existence of arc expressions extends the scope of analysis and enables the 
modeler to simulate various scenarios of the specification net execution. This can 
be done by assuming different values of particular arc expressions, and removing 
from the reachability graph those arcs which correspond to expressions which 
have evaluated to false. After the removal of selected arcs, the process of graph 
analysis can be repeated. 

The application of the modified reachability graph analysis can be demon- 
strated using the example railroad crossing control system from the previous 
section. Consider, e.g., that the gate broke down and cannot be closed (i.e. it 
remains always in up position). This means, that the value of the arc expression 
is-down always evaluates to false, and the respective arcs (bold in Fig. 4) should 
be removed from the modified reachability graph. The remaining graph is safe in 
that green signal can never be displayed, but at the same time it has a livelock: 
the decision process is blocked with the token held in the place cy. 

The analysis of the modified reachability graph can be used to verify cor- 
rectness of the control flow within the specification. In those cases when the 
processing of data is based on enumerative substitution of values, the reachabi- 
lity graph can also help in the analysis of the results of data processing. This was 
the case illustrated in the previous part of this section. Otherwise, the processing 
of data can be validated according to the concept of rapid prototyping. 

The specification described in the form of an extended Petri can be executed 
by simulated execution of the net. Starting from the initial net marking and an 
initial valuation of terminal variables, a complete trace of the specification can 
be computed. Due to the inherent parallelism of Petri net the computation is in- 
deterministic. Hence, the experiment can be repeated many times, thus allowing 
the modeler to investigate different scenarios of the execution. This way the be- 
havior of the specification can be studied and validated. The validation process 
can include safety requirements which can be described by a set of prohibited 
values of terminal variables. 
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5 Timing Aspects 

Still another extension introduced by Transnet to Petri nets is a mechanism 
for modeling the flow of time and specifying timing constraints. The extension 
is very simple and consists of time constants assigned to arcs which lead from 
places to transitions. The meaning of a time constant At is such, that a token 
must reside in the input place of the arc at least through the time At until it 
can enable the transition pointed by the arc. An arc without an associated time 
constant is assumed to have the default time value equal to zero. 




Fig. 5. Part of the model with a timeout 



The applications of this time model in Transnet are twofold. First, it is used 
to define timeouts for potentially infinite operations. Consider, e.g., the model 
of a railroad crossing system shown in Fig. 3. It has been demonstrated in the 
previous section that a breakdown of the gate in its up position can block the 
decision process forever, with a token held in the place cy. To resolve this li- 
velock of the net, an additional transition is needed to react to the damage (the 
transition labeled alarm in Fig. 5). However, the additional transition should 
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not fire during a regular functioning of the system — this can be forced by as- 
signing a timeout value to the arc which joins the place cy with the added alarm 
transition. 

The second application of time constants is to model the evaluation time of 
a function associated with a transition within a process net. One can note that 
such an evaluation time At can be modeled by a construction shown in Fig. 6. 

Comparing Transnet model of time to other simple models, which assign time 
constants to transitions [4] or to places [5], one can note that Transnet model 
is equally simple, but more expressive. Time constants assigned to arcs can 
easily model timed transitions (e.g. as in Fig. 6) and timed places. The converse, 
however, is not true, as the semantics of a timeout can be described by means of 
time constants assigned neither to places nor to transitions. Moreover, Transnet 
model of time allows the firing time of a transition to be related separately to 
the time instants in which tokens are being deposited in each of the input places 
of this transition. 

On the other hand, Transnet model of time is slightly less expressive, but 
much more simple, than the model proposed in [6] in which time intervals are 
assigned to transitions. This results from the fact, that Transnet model can 
describe only lower (but not upper) bound imposed on the firing time of a 
transition. Such a model matches the characteristics of programming languages 
and operating system which provide the tools for timeout operations, but do not 
provide any means to guarantee the upper bound of the execution time. 



evaluation of 

start function / y=i[x) 

At 

Fig. 6. Evaluation time of a function f(x) 



Transnet model of time can be defined formally as a finite extension to Petri 
nets. Having such a definition one can use time-extended Petri net throughout 
the analysis process, instead of a classical Petri net. 

Formally, Petri net can be defined [3] as a four-tuple C = (P, T, I, O) com- 
posed of a finite set of places P, a finite set of transitions T, an input function 
I : T — ^ 2^, and an output function O : T — ^ 2^. It is assumed that the sets 
P and T are disjoint. A graphical interpretation of both functions is such that 
the function I defines the arcs which lead from places to transitions, while the 
function O defines the arcs which lead from transitions to places. 

A marked Petri net is a pair (P, /xq) composed of a Petri net C and an initial 
marking /xq : P — ^ N which assigns natural numbers (with zero) to places. A 
number /xo(p) is interpreted as a number of tokens in the place p. The marking of 
Petri net can be changed as result of a transition firing. A transition t is enabled 
in a marking /x if: 



iAp) > 



for all p G P 
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where i^{p,I{t)) equals 1, if p G I{t), or 0, if p ^ I{t). A transition t enabled in 
a marking p can fire. Firing the transition t leads to a new marking p! defined 
as follows: 



f'(p) = iAp)- #(P: + #(P: 0{t)) for all p e P 

A marked Petri net is bounded if the set R{C, po) composed of all markings 
which can be reached from po by firing transitions is finite. The property of 
boundedness is of practical importance, as it guarantees, that the net can be 
analyzed completely by an exhaustive search through the set 

Petri net with timeouts is a three-tuple K = {C\ p.Q, tq) composed of a marked 
Petri net (C\ po) and a function tq : P xT — ^ R which assigns rational numbers 
to arcs leading from places to transitions. A number To{p,t) is interpreted as a 
time value which has been assigned to the arc from place p to transition t. 

A state of a Petri net with timeouts can be defined as a pair s = (p, r) com- 
posed of a marking p and a vector of time values r. The marking p describes the 
current distribution of tokens among places. The vector r describes the current 
(residual) values of time intervals associated with particular arcs. The size of the 
vector r is equal to the number of arcs leading from places to transitions. An 
entry r(p, t) is a rational number which is: 

— not defined, if the arc (p, t) is closed, i.e. no token resides in the place p, 

— zero, if the arc (p, t) is open, i.e. the place p has continued to be marked 
with a token at least through the time interval ro(p, t), 

— equal to the length of the time interval remaining for opening the arc, if the 
arc (p, t) is active, i.e. the place p is marked with a token, but not open, as 
yet. 

The execution of a Petri net with timeouts is controlled by the net marking 
p and the values of the time intervals in r. The net executes by shifting time 
intervals and firing transitions. A transition t is enabled in a state s = (p, r) if 
it has all input arcs open, i.e.: 

t{p, t) = 0 for all p e / (t) 

Let s = (p, r) be a state of a Petri net with timeouts. The next state s' = 
(p', t') can be computed in two steps: 



1. If a transition t is enabled in s, then the computation moves to the step 2. If 
no transitions are enabled in s and At is the shortest non-zero time interval 
in r, than the execution of the step 1 remains the marking p unchanged, 
and shifts all time intervals in r by subtracting the value At. Formally, step 
1 computes for all p, t: 



new r(p, t) 



t{p, t) - At if r(p, t) / 0 

0 otherwise 



The elements of t which were not defined before executing step 1, remain 
undefined. Step 1 repeats until a transition becomes enabled or all arcs in r 
become open or closed. 
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2. If a transition tj is enabled in s, then the next step s' is computed for all 
p, t as follows: 

a) p'{p) = i4p) - MpJitj)) + #{P^O{tj)) 

b) 






T~o{P,t) 

To{p,t) 



[T~{P:t) 



if t = tj and p'{p) > 
if p{p)-#{p,I{tj)) < #{p,I{t)) 
and p'{p)>#{p,I{t)) 
otherwise 



It can be noted that states (/x, r) of a Petri net with timeouts which have the 
same marking p can differ from each other only with respect to the values held 
in vector r. But from step 1 above results, that those values can never exceed 
the values stored in the initial vector tq. Because all values are rational numbers, 
hence the number of different values of vector r is also finite. This leads to the 
following: 

Theorem 1. A Petri net with timeouts {C\ /xg, rg) has bounded number of states 
if and only if marked Petri net (U, p.g) is bounded. 

The theorem is mathematically interested and shows that the analyzability 
of a Petri net with timeouts relays on the analyzability of the underlying marked 
Petri net. However, the practical implications are less important, as the state 
space of Petri net with timeouts is significantly larger than the one of classical 
Petri net. 

It is interesting to observe, that the same proof and the same remark apply 
to a similar theorem in [6]. 



Conclusions 

Transnet is a method for describing real-time computer systems. It can be used 
during the specification and preliminary design steps of the software life cycle as 
well as during the software verification phase [9] . Transnet model of the software 
structure can also be used for the analysis and the verification of safety. The 
method offers a formal notation for defining safe and un-safe states of the system 
and a technique for the software simulation and analysis. 

To be practical, the method has to be supported by a set of software tools 
for creating, analyzing and executing the specification. Central element of the 
Transnet CASE system is a data base which stores a description of the specifica- 
tion under development. The description can be introduced into computer files 
by means of a graphical Petri net editor or textual editor. Management tools 
include decompilers and a browser which can look through the data base and 
produce a report including the list of processes, the list of exchange transitions, 
data types, etc. 

The net analyzer enables the modeler to build a reachability tree of a Petri 
net and to answer questions related to deadlock and reachability of selected 
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markings. The net analyzer does not evaluate functions. However, it can be 
instructed to assume particular values of arc expressions and to modify the tree 
by removing the arcs associated with expressions assumed false. 

The net simulator executes the full model of a specification, taking into ac- 
count data processing functions as well as time values. The problem of coping 
with huge volume of data produced during the simulation has been solved by 
exploiting the concept of validation points. A validation point can be identified 
by a particular net marking or submarking which determine strict points in the 
net execution. For each validation point a list of variables can be defined. When 
a validation point is reached during the net execution, the current time and the 
values of variables are recorded for further analysis. 

The drawback of the current CASE system is that it consists of a set of 
separate programs, part of which have been implemented under DOS and part 
under Windows. Our current work is directed towards the unification of the 
system and shaping them in a coherent development environment, with a unified 
window-based user interface. 
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Abstract: This paper presents a process for the stepwise refinement of safety 
code assertions from identified system hazards. The code assertions are intended 
for use in system safety verification. The development of the safety code 
assertions increases the feasibility of using code verification tools such as 
SPARK Examiner in the safety verification of large software- intensive systems. 
The process is demonstrated for a hypothetical chemical factory information 
system. 



1. Introduction 

An important step in an overall process for the safety engineering of a software- 
intensive system with safety critical functionality is the verification of the source code 
with respect to the identified hazards. One difficulty with performing the verification 
is the large "semantic gap" between the source code and the abstract "system level" 
concepts/language used to define hazards. To address this problem, this paper outlines 
a process whereby a safety-related hazard may be systematically refined into 
verifiable code assertions. 

The approach to generating safety code assertions outlined in this paper was 
originally motivated by our interest in the possibility of using code verification tools 
such as SPARK Examiner [1] as part of the safety verification of a large software 
system. Chapter 18 of Leveson’s seminal textbook on software safety [3] hints at the 
possibility of using such tools, but expresses concern about their practical feasibility. 
Clearly, it would be naive to expect that the safety verification task could be 
automated by simply feeding the source code for an entire system into a verification 
tool along with a representation of a safety-related hazard. If code verification tools 
are to be used in the safety verification of the system, it will be necessary to process 
the hazard and the source code into a form that the tools can accept as input. 
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One problem is that the safety-related hazard is likely to be expressed at a much 
higher level of abstraction, and in a different form, than the assertions expected as 
input by the code verification tool. The process outlined in this paper addresses this 
particular problem. There are other problems with using code verification tools for the 
safety verification of a large software system. The discussion of these problems lies 
outside the scope of this paper, but in a presentation of our overall approach to safety 
verification [7] we suggest how many of these other problems may be addressed. This 
has lead us to conclude that code verifications tools such as SPARK Examiner may 
indeed be useful in the safety verification of a large software system. Even if such 
tools are not used, the refinement of a safety-related hazard into a set of verifiable 
assertions would support other methods of static analysis such as manual inspection. 




Figure 1: Overall safety verification process. 



Our overall approach to the safety verification of large software-intensive systems 
is shown in Eigure 1. This paper focuses on the “Generate Code SVCs” process which 
appears in the process bubble in the top left side of the figure. 

The process for generating source code level “safety verification conditions” 
(SVCs) bridges the semantic gap between the hazard and source code though a series 
of refinement steps. This includes the development of SVCs at the system, design and 
source code level. It is assumed that the safety-critical code is either written in the 
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SPARK Ada subset, or has been translated into SPARK through a process such as that 
described in [8]. The process for deriving the safety code assertions was developed 
during research conducted as part of the university-industrial collaborative project, 
formalWARE [6]. The process is illustrated in this paper with a hypothetical chemical 
factory information system. 

Section 2 outlines some of the difficulties in bridging the semantic gap between the 
hazards and safety code assertions. The process for developing safety code assertions 
is presented in Section 3. The chemical factory information system is introduced in 
Section 4. Each step of the process is then applied to the chemical factory. Section 5 
discusses the generation of system level SVCs for the chemical factory information 
system. The refinement of system level SVCs into design level SVCs is presented in 
Section 6. This is followed by a discussion of the refinement of design level SVCs into 
source code level SVCs in Section 7. Section 8 outlines the creation of the safety code 
assertions from the source code level SVCs. A summary and some conclusions are 
found in Section 9. 



2. Development of Safety Code Assertions 

The goal of this paper is to translate system hazards into a set of safety code 
assertions. A number of difficulties arise when attempting to express the system 
hazards in terms of code assertions. 



2.1 Semantic Gap 

System hazards are typically defined at a relatively high level of abstraction. For good 
reason, the definition of a hazard will be based upon the terminology of the end-user 
rather than the terminology of the software developer implementing application-level 
functionality on top of lower layers of software infrastructure and primitives. To 
perform safety verification of the source code, the definition of the hazard must be 
mapped to a relationship between elements of the software implementation. This 
mapping must bridge the "semantic gap" between the terminology used to define the 
hazard and the terminology of the software developer. 

For instance. Section 4.2 of this paper uses the term "invalid temperature" in the 
definition of a sample hazard for a hypothetical chemical factory information system 
used as an example in this paper. Ultimately, the hazard must be understood in terms 
of global variables, sub-program parameters, constants, local variables and other 
elements of the source code. As revealed later in Section 7.2, the term "invalid 
temperature" corresponds to a relationship between specific data fields of the various 
messages passed between components of the software system which implements the 
chemical factory information system. 

Sometimes there may be a high degree of “lexical similarity” between the 
terminology used to the define the system hazard and the identifiers used as names of 
elements of the source code implementation. For example, the source code may use a 
word such as “temperature” as the name of a data field in a message. But in other 
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circumstances, there may not be much lexical similarity between the definition of a 
hazard and the source code implementation of functionality directly related to this 
hazard. This may be prevalent in the case of a system which has been developed with 
an emphasis on abstraction and re-use. 

In addition to the challenge of mapping the definition of a hazard to data elements 
of the source code such as global variables, sub-program parameters, constants, local 
variables and other elements of the source code, it is also necessary to refine abstract 
properties such as "invalid" into concrete relationships. Ultimately, these concrete 
relationships will be defined in terms of combinations of simple arithmetic and logical 
comparisons between data elements, e.g., "is equal to", "is less than". 



2.2 Time and Events 

A system hazard often involves a relationship between events over a period of time. 
This temporal relationship may be apparent in the definition of the hazard or, as 
demonstrated in Section 5, may be revealed in the derivation of system level SVCs 
from the hazard definition. The temporality of a relationship is made explicitly by the 
use of phrases such as "...if the displayed temperature of vessel v is set to d at time t, 
then at some time no earlier than MAX_SYSTEM_PROPAGATION_TIME 
milliseconds before t ...". 

To make use of tools such as SPARK Examiner, it is necessary to refine these 
temporal relationships into "non- temporal" assertions which are true or false at 
specific instants of time in the execution of the software system. 

The refinement of temporal relationships into non-temporal assertions depends, in 
part, on the identification of causal relationships. Eor instance, it requires analysis of 
the software implementation to determine that an event such as "the displayed 
temperature of vessel v is set to d at time t" must have been caused by the occurrence 
of one or more internal events (either as combinations or as alternatives). By means of 
a search process, these events are chained backwards (in time) to other events. These 
causal relationships provide a basis for the refinement of the temporal relationships 
into "non-temporal" assertions. 



2.3 “Backward” Expression 

Pre- and post-conditions are such that, given the pre-conditions on the input 
parameters, then the execution of the program should result in the output variables 
satisfying the post-conditions: 

If pre-conditions on input 
then post-conditions on output 

The hazards, however, are often expressed in a “backward” fashion, beginning with 
the output, and then specifying the necessary conditions on the input: 
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If conditions on output 
then conditions on inputs 

The safety verification condition given as an example in Section 5 is an illustrative 
example of this "backwards" orientation. 

It will be necessary to write the SVCs in a “forward” fashion, in order to arrive at a 
pre- and post-condition style specification. Often it is possible to obtain a “forward” 
version of the SVCs from its backward formulation by taking its contrapositive: 

If NOT( conditions on input) 
then NOT(conditions on output) 

This should place conditions on the input into the antecedent of the condition. 



3. Process for the Construction of Safety Code Assertions 

The safety code assertions are derived from a stepwise process that involves the 
development of system level, design level and source code level SVCs. If the 
refinement of the hazard into source code level SVCs is valid, then verification of the 
source code SVCs is sufficient for the safety verification of the hazard. 

The inputs of the process are: 

• System hazards. 

• Software architecture. 

• Hazard-related source code. 

The safety code assertions are created for the hazard-related source code. In this 
paper it is assumed that a representation for the hazard-related source code has been 
created in the SPARK Ada subset [8]. 

The output of the process is a combination of SVCs including: 

• constraints on variable system parameters or constants - typically expressed as 
mathematical inequalities, e.g., "X must be refreshed at a greater rate than Y"; 

• functional correctness conditions on relatively small blocks of source code which 
lie directly in the critical code path - typically, a pre- and post-condition 
combination of assertions; 

• partial specifications of "peripheral" aspects of the source limited to the minimal 
assumptions required to carry out safety verification - for example, a limit on the 
range of the value of the output of a subsystem which does not lie directly in the 
critical code path. 
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The refinement process involves the stepwise derivation of system level, design 
level and source code level SVCs from the hazard definition [5]. The source code 
level SVCs are translated into SPARK annotations. The steps of the refinement 
process are: 

1. Generate system level SVCs. The system is analyzed with respect to the hazard 
to produce the system level SVCs. They are a set of system constraints that are 
sufficient to ensure that the identified hazards do not occur. The system level 
SVCs are generated from the use of a style of reasoning known as “proof by 
contradiction” to construct a rigorous safety argument [9]. 

2. Generate design level SVCs. The system level SVCs are refined into design 
level SVCs through analysis of the software architecture. The hazard-related 
software is partitioned into “functional blocks” of code, and the system level 
SVCs are mapped into conditions on the functional block’s input and output 
parameters. 

3. Generate source code level SVCs. The design level SVCs are refined into source 
code level SVCs through analysis of the source code. The functional block 
parameters are identified in the source code, and the functional block SVCs are 
re-written in terms of the source code parameters. The resulting source code level 
SVCs may also be formalized [5]. 

4. Generate safety code assertions. The source code level SVCs are reformulated 
in a “forward” fashion and translated into SPARK annotations. 



4. Example - Chemical Factory Information System 

For illustrative purposes, we consider a hypothetical real-time safety-critical 
information system for a chemical factory. This is similar to other safety-critical 
information systems, such as air traffic management [2], in that environmental data is 
received, processed and displayed to human operators who make critical decisions. 



4.1 System Description 

The physical layout of the factory consists of a set of reactor vessels each with sensors 
that record vessel data such as the temperature. The sensors are connected over a LAN 
to a central server and a set of workstations. The chemical factory distributed 
information system runs on the central server and the workstations. The information 
system maintains and processes the vessel information it receives over the LAN, 
which it then displays on the workstation monitors. 
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4.2 Safety-Related Hazard 

Following a process such as the system safety engineering process outlined in [3], we 
assume that the display of an "invalid" value as the temperature of a vessel is 
identified as a system hazard for the chemical factory control and monitoring system. 

Hazard: An invalid temperature, D, is displayed for vessel V at time T. 

It may be assumed that the identification of this hazard resulted from some earlier 
analysis which shows that the display of an invalid value as the temperature of a 
vessel, in combination with other conditions, could lead to a mishap such as a fire or 
explosion. 



Sensor 

Interface 




Figure 2: Temperature data flow highlighting the key modules and procedures. 



4.3 Hazard-Related Source Code 

The safety analysis will focus on a representation of the critical code, which is the 
output of a process that identifies the hazard-related code, and then translates it into 
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the SPARK Ada subset [8]. The hazard-related source code modules and subprograms 
are shown in Figure 2. This includes code involved in the processing of sensor updates 
and the monitoring of stale sensor values. 



5. System Level Safety Verification Conditions 

The system level SVCs are a set of constraints on the system that are designed to 
ensure that the system hazards do not occur. The system level SVCs are generated in 
support of a rigorous argument about the system safety [9]. The approach is similar to 
the concept of fault tree analysis (FTA) in the sense that that it begins with an 
assumption that the hazardous condition has occurred and then work "backwards" to 
systematically cover all of the possible ways in which this condition might have 
arisen. Like software fault tree analysis (SFTA) [4], a style of reasoning known as 
“proof by contradiction” is used to show that each disjunctive branch of the argument 
leads to a logical contradiction. 

The argument involves first assuming that the hazardous condition exists. The 
analysis then proceeds in a stepwise manner by attempting to show that this 
assumption leads to a logical contradiction. The analysis of the hazard then branches 
as a result of reasoning by cases. When the analysis branches into one or more cases, 
each branch is "closed" by showing that each branch leads to a logical contradiction. 
In the course of generating contradictions, SVCs are introduced. Each SVC is intended 
to be the minimum condition required to close a particular branch of the analysis. 
Intuitively, the conditions are constraints on the system that are necessary to avoid the 
hazard. 

The result of such an analysis for chemical factory hazard are five distinct system 
level SVCs. Full details can be found in reference [9]. The following is an example of 
one of the five system level SVCs: 



Safety Verification Condition: 

For all vessels, v, displayed temperatures, d, and times, t, if the displayed temperature of 
vessel V is set to d at time t, then at some time no earlier than 
MAX_SYSTEM_PROPAGATION_TIME milliseconds before t the system received a 
report from the external sensor monitoring system that the temperature of vessel v is d. 



MAX_SYSTEM_PR0PAGAT10N_T1ME is a constant that specifies the 
maximum time the system should take to display a vessel temperature on the screen 
after receiving a sensor update for that vessel. 



6. Design Level SVCs 

The system level SVCs are refined into design level SVCs through analysis of the 
software architecture. 
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6.1 Hazard-Related Functional Blocks 

Part of the process of producing a representation of the hazard-related code involves 
partitioning the relevant software into blocks which are invoked asynchronously. For 
example, this could be the result of code running in a process on a different computer, 
or which executes in a different “thread” on the same processor. The resulting 
“functional blocks” of code may be viewed as procedures with input and output 
parameters. 

The hazard-related functionality for the chemical factory information system 
partitions into three such functional blocks. The monitoring of sensor staleness is one 
functional block, and the processing of sensor updates partitions into two functional 
blocks, LANToBroadcast and BroadcastToDisplay. For example, the 
LANToBroadcast block involves the reception and processing of LAN messages 
received from the external sensor monitoring system. LAN messages are read by the 
procedure ReadLAN and then processed by the procedure ProcessSensors, 
before being broadcast. 



6.2 Functional Block SVCs 

The system level SVCs are refined into SVCs for the functional blocks. An important 
aspect of the refinement is the separation of system functionality and timing issues, 
into separate functional block SVCs. This allows for the derivation of functional block 
pre- and post-conditions from the time-independent functional block SVCs. 

The system level SVC introduced in Section 5 applies to the propagation of the 
temperature through the system, which is carried out by the LANToBroadcast and 
BroadcastToDisplay blocks, with a Broadcast mechanism providing the block 
communication. As a result, the system level SVC can be refined into design level 
SVCs involving these relevant functional blocks and the Broadcast mechanism, by 
extending the rigorous argument. 

When performing the refinement, the functional blocks can be viewed conceptually 
as a procedure with input and output parameters. The system level SVCs are then 
refined into separate functional and timing conditions, with the system events mapped 
onto the functional block invocations and output. Furthermore, the functional block 
becomes the causal agent, i.e., it takes the input and creates the output, which replaces 
the timing sequence. 

An example of a design level SVC for the LANToBroadcast functional block is; 



LANToBroadcast design level SVC: 

For all vessels, v, and broadcast temperatures, d, 

If there exists the Information that vessel v Is d In the output broadcast message, M, 
then there exists the Information that the temperature of vessel v Is d. In the Input 
LANMessage, L. 
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7. Source Code Level SVCs 

The design level SVCs are refined into source code level SVCs, by identifying the 
functional block input and output parameters, along with any other relevant source 
code element. In this section we provide a sense of the need for a safety engineer to 
"dig into" the source code in order to close the semantic gap between the definition of 
the hazard and the corresponding representation of the SVC in terms of the source 
code. 



7.1 Functional Block Parameters 

The input and output parameters of the functional block are determined from 
examination of the subprograms that make up the block. For example, the main thread 
of functionality for the LANToBroadcast block is contained in the ReadLAN and 
ProcessSensor procedures shown in Figure 2. Invocation of the ReadLAN 
procedure provides entry into the block with a LANMessage Obj ect as input. The 
ReadLAN procedure then invokes the ProcessSensor procedure, which 
broadcasts a SensorServer BroadcastMessage as output. 

In addition to the input and output parameters for the ReadLAN and 
ProcessSensor, these procedures have access to package level variables which 
maintain state information for that package. For example, the SensorServer makes use 
of the SensorStore Object to maintain a set of sensor readings which are 
accessed by the ProcessSensor procedure. These are considered “global variables” of 
the functional block. 



7.2 The Source Code Elements 

The design level SVC refers to input LAN messages and output broadcast messages, 
which contains the vessel’s temperature obtained by the external sensor monitoring 
system. 

Examination of the LANMessage Object, reveals that updates from the 
different sensors are maintained in arrays of Sensor Update data records: 



type LANMessage SensorUpdate is 
record 

InterpolatedState : LANMessage InterpolationRange ; 
Tempera tureEstab : LANMessage Temperature T; 
SensorCodeEstab : LANMessage SensorCode; 
end record; 



The TemperatureEstab field maintains the sensor temperature reading, and 
SensorCodeEstab field maintains the raw sensor code. 

Examination of the Broadcast Obj ect, reveals that the updates are maintained 
in an array of Sensor Obj ects: 
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type Sensor Object is 
record 

SID : Sensor SensorlD; 

SensorOperation : Sensor Operation; 
SensorQuality : Sensor Quality; 
SensorTemperature : Sensor Temperature; 
end record; 



The raw sensor code has been converted and stored as a SensorlD. The raw 
temperature reading has been converted and stored as the Sensor Temperature. 

The design level SVC can now be re-written in terms of these source code 
elements: 



LANToBroadcast Source Code Level SVC: 

For all Sensor Objects, s, In output BroadcastMessage, M, 

If Sensor Object, s, contains the Information SensorlD, 0, and PresentTemperature, D, 
then there exists a SensorUpdate, U, In Input LANMessage, L, with the Information 
SensorCodeEstab, 01, which Is converted from SensorlD, 0, and TemperatureEstab, 
D1 , which Is converted from D. 



8. Source Code Assertions 

The source code level SVCs include functional correctness conditions which can be 
expressed as functional block pre- and post-conditions. These pre- and post-conditions 
can be translated into SPARK annotations. 



8.1 Pre- and Post-Condition Style 

The functional block SVC is re-written in a “forward” manner by taking the 
contrapositive form of the condition: 



LANToBroadcast Source Code Level SVC (Contrapositive): 

For all Sensor Objects, s. In output BroadcastMessage, M, 

If NOT(there exists a SensorUpdate, U, In Input LANMessage, L, with the Information 
SensorCodeEstab, Cl, which Is converted from SensorlD, C, and TemperatureEstab, 
D1 , which Is converted from D) 

then NOT(Sensor Object, s, contains the Information SensorlD, C, and 
PresentTemperature, D) 



The contrapositive form of the functional block SVC can be further refined by 
using “logical equivalencies”. For example, it is possible to move the “NOT” inwards, 
by using the appropriate logical equivalencies such as: 

“NOT (there exists ...)” = “for all (NOT ...)” 



The refined contrapositive form of the source code level SVC is then: 
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LANToBroadcast Source Code Level SVC (Refined Contrapositive): 

For all Sensor Objects, s, in output BroadcastMessage, M, 

if for all SensorUpdates, u, in input LANMessage, L, with the information 
SensorCodeEstab, Cl, which is not converted from SensorlD, C, or TemperatureEstab, 
D1, which is not converted from D 

then Sensor Object, s, does not contain the information SensorlD, 0, and 
PresentTemperature, D. 



The contrapositive can be determined more precisely by first formalizing the source 
code level SVC [5]. For this source code level SVC, the entire SVC is a post-condition 
on the output. In other words, taking the contrapositive form of the source code level 
SVC did not uncover any pre-conditions. 



8.2 SPARK Annotations 

At this point, the source code SVCs can be used an input to a code verification 
process. One possibility is conventional software testing. Flowever, in this paper, we 
consider the possibility of using a tool-based method based on static verification, in 
particular, use of SPARK Examiner. 

SPARK Examiner may be used to reduce the problem of verifying a "slice" of the 
code with respect to a source code SVC into a purely mathematical task of verifying a 
logical expression called a "verification condition". A code verification tool such as 
SPARK Examiner relieves the human analyst of the task of tracing through the code 
slice statement-by-statement. 

To complete the overall process, the verification conditions must then be verified 
either by manual efforts or by use of tools such as the SPARK Simplifier and Proof 
Checker [1]. 

SPARK annotations make use of the SPARK Ada subset and appears in the code as 
Ada comments. However, they do not support quantification, so it is not possible to 
directly express the source code level SVC in the SPARK annotation language. 
Instead, a “proof function” is defined, ConvertAll, which has the same syntax as 
an Ada function, and the post-condition is expressed in terms of this proof function: 



--# function. ConvertSensorCode (SC : LANMessage SensorCode) return 
Sensor SensorlD; 

--# function ConvertTemperature (T : LANMessage Temperature T) return 
Sensor Temperature; 

--# function ConvertAll (MrLANMessage Object; 

B : SensorServer BroadcastMessage ; 

L, U : LAl#Iessage SensorUpdateRange ) return Boolean; 

procedure Sensorinterf ace ReadLAN (Message : in LANMessage Object); 
--# global in out BroadcastMessage, CurrentSensors ; 

--# post ConvertAll (Message , BroadcastMessage, 

LANMessage SensorUpdateRange ' First , 
LANMessage_SensorUpdateRange ' Last) ; 
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The proof function can defined as a proof rule: 



ConvertAII(BM, LM, I, F) may_be_replaced_by 
for_all(u: integer, (I <= u and u <= F) -> 
not (for_all (s: integer, (l<=s and s <=F) -> 

(not(tid_SensorTemperature(eiement(BM, [u])) = 

ConvertTemperature(tid_TemperatureEstab(eiement(LM,[s]))) 
or not(tid_SensoriD(eiement(BM, [u])) = 

ConvertSensorCode(tid_SensorCodeEstab(eiement(LM,[s]))))) 



The proof rule is expressed in the FDL language, which is the required input for the 
SPARK Proof Checker. For illustrative purposes, the proof rule has been written in a 
form that closely mirrors the source code level SVC. If a proof of the conditions were 
to be attempted, it would be possible to re-write the rule in a form more conducive to 
the proof effort. 



9. Summary and Conclusions 

A method was presented in this paper for the informal systematic refinement of safety 
code assertions from system hazards. The assertions are the key program safety 
invariants, which can then be verified by means such as inspection, testing or code 
verification. Such a refinement of the hazard allows a tool intended mainly for 
"correctness verification", such as SPARK Examiner, to be used for "safety 
verification". 

The source code level SVCs (and corresponding SPARK annotations) are not 
merely superficial re-formulations of the hazards. If the source level SVCs were used 
for a manual verification process, then we expect the analyst would be at a much 
greater advantage than if he/she attempted to perform the safety verification by 
inspecting the code directly in terms of the system level definition of the hazard. 

Though the formulation of each step of the refinement involves informal arguments 
and statements of the resulting conditions, there may be value in partially formalizing 
some of the steps. For example, formalization of the source code level SVCs would 
contribute to the care and precision in which the source code elements are identified 
[5], and help ensure that the contrapositive form of the condition is correctly obtained. 
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Abstract. Many of today’s processes are safeguarded. The objective is to 
reduce the risk of an out-of-control process to an acceptable level with regard to 
human safety, environmental safety and economic benefits. Safeguarding 
systems are applied to obtain the required risk reduction. These systems are 
“fail safe” or “fault tolerant for safety” (i.e. one failure will not affect the 
system safety function). System-internal voting determines the overall system 
action. Two safe guarding architectures are applied in practice. 

A comparison study has been done with regard to these architectures and, in 
particular, to their voting principles. 

This study does not include influences of common causes. This paper shows 
that, for certain parameter values, there is a clear difference in safety 
performance between these voting principles. 



1 Introduction 

New international safety standards like ANSl/lSA S84.01 [3], [4] and lEC 61508 [5] 
have defined Safety Integrity Levels (SlLs) to allocate risk reduction factors to four 
pre-defined safety levels, (see table 1). 

Safety functions must lead to a certain risk reduction and can therefore he assigned 
a specific safety integrity level. 

Two principles are commonly used in safeguarding systems: the 2oo3 voting 
principle and the loo2D voting principle. ’D’ indicates the integrated failure 
diagnostics. 

Objective of the remainder of this paper is to compare both principles on safety 
performance. 

These two voting principles are compared assuming, identical component failure 
rates, identical repair rates (Mean Time To Repair), identical diagnostic coverage 
(DC), identical functional test interval time (Tl) and identical environmental 
circumstances. 
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Table 1. lEC 61508 safety integrity levels: target failure measures for a safety function, 
allocated to a safety-related system operating in low demand mode of operation. 



Safety integrity 
ievei 


Low demand mode of operation 

(Average probability of failure to perform its design 
function on demand) 


4 


>10'^to <10“^ 


3 


>10“^ to <10'^ 


2 


>10'^to <10'^ 


1 


>10'^ to <10''' 



The safety performance is calculated for both voting principles expressed in terms of 
average probability of failure on demand (PFDavg). (For a definition of PFD see 
paragraph 6). 



2 Module Failures 



Both architectures are built from modules, three for the 2oo3 system, two for the 
loo2D system. Each module can fail in four different ways. The module can “fail to 
safe” or “fail to dangerous” (i.e. module fails to function), and the failure may be 
detected or undetected through the built in system diagnostics. If the failure is 
detected, it may be assumed that the module will be repaired within the “Mean Time 
To Repair”. If the failure is not detected by internal diagnostics, it will be found and 
repaired during a periodical off-line system test (assuming every failure is found 
during this test). 



Examples 




Figure 1. Example safe detected module failure Module failed to safe with rate A,®®, and this 
failure is detected by internal diagnostics. This failure will be repaired in, for example, 8 hours. 




Figure 2. Example dangerous undetected module failure Module failed to dangerous with rate 
and this failure is undetected by the internal diagnostics. The failure will be detected 
during the off-line periodic system test (for example, once a year). 

The repair rate is 1/8760 for TI = 1 year 

With: A®’^ = module failure rate of safe, detected (SD), failure type 
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= module failure rate of safe, undetected (SU), failure type 
= module failure rate of dangerous, detected (DD), failure type 
A*^^ = module failure rate of dangerous, undetected (DU), failure type 

pMTTR _ j-epair rate for detected failures 

= repair rate for undetected failures 



3 The 2oo3 and loo2D Voting Principles 

As the voting name indicates, the 2oo3 voting system is built from three redundant 
modules, against two redundant modules with regard to the loo2D voting system. 

The figures below represent the physical architectures of the systems: 




The 2oo3 voting principle: 

The 2003 voting system will issue a shutdown command if at least two modules issue 
a shutdown command. The 2oo3 voting system will fail to perform its intended 
function on demand if a combination of two failures occur. Both failures will have to 
be dangerous and undetected (DU) by the system internal diagnostics or one failure 
has to be dangerous undetected and the other failure has to be dangerous detected 
(DD). If two dangerous and detected failures occur it is assumed that the system 
responds in a safe way. 

The loo2D voting principle: 

The loo2D system will issue a shutdown command if at least one of both modules 
issue a shutdown command. The loo2D voting system will fail to perform its 
intended function on demand due to a combination of two dangerous undetected 
failures, and also due to a combination of a detected failure (safe or dangerous) in one 
module in combination with a dangerous undetected failure in the other module. 
Again, if two detected failures occur it is assumed that the system responds in a safe 
way. 
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4 Reliability Block Diagrams 

The Reliability Block Diagram (RBD) notation (lEC 61078[6]) is used to outline the 
system reliability. 

If the connection between A and B in the RBD’s of figures 5 and 6 is open due to a 
(combination of) failure(s), the system has failed. 

As mentioned before, the 2oo3 system comprises three modules, This means that 
three combinations of dual DU-failures will lead to a system failure. Also in total six 
combinations of DU and DD failures lead to system failure (see figure 5). 

Regarding the failure rates, it can be seen that the loo2D RBD has combinations 
not only of two DU failures but also two combinations of a dangerous undetected 
failure with a (safe or dangerous) detected failure (see figure 6). 




Figure 5. RBD for 2oo3 system voting 




Figure 6. RBD for loo2D system voting 



In line with lEC 61508 part 6 annex B it is assumed that the probability of a safe 
failure is equal to the probability of a dangerous failure. Thus, the probability of a 
combination of a DU-failure with a DD-failure is equal to the probability of a 
combination of a DU-failure with a SD-failure. 
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If the RBD’s for 2oo3 and loo2D are compared, next observation is made: 



System 


Failure combination 


Nr. of combinations 


RBD 2oo3 
RBD 1oo2D 


DU-failure & DU-failure 
DU-failure & DU-failure 


3 combinations 
1 combination 


RBD 2oo3 
RBD 1oo2D 


DU-failure & DD-failure 
DU-failure & DD- or SD-failure 


6 combinations 
4 combinations 



• The contribution to the probability of a system failure due to a combination of two 
DU-failures for the 2oo3 voting principle is expected to be 3 times the probability 
of the combination of two DU-failures of a system failure for the loo2D voting 
principle. 

• The contribution to the probability of a system failure due to a combination of a 
DU-failure and a DD-failure is expected to be 1.5 times higher for the 2oo3 voting 
principle than it is for the probability of a system failure due to a combination of 
an DU-failure and a DD- or SD-failure for the loo2D voting principle. 

As most systems, specifically designed for safeguarding, have a high diagnostic 
coverage, the rate of detected failures is significantly higher than the rate of 
undetected failures. 

The important issue, however, is that the detected failures will be repaired 
“immediately” once they are detected. The probability that the system is affected by 
such a failure may therefore be smaller than the probability that the safe guarding 
system is affected with a dangerous undetected failure in applications like the process 
industries where TI typically is one year or more. 

Reliability calculations of both voting principles have been carried out using the 
Markov modelling technique. 

Based on the RBD investigation and validation the reliability expected for the loo2D- 
voting principle is 1.5 to 3 times higher than that for the 2oo3-voting principle. 



5 Markov Modelling 

To calculate the system risk reduction, Markov models (lEC 61165 [7]) are used. 
Markov modelling is today’s most complete technique (Rouvroye et al [1] and 
Leiming Xing et al [2]). 



A Markov model consists of Markov states, which the safeguarding system can adopt. 
Each state is defined by (a combination of) one or more failures. Transitions between 
states represent module failures or repair actions. 
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Figure 7 and 8 represent the graphical state diagram representation of Markov models 
for both voting principles. State 1 represents the okay-state, where the safeguarding 
system is free of any failure. 

The light-grey states (2 and 3) represent states where the system has a failure hut is 
still able to fulfil its intended safeguarding function. The dark-grey states (4 and 5) 
represent system states where the system is no longer able to fulfil its intended safety 
function. 

Calculating the probability of dangerous system failure means calculating the 
probability of the system being in the dark-grey states (4 and 5). 




© 

© 



System operating, no failures 
System degraded due to a failure but still operating 
System has failed due to a combination of failures 



Figure 7. 2oo3 Markov model 





System operating, no failures 
System degraded due to a failure but still operating 
System has failed due to a combination of failures 



Figure 8. loo2D Markov model 



Calculation Assumptions 

• Module failure rates are constant over the life of the system. 

• There is no bottleneck with regard to repair crews. 

• It is assumed that the total failure rate consists of 50% dangerous failures and 
50% safe failures (Assumption matches the assumption made in lEC 61508 
part 6, annex B.). 

• Each module is considered to be identical, which means identical failure rate 

• [ ^ ], identical Mean Time To Repair [ MTTR ], identical Test Interval [ TI ] 
and identical Diagnostic coverage [DC]. 
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• Influences of common causes are not included to avoid pollution of the 
calculation result. The reason for this is that the main target for the calculation 
is a comparison of the voting principles. 

• Calculation time is set on 1 year, i.e. 8760 hours. 

Default Calculation Values 

• Failure rate, A, = 5*10'^ failures per hour; 

• Mean Time To Repair, MTTR = 8 hours; 

• Time period functional Test Interval, TI = 1 year; 

• Diagnostic Coverage, DC = 95 %. 

For every calculation, the parameter settings X , MTTR, TI, and DC are varied one by 
one, to obtain an insight into the impact of each parameter on the safety performance. 



6 Calculation Results 



The diagrams below show the PFD average calculated for different values of the mean 
time to repair, the diagnostic coverage, the failure rate and of the test interval. 

The PFD average is defined as the average probability of system failure on demand 
(lEC 61508[5]), in other words “the average system safety function unreliability”. 
“Average” denotes the mean value during the calculation time. 

The risk reduction is denoted by 1/PFDaverage? thus; 



architecture comparison factor 



PFD_,2oo3 voting ^^ble 2). 

loo2D voting 



PFD average, comparison 2oo3 vs 1oo2D 




Figure 9. PFD average versus MTTR 
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Figure 9 shows that the FFDa^erage slightly improves for both voting principles, if the 
mean time to repair is reduced. 



PFD average, comparison 2oo3 va 1oo2D 




Diagnostic Coverage 



Figure 10. PFD average versus DC 

Figure 10 shows that that the PFDa^erage improves greatly, if diagnostic coverage is 
high. 

The conclusion is that variation of the diagnostic coverage has more impact on the 
system safety performance than, for example, variation of the mean time to repair. 



PFD average, comparison 2oo3 va 1oo2D 




Figure 11. PFD average versus failure rate 

The value for the module failure rate also has a large impact on the system 
performance (figure 11). 
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PFD average, comparison 2oo3 va 1oo2D 




Figure 12. PFD average versus TI 

Figure 12: The Markov models use the functional Test Interval (TI) as a repair 
probability. As the calculation time is set to one year, undetected failures are not 
found during this year, which means that the probability of the repair rate for this 
category of failures should be zero. The effect on the calculation is a slightly better 
safety performance. 



PFD average PFD average 



MTTR 


2oo3 


1002D 


factor: 


DC 


2oo3 


1002D 


factor: 


4 


6.02E-05 


2.16E-05 


2.8 




60% 


3.58E-03 


1.24E-03 


2.9 


8 


6.02E-05 


2.31 E-05 


2.6 




65% 


2.78E-03 


9.60E-04 


2.9 


16 


6.02E-05 


2.61 E-05 


2.3 




70% 


2.07E-03 


7.13E-04 


2.9 


24 


6.02E-05 


2.91 E-05 


2.1 




75% 


1 .45E-03 


5.01 E-04 


2.9 










80% 


9.45E-04 


3.25E-04 


2.9 


TI 


2oo3 


1002D 


factor: 


85% 


5.41 E-04 


1 .87E-04 


2.9 


0.5 


3.39E-05 


1.37E-05 


2.5 




90% 


2.46E-04 


8.56E-05 


2.9 


1 


6.02E-05 


2.31 E-05 


2.6 




95% 


6.46E-05 


2.31 E-05 


2.8 


2 


8.37E-05 


3.15E-05 


2.7 




99% 


3.38E-06 


1.44E-06 


2.3 


5 


1.04E-04 


3.85E-05 


2.7 










10 


1.1 IE-04 


4.13E-05 


2.7 


Lambda 


2oo3 


1002D 


factor: 










IE-03 


2.08E-02 


8.01 E-03 


2.6 










IE-04 


2.56E-04 


9.19E-05 


2.8 










IE-05 


2.61 E-06 


9.32E-07 


2.8 



Table 2. calculation results 
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7 Conclusions 

Even though both systems are able to achieve high risk reduction levels, there is a 
slight advantage for the loo2D voting principle. Calculations for both voting 
principles demonstrate that, under normal and identical circumstances, the loo2D 
voting principle reduces the risk 2.5 to 3 times better than the 2oo3 voting principle. 

The parameter settings are very important when it comes to improving the safety risk 
reduction. The diagnostic coverage has the greatest impact on the risk reduction 
followed by the failure rate of the modules. 
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Abstract. This paper gives an example of a holistic, quantitative dependability 
analysis of a software-intensive system. It demonstrates a way of choosing cost- 
effective improvements and achieving trustworthy results, even when it may be 
difficult to get agreement on software reliability data. This is done by 
identifying those components that are critical for the safety of the whole system. 
In the case analysed here the software, though extensively used in normal 
operation, is not critical for the accident scenario considered. Therefore a rough 
estimate of its failure rate suffices for dependability calculations. 



1 Introduction 

One of the difficulties for a trustworthy assessment of the dependability of software- 
intensive systems arises in choosing reliability estimates. For hardware, consensus is 
usually possible because considerable experience is available, and we have learned to 
live with (perhaps too conservative) estimates for human behaviour. Opinions on 
achieved, achievable or demonstrable reliability of software, however, differ 
considerably - from "according to our models there is about 0.5 faults left in our 
software" via claimed software failure rates of "less than lO ’/h" to Bev Littlewood’s 
statement at SafeComp 95 [1]: "Under quite plausible assumptions, a Bayesian 
approach to this problem gives us the following; if a system has survived t„ time units 
of failure-free operation, there is a 50:50 chance of a further t„ time units of operation 
until next failure, e.g. for the flight-critical software, we would need lO’ hours of 
failure-free working (i.e. = 100 000 years!) to conclude it has a median time-to-failure 
of lO’ hours", which means that only modest levels of reliability can be demonstrated. 

This does not necessarily mean that software should not be used in systems with 
high dependability requirements. It rather means that such software-intensive systems 
should be constructed in such a way that the influence of the software on the 
dependability of the total system is small. 

A method for quantifying this influence is Fault Tree Analysis (FT A) [2], which 
allows the probability of system failures (so-called top events) to be computed from 
the failure rates of the components (hardware and software components, operators). 



W. Ehrenberger (Ed.): SAFECOMP’gS, LNCS 1516, pp. 369-378, 1998. 
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In this paper, a step in the development lifecycle of a safety and security system 
upgrade using this approach is demonstrated. It should be noted that the configuration 
described has been constructed only to demonstrate the approach; it is similar to 
realised configurations, but not identical, so that the numerical results cannot be 
directly applied to any of these. The aim of this example is to demonstrate a system- 
level, quantitative analysis encompassing hardware, software and human components. 
The means for estimating the dependability of individual components will be 
mentioned for the sake of completeness but not discussed in detail. 



2 The Analysed System and Scenario 

The analysed system is that part of a safety and security system for buildings which 
protects rooms against burglary and against fire. These two requirements contradict 
each other to some extent; security demands that rooms can only be entered and left 
by authorised people; safety demands that in case of fire the rooms can be entered and 
left by anybody. The analysed scenario considers both these aspects. 



2.1 The Scenario 

While passing a room a person, who is not authorised to enter it, smells smoke and 
enters the room. This is noticed by a sensor, resulting in various actions including the 
automatic bolting of the door. The fire alarm will cause several actions including the 
unbolting of the door, so that the person can safely leave the burning room. 

The top event for this scenario is therefore: the person cannot leave the burning 
room. The required lower bound on the mean time to failure (MTTF) for this top event 
was derived from the total safety and security goals and established to be more than 
2000 years - assuming that the initiating event (unauthorised entry because of smoke) 
takes place once in 10 years. 



2.2 Description of the System 

We only describe those parts of the system which are relevant for the scenario above. 
So our system consists of sensors, actuators, hard-wired circuits, the bolt, the 
computer with software, the control panel, the operator and the power supply. 

Normally, the system is run via the computer. Both automatic and manual actions 
are possible. To provide redundancy for messages that are relevant for dependability, a 
hard-wired control panel is available; it is independent of the computer and displays 
summary messages. 




A Holistic View on the Dependability of Software-Intensive Systems 371 



Unauthorised entry into a room activates the burglar alarm, which automatically 
bolts the door. This alarm is also shown on the control panel. 

Fire is detected by a smoke detector, which automatically activates the fire scenario 
(including opening the bolts). Independently, the fire alarm (and its location) is shown 
on the control panel. 

The movement of the bolt (close or open) can be electrically activated by; 

- the burglar alarm (close) 

- the fire alarm via the computer (open) and 

- the operator (open or close) via separate, manual controls. 

The state of the bolt is indicated on the control panel via fail-safe circuitry. 

A computer failure might be a hardware or a software failure (or both). 

The operator takes note of the messages and checks whether the computer has 
ordered the necessary actions (including opening the bolt). If this is not the case, he 
can activate them through the control panel. If he notices that the bolt has not opened 
nonetheless, he can open it manually. 

The power supply has an emergency supply (cold redundancy). 



3 Fault Tree and Component Data 

Using all this information, the fault tree for the chosen top event (the person cannot 
leave the burning room) can be constructed. It consists of the following components 
(for the sake of clarity only point values of dependability measures are given; the use 
of confidence levels would not change the main issues of this paper): 

Initiating event 

eintritt: Unauthorised entry in a room because of smoke; it is assumed that this 
happens once in 10 years. 

Hardware 

hwl_com: Computer hardware failure. Experience shows that the reliability of this 
component is dominated by the mean time to failure (MTTF) of the hard disk 
of 5 years. The mean time to repair (MTTR) is 9 hours. 
hwl_r_el: Electrical failure to open the bolt. The MTTF is 20 years. As this 
component is inspected once a year the MTTR is dominated by the 
undetected failures (approximately 0.5 years). 
hwl_r_m: Mechanical failure to open the bolt. The MTTF is 10 years, the inspection 
time one year. 

hwl_rauch: Failure of the smoke detector (including the alarm in the control room). 
This component is fail-safe; only the horn is assumed to have a MTTF of 500 
years [3]. The inspection interval is one year, 
hwlel: Failure of the public power supply. Experience shows that this happens about 
once in seven years. The failure is detected immediately, of course, MTTR is 
one hour. 

hwlelnot: Failure of the emergency power supply. The MTTF is 5 years, the 
inspection interval one year. 
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Operator 

ml_a_f: At fire alarm the operator does not perform the correct action (fire scenario). 
As the operator is in a stress situation, this is assumed to happen once every 
ten times. 

ml_a_ue: Failure to notice the alarm. Here is no stress, therefore it is assumed to 
happen in 1% of the cases. 

ml_r_f: Failure to open the bolt in case of fire. Once every ten times (stress). 

ml_r_ue: Closed bolt not noticed in case of fire. Once every ten times (stress). 

Software 

sw_f: Software failure. The software performs a simple polling function, so its 

dependability is described in terms of unavailability. It accumulated 25 
operational years without failure since the last release. The Bayesian 
approach quoted in the Introduction [4] gives a point estimate (mean) for the 
failure rate of 1 in 25 years. This approach is conservative in considering only 
observed behaviour, without any additional evidence of quality, but produces 
a rather “flat” distribution, so we will also consider confidence bounds. The 
repair time is 24 hours (conservatively, allowing for long latency of failures; 
restart is normally sufficient for “repair”). 

Given independence among these component failures, probabilities of failure per 

demand and unavailabilities can be used together in the fault tree. 



4 Results (Base Case) 

The first result of a fault tree analysis is a list of the minimal cut sets of the system (a 
minimal cut set is any combination of components, whose common failure is just 
sufficient to arrive at the top event). The FTA tool RELVEC [6] was used for all 
calculations; it uses various approximations which are negligible for our purposes. Our 
system has 10 minimal cut sets, one of the order two (consisting of two components) 
and nine of the order three: 

MINIMAL CUTSETS (3) 



1 

2 


eintritt 

eintritt 


hwl ranch 
hwlel 


hwlelnot 


3 


eintritt 


hwl r el 


ml r f 


4 


eintritt 


hwl r m 


ml r f 


5 


eintritt 


hwl r el 


ml r ue 


6 


eintritt 


hwl r m 


ml r ue 


7 


eintritt 


sw f 


ml a f 


8 


eintritt 


hwl com 


ml a f 


9 


eintritt 


sw f 


ml a ue 


10 


eintritt 


hwl com 


ml a ue 



The next result is the MTTF of the system for this top event, which is calculated to 
be 660 years. As this is considerably less than the required MTTF of >2000 years, it 
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will be necessary to improve the system. To do this, we have to know the importance 
of the components for the MTTF of the system. 

It is often argued that the largest contrihution to the unreliability of a system stems 
from the cut sets with smallest order - because the probability that n components fail 
at the same time is greater than that of the failure of n-i-1 components. This, however, 
is only true when the failure rates (or the availability figures) of all the components are 
of the same order. When (as in our system) this is not the case, this method can he 
very misleading, as the following list of the importance of the cut sets shows (the tool 
gives unreliability figures over a given time, arbitrarily set to 10,000 hours as the 
purpose of this step is just to compare the influence of the various components); 



TSPBASIS / top 

RELIABILITY T= 10000.0 SHORTEST 
******************************************** 



CUT SET 








UNREL 


"o 


CUMUL . 


4 


eintritt 


hwl r m 


ml 


r f 


4 . 76E-04 


31.19 


31.19 


6 


eintritt 


hwl r m 


ml 


r ue 


4 . 76E-04 


31.19 


62.37 


3 


eintritt 


hwl r el 


ml 


r f 


2 . 38E-04 


15 . 59 


77 . 97 


5 


eintritt 


hwl r el 


ml 


r ue 


2 . 38E-04 


15 . 59 


93 .56 


1 


eintritt 


hwl ranch 






9 . 52E-05 


6 . 24 


99.80 


8 


eintritt 


hwl com 


ml 


a f 


1 . 71E-06 


0 . 11 


99.91 


7 


eintritt 


sw f 


ml 


a f 


1 . OOE-06 


0 . 07 


99.97 


10 


eintritt 


hwl com 


ml 


a ue 


1 . 71E-07 


0 . 01 


99.98 


2 


eintritt 


hwl el 


hwlelnot 


1 .33E-07 


0 . 01 


99.99 


9 


eintritt 


sw f 


ml 


a ue 


1 . OOE-07 


0 . 01 


100 . 00 



From this list it can be seen that the cut set no. 1 (of the order two) contributes only 
6.24% to the unreliability of the system, while the cut sets no. 4 and 6 (both of the 
order three) contribute more than 31% each. For an efficient improvement of the 
system it is necessary to use the list which gives the importance of the components: 



RELIABILITY IMPORTANCE T= 10000.0 SHORTEST 
******************************************************* 



COMP 


IMP 


■5 


GROUP 


IMP 


*5 


CUMUL . 


eintritt 


1. OOE-fO 


34 . 04 


eintritt 


1 . OOE-rO 


34 . 04 


34 . 04 


hwl r m 


6.24E-1 


21.23 


hw 


9 . 99E-1 


34 . 02 


68 . 06 


ml r f 


4 . 68E-1 


15 . 92 


m 


9 . 38E-1 


31.91 


99.98 


ml r ue 


4 . 68E-1 


15 . 92 


sw f 


7 . 21E-4 


0 . 02 


100 . 00 


hwl r el 


3 . 12E-1 


10.62 










hwl ranch 


6.24E-2 


2 . 12 










ml a f 


1. 78E-3 


0 . 06 










hwl com 


1.23E-3 


0 . 04 










sw f 


7.21E-4 


0 . 02 










ml a ue 


1. 78E-4 


0 .01 










hwlelnot 


8 . 73E-5 


0 .00 










hwl el 


8 . 73E-5 


0 .00 
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Here we see that (apart from the initiating event eintritt) the component hwl_r_m 
(mechanical failure to open the bolt) has the greatest importance. The cheapest way to 
improve its availability is to decrease the inspection interval from one year to one 
month - this will be analysed in the next chapter. Alternatively, a parallel-redundant 
construction of the bolt and its actuation is also possible. 



5 Version 1 

Version 1 of the analysis differs from the base case only in the component 
dependability data: the inspection interval of the component hwl_r_m (mechanical 
failure to open the bolt) is now one month. As the system structure has not changed, 
the fault tree and the cut sets are the same as in the base case. 

For Version 1, the MTTF of the system is about 1500 years, better than in the base 
case (660 years), but still smaller than the required MTTF (>2000 years). The list of 
the importance of the components shows two important changes from the base case: 



TSPVl / top 

RELIABILITY IMPORTANCE T= 10000.0 SHORTEST 
******************************************************* 



COMP 


IMP 


"5 


GROUP 


IMP 


"0 


CUMUL . 


eintritt 


1. OOE+0 


34 .99 


eintritt 


1 . OOE+0 


34 . 99 


34 . 99 


hwl r el 


7 . llE-1 


24 .88 


hw 


9 . 99E-1 


34 . 94 


69.93 


ml r f 


4.27E-1 


14 . 93 


m 


8 . 58E-1 


30.01 


99.94 


ml r ue 


4 . 27E-1 


14 . 93 


sw f 


1 . 64E-3 


0 . 06 


100 . 00 


hwl ranch 


1.42E-1 


4 .98 










hwl r m 


1.42E-1 


4 .98 










ml a f 


4 . 05E-3 


0 . 14 










hwl com 


2 . 82E-3 


0 .10 










sw f 


1.64E-3 


0 . 06 










ml a ue 


4 . 05E-4 


0 .01 










hwl el 


1. 99E-4 


0 .01 










hwlelnot 


1. 99E-4 


0 .01 











The importance of the component hwl_r_m (mechanical failure to open the bolt) is 
now only about 5%; the most important component (nearly 25%) is now hwl_r_el 
(electrical failure to open the bolt), which appears in the two most important cut sets: 

TSPVl / top 

RELIABILITY T= 10000.0 SHORTEST 

******************************************** 

CUT SET UNREL % CUMUL . 

3 eintritt hwl_r_el ml_r_f 2.38E-04 35.55 35.55 

5 eintritt hwl_r_el ml_r_ue 2.38E-04 35.55 71.10 

Therefore the next step to increase the MTTF of the system is an improvement of 
the availability of the component hwl_r_el (electrical failure to open the bolt). 
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6 Version la 

As in version 1, version la differs from the base case only in the data: both the 
mechanical and the electrical system to open the bolt will now be inspected monthly. 
Therefore the fault tree and the cut sets are unchanged. 

The MTTF of the system for the analysed top event is now about 4150 years. It 
fulfils the requirement (>2000 years). 

From a “holistic” point of view it is interesting to look at the contributions of 
hardware, software and humans. For this purpose again the list of importance of the 
components and the component groups is used: 



RELIABILITY IMPORTANCE T= 10000.0 SHORTEST 
******************************************************* 



COMP 


IMP 


■5 


GROUP 


IMP 


'6' 


CUMUL . 


eintritt 


1. OOE-fO 


38.39 


eintritt 


1 . OOE-rO 


38.39 


38.39 


hwl r m 


3 . 95E-1 


15 . 16 


hw 


9 . 96E-1 


38.23 


76 . 62 


hwl rauch 


3 . 95E-1 


15 . 16 


m 


6 . 05E-1 


23 .21 


99.82 


ml r f 


2 . 96E-1 


11.37 


sw f 


4 . 56E-3 


0 . 18 


100 . 00 


ml r ue 


2 . 96E-1 


11.37 










hwl r el 


1. 97E-1 


7.58 










ml a f 


1. 13E-2 


0.43 










hwl com 


7 . 82E-3 


0.30 










sw f 


4 . 56E-3 


0 .18 










ml a ue 


1. 13E-3 


0 . 04 










hwl el 


5 . 53E-4 


0 . 02 










hwlelnot 


5 . 53E-4 


0 . 02 











The column GROUP and the following column IMPORTANCE show that the 
contribution of the hardware (hw) in this system is about 38% and the contribution of 
the operator is about 23%; the software (sw_f), however, contributes only 0.18%: it 
affects an action (automatic activation of fire scenario) which is not a tweak linki in 
the systemfs response, and it has the operator as a form of diverse redundancy. 
Hardware components, by contrast, are present in all the redundant paths to achieving 
the safety action. 

This difference in importance also shows itself in the sensitivity of the system 
MTTF to the availability (or probability of failure on demand) of the component 
groups, which is shown in the following plots. The ordinates of each plot give the 
factor (10 - 0.1) by which the measure for the chosen component group is multiplied; 
the abscissas give the resulting system unavailability and unreliability, allowing us to 
observe its variation. On the right hand side of the plot, the MTTF is printed for the 
top event of interest. 

For the operator, this sensitivity is rather large: if his unreliability drops by a factor 
of 0.1, the MTTF of the system will rise to 9100 years; if it rises by a factor of 10 (i.e., 
the operator is guaranteed to fail on those operations in which he was estimated to fail 
one time out of ten), the MTTF of the system will drop to 644 years (this is a less 
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accurate result than the others as the FTA tool is not meant to deal with high 
unreliability values, but the high sensitivity is real): 



SENSITIVITY T= 10000.0 SHORTEST 

★ ★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★ 



Er of m 

O.I- +* 

I 

0 . 2 - +* 

I 

0.5- +* 

I 

1 . 0 - +* 

I 

2 . 2 - 

I 

4.6- 

I 

10 - 

I 1 I 

0.1 0.3 1.0 

RELATIVE UNAVAIL ( + ) AND 



MTTF [years] 

- 9.10E+03 
I 

I 7.89E+03 
I 

I 6.14E+03 
I 

- 4.15E+03 
I 

■* I 2.44E+03 

I 

+* I 1.30E+03 

I 

+* - 6.44E+02 

1 1 

3.0 10 

UNREL ( * ) 



SENSITIVITY OF RELIABILITY 0.6043 



Fig. 1. Sensitivity of the reliability of the system to the failure rate of the operator 



For the software, however, the sensitivity is very small as shown in Fig. 2. Flere the 
multiplication factor for the failure rate of the software runs from 1 to 100. So the top 
line gives the previously found system MTTF of 4150 years for a software failure rate 
of 1 per 25 years. If the 90 % confidence bound (1/2.5 years with this estimation 
method) is used for the software, the system MTTF will only drop to 3990 years; even 
using the 99 % confidence bound of 1 per 0.25 years (equivalent to assuming a 0.01 
probability of failure on demand) only results in a system MTTF of 2860 year, which 
is still well above the required 2000 years for this top event. 
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SENSITIVITY T= 10000.0 SHORTEST 

★ ★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★ 



Er of sw_f 

1- 
I 

2 - 
I 

5- 

I 

10 - 

I 

22 - 



+ * 



+ * 



+ * 



+ * 



+ * 



I 

46- +* 

I 

100 - +* 

I 1 I 1 

0.1 0.3 1.0 3.0 

RELATIVE UNAVAIL ( + ) AND UNREL (*) 



MTTF [years] 
- 4.15E+03 



I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

I 

10 



4 . 13E+03 
4 . 08E+03 
3 . 99E+03 
3 .79E+03 
3 .44E+03 
2 . 86E+03 



Fig. 2. Sensitivity of the reliability of the system to the failure rate of the software 



7 Conclusions 



This paper describes an application of fault tree analysis which is routine from the 
point of view of its form, but interesting in that it crosses the boundaries between the 
traditional areas of hardware, human and software reliability, demonstrating that 
analyses limited to each area by itself would be misleading. So, the reported work is 
an example of the importance of holistic and quantitative analyses for the assessment 
and especially for cost-effective improvements of the dependability of software- 
intensive systems. These analyses are the only way to determine which components 
are critical for dependability. For these components, and these only, it is necessary to 
have somewhat tight estimates of the failure rates, and these are the components 
which may need improvements. In our example it turned out that the inspection 
intervals of some of the hardware components should be shortened - a relatively cheap 
measure; it would have been sheer waste, however, to seek less conservative estimates 
of the reliability for the software, as the probability of this top event in this particular 
system is quite insensitive to the software failure rate. The operator, on the other hand, 
is a critical element in terms of sensitivity, and any doubt that the values chosen are 
inaccurate in the optimistic direction would require effort to obtain more precise 
estimates, or design changes. 

Any analysis like this depends on the correctness of the assumptions made on its 
parameters, e.g., on conservative estimates being actually conservative. Arguments 
about this rely on applying the methods of the specific reliability “areas” (hardware, 
human, software) to the details of the analysed system. There would thus be more 
detailed analyses, of which only a terse outline could fit in the space available; but 
these would remain useless for system-level decisions if not combined appropriately. 
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The other crucial condition for a trustworthy analysis is that the model used be 
correct. A critical assumption of any fault tree analysis is of course the independence 
among the failures of the components. Two orders of precautions apply: detecting and 
eliminating direct paths of common-cause or propagated failure; and using 
conservative estimates for individual components to cover positive correlation due to 
common stress factors [5], [7]. Again, such precautions are not made necessary by the 
fact that this fault tree mixes hardware, software and human components, but are 
needed in any application of FTA. 

Of course the concrete results depend on the analysed system and accident scenario 
- in another case the software (or one of its parts), or another hardware or human 
component may well be the most critical component. This, however, can again only be 
determined by a holistic and quantitative analysis. 
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Abstract 

Decision Diagrams (DDs) are the state-of-the-art data strueture in CAD 
of integrated eireuits. They are used in many safety eritieal applieations, 
like verifieation. 

In this paper seeurity aspeets of implementation techniques of DDs are 
diseussed. A reeursive eheeksum teehnique is presented for on-line and 
off-line eheeks. These m,ethods are used to verify the integrity of DDs. 
The eorreetness of the data struetures ean be verified by (nearly) no over- 
head. Experimental results are presented to demonstrate the effieieney of 
this approaeh. 



1 Introduction 

During the last decades, the complexity of Integrated Cireuits (ICs) has increased 
exponentially. In the WTO’s a typical microprocessor such as the Intel 8080 con- 
sisted of about 5,000 transistors while in 1993 Intel’s state-of-the-art processor 
Pentium contains 3.1 million transistors. To handle the complexity of todays 
circuits the design engineers are totally dependent on Computer Aided Design 
(CAD), i.e., software tools. The capabilities and limitations of CAD tools have 
crucial impact on the performance and cost of the produced circuits as well as 
on the resources required to develop a circuit. Consequently, CAD for ICs is a 
very important and increasingly growing research area. 

In many tasks during the design process Deeision Diagrams (DDs) are used: 
Most common synthesis tools for logic optimization (two-level and multi-level) 
are based on Binary Deeision Diagrams (BDDs) [5] (see e.g. [8, 7, 23, 20]). Espe- 
cially for the verification step many different DD types, i.e. extensions of BDDs, 
have been introduced [16, 12,6, 11, 14]. 

Since ICs are nowadays used in many safety critical applications it is very 
important to make DD packages not only as fast and memory efficient as possible 
[2, 18, 17, 13], but also as seeure as possible. So far the security aspect for DDs 
has not been considered. 

For “simple” data structures like linked lists and binary (search) trees good 
techniques are known for secure implementations [22, 1,4]. 

W. Ehrenberger (Ed.): SAFECOMP’98, LNCS 1516, pp. 380-389, 1998. 
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The security aspect becomes even more important when current trends, like 
parallel implementations of DD packages [21], are considered. These implementa- 
tions use complicated communication protocols and it is well-known that several 
of these protocols contain bugs (see e.g. [15]). 

Recently a Recursive Checksum Method (RCM) has been introduced in [4] 
for trees. Since most DD packages are based on recursive operations the RCM 
can directly be applied to DDs. The use of the RCM also helps during the 
implementation of a DD package, since many errors in the memory management 
can be detected very early. 

In this paper we consider methods for guaranteeing the integrity of DDs 
by on-line and off-line checks. We consider different fault types, like Copy Faults 
(CFs) and Memory Faults (MFs) [4]. We show that the RCM can also be applied 
successfully to graphs. The implementation is discussed, i.e. the RCM can be 
integrated in DD packages by (nearly) no overhead: Since most DD packages are 
based on recursive synthesis operations, like If-Then-Else for BDDs [5,2], the 
recursive checksum computation can be incorporated with no additional cost 
(in contrast to other data structures [1,4]). We give results on fault injection 
experiments for BDDs that show that all of the assumed errors can be detected 
at very low cost, i.e. our method can be implemented without any memory 
overhead (in clever implementations like [17]) and the runtime overhead is less 
than 5% on average. 

The paper is structured as follows: In Section 2 we briefly review the defini- 
tions of DDs. In Section 3 we discuss the fault model considered in this paper. 
Section 4 describes our approach to handle the security aspect. Implementation 
aspects and experimental results are given in Section 5 and 6. Finally, the results 
are summarized. 

2 Decision Diagrams 

We now introduce basics of DDs. We focuses less on a mathematical exact de- 
scription, instead we want to give an informal description that helps the reader 
to get an impression of the underlying data structure. For more details see [10]. 

The best known DD type is the Binary Deeision Diagram (BDD) [5]. The 
description in the following is mainly based on BDDs, but all results directly 
transfer to other DD types, e.g. DDs including edge values [16, 6, 11]. 

All DDs are graph-based representations, where at each (non-terminal) node 
labeled with a variable Xi a decomposition of the function represented by this 
node into two subfunctions (the loty -function and the /j*^/j-function) is per- 
formed. Furthermore, the underlying graph is redueed and ordered, i.e. all re- 
dundant nodes are removed and the variables occur in the same order on all 
paths of the DD, respectively. 

E.g. for BDDs the following decomposition is considered: 

/ — ^iflowiv) T ^if high{v) 
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Fig. 1. BDD for / = X 1 X 2 + 



(/ is the function represented at node v, fiowiv) {fhighiv)) denotes the function 
represented by the low-edge (high-edge) of v. The recursion stops at terminal 
nodes labeled with 0 or 1. 

Example 1. In Fig. 1 the reduced ordered BDD for function f = x\X 2 + x-i is 
given. 

For the representation of a node the pointer to the low- and /j*^/j-function 
has to be stored. Further memory is needed for the index of the node and the 
reference counter. 

Additionally, to store edge values for DDs (where this is allowed) memory is 
needed. It is straightforward to integrate this in the approach that is presented 
in the following but we restrict ourselves w.l.o.g. to BDDs. 

Finally, we briefly consider the typical synthesis operation on DDs: The syn- 
thesis of two DDs is carried out by performing a recursive call on subgraphs. For 
BDDs a sketch of the recursive If-Then-Else (ITE) algorithm from [2] is given 
in Fig. 2. Similar algorithms can be considered for word-level DDs [6, 11]. 

3 Fault Model 

In this section we briefly discuss some aspects of the fault model. As already 
pointed out in [22] there is no general agreement how to measure the robustness 
of a storage data structure. 

Simple errors that should be detected are errors in single bits or words, i.e. if 
the contents of a memory cell is modified by a fault. 

Additionally, in this paper we consider the fault model from [4]: We allow 
two kinds of memory errors in our model, i.e. Copy Faults (CFs) and Memory 
Allocation Faults (MAFs). Obviously, many other “real-world” faults are also 
covered by this model. 
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ite(F,G,H) { 

if (terminal case) return result; 

if (computed-table entry (F,G,H) exists) return result; 

let Xi be the top variable of {F,G,H}; 

THEN = iteCF*.,^^.,^*.) ; 

ELSE =ite(F^,,G'-.,H^.) ; 

if (THEN == ELSE) return THEN; 

/ / Find or create a new node with variable v and sons THEN and ELSE 
R = Find-or-add-uniqueJable(xi , THEN , ELSE); 

/ / Store computation and result in computed table 
Insert-eomputed-table{{F ,G ,El},JL); 

return R; 

} 



Fig. 2. ITE-aJgorithni 




Fig. 3. Example for copy fault 



Copy faults: Copy the contents of one node into an other node. 

Memory allocation faults: Memory is allocated that has already been used 
by an other node. 



Example 2. An example for a CF is given in Fig. 3. For simplieity the non- 
reduced FDD of Example 1 is given. If the contents of Node 1 is copied into 
Node 2 the dotted pointers result. Obviously, the function being represented is 
changed. 
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Obviously, CFs can not be captured by checksum computations that do not 
consider the environment of the node, since the node itself is valid but has a 
wrong location. This fault may result from a wrong address to which data is 
written back. MAFs often occur during software development, since efficient im- 
plementations of DDs often overload the memory management of the operating 
system [2, 17]. (For more details on CFs and MAFs see [4].) 

4 Security Aspects 

DDs are used in more and more applications were security is a very important 
aspect, e.g. verification. Thus, there is a need for secure data structures. 

The simplest idea to make data structures securer is to store each component 
several times. (Notice that in that way some kind of memory faults, like MAFs, 
can also not be detected.) The idea of multiple storing also leads to the ability of 
not only error detecting, but also error correcting data structures. These topics 
have been studied for “simpler” data structures like linked lists (see e.g. [22]). 
Storing the same information several times obviously results in large memory 
overhead. Also the access time per node would drastically increase for DDs, 
since several pointers have to be handled. (E.g. during sifting [19] often several 
thousand pointers have to be redirected.) 

In the following we restrict to the problem of error detection. 

A general method for making data structures more secure is the use of check- 
sums, i.e. for each element a characteristic value is computed. The simplest ex- 
ample is the parity check. But this method has the drawback that errors that 
result from neighborhood relations (as e.g. MAFs) can not be detected. 

We now describe in more detail the Recursive Checksum Method (RCM) that 
we apply to DDs: For each node a checksum c is computed that results from 
the checksums ci and Cr of the left and right son of the node and from a node 
internal information. Here we make use of the index of the node. (We will see in 
the following that for DDs methods based on recursive computations can easily 
be integrated in the synthesis operations, like ITE (see Section 2 and 5).) 

For the following we define the RCM c of a node by 

c = {ci + Cr + variable -index) mod m, (1) 

where m denotes an integer number and variable-index of a BDD node v is i iff 
V is labeled with variable Xi^. Obviously, the choice of m largely influences the 
quality of the checksum. The larger m is chosen the more memory is used to 
store the information, but the more secure the DD gets. 

Example 3. If m = 2 then only a parity cheek is performed. 

Remark 1. For DD types allowing edge values these values have also to be incor- 
porated in the checksum,. 

1 Here we choose a very simple function so that the description remains simple. 
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We now consider two main problems: We want to detect errors on-line and 
we want to check the integrity of a given DD by off-line tests. 

On-line check: The on-line check verifies the correctness of the node during 
each access. This is done by recomputing the checksum of the successors 
during each access. Additionally, each information that is obtained by a 
look-up in the computed table is checked. Due to the recursive nature of the 
synthesis procedures on DDs and of the RCM the checksum computation can 
easily be incorporated in the program code. (For more details see Section 5.) 
Off-line check: The check for integrity can be performed by a depth-first-search 
algorithm starting from the roots of the DD. At each node (starting at the 
terminals) the checksum is recursively computed. Then a comparison to the 
checksum value stored in each node is carried out. If a comparison fails an 
error is detected. 

Using these on-line and off-line techniques also the software development can 
be simplified tremendously. As mentioned above many DD packages overload the 
memory management of the operating systems. Using the on-line check many 
errors can be detected very early. If (due to performance reasons) the on-line 
check is not desired during normal operation of the package it can easily be 
switched off. (This also offers the possibility to operate DD packages in a debug 
mode and in a normal operation m,ode.) 

One further advantage of an off-line check on DDs is that the nodes are 
referenced several times (in contrast to trees). Thus, there is a high probability 
to detect errors with only a small number of encoding bits (see experiments in 
Section 6). 

One problem that is not considered in this paper is the aspect of faulty com- 
putations, e.g. what happens, if the checksum computation is wrong? Previous 
work has proposed the term of safe and unsafe memory for other data structures. 
These results can directly be transfered to graphs and DDs. (For more details 
see e.g. [1,4].) 

5 Implementation 

We now briefly discuss how the RCM of the previous section can be implemented 
in a DD package. (For the rest of this section we assume that the reader is familiar 
with basics about the implementation of DD packages.) 

In the following we restrict ourselves to the ITE operator used for BDDs. 
(For other DD packages based on recursive synthesis analogous modifications 
can be given.) Only minor modifications have to be performed to integrate the 
approach in a given DD package: 

- An additional (integer) value must be included in the description of a node. 
At this point also a short integer or only a few bits can be used, but with 
smaller number of memory the data structure becomes less secure (see Sec- 
tion 6). It depends on the designer of the data structure to determine the 
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optimal trade-olf for his application: Is security or memory overhead more 
important? 

- During the recursive ITE calls the checksum has to be computed. Since ITE 
also works recursively only a constant overhead per node has to be invested. 
For each node that is newly created the checksum c is computed as described 
in the previous section. 

Example 4- For ITE-hased BDD packages after each computation of the nodes 
THEN and ELSE (see Fig. 2) the checksum of these new nodes is verified. Thus 
also erroneous modifications of hits (or even words) in a node can be detected. 
Additionally, after each successful lookup in the unique table the node is cheeked 
for correctness. 

Remark 2. In usual DD packages some bits are often unused, e.g. in the BDD 
package from [17] two bits per pointer have no functionality. Since in each node 
two pointers are stored, i.e. the pointers for the low- and high-funetion, four bits 
are unused. 

6 Experimental Results 

In this section we present results of some fault injection experiments. All exper- 
iments have been carried out on a preliminary BDD package implementation on 
a SUN SPARCstation 4- An upper node limit of 250.000 was used. 

Several symbolic simulation runs were considered for the combinational parts 
of the sequential benchmarks from [3]. For the ordering of the variables the initial 
ordering of the inputs as they occur in the benchmark description was used. 

In the first set of experiments we considered the on-line check method, i.e. we 
check the data structure during the symbolic simulation. We inserted a fault by 
randomly changing the contents of one variable in a node. Thus, we not only 
considered bit faults, but also word faults that correspond to multi-bit faults. 
(Notice that this fault can also be detected by a conventional checksum approach. 
Recursive computation does not influence the result.) We use Formula (1) for the 
recursive computation of the checksum'-^. During each run one fault is inserted. In 
some cases this fault does not have to modify the result, e.g. if the fault occurs in 
a redundant part of the circuit during the symbolic simulation. But nevertheless 
the on-line check detects that something might be damaged. In Table 1 a 1 (0) 
denotes that the error was (not) detected. Each column denotes a different value 
for m. As can easily be seen only a few bits are needed to detect all errors in the 
package during the symbolic simulation of these benchmarks, i.e. only 3 bits are 
needed to encode the 5 values. 

We now focus on the off-line check for CFs and MAFs. In a second experiment 
we considered a successful symbolic simulation and started with a depth-first- 
search computation. We randomly inserted faults by the following procedure: 

^ More sophisticated computation methods could obviously even improve the quality 
of the result. 
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S01423 
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1 


1 


1 



Table 1. On-line check 
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S01488 
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S01494 


10 


3 


1 


1 


1 


1 



Table 2. Off-line check 
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During the construction we stored a pointer’s address for fault insertion at about 
each 50th node creation (up to a maxiniuni of 10 pointer addresses)®. In the 
second and third column of Table 2 we give the information about the number 
of faults considered, pointers (faults) denotes the number of addresses stored 
(faults inserted). Again we considered different values for m. The results are 
given in the succeeding columns of Table 2. Once more it can be seen from the 
table that only 3 bits are needed to detect all faults. (For benchmark s01238 
no faults have been inserted, since all stored pointers are not present in the 
representation of the outputs.) Even an encoding of 2 bits is able to detect most 
faults. This results from the fact that often the same node is referenced several 
times. Such during each access there is the possibility to detect the fault. 

As can be seen from our experiments only 3 bits are needed to detect all 
faults. Thus, following Remark 2 no memory overhead results for efficient DD 
package implementations from incorporating the RCM. In our implementation 
the runtime overhead was less than 5% on average. 



7 Conclusions 

Security aspects of Decision Diagram, s have been discussed. Since DDs are used 
in more and more safety critical applications there is a need to also make the 
implementation of the DD package as secure as possible. 

In this paper a first step in this direction has been performed: Fault models 
for other data structures have been considered for DDs. The method of recursive 
checksum computation has been applied to DDs and has been integrated in on- 
line and off-line checks. It has been demonstrated by fault injection experiments 
that these methods are able to identify memory errors during the operation of 
a DD package. A check for the whole DD for integrity can also easily be per- 
formed. These methods can be integrated with only little overhead with respect 
to runtime and no overhead with respect to memory. 

If is focus of current work to extend the ideas discussed in this paper to DD 
packages that also allow dynamic minimization algorithms, like sifting [19,9]. 
Furthermore, aspects of secure DDs will be extended to not only error detection 
but also error correction. 
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® The problem was that in this way we mostly stored enough pointers so that at least 
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errors in these nodes could not be detected by the off-line test. 
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